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AutoCAD SHX Text
WETLAND NOTE

AutoCAD SHX Text
1.	NO WETLANDS ARE LOCATED INSIDE OR AROUND THE NO WETLANDS ARE LOCATED INSIDE OR AROUND THE PROJECT AREA.

AutoCAD SHX Text
GRADING STANDARDS

AutoCAD SHX Text
1. AREAS TO BE FILLED ARE TO BE CLEARED, GRUBBED, AND STRIPPED OF TOPSOIL TO REMOVE AREAS TO BE FILLED ARE TO BE CLEARED, GRUBBED, AND STRIPPED OF TOPSOIL TO REMOVE TREES, VEGETATION, ROOTS, AND OTHER OBJECTIONABLE MATERIAL. 2. AREAS WHICH ARE TO BE TOPSOILED SHOULD BE SCARIFIED TO A DEPTH OF 3 TO 5 INCHES, OR AREAS WHICH ARE TO BE TOPSOILED SHOULD BE SCARIFIED TO A DEPTH OF 3 TO 5 INCHES, OR 6 TO 12 INCHES ON COMPACTED SOILS, PRIOR TO PLACEMENT OF TOPSOIL.  AREAS TO BE VEGETATED SHALL HAVE A MINIMUM 4 INCHES OF TOPSOIL IN PLACE PRIOR TO SEEDING AND MULCHING.  FILL OUTSLOPES SHOULD HAVE A MINIMUM OF 2 INCHES OF TOPSOIL. 3. ALL EARTHEN FILLS SHALL BE COMPACTED AS REQUIRED TO REDUCE EROSION, SLIPPAGE, ALL EARTHEN FILLS SHALL BE COMPACTED AS REQUIRED TO REDUCE EROSION, SLIPPAGE, SETTLEMENT, SUBSIDENCE OR OTHER RELATED PROBLEMS.  FILL INTENDED TO SUPPORT BUILDINGS, ROADWAYS, STRUCTURES AND CONDUITS, ETC. SHALL BE COMPACTED IN ACCORDANCE WITH LOCAL REQUIREMENTS OR CODES. 4. ALL EARTHEN FILLS SHALL BE PLACED IN COMPACTED LAYERS NOT TO EXCEED 9 INCHES IN ALL EARTHEN FILLS SHALL BE PLACED IN COMPACTED LAYERS NOT TO EXCEED 9 INCHES IN THICKNESS. 5. FILL MATERIALS SHALL BE FREE OF FROZEN PARTICLES, BRUSH, ROOTS, SOD, OR OTHER FOREIGN FILL MATERIALS SHALL BE FREE OF FROZEN PARTICLES, BRUSH, ROOTS, SOD, OR OTHER FOREIGN OR OBJECTIONABLE MATERIALS THAT WOULD INTERFERE WITH OR PREVENT CONSTRUCTION OF SATISFACTORY FILLS. 6. FROZEN MATERIALS OR SOFT, MUCKY, OR HIGHLY COMPRESSIBLE MATERIALS SHALL NOT BE FROZEN MATERIALS OR SOFT, MUCKY, OR HIGHLY COMPRESSIBLE MATERIALS SHALL NOT BE INCORPORATED INTO FILLS. 7. FILL SHALL NOT BE PLACED ON SATURATED OR FROZEN SURFACES. FILL SHALL NOT BE PLACED ON SATURATED OR FROZEN SURFACES. 8. SEEPS OR SPRINGS ENCOUNTERED DURING CONSTRUCTION SHALL BE HANDLED IN ACCORDANCE SEEPS OR SPRINGS ENCOUNTERED DURING CONSTRUCTION SHALL BE HANDLED IN ACCORDANCE WITH THE STANDARD AND SPECIFICATION FOR SUBSURFACE DRAIN OR OTHER APPROVED METHOD. 9. ALL GRADED AREAS SHALL BE PERMANENTLY STABILIZED IMMEDIATELY UPON REACHING FINISHED ALL GRADED AREAS SHALL BE PERMANENTLY STABILIZED IMMEDIATELY UPON REACHING FINISHED GRADE.  CUT SLOPES IN COMPETENT BEDROCK AND ROCK FILLS NEED NOT TO BE VEGETATED.
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STABILIZATION SPECIFICATIONS

AutoCAD SHX Text
1. UPON TEMPORARY CESSATION OF AN EARTH DISTURBANCE ACTIVITY OR ANY STAGE OR PHASE OF UPON TEMPORARY CESSATION OF AN EARTH DISTURBANCE ACTIVITY OR ANY STAGE OR PHASE OF AN ACTIVITY WHERE A CESSATION OF EARTH DISTURBANCE ACTIVITIES WILL EXCEED 4 DAYS, THE SITE SHALL BE IMMEDIATELY SEEDED, MULCHED, OR OTHERWISE PROTECTED FROM ACCELERATED EROSION AND SEDIMENTATION PENDING FUTURE EARTH DISTURBANCE ACTIVITIES. 2. PERMANENT STABILIZATION IS DEFINED AS A MINIMUM UNIFORM, PERENNIAL 70% VEGETATIVE PERMANENT STABILIZATION IS DEFINED AS A MINIMUM UNIFORM, PERENNIAL 70% VEGETATIVE COVER OR OTHER PERMANENT NON-VEGETATIVE COVER WITH A DENSITY SUFFICIENT TO RESIST ACCELERATED SURFACE EROSION AND SUBSURFACE CHARACTERISTICS SUFFICIENT TO RESIST SLUMPING, SLIDING, OR OTHER MOVEMENTS. 3. TOPSOIL REQUIRED FOR THE ESTABLISHMENT OF VEGETATION SHALL BE STOCKPILED AT THE TOPSOIL REQUIRED FOR THE ESTABLISHMENT OF VEGETATION SHALL BE STOCKPILED AT THE LOCATIONS SHOWN ON THE PLAN DRAWINGS IN THE AMOUNT NECESSARY TO COMPLETE THE FINISH GRADING OF ALL EXPOSED AREAS THAT ARE TO BE STABILIZED BY VEGETATION.  EACH STOCKPILE SHALL BE PROTECTED IN THE MANNER SHOWN ON THE PLAN DRAWINGS.  STOCKPILE HEIGHTS SHALL NOT EXCEED 35 FEET.  STOCKPILE SLOPES SHALL BE 2 HORIZONTAL:1 VERTICAL OR FLATTER. 4. AREAS WHICH ARE TO BE TOPSOILED SHALL BE SCARIFIED TO A MINIMUM DEPTH OF 3 TO 5 AREAS WHICH ARE TO BE TOPSOILED SHALL BE SCARIFIED TO A MINIMUM DEPTH OF 3 TO 5 INCHES - 6 TO 12 INCHES ON COMPACTED SOILS - PRIOR TO PLACEMENT OF TOPSOIL.  AREAS TO BE VEGETATED SHALL HAVE A MINIMUM 4 INCHES OF TOPSOIL IN PLACE PRIOR TO SEEDING AND MULCHING.  FILL OUTSLOPES SHALL HAVE A MINIMUM OF 2 INCHES OF TOPSOIL. 5. TOPSOIL SHOULD NOT BE PLACED WHILE THE TOPSOIL OR SUBSOIL IS IN A FROZEN OR MUDDY TOPSOIL SHOULD NOT BE PLACED WHILE THE TOPSOIL OR SUBSOIL IS IN A FROZEN OR MUDDY CONDITION, WHEN THE SUBSOIL IS EXCESSIVELY WET, OR IN A CONDITION THAT MAY OTHERWISE BE DETRIMENTAL TO PROPER GRADING AND SEEDBED PREPARATION. COMPACTED SOILS SHOULD BE SCARIFIED 6 TO 12 INCHES ALONG CONTOUR WHENEVER POSSIBLE PRIOR TO SEEDING. 6. IMMEDIATELY AFTER EARTH DISTURBANCE ACTIVITIES CEASE IN ANY AREA OR SUBAREA OF THE IMMEDIATELY AFTER EARTH DISTURBANCE ACTIVITIES CEASE IN ANY AREA OR SUBAREA OF THE PROJECT, THE OPERATOR SHALL STABILIZE ALL DISTURBED AREAS.  DURING NON-GERMINATING MONTHS, MULCH OR PROTECTIVE BLANKETING SHALL BE APPLIED AS DESCRIBED IN THE PLAN.  DISTURBED AREAS WHICH ARE NOT AT FINISHED GRADE AND WHICH WILL BE RE-DISTURBED WITHIN 1 YEAR MUST BE STABILIZED IN ACCORDANCE WITH THE TEMPORARY VEGETATIVE STABILIZATION SPECIFICATIONS. DISTURBED AREAS WHICH ARE AT FINAL GRADE OR WHICH WILL NOT BE RE-DISTURBED WITHIN 1 YEAR MUST BE STABILIZED IN ACCORDANCE WITH THE PERMANENT VEGETATIVE STABILIZATION SPECIFICATIONS. 7. AN EROSION CONTROL BLANKET WILL BE INSTALLED ON ALL DISTURBED SLOPES 3:1 OR STEEPER, AN EROSION CONTROL BLANKET WILL BE INSTALLED ON ALL DISTURBED SLOPES 3:1 OR STEEPER, ALL AREAS OF CONCENTRATED FLOWS, AND DISTURBED AREAS WITHIN 50 FEET OF A SURFACE WATER. 8. E&S BMPS SHALL REMAIN FUNCTIONAL AS SUCH UNTIL ALL AREAS TRIBUTARY TO THEM ARE E&S BMPS SHALL REMAIN FUNCTIONAL AS SUCH UNTIL ALL AREAS TRIBUTARY TO THEM ARE PERMANENTLY STABILIZED OR UNTIL THEY ARE REPLACED BY ANOTHER BMP APPROVED BY THE LOCAL CONSERVATION DISTRICT OR THE DEPARTMENT. 9. STRAW AND HAY MULCH SHOULD BE ANCHORED IMMEDIATELY AFTER APPLICATION TO PREVENT STRAW AND HAY MULCH SHOULD BE ANCHORED IMMEDIATELY AFTER APPLICATION TO PREVENT BEING WINDBLOWN.  A TRACTOR-DRAWN IMPLEMENT MAY BE USED TO "CRIMP" THE STRAW OR HAY INTO THE SOIL.  THIS METHOD IS LIMITED TO SLOPES NO STEEPER THAN 3:1.  THE MACHINERY SHOULD BE OPERATED ON THE CONTOUR. (NOTE: CRIMPING OF HAY OR STRAW BY RUNNING OVER IT WITH TRACKED MACHINERY IS NOT RECOMMENDED.) 10. ASPHALT, EITHER EMULSIFIED OR CUT-BACK, CONTAINING NO SOLVENTS OR OTHER DILUTING ASPHALT, EITHER EMULSIFIED OR CUT-BACK, CONTAINING NO SOLVENTS OR OTHER DILUTING AGENTS TOXIC TO PLANT OR ANIMAL LIFE, UNIFORMLY APPLIED AT THE RATE OF 31 GALLONS PER 1000 SQ. YD. MAY BE USED TO TACK MULCH. 11. SYNTHETIC BINDERS (CHEMICAL BINDERS) MAY BE USED AS RECOMMENDED BY THE SYNTHETIC BINDERS (CHEMICAL BINDERS) MAY BE USED AS RECOMMENDED BY THE MANUFACTURER TO ANCHOR MULCH PROVIDED SUFFICIENT DOCUMENTATION IS PROVIDED TO SHOW THEY ARE NON-TOXIC TO NATIVE PLANT AND ANIMAL SPECIES. 12. LIGHTWEIGHT PLASTIC, FIBER, OR PAPER NETS MAY BE STAPLED OVER THE MULCH ACCORDING TO LIGHTWEIGHT PLASTIC, FIBER, OR PAPER NETS MAY BE STAPLED OVER THE MULCH ACCORDING TO MANUFACTURER'S RECOMMENDATIONS. 13. TRACKING SLOPES IS REQUIRED BY RUNNING TRACKED MACHINERY UP AND DOWN THE SLOPE, TRACKING SLOPES IS REQUIRED BY RUNNING TRACKED MACHINERY UP AND DOWN THE SLOPE, LEAVING TREAD MARKS PARALLEL TO THE CONTOUR. (NOTE: IF A BULLDOZER IS USED, THE BLADE SHALL BE UP.) CARE SHOULD BE EXERCISED ON SOILS HAVING A HIGH CLAY CONTENT TO AVOID OVER-COMPACTION. 14. DURING NON-GROWING SEASONS ANY DISTURBED AREAS SHALL BE TEMPORARILY STABILIZED WITH DURING NON-GROWING SEASONS ANY DISTURBED AREAS SHALL BE TEMPORARILY STABILIZED WITH STRAW OR HAY MULCH APPLIED AT A RATE OF 3 TONS PER ACRE AND PROPERLY ANCHORED.
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SOIL EROSION & SEDIMENTATION CONTROL NOTES

AutoCAD SHX Text
1. A COPY OF THE APPROVED EROSION AND SEDIMENT CONTROL PLAN MUST BE AVAILABLE AT THE A COPY OF THE APPROVED EROSION AND SEDIMENT CONTROL PLAN MUST BE AVAILABLE AT THE PROJECT SITE AT ALL TIMES. THE LOCAL CONSERVATION DISTRICT SHALL BE NOTIFIED OF ANY CHANGES TO THE APPROVED PLAN PRIOR TO IMPLEMENTATION OF THOSE CHANGES. THE DISTRICT MAY REQUIRE A WRITTEN SUBMITTAL OF THOSE CHANGES FOR REVIEW AND APPROVAL AT ITS DISCRETION. 2. IMMEDIATELY UPON DISCOVERING UNFORESEEN CIRCUMSTANCES POSING THE POTENTIAL FOR IMMEDIATELY UPON DISCOVERING UNFORESEEN CIRCUMSTANCES POSING THE POTENTIAL FOR ACCELERATED EROSION AND/OR SEDIMENT POLLUTION, THE OPERATOR SHALL IMPLEMENT APPROPRIATE BEST MANAGEMENT PRACTICES TO MINIMIZE THE POTENTIAL FOR EROSION AND SEDIMENT POLLUTION AND NOTIFY THE LOCAL CONSERVATION DISTRICT AND/OR THE REGIONAL OFFICE OF THE DEPARTMENT. 3. ALL PUMPING OF SEDIMENT LADEN WATER SHALL BE THROUGH A SEDIMENT CONTROL BMP, SUCH ALL PUMPING OF SEDIMENT LADEN WATER SHALL BE THROUGH A SEDIMENT CONTROL BMP, SUCH AS A PUMPED WATER FILTER BAG OR EQUIVALENT SEDIMENT REMOVAL FACILITY, OVER UNDISTURBED VEGETATED AREAS. 4. FAILURE TO CORRECTLY INSTALL E&S BMPS, FAILURE TO PREVENT SEDIMENT-LADEN RUNOFF FROM FAILURE TO CORRECTLY INSTALL E&S BMPS, FAILURE TO PREVENT SEDIMENT-LADEN RUNOFF FROM LEAVING THE CONSTRUCTION SITE, OR FAILURE TO TAKE IMMEDIATE CORRECTIVE ACTION TO RESOLVE FAILURE OF E&S BMPS MAY RESULT IN ADMINISTRATIVE, CIVIL, AND/OR CRIMINAL PENALTIES BEING INSTITUTED BY THE DEPARTMENT AS DEFINED IN SECTION 602 OF THE PENNSYLVANIA CLEAN STREAM LAW.  THE CLEAN STREAMS LAW PROVIDES FOR UP TO $10,000 PER DAY IN CIVIL PENALTIES, UP TO $10,000 IN SUMMARY CRIMINAL PENALTIES, AND UP TO $25,000 IN MISDEMEANOR CRIMINAL PENALTIES FOR EACH VIOLATION. 5. ALL BUILDING MATERIALS AND WASTES MUST BE REMOVED FROM THE SITE AND RECYCLED OR ALL BUILDING MATERIALS AND WASTES MUST BE REMOVED FROM THE SITE AND RECYCLED OR DISPOSED OF IN ACCORDANCE WITH THE DEPARTMENT'S SOLID WASTE MANAGEMENT REGULATIONS AT 25 PA CODE 260.1 ET SEQ., 271.1, AND 287.1 ET SEQ.  NO BUILDING MATERIALS OR WASTES OR UNUSED BUILDING MATERIAL SHALL BE BURNED, BURIED, DUMPED, OR DISCHARGED AT THE SITE. 6. THE CONTRACTOR WILL BE RESPONSIBLE FOR THE REMOVAL OF ANY EXCESS MATERIAL AND MAKE THE CONTRACTOR WILL BE RESPONSIBLE FOR THE REMOVAL OF ANY EXCESS MATERIAL AND MAKE SURE THE SITES RECEIVING THE EXCESS HAS AN APPROVED AND FULLY IMPLEMENTED EROSION AND SEDIMENT CONTROL PLAN THAT MEETS THE CONDITIONS OF CHAPTER 102 AND/OR OTHER STATE OR FEDERAL REGULATIONS. 7. CLEAN FILL IS DEFINED AS: UNCONTAMINATED, NON-WATER SOLUBLE, NON-DECOMPOSABLE, INERT, CLEAN FILL IS DEFINED AS: UNCONTAMINATED, NON-WATER SOLUBLE, NON-DECOMPOSABLE, INERT, SOLID MATERIAL.  THE TERM INCLUDES SOIL, ROCK, STONE, DREDGED MATERIAL, USED ASPHALT, AND BRICK, BLOCK OR CONCRETE FROM CONSTRUCTION AND DEMOLITION ACTIVITIES THAT IS SEPARATE FROM OTHER WASTE AND IS RECOGNIZABLE AS SUCH.  THE TERM DOES NOT INCLUDE MATERIALS PLACED IN OR ON THE WATERS OF THE COMMONWEALTH UNLESS OTHERWISE AUTHORIZED.  (THE TERM “USED ASPHALT” DOES NOT INCLUDE MILLED ASPHALT OR ASPHALT USED ASPHALT” DOES NOT INCLUDE MILLED ASPHALT OR ASPHALT  DOES NOT INCLUDE MILLED ASPHALT OR ASPHALT THAT HAS BEEN PROCESSED FOR RE-USE.) 8. ANY PLACEMENT OF CLEAN FILL THAT HAS BEEN AFFECTED BY A SPILL OR RELEASE OF A ANY PLACEMENT OF CLEAN FILL THAT HAS BEEN AFFECTED BY A SPILL OR RELEASE OF A REGULATED SUBSTANCE MUST USE FORM FP-001 TO CERTIFY THE ORIGIN OF THE FILL MATERIAL AND THE RESULTS OF THE ANALYTICAL TESTING TO QUALIFY THE MATERIAL AS CLEAN FILL. FORM FP-001 MUST BE RETAINED BY THE OWNER OF THE PROPERTY RECEIVING THE FILL. 9. ENVIRONMENTAL DUE DILIGENCE MUST BE PERFORMED TO DETERMINE IF THE FILL MATERIALS ENVIRONMENTAL DUE DILIGENCE MUST BE PERFORMED TO DETERMINE IF THE FILL MATERIALS ASSOCIATED WITH THE PROJECT QUALIFY AS CLEAN FILL.  ENVIRONMENTAL DUE DILIGENCE IS DEFINED AS:  INVESTIGATIVE TECHNIQUES, INCLUDING, BUT NOT LIMITED TO, VISUAL PROPERTY INSPECTIONS, ELECTRONIC DATA BASE SEARCHES, REVIEW OF PROPERTY OWNERSHIP, REVIEW OF PROPERTY USE HISTORY, SANBORN MAPS, ENVIRONMENTAL QUESTIONNAIRES, TRANSACTION SCREENS, ANALYTICAL TESTING, ENVIRONMENTAL ASSESSMENTS OR AUDITS.  ANALYTICAL TESTING IS NOT A REQUIRED PART OF DUE DILIGENCE UNLESS VISUAL INSPECTION AND/OR REVIEW OF THE PAST LAND USE OF THE PROPERTY INDICATES THAT THE FILL MAY HAVE BEEN SUBJECTED TO A SPILL OR RELEASE OF A REGULATED SUBSTANCE.  IF THE FILL MAY HAVE BEEN AFFECTED BY A SPILL OR RELEASE OF A REGULATED SUBSTANCE, IT MUST BE TESTED TO DETERMINE IF IT QUALIFIES AS CLEAN FILL.  TESTING SHOULD BE PERFORMED IN ACCORDANCE WITH APPENDIX A OF THE DEPARTMENT'S POLICY “MANAGEMENT OF CLEAN FILL.” MANAGEMENT OF CLEAN FILL.” 10. AT NO TIME SHALL CONSTRUCTION VEHICLES BE ALLOWED TO ENTER AREAS OUTSIDE THE LIMIT OF AT NO TIME SHALL CONSTRUCTION VEHICLES BE ALLOWED TO ENTER AREAS OUTSIDE THE LIMIT OF DISTURBANCE BOUNDARIES SHOWN ON THE PLAN MAPS.  THESE AREAS MUST BE CLEARLY MARKED AND FENCED OFF BEFORE CLEARING AND GRUBBING OPERATIONS BEGIN. 11. ALL WASTES AND MATERIALS DEPOSITED IN AND REMOVED FROM POST-CONSTRUCTION ALL WASTES AND MATERIALS DEPOSITED IN AND REMOVED FROM POST-CONSTRUCTION STORMWATER MANAGEMENT (PCSM) BMP FACILITIES AND FROM IMPERVIOUS AREAS (EX. SWEEPING OF STREETS & PARKING LOTS) DURING OPERATION AND MAINTENANCE SHALL BE REMOVED FROM THE SITE AND PROPERLY DISPOSED OF IN ACCORDANCE WITH THE DEPARTMENT'S SOLID WASTE MANAGEMENT REGULATIONS AT 25 PA. CODE 260.1 ET. SEQ., 271.1, AND 287.1 ET. SEQ.  NO WASTE MATERIALS SHALL BE BURNED, BURIED, DUMPED, OR DISCHARGED AT THE SITE. 12. ALL EARTH DISTURBANCE ACTIVITIES SHALL PROCEED IN ACCORDANCE WITH THE SEQUENCE ALL EARTH DISTURBANCE ACTIVITIES SHALL PROCEED IN ACCORDANCE WITH THE SEQUENCE PROVIDED ON THE PLAN DRAWINGS.  DEVIATION FROM THAT SEQUENCE MUST BE APPROVED IN WRITING FROM THE LOCAL CONSERVATION DISTRICT OR BY THE DEPARTMENT PRIOR TO IMPLEMENTATION. 13. CLEARING, GRUBBING, AND TOPSOIL STRIPPING SHALL BE LIMITED TO THOSE AREAS DESCRIBED IN CLEARING, GRUBBING, AND TOPSOIL STRIPPING SHALL BE LIMITED TO THOSE AREAS DESCRIBED IN EACH STAGE OF THE CONSTRUCTION SEQUENCE.  GENERAL SITE CLEARING, GRUBBING AND TOPSOIL STRIPPING MAY NOT COMMENCE IN ANY STAGE OR PHASE OF THE PROJECT UNTIL THE E&S BMPS SPECIFIED BY THE BMP SEQUENCE FOR THAT STAGE OR PHASE HAVE BEEN INSTALLED AND ARE FUNCTIONING AS DESCRIBED IN THE E&S PLAN. 14. PERMANENT STABILIZATION IS DEFINED AS A MINIMUM UNIFORM, PERENNIAL 70% VEGETATIVE PERMANENT STABILIZATION IS DEFINED AS A MINIMUM UNIFORM, PERENNIAL 70% VEGETATIVE COVER OR OTHER PERMANENT NON-VEGETATIVE COVER WITH A DENSITY SUFFICIENT TO RESIST ACCELERATED EROSION.  CUT AND FILL SLOPES SHALL BE CAPABLE OF RESISTING FAILURE DUE TO SLUMPING, SLIDING, OR OTHER MOVEMENTS. 15. AFTER FINAL SITE STABILIZATION HAS BEEN ACHIEVED, TEMPORARY EROSION AND SEDIMENT BMPS AFTER FINAL SITE STABILIZATION HAS BEEN ACHIEVED, TEMPORARY EROSION AND SEDIMENT BMPS MUST BE REMOVED OR CONVERTED TO PERMANENT POST CONSTRUCTION STORMWATER MANAGEMENT BMPS.  AREAS DISTURBED DURING REMOVAL OR CONVERSION OF THE BMPS SHALL BE STABILIZED IMMEDIATELY.  IN ORDER TO ENSURE RAPID REVEGETATION OF DISTURBED AREAS, SUCH REMOVAL/CONVERSIONS ARE TO BE DONE ONLY DURING THE GERMINATING SEASON. 16. CONCRETE WASH WATER SHALL BE HANDLED IN THE MANNER DESCRIBED ON THE PLAN DRAWINGS.  CONCRETE WASH WATER SHALL BE HANDLED IN THE MANNER DESCRIBED ON THE PLAN DRAWINGS.  IN NO CASE SHALL IT BE ALLOWED TO ENTER ANY SURFACE WATERS OR GROUNDWATER SYSTEMS. 17. SEDIMENT BASINS AND/OR TRAPS SHALL BE KEPT FREE OF ALL CONSTRUCTION WASTE, WASH SEDIMENT BASINS AND/OR TRAPS SHALL BE KEPT FREE OF ALL CONSTRUCTION WASTE, WASH WATER, AND OTHER DEBRIS HAVING POTENTIAL TO CLOG THE BASIN/TRAP OUTLET STRUCTURE AND/OR POLLUTE THE SURFACE WATERS. 18. SEDIMENT BASINS SHALL BE PROTECTED FROM UNAUTHORIZED ACTS BY THIRD PARTIES. SEDIMENT BASINS SHALL BE PROTECTED FROM UNAUTHORIZED ACTS BY THIRD PARTIES. 19. ANY DAMAGE THAT OCCURS IN WHOLE OR IN PART AS A RESULT OF BASIN OR TRAP DISCHARGE ANY DAMAGE THAT OCCURS IN WHOLE OR IN PART AS A RESULT OF BASIN OR TRAP DISCHARGE SHALL BE IMMEDIATELY REPAIRED BY THE PERMITTEE IN A PERMANENT MANNER SATISFACTORY TO THE MUNICIPALITY, LOCAL CONSERVATION DISTRICT, AND THE OWNER OF THE DAMAGED PROPERTY. 20. UPON REQUEST, THE APPLICANT OR HIS CONTRACTOR SHALL PROVIDE AN AS-BUILT (RECORD UPON REQUEST, THE APPLICANT OR HIS CONTRACTOR SHALL PROVIDE AN AS-BUILT (RECORD DRAWING) FOR ANY SEDIMENT BASIN OR TRAP TO THE MUNICIPAL INSPECTOR, LOCAL CONSERVATION DISTRICT OR THE DEPARTMENT.
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MAINTENANCE PROGRAM
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1. UNTIL THE SITE IS STABILIZED, ALL EROSION AND SEDIMENT BMPS SHALL BE MAINTAINED UNTIL THE SITE IS STABILIZED, ALL EROSION AND SEDIMENT BMPS SHALL BE MAINTAINED PROPERLY.  MAINTENANCE SHALL INCLUDE INSPECTIONS OF ALL EROSION AND SEDIMENT BMPS AFTER EACH RUNOFF EVENT AND ON A WEEKLY BASIS.  ALL PREVENTATIVE AND REMEDIAL MAINTENANCE WORK, INCLUDING CLEAN OUT, REPAIR, REPLACEMENT, REGRADING, RESEEDING, REMULCHING AND RENETTING MUST BE PERFORMED IMMEDIATELY.  IF THE E&S BMPS FAIL TO PERFORM AS EXPECTED, REPLACEMENT BMPS, OR MODIFICATIONS OF THOSE INSTALLED WILL BE REQUIRED. 2. ALL SEDIMENT REMOVED FROM BMPS WILL BE RETURNED TO UPLAND AREAS ON SITE AND ALL SEDIMENT REMOVED FROM BMPS WILL BE RETURNED TO UPLAND AREAS ON SITE AND INCORPORATED INTO THE SITE GRADING. 3. A LOG SHOWING DATES THAT E&S BMPS WERE INSPECTED AS WELL AS ANY DEFICIENCIES FOUND A LOG SHOWING DATES THAT E&S BMPS WERE INSPECTED AS WELL AS ANY DEFICIENCIES FOUND AND THE DATE THEY WERE CORRECTED SHALL BE MAINTAINED ON THE SITE AND BE MADE AVAILABLE TO REGULATORY AGENCY OFFICIALS AT THE TIME OF INSPECTION 4. THE PERMITTEE AND CO-PERMITTEE MUST ENSURE THAT VISUAL SITE INSPECTIONS ARE THE PERMITTEE AND CO-PERMITTEE MUST ENSURE THAT VISUAL SITE INSPECTIONS ARE CONDUCTED WEEKLY, AND AFTER EACH MEASURABLE PRECIPITATION EVENT BY QUALIFIED PERSONNEL, TRAINED AND EXPERIENCED IN EROSION AND SEDIMENT CONTROL, TO ASCERTAIN THAT THE EROSION AND SEDIMENT CONTROL (E&S) BMPS ARE OPERATIONAL AND EFFECTIVE IN PREVENTING POLLUTION TO THE WATERS OF THE COMMONWEALTH.  A WRITTEN REPORT OF EACH INSPECTION SHALL BE KEPT, AND INCLUDE:     1.) A SUMMARY OF THE SITE CONDITIONS, E&S BMPS, AND COMPLIANCE; AND     2.) THE DATE, TIME, AND THE NAME OF THE PERSON CONDUCTING THE INSPECTION. 5. SEDIMENT TRACKED ONTO ANY PUBLIC ROADWAY OR SIDEWALK SHALL BE RETURNED TO THE SEDIMENT TRACKED ONTO ANY PUBLIC ROADWAY OR SIDEWALK SHALL BE RETURNED TO THE CONSTRUCTION SITE BY THE END OF EACH WORK DAY AND DISPOSED IN THE MANNER DESCRIBED IN THIS PLAN.  IN NO CASE SHALL THE SEDIMENT BE WASHED, SHOVELED, OR SWEPT INTO ANY ROADSIDE DITCH, STORM SEWER, OR SURFACE WATER.
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ALL EARTH DISTURBANCES, INCLUDING CLEARING AND GRUBBING AS WELL AS CUTS AND FILLS SHALL BE DONE IN ACCORDANCE WITH THE APPROVED E&S PLAN.  A COPY OF THE APPROVED DRAWINGS MUST BE AVAILABLE AT THE PROJECT SITE AT ALL TIMES.  THE REVIEWING AGENCY SHALL BE NOTIFIED OF ANY CHANGES TO THE APPROVED PLAN PRIOR TO IMPLEMENTATION OF THOSE CHANGES.  THE REVIEWING AGENCY MAY REQUIRE A WRITTEN SUBMITTAL OF THOSE CHANGES FOR REVIEW AND APPROVAL AT ITS DISCRETION. ALL EARTH DISTURBANCE ACTIVITIES SHALL PROCEED IN ACCORDANCE WITH THE FOLLOWING SEQUENCE. EACH STAGE SHALL BE COMPLETED AND IMMEDIATELY STABILIZED BEFORE ANY FOLLOWING STAGE IS INITIATED. CLEARING, GRUBBING AND TOPSOIL STRIPPING SHALL BE LIMITED ONLY TO THOSE AREAS DESCRIBED IN EACH STAGE. ANY DEVIATION FROM THE FOLLOWING SEQUENCE MUST BE APPROVED FROM REVIEW AGENCY. AT LEAST 7 DAYS PRIOR TO STARTING ANY EARTH DISTURBANCE ACTIVITIES, INCLUDING CLEARING AND GRUBBING, THE OWNER AND/OR OPERATOR SHALL INVITE ALL CONTRACTORS, THE LANDOWNER, APPROPRIATE MUNICIPAL OFFICIALS, AND THE E&S PLAN PREPARER TO AN ON-SITE PRE-CONSTRUCTION MEETING. AT LEAST 3 DAYS PRIOR TO STARTING ANY EARTH DISTURBANCE ACTIVITIES, OR EXPANDING INTO AN AREA PREVIOUSLY UNMARKED, THE PENNSYLVANIA ONE CALL SYSTEM INC. SHALL BE NOTIFIED AT 1-800-242-1776 FOR THE LOCATION OF EXISTING UNDERGROUND UTILITIES. 1. THE CONTRACTOR SHALL FIELD MARK THE LIMITS OF DISTURBANCE FOR ALL WORK PRIOR TO THE CONTRACTOR SHALL FIELD MARK THE LIMITS OF DISTURBANCE FOR ALL WORK PRIOR TO THE START OF CONSTRUCTION. 2. ROCK CONSTRUCTION ENTRANCE SHALL BE INSTALLED AT LOCATION SHOWN ON THE PLAN.      ROCK CONSTRUCTION ENTRANCE SHALL BE INSTALLED AT LOCATION SHOWN ON THE PLAN.      3. THE CONTRACTOR SHALL INSTALL COMPOST FILTER SOCK OR EQUIVALENT SIZE SILT FENCE AS THE CONTRACTOR SHALL INSTALL COMPOST FILTER SOCK OR EQUIVALENT SIZE SILT FENCE AS SHOWN ON THE PLAN. 4. REMOVE EXISTING FENCES AS SHOWN ON THE DEMOLITION PLAN. REMOVE EXISTING FENCES AS SHOWN ON THE DEMOLITION PLAN. 5. EXISTING BITUMINOUS PAVED AREA AT THE PROPOSED ROCK CONSTRUCTION ENTRANCE SHALL EXISTING BITUMINOUS PAVED AREA AT THE PROPOSED ROCK CONSTRUCTION ENTRANCE SHALL REMAIN AND USED AS CONTRACTOR LAY DOWN AREA.  PAVEMENT WILL BE REMOVED AT THE END OF CONSTRUCTION. 6. INSTALL PROPOSED SANITARY SEWER MANHOLE.  CONNECT MANHOLE TO THE EXISTING INSTALL PROPOSED SANITARY SEWER MANHOLE.  CONNECT MANHOLE TO THE EXISTING SANITARY SEWER LINE.  EXISTING UP STREAM SANITARY SEWER PIPE SHALL REMAIN ACTIVE.   THE PROPOSED INLET PIPE FOR THE PROPOSED ADDITION SHALL BE STUBBED OUT OF MANHOLE AND CAPPED FOR CONNECTION TO THE PROPOSED ADDITION LATER IN THE CONSTRUCTION.  WHEN INLET PIPE FROM THE PROPOSED ADDITION IS CONNECTED AND ACTIVE THE EXISTING INLET PIPE FOR THE SEWER MAIN SHALL BE ABANDONED IN PLACE AND SEALED OFF.  THE TWO EXISTING MANHOLES TO THE SOUTH OF THE BUILDING AND SEWER LINE BETWEEN THE MANHOLES AND THE SEWER UP TO THE FIRST LATERAL TO THE NORTH OF THE MANHOLES SHALL BE REMOVED BUT THE LATERAL AND MAIN TO THE NORTH OF THE LATERAL SHALL REMAIN ACTIVE.  THE SEWER MAIN SHALL BE CAP PRIOR TO THE LATERAL. 7. INSTALL PROPOSED STORM SEWER INLETS A3 AND A4 AND STORM PIPE BETWEEN PROPOSED INSTALL PROPOSED STORM SEWER INLETS A3 AND A4 AND STORM PIPE BETWEEN PROPOSED INLETS AND UPSTREAM AND DOWNSTREAM PIPES THAT CAN BE INSTALLED WITHOUT DISTURBING EXISTING PIPE.  FOR ALL STORM SEWER INSTALLATION ONLY OPEN TRENCH AREA THAT CAN BE BACKFILLED AT THE END OF EACH WORK DAY AND PLACE EXCAVATED MATERIAL ON THE UPSLOPE SIDE OF TRENCH.  BACKFILL TRENCH AND STABILIZED TRENCH AREA WITH SEED AND MULCH.  INLET PROTECTION SHALL BE INSTALLED IN INLET A3 AND INLET A4.     8. WHEN WEATHER PERMITS (I.E. NO RAIN FOR THE TIME PERIOD TO COMPLETE THIS WHEN WEATHER PERMITS (I.E. NO RAIN FOR THE TIME PERIOD TO COMPLETE THIS CONSTRUCTION STAGE) AND EXISTING ROOF DRAIN HAS BEEN RELOCATED TO THE PROPOSED LOCATION TO ALLOW CONNECTION TO PROPOSED STORM SEWER.  INSTALL PROPOSED STORM SEWER STARTING AT THE PROPOSED RIP-RAP ROCK APRON AND WORKING UPSTREAM TO INLET A5 AND INLET A6.  INSTALL RIP-RAP ROCK APRON.  ONLY OPEN TRENCH AREA THAT CAN BE BACKFILLED AT THE END OF EACH WORK DAY AND PLACE EXCAVATED MATERIAL ON THE UPSLOPE SIDE OF TRENCH.  INSTALL PIPE AND STRUCTURES.  REMOVE EXISTING STORM SEWER BEING REPLACED BY PROPOSED STORM SEWER.  STABILIZED AREAS LOCATED UNDER THE PROPOSED BITUMINOUS PAVED AREAS WITH STONE AND REMAINING DISTURBED TRENCH AREA WITH SEED AND MULCH.  INLET PROTECTION SHALL BE INSTALLED IN ALL PROPOSED INLETS.   9. INSTALL PROPOSED WATERLINES (DOMESTIC AND FIRE LINE).  INSTALL PIPES BUT DO NOT INSTALL PROPOSED WATERLINES (DOMESTIC AND FIRE LINE).  INSTALL PIPES BUT DO NOT CONNECT TO EXISTING WATERLINES.  ONCE FIRE LINE IS INSTALL, COORDINATE WITH THE BUILDINGS FACILITIES TO SHUT OFF FIRE LINE AND THEN CONNECT PROPOSED LINE AND REACTIVE FIRE LINE TO LIMIT THE SHUT OFF TIME TO A MINIMUM.  EXISTING DOMESTIC WATER LINE SHALL REMAIN ACTIVE UNTIL CONSTRUCTION OF THE ADDITION HAS REACHED A POINT THAT THE WATERLINE IS INSTALLED IN THE BUILDING AND THE CONNECTION OF WATERLINE CAN BE MADE TO THE EXISTING BUILDING.  AT THIS POINT COORDINATION OF THE CONNECTION OF THE INTERIOR AND EXTERIOR WATER LINE SHALL OCCUR TO LIMIT THE SHUT OFF TIME TO A MINIMUM.  ONLY OPEN TRENCH AREA THAT CAN BE BACKFILLED AT THE END OF EACH WORK DAY AND PLACE EXCAVATED MATERIAL ON THE UPSLOPE SIDE OF TRENCH.  STABILIZED AREAS LOCATED UNDER THE PROPOSED BITUMINOUS PAVED AREAS WITH STONE AND REMAINING DISTURBED TRENCH AREA WITH SEED AND MULCH. 10. STRIP TOPSOIL IN AREA OF PROPOSED ADDITION.  STOCK PILE TOPSOIL AT LOCATIONS SHOWN STRIP TOPSOIL IN AREA OF PROPOSED ADDITION.  STOCK PILE TOPSOIL AT LOCATIONS SHOWN ON THE PLAN AND PROVIDE SILT SOCK DOWNSLOPE OF PILE. 11. BEGIN DEMOLITION OF ANY EXISTING STRUCTURES LOCATED IN THE AREA OF THE PROPOSED BEGIN DEMOLITION OF ANY EXISTING STRUCTURES LOCATED IN THE AREA OF THE PROPOSED IMPROVEMENTS.  ALL EXISTING PAVEMENT AND CONCRETE TO REMAIN SHALL BE SAW CUT. 12. GRADE PROJECT AREA AND INSTALL BUILDING FOUNDATION. GRADE PROJECT AREA AND INSTALL BUILDING FOUNDATION. 13. INSTALL STONE IN AREAS OF BITUMINOUS PAVEMENT AND CONCRETE AREAS. INSTALL STONE IN AREAS OF BITUMINOUS PAVEMENT AND CONCRETE AREAS. 14. COMMENCE BUILDING ADDITION. COMMENCE BUILDING ADDITION. 15. INSTALL ELECTRICAL SERVICE LINE. INSTALL ELECTRICAL SERVICE LINE. 16. INSTALL CONCRETE CURBING. INSTALL CONCRETE CURBING. 17. INSTALL REMAINING UTILITIES AND CONNECT TO PROPOSED ADDITION. INSTALL REMAINING UTILITIES AND CONNECT TO PROPOSED ADDITION. 18. INSTALL BITUMINOUS PAVING AND CONCRETE AREAS. INSTALL BITUMINOUS PAVING AND CONCRETE AREAS. 19. BEGIN FINAL GRADING AND PLACEMENT OF TOPSOIL.  PERMANENTLY STABILIZE DISTURBED BEGIN FINAL GRADING AND PLACEMENT OF TOPSOIL.  PERMANENTLY STABILIZE DISTURBED AREA WITH SEED AND MULCH. 20. ONCE THE CONTRACTOR LAY DOWN AREA IS NO LONGER NEED, REMOVE EXISTING PAVEMENT.  ONCE THE CONTRACTOR LAY DOWN AREA IS NO LONGER NEED, REMOVE EXISTING PAVEMENT.  PLACE TOPSOIL OVER THE DISTURBED AREA AND PERMANENTLY SEED AND MULCH. 21. UPON COMPLETION OF EARTH DISTURBANCE ACTIVITIES AND PERMANENT STABILIZATION OF UPON COMPLETION OF EARTH DISTURBANCE ACTIVITIES AND PERMANENT STABILIZATION OF DISTURBED AREAS THAT DRAIN TO ALL THE INLETS, CONTRACTOR SHALL CONTACT THE OWNER FOR INSPECTION AND APPROVAL TO REMOVAL THE INLET FILTER BAGS.  FILTER BAGS AND AND CONTAINS SHALL BE DISPOSED PER ALL REGULATIONS. 22. UPON COMPLETION OF EARTH DISTURBANCE ACTIVITIES AND PERMANENT STABILIZATION OF UPON COMPLETION OF EARTH DISTURBANCE ACTIVITIES AND PERMANENT STABILIZATION OF ALL DISTURBED AREAS, CONTRACTOR SHALL CONTACT THE OWNER FOR INSPECTION AND APPROVAL TO REMOVE COMPOST FILTER SOCK AND ANY SEDIMENT CAPTURED BY THE SOCK.  SEED AND MULCH THE AREAS THAT THE SOCK AND SEDIMENT HAS BEEN REMOVED.  23. UPON COMPLETION OF ALL EARTH DISTURBANCE ACTIVITIES, REMOVAL OF ALL TEMPORARY UPON COMPLETION OF ALL EARTH DISTURBANCE ACTIVITIES, REMOVAL OF ALL TEMPORARY BMPS, INSTALLATION OF ALL PERMANENT FEATURES AND PERMANENT STABILIZATION OF ALL DISTURBED AREAS, THE CONTRACTOR SHALL CONTACT THE OWNER AND TOWNSHIP TO SCHEDULE A FINAL INSPECTION. NOTE: : THE ORDER OF THE ABOVE SCHEDULE IS SUBJECT TO CHANGE DUE TO SPECIFIC SITE CONDITIONS AND CONSTRUCTION METHODS. ANY CHANGES SHOULD BE MADE UNDER THE DIRECT SUPERVISION OF OWNER.
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