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TYPICAL METAL SIGN POST DETAIL N.T.S.

AutoCAD SHX Text
NOTE: 1. STEEL FOR POSTS SHALL CONFORM TO THE MECHANICAL REQUIREMENTS STEEL FOR POSTS SHALL CONFORM TO THE MECHANICAL REQUIREMENTS OF ASTM A 499-81 GRADE 60 AND TO THE CHEMICAL REQUIREMENTS OF ASTM AI-76 CARBON STEEL TEE RAIL HAVING NOMINAL WEIGHT OF "30 LB. OR GREATER PER LINEAR FOOT. 2. AFTER FABRICATION ALL STEEL POSTS SHALL BE GALVANIZED TO MEET AFTER FABRICATION ALL STEEL POSTS SHALL BE GALVANIZED TO MEET THE REQUIREMENTS OF ASTM A-123. 3. SIGN MOUNTING HEIGHT TO BE PER MUTCD REQUIREMENTS. SIGN MOUNTING HEIGHT TO BE PER MUTCD REQUIREMENTS. 4. ALL SIGN POSTS SHALL HAVE "BREAK AWAY" FEATURES THAT MEET ALL SIGN POSTS SHALL HAVE "BREAK AWAY" FEATURES THAT MEET AASHTO REQUIREMENTS CONTAINED IN "STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINARIES AND TRAFFIC SIGNALS". THE "BREAK AWAY" FEATURES SHALL BE STRUCTURALLY ADEQUATE TO CARRY THE SIGN SHOWN ON THE PLANS AT 60 MPH WIND LOADINGS. INSTALLATIONS SHALL BE IN ACCORDANCE WITH MANUFACTURERS RECOMMENDATIONS.
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NOTES: 1. DETECTABLE WARNINGS DOMES SHALL BE APPLIED WITH EPOXY TO THE DETECTABLE WARNINGS DOMES SHALL BE APPLIED WITH EPOXY TO THE SURFACE OF THE CONCRETE.  DOMES SHALL NOT BE STAMPED INTO THE CONCRETE.  COLOR TO BE DETERMINED BY OWNER. 2. DETECTABLE WARNINGS DOMES SHALL NOT BE APPLIED ON ANY SIDEWALK DETECTABLE WARNINGS DOMES SHALL NOT BE APPLIED ON ANY SIDEWALK JOINT.
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