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GENERAL SHEET NOTES
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REFER TO P-001 FOR LEGEND AND ABBREVIATIONS

REFER TO P-501 FOR DETAILS.

PIPING SIZING AND LOCATION ARE FOR REFERENCE PURPOSES ONLY. CONTRACTOR TO FIELD
VERIFY FINAL EXISTING PIPING LOCATION AND SIZING.

THE CONTRACTOR SHALL PERFORM ALL CUTTING, PATCHING, AND REFINISHING OF DEMOLISHED
AREAS AND BUILDING COMPONENTS TO MATCH EXISTING ADJACENT SURFACES.

THE CONTRACTOR SHALL FIELD VERIFY ALL EXISTING DIMENSIONS, CONSTRUCTIONS, AND
ASSEMBLIES WITHIN THE EXISTING BUILDING.

THE CONTRACTOR SHALL NOTIFY THE OWNER OF ANY NECESSARY SHUT DOWN OF BUILDING
SERVICES PRIOR TO PROCEEDING. THIS CONTRACTOR SHALL PROVIDE TEMPORARY SERVICES AS
REQUIRED UNTIL NEW WORK IS COMPLETE.

REMOVE ACT CEILING AND GRID TO PERFORM WORK NOT IN SCOPE OF THIS PROJECT. ALL TILES
AND GRID SHALL BE RE-INSTALLED AFTER NEW WORK FINISHED. ALL TILES AND GRID DAMAGED
DURING CONSTRUCTION SHALL BE REPLACED BY CONTRACTOR AT THIS CONTRACTORS COST.

. COORDINATE EXISTING UTILITY SHUT-OFFS WITH OWNER AS NOTED IN SPECIFICATION SECTION 22

00 00 - PLUMBING COMMON WORK RESULTS'. THE CONTRACTOR SHALL BE RESPONSIBLE FOR
PROVIDING TEMPORARY UTILITIES UNTIL PERMANENT SERVICES ARE AVAILABLE.

THE CONTRACTOR SHALL EXCAVATE, BACKFILL, PATCH AND REPAIR TO MATCH EXISTING
CONDITIONS AS REQUIRED.

| T E & T 8

BUCHART

A R C H

DEMOLITION KEYNOTES @&

10.

1.

12.

13.

14.

15.

16.

17.

18.

. DISCONNECT AND REMOVE EXISTING FLOOR DRAIN AND ALL ASSOCIATED PIPING. SAW CUT

FLOOR, EXCAVATE AND BACKFILL AS REQUIRED TO PERFORM WORK. PATCH AND REPAIR FLOOR
TO MATCH EXISTING CONDITIONS.

DISCONNECT AND REMOVE EXISTING WATER CLOSET, DOMESTIC COLD WATER PIPING, SANITARY
WASTE, VENT PIPING, AND ALL ASSOCIATED APPURTENANCES IN THEIR ENTIRETY. SAW CUT
FLOOR, EXCAVATE AND BACKFILL AS REQUIRED TO PERFORM WORK. PATCH AND REPAIR
FLOOR/WALL TO MATCH EXISTING CONDITIONS.

DISCONNECT AND REMOVE EXISTING LAVATORY SINK, DOMESTIC COLD AND HOT WATER PIPING,
SANITARY WASTE, VENT PIPING, AND ALL ASSOCIATED APPURTENANCES IN THEIR ENTIRETY. SAW
CUT FLOOR, EXCAVATE AND BACKFILL AS REQUIRED TO PERFORM WORK. PATCH AND REPAIR
FLOOR/WALL TO MATCH EXISTING CONDITIONS.

DISCONNECT AND REMOVE EXISTING SHOWER, DOMESTIC COLD AND HOT WATER PIPING,
SANITARY WASTE, VENT PIPING AND ALL ASSOCIATED APPURTENANCES IN THEIR ENTIRETY. SAW
CUT FLOOR, EXCAVATE AND BACKFILL AS REQUIRED TO PERFORM WORK. PATCH AND REPAIR
FLOOR/WALL TO MATCH EXISTING CONDITIONS.

DISCONNECT AND REMOVE EXISTING DOMESTIC COLD AND HOT WATER PIPING, SANITARY WASTE,
VENT PIPING AND ALL ASSOCIATED APPURTENANCES IN THEIR ENTIRETY. SAW CUT FLOOR,
EXCAVATE AND BACKFILL AS REQUIRED TO PERFORM WORK. PATCH AND REPAIR FLOOR/WALL TO
MATCH EXISTING CONDITIONS.

DISCONNECT AND REMOVE EXISTING RECESSED ACCESS PANEL AND ISOLATION VALVES.
REMOVE EXISTING SANITARY VENT PIPING AND ALL ASSOCIATED APPURTENANCES IN THEIR
ENTIRETY. PATCH AND REPAIR ROOF TO MATCH EXISTING CONDITIONS. COORDINATE ROOF
PATCHING WITH GENERAL CONTRACTOR TO NOT VOID ANY EXISTING ROOF WARRANTY.

DISCONNECT AND REMOVE EXISTING ' DOMESTIC HOT WATER PIPING BACK TO TEE FITTING
WHERE PIPING IS 2" AND ALL ASSOCIATED APPURTENANCES TO THIS POINT. EXISTING PIPE

HANGERS SHALL REMAIN FOR NEW 3" DOMESTIC WATER PIPING.

DISCONNECT AND REMOVE EXISTING DOMESTIC COLD AND HOT WATER PIPING AND ALL
ASSOCIATED APPURTENANCES TO THIS POINT. FURNISH AND INSTALL NEW ISOLATION VALVE AND
PIPE CAP.

DISCONNECT AND REMOVE EXISTING FLOOR CLEANOUT, SANITARY WASTE, AND ALL ASSOCIATED
APPURTENANCES IN THEIR ENTIRETY. SAW CUT FLOOR, EXCAVATE AND BACKFILL AS REQUIRED
TO PERFORM WORK. PATCH AND REPAIR FLOOR/WALL TO MATCH EXISTING CONDITIONS.
DISCONNECT AND REMOVE EXISTING WALL CLEANOUT, SANITARY WASTE PIPING AND ALL
ASSOCIATED APPURTENANCES. PATCH AND REPAIR WALL TO MATCH EXISTING CONDITIONS.
DISCONNECT AND REMOVE EXISTING BALANCING VALVE, CHECK VALVE AND ISOLATION VALVES.
EXISTING BALANCING VALVE SHALL BE RELOCATED DURING NEW CONSTRUCTION AS NOTED ON
DRAWINGS.

DISCONNECT AND REMOVE EXISTING 4" DOMESTIC COLD WATER MAIN, SHUT-OFF VALVE AND ALL
ASSOCIATED APPURTENANCES IN THEIR ENTIRETY. PATCH AND REPAIR WALLS TO MATCH
EXISTING CONDITIONS. THIS LINE SHALL REMAIN ACTIVE UNTIL THE NEW WATER SERVICE
ENTRANCE IS INSTALLED DURING NEW CONSTRUCTION. COORDINATE WORK WITH OTHERS AND
OWNER TO MINIMIZE DOWNTIME OF WATER SERVICE. PROVIDE TEMPORARY WATER SERVICE IF
REQUIRED TO MAINTAIN FUNCTIONALITY OF SYSTEM.

DISCONNECT AND REMOVE EXISTING MASTER MIXING VALVE STATION, DOMESTIC COLD AND HOT
WATER PIPING, AND ALL ASSOCIATED APPURTENANCES IN THEIR ENTIRETY.

DISCONNECT AND REMOVE EXISTING RECESSED WASHING MACHINE BOX, SANITARY WASTE, VENT
PIPING, DOMESTIC COLD AND HOT WATER PIPING, AND ALL ASSOCIATED APPURTENANCES IN
THEIR ENTIRETY. PATCH AND REPAIR WALL TO MATCH EXISTING CONDITIONS.

DISCONNECT AND REMOVE EXISTING NATURAL GAS PIPING AND ALL EXISTING APPURTENANCES
TO THIS POINT. FURNISH AND INSTALL NEW GAS SHUT-OFF VALVE AND CAP AT BRANCH MAIN.
DISCONNECT AND REMOVE EXISTING NATURAL GAS PIPING AND ALL ASSOCIATED
APPURTENANCES IN THEIR ENTIRETY.

DISCONNECT AND REMOVE EXISTING NATURAL GAS PIPING, APPLIANCE REGULATOR, UNION, FLEX
LINE AND SHUT-OFF VALVE AT GAS DRYER. PATCH AND REPAIR WALL TO MATCH EXISTING
CONDITIONS.
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