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SECTION 26 05 33.16
BOXES FOR ELECTRICAL SYSTEMS
PART 1 GENERAL

1.1  SECTION INCLUDES

A. Outlet and device boxes up to 100 cubic inches, including those used as junction and pull boxes.
B. Cabinets and enclosures, including junction and pull boxes larger than 100 cubic inches.
C. Floor boxes.

1.2 RELATED REQUIREMENTS

A. Section 08 31 00 - Access Doors and Panels: Panels for maintaining access to concealed boxes.
Section 26 05 29 - Hangers and Supports for Electrical Systems.

Section 26 05 53 - Identification for Electrical Systems: Identification products and requirements.
Section 26 27 26 - Wiring Devices:

1.  Wall plates.

2.  Floor box service fittings.
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3.  Poke-through assemblies.
4.  Additional requirements for locating boxes for wiring devices.

E. Section 27 10 00 - Structured Cabling: Additional requirements for communications systems outlet
boxes.

1.3 REFERENCE STANDARDS

A. NECA 1 - Standard for Good Workmanship in Electrical Construction 2015.

B. NECA 130 - Standard for Installing and Maintaining Wiring Devices 2016.

C. NEMA FB 1 - Fittings, Cast Metal Boxes, and Conduit Bodies for Conduit, Electrical Metallic Tubing, and
Cable 2014.
NEMA OS 1 - Sheet-Steel Outlet Boxes, Device Boxes, Covers, and Box Supports 2013 (Reaffirmed 2020).

E. NEMA 250 - Enclosures for Electrical Equipment (1000 Volts Maximum) 2020.

F.  NFPA 70 - National Electrical Code Most Recent Edition Adopted by Authority Having Jurisdiction,
Including All Applicable Amendments and Supplements.

G. UL 514A - Metallic Outlet Boxes Current Edition, Including All Revisions.

1.4 ADMINISTRATIVE REQUIREMENTS

A. Coordination:

1.  Coordinate the work with other trades to avoid placement of ductwork, piping, equipment, or
other potential obstructions within the dedicated equipment spaces and working clearances for
electrical equipment required by NFPA 70.

2.  Coordinate arrangement of electrical equipment with the dimensions and clearance requirements
of the actual equipment to be installed.

3.  Coordinate minimum sizes of boxes with the actual installed arrangement of conductors, clamps,
support fittings, and devices, calculated according to NFPA 70.

4.  Coordinate minimum sizes of pull boxes with the actual installed arrangement of connected
conduits, calculated according to NFPA 70.

5.  Coordinate the placement of boxes with millwork, furniture, devices, equipment, etc. installed
under other sections or by others.
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6. Coordinate the work with other trades to preserve insulation integrity.

7.  Coordinate the work with other trades to provide walls suitable for installation of flush-mounted
boxes where indicated.

8.  Notify Architect of any conflicts with or deviations from Contract Documents. Obtain direction
before proceeding with work.

1.5 SUBMITTALS

A. See Section 01 30 00 - Administrative Requirements, for submittal procedures.

B.  Product Data: Provide manufacturer's standard catalog pages and data sheets for outlet and device
boxes, junction and pull boxes, cabinets and enclosures, floor boxes, and underground
boxes/enclosures.

C. Manufacturer's Installation Instructions: Indicate application conditions and limitations of use
stipulated by product testing agency. Include instructions for storage, handling, protection,
examination, preparation, and installation of product.

D. Project Record Documents: Record actual locations for outlet and device boxes, junction boxes, pull
boxes, cabinets and enclosures, floor boxes, and underground boxes/enclosures.

E. Maintenance Materials: Furnish the following for Owner's use in maintenance of project.

1.  Keys for Lockable Enclosures: Two of each different key.

1.6 QUALITY ASSURANCE

A. Comply with requirements of NFPA 70.

B. Maintain at the project site a copy of each referenced document that prescribes execution
requirements.

C.  Product Listing Organization Qualifications: An organization recognized by OSHA as a Nationally
Recognized Testing Laboratory (NRTL) and acceptable to authorities having jurisdiction.

1.7 DELIVERY, STORAGE, AND HANDLING

A. Receive, inspect, handle, and store products in accordance with manufacturer's instructions.
PART 2 PRODUCTS

2.1 BOXES

A. General Requirements:
1. Do not use boxes and associated accessories for applications other than as permitted by NFPA 70
and product listing.
2. Provide all boxes, fittings, supports, and accessories required for a complete raceway system and
to accommodate devices and equipment to be installed.
3.  Provide products listed, classified, and labeled as suitable for the purpose intended.
Where box size is not indicated, size to comply with NFPA 70 but not less than applicable
minimum size requirements specified.
5.  Provide grounding terminals within boxes where equipment grounding conductors terminate.
B. Outlet and Device Boxes Up to 100 cubic inches, Including Those Used as Junction and Pull Boxes:
1.  Use sheet-steel boxes for dry locations unless otherwise indicated or required.
2. Use castiron boxes or cast aluminum boxes for damp or wet locations unless otherwise indicated
or required; furnish with compatible weatherproof gasketed covers.
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Use cast iron boxes or cast aluminum boxes where exposed galvanized steel rigid metal conduit is

used.

Use cast aluminum boxes where aluminum rigid metal conduit is used.

Use suitable concrete type boxes where flush-mounted in concrete.

Use suitable masonry type boxes where flush-mounted in masonry walls.

Use raised covers suitable for the type of wall construction and device configuration where

required.

Use shallow boxes where required by the type of wall construction.

Do not use "through-wall" boxes designed for access from both sides of wall.

Sheet-Steel Boxes: Comply with NEMA OS 1, and list and label as complying with UL 514A.

Cast Metal Boxes: Comply with NEMA FB 1, and list and label as complying with UL 514A; furnish

with threaded hubs.

Boxes for Supporting Luminaires and Ceiling Fans: Listed as suitable for the type and weight of

load to be supported; furnished with fixture stud to accommodate mounting of luminaire where

required.

Boxes for Ganged Devices: Use multigang boxes of single-piece construction. Do not use field-

connected gangable boxes unless specifically indicated or permitted.

Minimum Box Size, Unless Otherwise Indicated:

a.  Wiring Devices (Other Than Communications Systems Outlets): 4 inch square by 1-1/2 inch
deep (100 by 38 mm) trade size.

b. Communications Systems Outlets: 4 inch square by 2-1/8 inch (100 by 54 mm) trade size.

c. Ceiling Outlets: 4 inch octagonal or square by 1-1/2 inch deep (100 by 38 mm) trade size.

Wall Plates: Comply with Section 26 27 26.

Manufacturers:

a. Cooper Crouse-Hinds, a division of Eaton Corporation: www.cooperindustries.com/#sle.
b. Hubbell Incorporated; Bell Products: www.hubbell-rtb.com/#sle.

c. Hubbell Incorporated; RACO Products: www.hubbell-rtb.com/#sle.

d. 0-Z/Gedney, a brand of Emerson Electric Co: www.emerson.com/#sle.

e. Thomas & Betts Corporation: www.tnb.com/#sle.

Cabinets and Enclosures, Including Junction and Pull Boxes Larger Than 100 cubic inches:

1.
2.

Comply with NEMA 250, and list and label as complying with UL 50 and UL 50E, or UL 508A.

NEMA 250 Environment Type, Unless Otherwise Indicated:

a. Indoor Clean, Dry Locations: Type 1, painted steel.

b. Outdoor Locations: Type 3R, painted steel.

Junction and Pull Boxes Larger Than 100 cubic inches:

a. Provide screw-cover or hinged-cover enclosures unless otherwise indicated.

b. Boxes 6 square feet and Larger: Provide sectionalized screw-cover or hinged-cover
enclosures.

Cabinets and Hinged-Cover Enclosures, Other Than Junction and Pull Boxes:

a. Provide lockable hinged covers, all locks keyed alike unless otherwise indicated.

b. Back Panels: Painted steel, removable.

c. Terminal Blocks: Provide voltage/current ratings and terminal quantity suitable for purpose
indicated, with 25 percent spare terminal capacity.

Finish for Painted Steel Enclosures: Manufacturer's standard grey unless otherwise indicated.
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6.  Manufacturers:

a. Cooper B-Line, a division of Eaton Corporation: www.cooperindustries.com/#sle.
b. Hoffman, a brand of Pentair Technical Products: www.hoffmanonline.com/#sle.
c. Hubbell Incorporated; Wiegmann Products: www.hubbell-wiegmann.com/#sle.

Floor Boxes:

1.  Description: Floor boxes compatible with floor box service fittings provided in accordance with
Section 26 27 26; with partitions to separate multiple services; furnished with all components,
adapters, and trims required for complete installation.

2.  Use sheet-steel or cast iron floor boxes within slab above grade.

3. Metallic Floor Boxes: Fully adjustable (with integral means for leveling adjustment prior to and
after concrete pour).

4.  Manufacturer: Same as manufacturer of floor box service fittings.

PART 3 EXECUTION

3.1 EXAMINATION

A.
B.
C.

Verify that field measurements are as indicated.
Verify that mounting surfaces are ready to receive boxes.
Verify that conditions are satisfactory for installation prior to starting work.

3.2 INSTALLATION

A. Install products in accordance with manufacturer's instructions.
B. Install boxes in accordance with NECA 1 (general workmanship) and, where applicable, NECA 130,
including mounting heights specified in those standards where mounting heights are not indicated.
C. Arrange equipment to provide minimum clearances in accordance with manufacturer's instructions and
NFPA 70.
D. Provide separate boxes for emergency power and normal power systems.
E. Unless otherwise indicated, provide separate boxes for line voltage and low voltage systems.
F.  Flush-mount boxes in finished areas unless specifically indicated to be surface-mounted.
G. Unless otherwise indicated, boxes may be surface-mounted where exposed conduits are indicated or
permitted.
H. Box Locations:
1. Locate boxes to be accessible. Provide access panels in accordance with Section 08 31 00 as
required where approved by the Architect.
2. Unless dimensioned, box locations indicated are approximate.
3.  Locate boxes as required for devices installed under other sections or by others.
a. Switches, Receptacles, and Other Wiring Devices: Comply with Section 26 27 26.
b. Communications Systems Outlets: Comply with Section 27 10 00.
4.  Locate boxes so that wall plates do not span different building finishes.
5.  Locate boxes so that wall plates do not cross masonry joints.
6.  Unless otherwise indicated, where multiple outlet boxes are installed at the same location at
different mounting heights, install along a common horizontal center line.
7. Do not install flush-mounted boxes on opposite sides of walls back-to-back. Provide minimum 6
inches horizontal separation unless otherwise indicated.
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8.  Fire Resistance Rated Walls: Install flush-mounted boxes such that the required fire resistance
will not be reduced.

a. Do not install flush-mounted boxes on opposite sides of walls back-to-back; provide
minimum 24 inches separation where wall is constructed with individual noncommunicating
stud cavities or protect both boxes with listed putty pads.

b. Do not install flush-mounted boxes with area larger than 16 square inches or such that the
total aggregate area of openings exceeds 100 square inches for any 100 square feet of wall
area.

9.  Locate junction and pull boxes in the following areas, unless otherwise indicated or approved by
the Architect:

a. Concealed above accessible suspended ceilings.

b.  Within joists in areas with no ceiling.

c. Electrical rooms.

d. Mechanical equipment rooms.

Box Supports:

1.  Secure and support boxes in accordance with NFPA 70 and Section 26 05 29 using suitable
supports and methods approved by the authority having jurisdiction.

2.  Provide independent support from building structure except for cast metal boxes (other than
boxes used for fixture support) supported by threaded conduit connections in accordance with
NFPA 70. Do not provide support from piping, ductwork, or other systems.

3. Installation Above Suspended Ceilings: Do not provide support from ceiling grid or ceiling support

system.

Install boxes plumb and level.

Flush-Mounted Boxes:

1.

Install boxes in noncombustible materials such as concrete, tile, gypsum, plaster, etc. so that front
edge of box or associated raised cover is not set back from finished surface more than 1/4 inch or
does not project beyond finished surface.

Install boxes in combustible materials such as wood so that front edge of box or associated raised
cover is flush with finished surface.

Repair rough openings around boxes in noncombustible materials such as concrete, tile, gypsum,

plaster, etc. so that there are no gaps or open spaces greater than 1/8 inch at the edge of the box.

Install boxes as required to preserve insulation integrity.
Metallic Floor Boxes: Install box level at the proper elevation to be flush with finished floor.

Install permanent barrier between ganged wiring devices when voltage between adjacent devices
exceeds 300 V.

Close unused box openings.

Install blank wall plates on junction boxes and on outlet boxes with no devices or equipment installed or

designated for future use.

Provide grounding and bonding in accordance with Section 26 05 26.

Identify boxes in accordance with Section 26 05 53.

3.3 CLEANING

A.

Clean interior of boxes to remove dirt, debris, plaster and other foreign material.

3.4 PROTECTION
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A. Immediately after installation, protect boxes from entry of moisture and foreign material until ready for
installation of conductors.
END OF SECTION 26 05 33.16
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