B> HORIZONTAL, SIDEWALL DRY PIPE SPRINKLER HEAD L
AN
O UPRIGHT SPRINKLER HEAD )
| 1'_0” 19_8:9 .
GENERAL FIRE PROTECTION NOTES: O SEM-RECESSED, PENDENT SPRINLER 00 e
< \\\O
Y
SIGHT 0LASS — e 1. THIS PLAN REFLECTS A SPRINKLER SYSTEM TO BE INSTALLED. THE SYSTEM WAS DEVELOPED IN ACCORDANCE ©  CONCEALED, PENDENT SPRIKLER HEAD 5 «
_ WITH NFPA #13, AUTHORITY HAVING JURISDICTION, INSURANCE UNDERWRITER, AND AS SHOWN IN THE CONTRACT . RECESSED PENDENT, DRY PIPE SPRNKLER HEAD S
R— —1 DOCUMENTS. D &
AUXILIARY
SWING CHECK VALVE : DRAIN 8" 2. THE SYSTEM IS SUPPLIED FROM A PUBLIC WATER SUPPLY. THE FLOW TEST RESULTS TAKEN AT S. REAMSTOWN RD
MOUNTED 15° ABOVE o™ VALVE AT SCHOOL HYDS 156/157 WERE: > HORIZONTAL, SIDEWALL SPRINKLER HEAD .
HORIZONTAL N STATIC: 90 PS|, RESIDUAL: 50 PSI, WHILE FLOWING: 1190 GPM. C ¢
(TOP OF SYSTEM ONLY) ®  UPRIGHT, SPRINKLER HEAD W/ GUARD g 8
=C 3. EAST COCALICO TOWNSHIP WATER SEWER AUTHORITY SUPPLIES WATER TO THE BUILDING. 2 G
A n T O
TO DRAIN 4. ALL MATERIALS ARE U.L. LISTED AND MEET THE PROVISIONS OF NFPA #13. @ FIRE PROTECTION DESIGN NOTE = o : :
= =
UNION WITH CORROSION=RESISTANT == 5. ALL PIPING SHALL BE SECURELY SUPPORTED FROM THE STRUCTURE BY MEANS OF LISTED FASTENERS. ALL FP FIRE PROTECTION < E o B s £
ORIFICE GIVING FLOW EQUIVALENT WATERFLOW HANGERS SHALL MEET THE PROVISIONS OF NFPA #13. = -
TO THE SMALLEST SPRINKLER SWITCH J|Z 423
ORIFICE IN THE SYSTEM 6. THIS SYSTEM SHALL BE HYDRAULICALLY CALCULATED. ALL PIPE AND EQUIP. ARE LOCATED AND ELEVATED. ALL FPC  FIRE PROTECTION CONTRACTOR Alo & 33 ¢
OTHER TRADES TO ACCOMMODATE AS NECESSARY. Z CEE-RA-
FPZ#1  FIRE PROTECTION ZONE VALVE LABEL O|% 8§ 5 3
7. TAMPER SWITCHES ARE TO BE INSTALLED ON ALL CONTROL VALVES. Olm = 5 & E

8. WIRING OF ELECTRICAL DEVICES IS TO BE PERFORMED BY ELECTRICAL CONTRACTOR. f}-l FIRE DEPARTMENT CONNECTION

9. UPON COMPLETION ALL NEW PIPING SHALL BE HYDROSTATICALLY TESTED IN ACCORDANCE WITH NFPA #13 FOR 2 &  ELECTRIC MOTOR GONG
HOURS @ 200 PSI AND WITNESSED BY THE AUTHORITY HAVING JURISDICTION AND/OR THE OWNER'S REP.

¢
E

OL—  SURFACE MOUNTED, HOSE RACK STATION

1 INSPECTOR'S TEST DETAIL 2 NOTES 3 FIRE PROTECTION LEGEND

NO SCALE NO SCALE NO SCALE
ZONE 2 ZONE 3 ZONE 1
TO F.D.C.
W/ CHECK VA.
INSPECTOR'S TEST
NITROGEN INJECTION TYP - SEE DETAL 1
MANIFOLD (TYP)N- .
' FLOW SWITCH (TYP.)
BEAM CLAMP M
Ny Ny ﬂ/ PRESSURE GAUGE (TYP.)
| BEAM OR /_
BAR JOIST ?Hﬁ 0 UODEL 1011 BUTTERFLY VALVE W/ TAMPER SWITCH 10 10 1o w‘% \cAkL\(/Eé gp
ROD MODEL 3011 (GRIDDED T0 MINIMIZE REQ'D.
INSPECTOR'S TES
ADJUSTABLE - - - SPACE
RING g
HANGER ‘g NO ORIFICE | |
NOTE: SPACING PER NFPA 13 REQUIRED |
o]
BEAM CLAMP HGR. INSPECTOR'S TEST, AUX. DRAIN d[' s 2 | \ |
. 4 —0——0—0 00—
L J g
6" UNDERGROUND —— \-SHOTGUN VALVE W/ DRAIN (TYP.)
v

6" 0S & Y VALVE W/ TAMPER SWITCH (TYP.) -
ZONE 1 — PROTECTION OF AREA A/B LOWER LEVEL

ZONE 2 — PROTECTION OF AREA A/B UPPER LEVEL
ZONE 3 — PROTECTION OF AREA C UPPER LEVEL

4 DETAILS 5 SPRINKLER SERVICE DETAIL 6 -

NO SCALE NO SCALE NO SCALE

www.aem-arch.com

Fax: 610.779.9022

AEM‘ ARCHITECTS e

3700 PERKIOMEN AVENUE, READING, PA 19606-2795

Phone: 610.779.3220
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All DIMENSIONS and EXISTING CONDITIONS
shall be CHECKED and VERIFIED
by the CONTRACTOR at the SITE.
JOBNO:: 22011.00
DRAWN BY:
DATE: 04.14.23
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