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\ ROUGH-IN NOTES: Q
o
1. REFER TO FOOD SERVICE ROUGH—IN DRAWINGS FOR ALL ELECTRICAL EQUIPMENT ROUGH-IN
HEIGHTS. MAXIMUM HEIGHT FOR GENERAL PURPOSE RECEPTACLES SHALL BE 48" AFF TO £
TOP OF BOX. g 38
~ B
77777777777777777777777777777777777777777777777777777777777777777 © 2. THE CONTRACTOR SHALL PROVIDE ALL FINAL CONNECTIONS TO KITCHEN EQUIPMENT UNLESS o £
T T NOTED OTHERWISE ON THE FOOD SERVICE ROUGH—IN DRAWINGS. k 2 &
| | DISHWASHER 3. REFER TO FOOD SERVICE ROUGH—IN DRAWINGS FOR EXACT RECEPTACLE CONFIGURATIONS TO o | y E
7777777777777777 | | e A 1 — MATCH EQUIPMENT CORD & PLUG CONFIGURATIONS. CONTRACTOR SHALL PROVIDE CORD AND Tﬂ m o & F
] PLUG WHERE REQUIRED. Alm o2 g &
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o 4. ALL 120V, 20A RECEPTACLES IN THE KITCHEN MUST BE GROUND FAULT PROTECTED. 5 E @ <9 §
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HVAC KITCHEN EXHAUST @ ll
HOOD CONTROL PANEL o £ Y I LS
N 0 60A-3P (NEMA 3R) EQUIPMENT SCHEDULE
O
ITEM_NO. EQUIPMENT CATEGORY
1 1 20 QT. TILTING KETTLES WITH STEAM BOILER
— ] / \ — 2 30 GALLON TILTING BRAISING PAN
2 RPKB-9 | L 3 DOUBLE DECK CONVECTION OVEN
RPKB-33 |
i | @ i ‘
|
———RPKB-26,28
8 3 #10 & #106-3/4C
>~ | |
/\v ‘ L
RPKB~20,22
Z 3 #10 &‘#100-3/4"0
EXISTING TABLI% TOP SONIC STEAMER | DRAWING NOTES:
TYP. OF 2.
777777 N | 1. CUT BLOCK WALL AS REQUIRED TO FLUSH MOUNT DEVICE AND RUN WIRING CONCEALED
>0 BACK TO PANEL UNDER FLOOR VIA CRAWL SPACE AREA BELOW.

B 2.  REFER TO KITCHEN EXHAUST HOOD WIRING DIAGRAM THIS DRAWING FOR WORK RELATED
B B TO EXHAUST HOOD EQUIPMENT.
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APPROXIMATE LOCATION OF EXISTING
FIRE SUPPRESSION SYSTEM
MICROSWITCH.  COORDINATE EXACT
LOCATION IN THE FIELD.
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ENLARGED KITCHEN PLAN - POWER

SCALE: 1/4" = 1'-0"
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RPKB-16
(BT HEATERS) =——— |k |__~—————— WEATHERPROOF DISCONNECTS BY EQUIPMENT

MANUFACTURER/DIV. 23 CONTRACTOR.

3 #12 & #126-3/4"C —<Pp P—3 #12 & #126-3/4°C
c>—| ——WIRING BY E.C. FOR RECONNECTION
LOW VOLTAGE WIRING BY E';C. PER MANUF. TO EXISTING MICROSWITCH/KITCHEN
CONTROL PANEL WITH STARTERS, VFD'S, DISCONNECTS, RECOMMENDATIONS IN 3/4" CONDUIT FOR FIRE SUPPRESSION SYSTEM PER
CONTROL SWITCHES, ETC. FURNISHED BY DIV. 23 DAMPER INTERLOCK. MANUF. REQUIREMENTS.
CONTRACTOR. DIV. 26 CONTRACTOR TO INSTALL PER
OWNER'S DIRECTION. COORDINATE EXACT LOCATION IN FIELD.
EXISTING MICROSWITCH FOR FIRE
SUPPRESSION SYSTEM. PROVIDE
o ADDITIONAL RELAYS AS REQUIRED FOR
LPK-2,4,6 (KVS-1) EQUIPMENT SHUTDOWN OPERATION.
3 12 & #126-3/4"C
N
_ _ A 2 #12 & #126-3/4"C T0
épn;é,m,m (KEF—1) | . EACH SHUNT TRIP BREAKER
& #126-3/47C RPKB-18 RECONNECT TO EXISTING EXHAUST HOOD I TRIP BREAKER
LIGHTS AS REQUIRED. CONNECT TO NEW FIRE IN PANELS 'RPKA" & 'RPKB'.
ALARM SYSTEM IN BUILDING.
DIVISION 26 CONTRACTOR TO WIRE HOOD HEAT SENSORS

PER MANUFACTURER'S REQUIREMENTS AND INTERFACE |
WITH EXHAUST HOOD FAN CONTROL SWITCH.—— |

HEAT SENSOR :l
JUNCTION BOX

NOTES:

1. UNIT SHALL BE CONTROLLED SO THAT UPON ACTIVATION OF FIRE
SUPPRESSION SYSTEM, EXHAUST FAN REMAINS ENERGIZED.

2 #12 & $#126-3/4°C TO GAS
SOLENOID VALVE. COORDINATE

EXISTING EXHAUST HOOD EXACT LOCATION WITH P.C.

2. DMSION 23 CONTRACTOR TO PROVIDE HEAT SENSORS WITHIN EXISTING
EXHAUST HOOD.

SOUTH REAMSTOWN ROAD, REAMSTOWN, PENNSYLVANIA, LANCASTER COUNTY, PA

ENLARGED KITCHEN PLAN - POWER
REAMSTOWN ELEMENTARY SCHOOL
COCALICO SCHOOL DISTRICT

RENOVATIONS TO THE

KITCHEN EXHAUST HOOD WIRING DIAGRAM

NO SCALE

All DIMENSIONS and EXISTING CONDITIONS
shall be CHECKED and VERIFIED
by the CONTRACTOR at the SITE.
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