
CONCRETE BLOCK

75 8"

WALL TYPE 1

CONCRETE BLOCK

35 8"

WALL TYPE 3

CONCRETE BLOCK

55 8"

WALL TYPE 2

CONCRETE BLOCK

95 8"

WALL TYPE 4

CONCRETE BLOCK

11
5 8"

WALL TYPE 5

47 8"

5/8" GYP. BD.
BOTH SIDES

3-5/8" METAL STUDS

ACOUSTICAL DESIGN - STC 44

ACOUSTICAL INSULATION

WALL TYPE 6

CONCRETE BLOCK

35 8"

WALL TYPE 3A

CERAMIC WALL TILE

REFER TO A-13A FOR TOILET ROOM ELEVATIONS

75 8"

WALL TYPE 1A

CONCRETE BLOCK
CERAMIC WALL TILE

REFER TO A-13A FOR TOILET ROOM ELEVATIONS

41 4"

5/8" GYP. BD.
ONE SIDE

3-5/8" METAL STUDS

WALL TYPE 7

41 4"

5/8" GYP. BD.
ONE SIDE

3-5/8" METAL STUDS
CERAMIC WALL TILE

WALL TYPE 7A

47 8"

5/8" GYP. BD. BOTH SIDES

3-5/8" METAL STUDS

ACOUSTICAL DESIGN - STC 44

ACOUSTICAL INSULATION

WALL TYPE 6A

CERAMIC WALL TILE

REFER TO A-13A FOR TOILET ROOM ELEVATIONS REFER TO A-13A FOR TOILET ROOM ELEVATIONS

CONCRETE BLOCK
RIGID INSULATION

FACE BRICK / SPLITFACE CMU TO
MATCH EXISTING

WALL TYPE 8

CONCRETE BLOCK

11
5 8"

WALL TYPE 5A

CERAMIC WALL TILE

NOTE: ALL WALLS SHALL RUN TO UNDERSIDE OF DECK UNLESS NOTED OTHERWISE.

SCALE: 3/4" = 1'-0"
WALL TYPE DETAILS

A-11B
3

SCALE: 3/4" = 1'-0"
SOUND TRANSMISSION CLASS DETAILS

STC RATING FOR THIS ASSEMBLY IS 43-44

STC RATING FOR THIS ASSEMBLY IS 38-40

A-11B
1

SCALE: 3/4" = 1'-0"
TYPICAL GYP. BOARD WALL DETAIL

NOTE:
MINIMUM STC RATING OF WALL CONSTRUCTION SHALL BE 38.

WALL @ FLOOR
SCALE: 3" = 1'-0"

CEILING @ WALL
SCALE: 3" = 1'-0"

FLOORING PER ROOM FINISH SCHEDULE

BASE PER ROOM FINISH SCHEDULE

FLOORING PER ROOM FINISH SCHEDULE

ACOUSTICAL INSULATION
(TYP- UNLESS OTHERWISE NOTED)

5/8" GYP. BOARD (PAINTED) ON
METAL STUDS AT 16" O.C

CEILING  (REFER TO ROOM FINISH SCHEDULE)

DEFLECTION TRACK
(REFER TO DEFLECTION TRACK DETAILS)

MINERAL WOOL INSULATION OR
SAFING INSULATION AND FIRE SEALANT

 (BOTH SIDES) AT RATED WALLS

ROOF OR FLOOR STRUCTURE

SET GYPSUM WALL BOARD ON
FULL BEAD OF ACOUSTICAL
SEALANT (TYP ALL LOCATIONS)

SET WALL ANGLE IN FULL BEAD
OF ACOUSTICAL SEALANT
(TYPICAL ALL LOCATIONS)

EPOXY TERRAZZO PATCH DETAIL
SCALE: 1-1/2" = 1'-0"

4

A-11B

EXISTING CONCRETE SLAB (BOTH SIDES)

1/2" X 24" DOWELS @ 24" O.C. (BOTH SIDES)

FINISHED FLOOR - REFER TO ROOM
FINISH SCHEDULE

4" CRUSHED STONE

VAPOR BARRIER

EXISTING CONCRETE FOOTING

4" DEPRESSED CONCRETE SLAB
(COORD. DEPRESSION DEPTH W/ EPOXY

TERRAZZO MFR.)

2 SOUND SEAL DETAIL
SCALE: 1-1/2" = 1'-0"A-11B

NOTE: STC RATING SHALL BE MINIMUM OF 44

CONCRETE BLOCK

SOUNDPROOFING INSULATION

RUBBER BASE

SOUND SEALANT SHALL
BE INSTALLED AROUND
ALL INTERIOR WALLS
FOR ALL ROOMS ON THIS SHEET

CONCRETE TERRAZZO PATCH DETAIL
SCALE: 1-1/2" = 1'-0"

5

A-11B

EXISTING DEPRESSED SLAB

EXISTING CONCRETE TERRAZZO
SYSTEM

CONCRETE TERRAZZO SYSTEM - MATCH
EXISTING, ADJACENT COLOR AND FINISH

CORRIDORCLASSROOM

LOUVER OPENING INFILL DETAIL
SCALE: 1-1/2" = 1'-0"

6

A-11B

EXISTING LOUVER REMOVED BY HC
INFILL BY GC

EXISTING WALL CONSTRUCTION

EXISTING WALL CONSTRUCTION

NEW BRICK INFILL
TOOTH INTO EXISTING BRICK

CONCRETE BLOCK (PAINTED)

5/8" GYP. BD. ON ONE SIDE
W/ 3-5/8" METAL STUD FRAMING

1'-103
8"

1'-
10

1 4"

91 4"

91
4"

2'-
4"

91
4"5/8" GYP. BD. ON ONE SIDE

W/ 3-5/8" METAL STUD FRAMING

5/8" GYP. BD. ON ONE SIDE
W/ 3-5/8" METAL STUD FRAMING

TYPICAL HVAC CHASE
SCALE: 1/2" = 1'-0"

7

A-11B
PLUMBING CHASE LIBRARY
SCALE: 1/2" = 1'-0"

8

A-11B
TYPICAL PLUMBING CHASE
SCALE: 1/2" = 1'-0"

9

A-11B

REMOVE & REINSTALL
EXISTING TACKBOARD

3-5/8" METAL STUD
FRAMING TO UNDERSIDE
OF ROOF STRUCTURE

ACOUSTICAL TILE CEILING

RELOCATED
CASEWORK

FLOOR

HVAC CHASE

5/8" GYP. BD. ONE SIDE
3-5/8" METAL STUD
FRAMING SOFFIT

REMOVE & REINSTALL
EXISTING TACKBOARD

ACOUSTICAL TILE CEILING

FINISHED EDGE ON
RELOCATED CASEWORK

FLOOR

FINISHED EDGE ON
RELOCATED CASEWORK

HVAC CHASE

REMOVE & REINSTALL
EXISTING TACKBOARD

6'-
0"

CLASSROOM 105 CASEWORK CHASE
SCALE: 1/4" = 1'-0"

10

A-11B

TYPICAL HOLLOW METAL DOOR FRAME IN NEW WALL
SCALE: 1-1/2" = 1'-0"

HOLLOW METAL DOOR FRAME

GROUT

"T" STRAP MASONRY ANCHOR

GROUT CORES (TYP.)

BULLNOSE

CONCRETE BLOCK - REFER TO
ROOM FINISH SCHEDULE

HOLLOW METAL DOOR FRAME

GROUT

PIPE SPACER WITH THROAT
REINFORCEMENT

PLATE WELDED TO FRAME

EXPANSION BOLT ANCHOR

GROUT CORES (TYP.)

EXISTING CONCRETE BLOCK
REFER TO ROOM FINISH SCHEDULE

HOLLOW METAL
DOOR FRAME

GYP. BOARD - REFER TO
ROOM FINISH SCHEDULE

ACOUSTICAL BATT INSULATION (TYP.)

METAL STUD

GYP. BOARD - REFER TO ROOM
FINISH SCHEDULE

METAL STUD
ANCHOR

TYPICAL HOLLOW METAL DOOR FRAME IN EXISTING WALL
SCALE: 1-1/2" = 1'-0"

TYPICAL HOLLOW METAL DOOR FRAME IN GYP. BOARD WALL
SCALE: 1-1/2" = 1'-0"

TYPICAL FLOOR DRAIN
INSTALLATION IN EXISTING FLOOR11

A-11B SCALE:  1-1/2" = 1'-0"

NOTE: G.C. SHALL COORDINATE
ALL AFFECTED WORK WITH CONTRACTOR
PERFORMING WORK ON AND AROUND DRAIN.

NOTE:  DRAIN SHOWN IS SCHEMATIC.  COORDINATE
DRAIN WITH SPECIFICATIONS AND PLUMBING DRAWINGS.

REMOVE EXISTING SLAB 2'-0" X 2'-0"
SQUARE AROUND CENTER OF DRAIN

REPLACE VAPOR BARRIER WITH COMPATIBLE
NEW PRODUCT - REFER TO SPECIFICATIONS

STONE BASE - MATCH DEPTH OF EXISTING STONE BASE

FLOOR DRAIN
CONCRETE SLAB - MATCH THICKNESS OF EXISTING CONCRETE SLAB

EXISTING STONE BASE (TYP)

EXISTING CONCRETE SLAB (TYP)
1 4"1/2" X 12" DOWELS - 1 DOWEL

PER SIDE (4 PER DRAIN TOTAL)
FINISHED FLOOR - REFER TO
ROOM FINISH SCHEDULE STRUCTURAL FILL COMPACTED IN 8" LIFTS

TYPICAL TRENCH IN EXISTING FLOOR DETAIL
SCALE: 3/4" = 1'-0"

12
A-11B

4" STONE BASE
VAPOR BARRIER

4" REINFORCED CONCRETE SLAB - 3500 PSI

FLOOR FINISH PER ROOM FINISH SCHEDULE
COORD. RECESS WHERE REQUIRED

PIPE OR CONDUIT PER MEP DRAWINGS AND SPECIFICATIONS

SURROUNDING BEDDING MATERIAL PER MEP SPECIFICATIONS
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1/2" DOWELS @ 24" O.C.

NOTE 1: EXCAVATION BY CONTRACTOR REQUIRING THE SAME UNLESS OTHERWISE NOTED.   
LOCATION, SIZING, AND DEPTH INFORMATION SHALL BE DETERMINED BY TRADE 
REQUIRING SAME.  ALL INTERIOR EXCAVATION (IN EXISTING BUILDING TO REMAIN) SHALL BE 
CONSIDERED CUTTING AND PATCHING AND SHALL BE BY THE TRADE REQUIRING THE SAME.

NOTE 2: ALL HANDWORK IN TRENCH SHALL BE BY THE TRADE RESPONSIBLE FOR THE 
INSTALLATION.

NOTE 3: STRUCTURAL BACKFILL SHALL BE ACCOMPLISHED PER THE SPECIFICATIONS BY TRADE
PERFORMING THE EXCAVATION.  WORK SHALL INCLUDE REQUIRED QUALITY CONTROL 
TESTING BY TRADE PERFORMING EXCAVATION.

NOTE 4: 4" STONE BASE BY G.C.

NOTE 5: VAPOR BARRIER BY G.C.

NOTE 6: REINFORCED CONCRETE SLAB BY G.C. AT ALL LOCATIONS.  G.C. SHALL COORDINATE AND 
PROVIDE ANY REQUIRED SLAB DEPRESSIONS.
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DATE:

DRAWN BY:

All DIMENSIONS and EXISTING CONDITIONS

by the CONTRACTOR at the SITE.
shall be CHECKED and VERIFIED

JOB NO.:
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