PERPENDICULAR TO METAL DECK

ACOUSTICAL SEALANT OR FIRE SEALANT

COMPRESSIBLE FILLER OR SAFING INSULATION

METAL DECK

CONCRETE BLOCK - REFER TO ROOM FINISH SCHEDULE FOR FINISH

FILL CORES IF REQUIRED BY MANUFACTURER TO SUPPORT FILLER
OR INSULATION OR IF SHOWN ON STRUCTURAL DRAWINGS

METAL DECK

COMPRESSIBLE FILLER OR SAFING INSULATION SUPPORTED PER MANUFACTURERS REQUIREMENTS
ACOUSTICAL SEALANT OR FIRE SEALANT

CONCRETE BLOCK - REFER TO ROOM FINISH SCHEDULE FOR FINISH

FILL CORES IF REQUIRED BY MANUFACTURER TO SUPPORT FILLER
OR INSULATION OR IF SHOWN ON STRUCTURAL DRAWINGS
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/3 _TYPICAL TOP OF WALL DETAIL @ CMU WALL CONSTRUCTION

SCALE: 1-1/2"= 10"
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8" MIN. > 24"

8" MIN.

///////////////////////////////////////////////////////////////é

/

\

TYPICAL PIPE OR DUCT PENETRATION - SIZE VARIES //
ACOUSTICAL SEALANT OR FIRE SEALANT

NOTE PROVIDE LINTEL FOR OPENINGS IN CMU WALLS. REFER TO STRUCTURAL

DRAWINGS FOR LINTEL SIZING.

/ 7\ _TYPICAL LINTEL DETAILS FOR WALL PENETRATIONS

W SCALE: 1-1/2" = 10"

STEEL LINTEL - REFER TO DETAIL 4/S-4
CONCRETE BLOCK

NOTE: REFER TO DEFLECTION TRACK DETAILS

FOR FIRE RATED DEFLECTION TRACK CONFIGURATIONS.

PERPENDICULAR TO METAL DECK

ACOUSTICAL SEALANT OR FIRE SEALANT —
PREFORMED MINERAL WOOL DECK SAFING INSULATION
METAL DECK
DEFLECTION TRACK
METAL STUDS @ 16" O.C.

5/8" GYPSUM BOARD - REFER TO ROOM FINISH SCHEDULE FOR FINISH
ACOUSTICAL BATT INSULATION (TYP.)

NOTE: REFER TO DEFLECTION TRACK DETAILS

FOR FIRE RATED DEFLECTION TRACK CONFIGURATIONS.

PARALLEL TO METAL DECK

METAL DECK
ACOUSTICAL SEALANT OR FIRE SEALANT
PREFORMED MINERAL WOOL DECK SAFING INSULATION
DEFLECTION TRACK
METAL STUDS @ 16" O.C.

5/8" GYPSUM BOARD - REFER TO ROOM FINISH SCHEDULE FOR FINISH
ACOUSTICAL BATT INSULATION (TYP.)

/) TYPICAL TOP OF WALL DETAIL @ GYPSUM BOARD ON METAL STUD

SCALE: 1-1/2" = 10"

\a/

TYPICAL PIPE OR DUCT PENETRATION - SIZE VARIES
ACOUSTICAL SEALANT OR FIRE SEALANT

TYPICAL PIPE OR DUCT PENETRATION - SIZE VARIES
ACOUSTICAL SEALANT OR FIRE SEALANT

METAL STUDS @ 16" O.C.

5/8" GYPSUM BOARD - REFER TO ROOM FINISH
SCHEDULE FOR FINISH

ACOUSTICAL BATT INSULATION (TYP.)
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EXISTING DETERIORATED
MORTAR JOINTS

GYPSUM BOARD

/

4" HORIZONTAL SLOTS, STAGGERED @ 8" O.C.
1-1/2" VERTICAL SLOTS @ 1" O.C.
#3 MINIMUM WAFER HEAD SCREW

\ METAL STUD

CLARK DIETRICH BUILDING SYSTEMS
MAXTRAK 2D (SLT/H) OR EQUAL

TYPICAL METAL DEFLECTION TRACK DETAIL
/1 _WITH DRIFT ALLOWANCE

A-11 SCALE: 1-1/2"=1'-0"

FIRE SEALANT AND ——‘
SAFING INSULATION
REQUIRED AT RATED ; METAL ROOF DECK
CONDITIONS \ AND CONSTRUCTION
GYP. BD. REQUIRED DEFLECTION TRACK
AT RATED CONDITIONS FASTENERS
AND WHERE STRUCTURE
IS EXPOSED - SEE MFR. 55— METAL STUDS
FOR SPECIFIC REQUIREMENTS : GYP.BD.
" 2HRWALL
NOTE: FIRE RATED DEFLECTION TRACK NOTE: TYP. FOR ALL
EQUAL TO FIRE TRACK CORP. GYP. WALLS RUNNING
TO BOTTOM OF DECK
FIRE SEALANT AND
SAFING INSULATION
REQUIRED AT RATED METAL ROOF DECK
CONDITIONS AND CONSTRUCTION
GYP. BD. REQUIRED d 2l DEFLECTION TRACK
e 5|
AT RATED CONDITIONS uE e FASTENERS
AND WHERE STRUCTURE
IS EXPOSED - SEE MFR. ""‘\ METAL STUDS
FOR SPECIFIC REQUIREMENTS

TYPICAL PIPE OR DUCT PENETRATION - SIZE VARIES
ACOUSTICAL SEALANT OR FIRE SEALANT

TYPICAL PIPE OR DUCT PENETRATION - SIZE VARIES
ACOUSTICAL SEALANT OR FIRE SEALANT

CMU WALL - REFER TO ROOM FINISH SCHEDULE FOR FINISH

4 GYP.BD.

1 HR WALL

1 INCH CURED INTUMESCENT STRIP
ADHERED TO DEFLECTION TRACK

2 LAYERS - 5/8" GYPSUM BOARD

METAL STUD - BEYOND

NOTE: TYPICAL FOR ALL
GYP. BOARD WALLS RUNNING
TO BOTTOM OF DECK

/, METAL ROOF DECK AND CONSTRUCTION

2 HR WALL

1 INCH CURED INTUMESCENT STRIP
ADHERED TO DEFLECTION TRACK (2mm THICK)

1-1/2" VERTICAL SLOTS @ 1" O.C.

\ #38 MINIMUM WAFER HEAD SCREW
METAL STUD

CLARK DIETRICH BUILDING SYSTEMS
BLAZEFRAME (DSL 2) OR EQUAL

TYPICAL METAL FIRESTOP

/2 DEFLECTION TRACK DETAIL

W SCALE; 1-1/2"=1-0"

TYPICAL FIRE RATED GYPSUM BOARD / METAL
/s STUD DEFLECTION TRACK DETAIL

W SCALE: 1-1/2"=1'-0"

/3 _TYPICAL THRU-WALL PENETRATION SEALING DETAILS

W SCALE: 1-1/2" = 10"

EXISTING CMU TO
REMAIN (TYP)

CUT BACK MORTAR TO
UNIFORM DEPTH (MIN. 2X
JOINT WIDTH OR UNTIL
SOUND MORTAR IS
REACHED)

N

EXISTING CMU TO
REMAIN (TYP) \

O
c

EXISTING CMU TO
REMAIN (TYP) \

EXISTING ROOF CONSTRUCTION

FIRE SEALANT AND SAFING INSULATION
CMU RUN TO BOTTOM OF DECK
EXISTING WALL CONSTRUCTION

NEW OR EXISTING ACOUSTICAL CEILING TILE

PROVIDE
CONCAVE TOOL
JOINT

PACK POINTING

MORTAR IN THIN

LIFTS (1/4" MAX.)
TYPICAL MORTAR JOINT

REPOINTING PROCESS DETAILS

SCALE: 3"=1'-0"

NOTE: NON-FIRE RATED DEFLECTION DOUBLE
TRACK EQUAL TO DIETRICH METAL FRAMING

COMPRESSIBLE FILLER
AND ACOUSTICAL SEALANT

.

METAL STUDS

" PREFORMED MINERAL WOOL DECK SAFING INSULATION

1 INCH CURED INTUMESCENT STRIP
BE ADHERED TO DEFLECTION TRACK

FASTENERS

DEFLECTION TRACK

2 LAYERS - 5/8" GYPSUM BOARD
METAL STUD

NOTE: TYP. FOR ALL
GYP. WALLS RUNNING
TO BOTTOM OF DECK

METAL ROOF DECK
AND CONSTRUCTION

DEFLECTION TRACK

TYPICAL NON-RATED GYPSUM BOARD / METAL

/s STUD DEFLECTION TRACK DETAIL

W SCALE: 1-1/2"=1'-0"
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/5 TOP OF FIRE RATED WALL DETAIL

W SCALE: 1-1/2" = 10"

NEW OR EXISTING
/= CONTROL JOINT

4

\ SEALANT
BACKER ROD

/
| EXISTING WALL CONSTRUCTION

NOTE: THIS DETAIL SHALL BE
USED TO DETERMINE ALLOWANCE

NOTE: ALL EXISTING SEALANT SHALL BE REMOVED AND REPLACED AS DETAILED ABOVE.

/0 TYPICAL CONTROL JOINT DETAIL

W SCALE: 1-1/2"= 10"
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3700 PERKIOMEN AVENUE, READING, PA 19606-2795

Phone: 610.779.3220

COCALICO SCHOOL DISTRICT

REAMSTOWN ELEMENTARY SCHOOL FOR

TYPICAL DETAILS
RENOVATIONS TO THE

All DIMENSIONS and EXISTING CONDITIONS
shall be CHECKED and VERIFIED
by the CONTRACTOR at the SITE.

JOB NO.: 22011.00
DRAWN BY: SRH
DATE: 04.14.23
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