AN

) | ’ \r ’ / CONCRETE BLOCK\P \ % CONCRETE BLOCK : -r
LT = LT + T + e g R/ — T I+

N

CERAMIC WALL TILE
CERAMIC WALL TILE CONCRETE BLOCK CONCRETE BLOCK
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WALL TYPE 1 <> WALL TYPE 1A <> WALL TYPE 2 <> WALL TYPE 3 <> WALL TYPE 3A <> WALL TYPE 4 <> WALLTYPE 5 <> WALL TYPE 5A <>

REFER TO A-13A FOR TOILET ROOM ELEVATIONS REFER TO A-13A FOR TOILET ROOM ELEVATIONS

" FACE BRICK / SPLITFACE CMU TO
3-5/8" METAL STUDS MATCH EXISTING

ACOUSTICAL INSULATION 3-5/8" METAL STUDS RIGID INSULATION

5/8" GYP. BD. 5/8" GYP. BD.
CERAMIC WALL TILE ONE SIDE ONE SIDE /ﬂ//

3-5/8" METAL STUDS
ACOUSTICAL INSULATION

5/8" GYP. BD.
BOTH SIDES
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WALL TYPE 6 WALL TYPE 6A WALL TYPE 7 <> WALL TYPE 7A <> WALL TYPE 8 <>

ACOUSTICAL DESIGN - STC 44 ACOUSTICAL DESIGN - STC 44
REFER TO A-13A FOR TOILET ROOM ELEVATIONS REFER TO A-13A FOR TOILET ROOM ELEVATIONS
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NOTE: ALL WALLS SHALL RUN TO UNDERSIDE OF DECK UNLESS NOTED OTHERWISE.

WALL TYPE DETAILS

SCALE: 3/4"=1-0"
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- SOUNDPROOFING INSULATION 4" DEPRESSED CONCRETE SLAB
" CONCRETE BLOCK (COORD. DEPRESSION DEPTH W/ EPOXY
TERRAZZO MFR.)
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ROOF OR FLOOR STRUCTURE

MINERAL WOOL INSULATION OR
SAFING INSULATION AND FIRE SEALANT
(BOTH SIDES) AT RATED WALLS

XEIRERKL /
:06 cgo,:' / RUBBER BASE
205008 SOUND SEALANT SHALL
BE INSTALLED AROUND

ALL INTERIOR WALLS
FOR ALL ROOMS ON THIS SHEET
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DEFLECTION TRACK \
(REFER TO DEFLECTION TRACK DETALLS)

FINISHED FLOOR - REFER TO ROOM
FINISH SCHEDULE

1/2" X 24" DOWELS @ 24" O.C. (BOTH SIDES)
_ EXISTING CONCRETE SLAB (BOTH SIDES)
Wi P X e x : R 4" CRUSHED STONE
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S ~ EXISTING CONCRETE FOOTING
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CLASSROOM CORRIDOR CONCRETE TERRAZZO SYSTEM - MATCH
E— = EXISTING, ADJACENT COLOR AND FINISH

EXISTING CONCRETE TERRAZZO
SYSTEM

EXISTING DEPRESSED SLAB
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CEILING (REFER TO ROOM FINISH SCHEDULE)

= 5 SET WALL ANGLE IN FULL BEAD :
%? OF ACOUSTICAL SEALANT
% (TYPICAL ALL LOCATIONS)

SCALE: 3"=1'-0"

NOTE: STC RATING SHALL BE MINIMUM OF 44

72\ SOUND SEAL DETAIL 7\ EPOXY TERRAZZO PATCH DETAIL /5 CONCRETE TERRAZZO PATCH DETAIL "
W SCAE T =T D W SCALE: 1-1/2" = 10" W SCALE: 1-1/2" = 10" T/— ﬁg\BMmgT% 3L%ERSIDE
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OF ROOF STRUCTURE

— ACOUSTICAL TILE CEILING N~ ACOUSTICAL TILE CEILING
0 REMOVE & REINSTALL v Ve REMOVE & REINSTALL
IE EXISTING TACKBOARD EXISTING TACKBOARD
5/8" GYP. BD. ONE SIDE
~— 3-5/8" METAL STUD
FRAMING SOFFIT
HVAC CHASE

|
RELOCATED FINISHED EDGE ON
‘/“/— CASEWORK ’/— RELOCATED CASEWORK

5/8" GYP. BOARD (PAINTED) ON
METAL STUDS AT 16" O.C

—
»’0‘0’:0’0
2R

ACOUSTICAL INSULATION
(TYP- UNLESS OTHERWISE NOTED)

SET GYPSUM WALL BOARD ON
FULL BEAD OF ACOUSTICAL 5/8" GYP. BD. ON ONE SIDE
SEALANT (TYP ALL LOCATIONS) = W/ 3-5/8" METAL STUD FRAMING
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FLOORING PER ROOM FINISH SCHEDULE

XX
2908S
5
X5

XX
K5
%
0%

XL

0 0.0
03050 <
S

6!_0“

BASE PER ROOM FINISH SCHEDULE

STC RATING FOR THIS ASSEMBLY IS 38-40
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5/8" GYP. BD. ON ONE SIDE
W/ 3-5/8" METAL STUD FRAMING

KX
::
::
X8

5
g
‘
)
§
:
]
|
|
;

XX

SRR
3RS
oot

<X
%
5
%5
2
2

5/8" GYP. BD. ON ONE SIDE

<]

W/ 3-5/8" METAL STUD FRAMING
NOTE: STC RATING FOR THIS ASSEMBLY IS 43-44 REMOVE & REINSTALL
MINIMUM STC RATING OF WALL CONSTRUCTION SHALL BE 38. / EXISTING TACKBOARD

/ 1\ TYPICAL GYP. BOARD WALL DETAIL /3 _SOUND TRANSMISSION CLASS DETAILS /7 TYPICAL HVAC CHASE PLUMBING CHASE LIBRARY /N TYPICALPLUMBINGCHASE e FINISHED EDGE ON

A11B/  SCALE: 3/4"= 1-0" A-11B/  SCALE:3/4"=1-0" A-11B SCALE: 112" = 10" A-11B/  SCALE: 1/2"=1-0" A-11B/  SCALE: 1/2"=1-0" RELOCATED CASEWORK

HVAC CHASE
GROUT GROUT
HOLLOW METAL DOOR FRAME HOLLOW METAL DOOR FRAME >
"T" STRAP MASONRY ANCHOR i X o o PIPE SPACER WITH THROAT i
A G REINFORCEMENT \

GROUT CORES (TYP.) LK) > PLATE WELDED TO FRAME
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Fax: 610.779.9022

/" \CLASSROOM 105 CASEWORK CHASE
WSCALE: 1/4" = 10"

3700 PERKIOMEN AVENUE, READING, PA 19606-2795
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Phone: 610.779.3220

EXISTING WALL CONSTRUCTION BULLNOSE

CONCRETE BLOCK - REFER TO
ROOM FINISH SCHEDULE

EXPANSION BOLT ANCHOR / "I/'/II[,
/

GROUT CORES (TYP.)

EXISTING CONCRETE BLOCK _—
REFER TO ROOM FINISH SCHEDULE

~NOTE 5

7 = = - — - o
s i K ——= N =]

ﬁ/

J

, DEPTH OF TENCH VARES

CONCRETE BLOCK (PAINTED) /
1/2" DOWELS @ 24" O.C.

NEW BRICK INFILL /% it FLOOR FINISH PER ROOM FINISH SCHEDULE
TOOTH INTO EXISTING BRICK TYPICAL HOLLOW METAL DOOR FRAME IN NEW WALL TYPICAL HOLLOW METAL DOOR FRAME IN EXISTING WALL COORD. RECESS WHERE REQUIRED

SCALE: 1-1/2" = 10" SCALE: 1-1/2" = 10" 4" REINFORCED CONCRETE SLAB - 3500 PS|
VAPOR BARRIER
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NOTE 4

NOTE 1

, REMOVE EXISTING SLAB 2'-0" X 2'-0"
’ SQUARE AROUND CENTER OF DRAIN 4" STONE BASE
METAL STUD 1/2" X 12" DOWELS - 1 DOWEL —\ . / FINISHED FLOOR - REFER TO
~I<

N
ANOTE 24/—NOTE 3

ANCHOR PER SIDE (4 PER DRAIN TOTAL) ROOM FINISH SCHEDULE STRUCTURAL FILL COMPACTED IN 8" LIFTS

o . q — PIPE OR CONDUIT PER MEP DRAWINGS AND SPECIFICATIONS
HOLLOW METAL ’ — T ) SURROUNDING BEDDING MATERIAL PER MEP SPECIFICATIONS

DOOR FRAME \ _
GYP. BOARD - REFERTO —— |

ROOM FINISH SCHEDULE

/]

EXISTING LOUVER REMOVED BY HC
INFILL BY GC

NOTE 1: EXCAVATION BY CONTRACTOR REQUIRING THE SAME UNLESS OTHERWISE NOTED.
LOCATION, SIZING, AND DEPTH INFORMATION SHALL BE DETERMINED BY TRADE
REQUIRING SAME. ALL INTERIOR EXCAVATION (IN EXISTING BUILDING TO REMAIN) SHALL BE
% CONCRETE SLAB - MATCH THICKNESS OF EXISTING CONCRETE SLAB CONSIDERED CUTTING AND PATCHING AND SHALL BE BY THE TRADE REQUIRING THE SAME.

EXISTING CONCRETE SLAB (TYP) FLOOR DRAIN
NOTE2:  ALL HANDWORK IN TRENCH SHALL BE BY THE TRADE RESPONSIBLE FOR THE
EXISTING STONE BASE (TYP) STONE BASE - MATCH DEPTH OF EXISTING STONE BASE INSTALLATION.

REPLACE VAPOR BARRIER WITH COMPATIBLE
NEW PRODUCT - REFER TO SPECIFICATIONS NOTE 3: STRUCTURAL BACKFILL SHALL BE ACCOMPLISHED PER THE SPECIFICATIONS BY TRADE

PERFORMING THE EXCAVATION. WORK SHALL INCLUDE REQUIRED QUALITY CONTROL
TESTING BY TRADE PERFORMING EXCAVATION.

Vet

ACOUSTICAL BATT INSULATION (TYP.) —— |

%% METAL STUD
%Z/Z%% GYP. BOARD - REFER TO ROOM E
-

' ‘ FINISH SCHEDULE
EXISTING WALL CONSTRUCTION ;{///{%%

NOTE 4: 4" STONE BASE BY G.C.

NOTE: G.C. SHALL COORDINATE NOTE: DRAIN SHOWN IS SCHEMATIC. COORDINATE
ALL AFFECTED WORK WITH CONTRACTOR DRAIN WITH SPECIFICATIONS AND PLUMBING DRAWINGS.
PERFORMING WORK ON AND AROUND DRAIN.

NOTE 5: VAPOR BARRIER BY G.C.

NOTE 6: REINFORCED CONCRETE SLAB BY G.C. AT ALL LOCATIONS. G.C. SHALL COORDINATE AND
PROVIDE ANY REQUIRED SLAB DEPRESSIONS.

SOUTH REAMSTOWN ROAD, EAST COCALICO TOWNSHIP, LANCASTER COUNTY, PA

REAMSTOWN ELEMENTARY SCHOOL FOR
COCALICO SCHOOL DISTRICT

TYPICAL DETAILS
RENOVATIONS TO THE

TYPICAL FLOOR DRAIN

/™ LOUVER OPENING INFILL DETAIL
N/ s 1z =1 TYPICAL HOLLOW METAL DOOR FRAME IN GYP. BOARD WALL @ e A TIOR INEXISTING FLOOR @ renn-RENCH INEXISTING FLOOR DETAL IO s oo

SCALE: 1-1/2" =1'-0" by the CONTRACTOR at the SITE.

:

JOB NO.: 22011.00
DRAWN BY: SRH,TCW
DATE: 04.14.23

A-11B




