
ROOM # DOOR # SIGN
TYPE # LINE 2

SIGN SCHEDULE

REMARKSLINE 1

SIGN TEXT

A-100A
A-120B

120
121
122

122A
125C
126

126B

-- --4 A-100A
-- --3 A-120B

120A --1 120 --OT / PT
121A --2 121 --LIBRARY

-- --122 --M.D.F.
122AA --122A GROUPSMALL
125CA --5 125C --RESTROOM
126A --2 126 --NURSE

126BA --5 126B --RESTROOM

206A

D-133A
D-133B

C-139B
C-139C

206AA --206A --IDF
139BA --3 C-139B
139CA --4 C-139C

-- --4 D-133A
-- --3 D-133B

ADDITIONAL SIGNAGE REQUIREMENTS:

PROVIDE ADDITIONAL SIGNS AS FOLLOWS: (TEXT AND LOCATIONS TO BE DETERMINED BY OWNER) ANY UNUSED SIGNS AND INSTALLATION
LABOR SHALL BE CREDITED TO THE OWNER.
(2) TYPE 5 SIGNS (5) TYPE 6 SIGNS (5) TYPE 7 SIGNS

SIGN SCHEDULE NOTES:

A. VERIFY SIGN LOCATIONS AND HEIGHTS WITH ARCHITECT AND OWNER PRIOR TO INSTALLATION

1
1

1

D-153B D153BA --1 D-153B --I.D.F.

RESTROOM
RESTROOM

RESTROOM
RESTROOM
RESTROOM
RESTROOM

136 EX136 7 -- -- REFER TO ELEVATION OF SIGN TYPE 7 FOR CONTENT--

8"

RESTROOMRESTROOM

1'-
0"

1'-
0"

8"

TYPE 4TYPE 3

TYPE 1

8"

3" LIBRARY

TYPE 2

123 OR NAME

4"

10"

GRADE 2 BRAILLE
RAISED LETTERS
S.S. FASTENER (TYP) GRADE 2 BRAILLE

RAISED LETTERS

S.S. FASTENER (TYP)
WINDOW PLAQUE

GRADE 2 BRAILLE
RAISED LETTERS
S.S. FASTENER (TYP)

GRADE 2 BRAILLE
RAISED LETTERS
S.S. FASTENER (TYP)

GIRLS RESTROOMBOYS RESTROOM

LIBRARY
ART

SIGNAGE NOTES:

MINIMUM SIGN WIDTH SHALL BE AS INDICATED.  ON SIGNS WHERE TEXT WILL REQUIRE A LONGER SIGN, SIGN LENGTH SHALL BE INCREASED IN ONE INCH
INCREMENTS AS REQUIRED TO FIT TEXT.

WHERE A TACTILE SIGN IS PROVIDED AT A DOOR, THE SIGN SHALL BE MOUNTED ON THE LATCH SIDE. WHERE A TACTILE SIGN IS PROVIDED AT DOUBLE DOORS WITH
ONE ACTIVE LEAF, THE SIGN SHALL BE LOCATED ON THE INACTIVE LEAF. WHERE A TACTILE SIGN IS PROVIDED AT DOUBLE DOORS WITH TWO ACTIVE LEAVES, THE
SIGN SHALL BE TO THE RIGHT OF THE RIGHT-HAND DOOR. WHERE THERE IS NO WALL SPACE ON THE LATCH SIDE OF A SINGLE DOOR, OR TO THE RIGHT SIDE OF
DOUBLE DOORS, SIGNS SHALL BE ON THE NEAREST ADJACENT WALL. SIGNS CONTAINING TACTILE CHARACTERS SHALL BE LOCATED SO THAT A CLEAR FLOOR AREA
OF 18" MIN. BY 18" MIN., CENTERED ON THE TACTILE CHARACTERS, IS PROVIDED BEYOND THE ARC OF ANY DOOR SWING BETWEEN THE CLOSED POSITION AND 45
DEGREE OPEN POSITION.

EXCEPTION: SIGNS WITH TACTILE CHARACTERS SHALL BE PERMITTED  ON THE PUSH SIDE OF DOORS WITH CLOSERS AND WITHOUT HOLD-OPEN DEVICES.

ALL TACTILE SIGNS SHALL BE MOUNTED WITH TOP OF SIGN AT 5'-0" A.F.F. (REFER TO DETAILS 1 AND 2/A-10A)

SIGN MANUFACTURER SHALL BE RESPONSIBLE TO ENSURE THAT BRAILLE TRANSLATION IS ACCURATE.

WHERE A SIGN IS MOUNTED ON A GLASS SURFACE, A BLANK SIGN OF EQUAL SIZE AND IDENTICAL SHAPE SHALL BE MOUNTED ON THE OPPOSITE SIDE OF THE
GLASS.

CONTRACTOR SHALL REVIEW SIGN LOCATIONS WITH ARCHITECT PRIOR TO INSTALLATION.  ANY SIGN LOCATED WITHOUT PREVIOUS REVIEW WITH THE ARCHITECT
SHALL BE MOVED AS DIRECTED BY THE ARCHITECT AT NO ADDITIONAL COST.

ALL SIGNS SHALL BE FACTORY DRILLED TO ACCEPT STAINLESS STEEL PANHEAD TORX FASTENERS AS DESIGNED.  THE HOLES SHALL BE POSITIONED SO AS NOT TO
INTERFERE WITH ANY OF THE SIGN SYMBOLS OR TEXT AFTER THE SCREWS ARE INSTALLED.

THE INSTALLER SHALL VERIFY THE SUBSTRATE TO WHICH THE SIGN SHALL BE INSTALLED, SHIELDS SHALL USED FOR MASONRY INSTALLATION, TOGGLES FOR
GYPSUM BOARD INSTALLATION.

SIGNS UP TO 11" IN LENGTH SHALL HAVE TWO FASTENERS INSTALLED ALONG ITS LENGTH AS SHOWN ABOVE.  SIGNS FROM 12" TO 17" LONG SHALL HAVE THREE
FASTENERS INSTALLED AT EQUAL INTERVALS.  FOR EACH ADDITIONAL 6" IN SIGN LENGTH, AN ADDITIONAL FASTENER SHALL BE INSTALLED AT EQUAL SPACING
ALONG THE SIGN LENGTH.

CONTRACTOR SHALL COORDINATE SIGN LOCATIONS WITH EXISTING TACK BOARDS AND VERIFY ALL LOCATIONS WITH THE ARCHITECT AND OWNER PRIOR TO
INSTALLATION.

3"

6"

EXIT

ONE TYPE 6 SIGN SHALL BE INSTALLED AT EVERY
DOOR LOCATION WHERE A LIGHTED EMERGENCY
EXIT SIGN IS INSTALLED. COORDINATE SIGN
LOCATIONS WITH ELECTRICAL DRAWINGS.

TYPE 6

GRADE 2 BRAILLE
RAISED LETTERS

EXIT

INTERIOR SIGN TYPES
SCALE: 3" = 1'-0"

ONE TYPE 8 SIGN SHALL BE INSTALLED ON THE FOLLOWING DOORS:  A100A, A109A, A120A, C115A,
C139A, D101B, EXD116, EX1, EXD101, D142AB, D118A, D118B, D119A 125B, & 127A.
AT LOCATIONS WHERE A TYPE 6 EXIT SIGN IS REQUIRED, THE TYPE 8 INTERNATIONAL SYMBOL OF
ACCESSIBILITY SIGN SHALL BE MOUNTED IMMEDIATELY ADJACENT TO THE TYPE 6 SIGN ON THE
RIGHT SIDE.

3"

TYPE 8
RAISED SYMBOL

3"

RESTROOM

8"

1'-
0"

TYPE  5

RESTROOM ROOM

GRADE 2 BRAILLE
RAISED LETTERS
S.S. FASTENER (TYP)

UP TO 11"*

TYPICAL MOUNTING DETAIL

12" - 17"*

CL

18" AND UP*

EQ. EQ. EQ.

* ALL SIGNS SHALL BE FACTORY DRILLED TO ACCEPT STAINLESS STEEL
PANHEAD TORX FASTENERS AS DESIGNED.  THE HOLES SHALL BE POSITIONED
SO AS NOT TO INTERFERE WITH ANY OF THE SIGN SYMBOLS OR TEXT AFTER
THE SCREWS ARE INSTALLED.

THE INSTALLER SHALL VERIFY THE SUBSTRATE TO WHICH THE SIGN SHALL BE
INSTALLED, SHIELDS SHALL USED FOR MASONRY INSTALLATION, TOGGLES FOR
GYPSUM BOARD INSTALLATION.

SIGNS UP TO 11" IN LENGTH SHALL HAVE TWO FASTENERS INSTALLED ALONG
ITS LENGTH AS SHOWN ABOVE.  SIGNS FROM 12" TO 17" LONG SHALL HAVE
THREE FASTENERS INSTALLED AT EQUAL INTERVALS.  FOR EACH ADDITIONAL 6"
IN SIGN LENGTH, AN ADDITIONAL FASTENER SHALL BE INSTALLED AT EQUAL
SPACING ALONG THE SIGN LENGTH.

S.S. FASTENER (TYP)

TYPE 7

48 OCCUPANTS

5"

1'-2"

MAXIMUM OCCUPANT LOAD

MAXIMUM OCCUPANT LOAD

48 OCCUPANTS

GRADE 2 BRAILLE
RAISED LETTERS
S.S. FASTENER (TYP.)

5'-
0"

NOTES:
TYPICAL SIGNAGE MOUNTING LOCATIONS INDICATED

IF CONFLICT ARISES, REVIEW WITH ARCHITECT PRIOR
TO INSTALLING SIGN

NO SIGN SHALL BE MOUNTED SUCH THAT ANY PART
OF THE BRAILLE IS BELOW 48" AFF OR ANY TACTILE
CHARACTERS ARE ABOVE 60" AFF.

REVIEW SIGN MOUNTING REQUIREMENTS WITH CODE
OFFICIAL AND CURRENT VERSION OF ANSI PRIOR TO
INSTALLATION.

214

         TACTILE SIGN LOCATION ELEVATION
SCALE: 1/2" = 1'-0"

2

A-10A

EQ EQ

9"

         TACTILE SIGN LOCATION PLAN
SCALE: 1/2" = 1'-0"

1

A-10A

NOTES:
TYPICAL SIGNAGE MOUNTING LOCATIONS INDICATED.  SPECIAL CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF
THE ARCHITECT FOR MOUNTNIG LOCATIONS PRIOR TO INSTALLING SIGN.  REFER TO TACTILE SIGN LOCATION ELEVATION.

NO SIGN SHALL BE MOUNTED SUCH THAT ANY PART OF THE BRAILLE IS BELOW 48" AFF OR ANY TACTILE CHARACTERS
ARE ABOVE 60" AFF.

SIGNAGE SHOWN HERE MAY NOT REPRESENT ALL TYPES REQUIRED FOR THIS PROJECT.  REFER TO DRAWINGS AND
SPECIFICATION DIVISION 10 SECTION "SIGNAGE" FOR ADDITIONAL SIGN REQUIREMENTS NOT SHOWN HERE.

EQ EQ

18" X 18" CLEAR
FLOOR AREA

18" X 18" CLEAR
FLOOR AREA

18" X 18" CLEAR
FLOOR AREA

SIDELITE

SIGN PANEL TO MATCH SIZE, SHAPE AND COLOR
OF SIGN TO BE APPLIED TO BACK OF GLASS
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GYMNASIUM

TYPE 10 SIGN LOCATION
TYPE 8 OR 11 SIGN LOCATION

A-10A
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DATE:

DRAWN BY:

All DIMENSIONS and EXISTING CONDITIONS

by the CONTRACTOR at the SITE.
shall be CHECKED and VERIFIED

JOB NO.:
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