
2" X 2" X 36" WOOD STAKES
SPACES 5'-0" O.C.

MAX. DEPTH OF CONCRETE
WASHOUT WATER IS 50% OF
FILTER SOCK

24" Ø COMPOST
FILTER SOCK

DIRECT CONCRETE WASHOUT
WATER INTO FILTER RING

2" X 2" X 36" WOOD STAKES
SPACES 5'-0" O.C.

24" Ø COMPOST FILTER SOCK.
4'-0" MIN. OVERLAP ON UPSLOPE
SIDE OF FILTER RING

NOTES:
1. INSTALL ON FLAT GRADE FOR OPTIMUM PERFORMANCE
2. 18" DIAMETER FILTER SOCK MAY BE STACKED ONTO DOUBLE 24" DIAMETER
SOCKS IN PYRAMIDAL CONFIGURATION FOR ADDED HEIGHT.

A SUITABLE IMPERVIOUS GEOMEMBRANE SHALL BE PLACED AT THE LOCATION
OF THE WASHOUT PRIOR TO INSTALLING THE SOCKS

PLAN N.T.S.

SECTION N.T.S.

TYPICAL COMPOST SOCK WASHOUT INSTALLATON
SCALE: N.T.S.

1

SP-2

8'-0"

GREEN BACKGROUND
(PANTONE 4794)

2'-
5"

4'-
0"

1" X 2" WOOD
CAP PAINTED

BLUE

1'-
7"

GRADE

4" X 4" TREATED POST
PAINTED BLACK, WITH

2" X 4" DIAG. KICKBACK

3'-
0"

1'-
6"

3-1/2" LETTERS
3" LETTERS

WHITE LETTERING ON
BLUE BACKGROUND

SCALE: 1" = 1'-0"
PROJECT SIGN ELEVATION

A  R  C  H  I  T  E  C  T  S I N C.

3700 PERKIOMEN AVENUE,  READING, PA  19606-2795

RED BOX (PANTONE 200)

COCALICO SCHOOL DISTRICT

WWW.AEM-ARCH.COM

WZG STRUCTURAL CONSULTING ENGINEERS, INC.
STRUCTURAL ENGINEER

CONSOLIDATED ENGINEERS, INC.
MECHANICAL/ELECTRICAL ENGINEER

NAME OF G.C.
GENERAL CONTRACTOR

BLACK LETTERS AND LINE

WHITE LETTERS

BLUE LETTERS

1" LETTERS
1 1/2" LETTERS

2" WHITE BAND

NAME OF E.C.
ELECTRICAL CONTRACTOR

NAME OF H.C.
HVAC CONTRACTOR

NAME OF P.C.
PLUMBING CONTRACTORBLUE LETTERS

WHITE
BACKGROUND

1" LETTERS
1 1/2" LETTERS

REAMSTOWN ELEMENTARY RENOVATIONS

2" BLUE BAND

NOTE: FINAL SIGN LOCATION SHALL BE VERIFIED WITH
OWNER AND ARCHITECT PRIOR TO INSTALLATION.

6'-
0"

8'-0" MAX 8'-0" MAX

SCALE: 1/2" = 1'-0"
TYPICAL TEMPORARY FENCE DETAIL2

SP-2

GALVANIZED 2" MESH (TYP)

GALVANIZED POST (TYP)

GALVANIZED TOP RAIL (TYP)

FENCE BASE

SANDBAG

PROVIDE SIGNAGE  EVERY 50'
(DANGER -CONSTRUCTION SITE
NO TRESPASSING)

NOTE: BOTH FENCE BASE AND SAND BAGS SHALL BE PROVIDED.  SAND BAGS SHALL BE
MAINTAINED THROUGHOUT THE PROJECT AND REPLACED IF DAMAGED.

SCALE: 1/4" = 1'-0"
CONCRETE PAD DETAIL3

SP-2

4'-0"

NOTE: ARROW DENOTES TYPICAL SLOPE OF 1/4" / 1'-0"

TYPICAL EXPANSION JOINT @
EXISTING WALL

EXISTING EXTERIOR WALL

OUTLINE OF FROST
WALL BELOW (TYP) -
REFER TO DETAIL 4/SP-2

10
'-0

"

1/SP-2

3/SP-2

2/S
P-

2

12
'-0

"

4'-5"

4'-0" GATE

3'-
0"

 M
IN

.

8" 4"

4"

TYPICAL FROST WALL DETAIL
SCALE: 3/4" = 1'-0"

4

SP-2

SLOPE
1/4" / 1'-0" U.N.O.

5"4"

AT SLAB OR LANDING EDGE AT EXTERIOR WALL

4"

SLOPE
1/4" / 1'-0" U.N.O.

VA
RI

ES
 - 

VE
RI

FY
 IN

 F
IE

LD

EXISTING EXTERIOR WALL
CONSTRUCTION AND FOOTING

PREMOLDED FILLER
EXISTING CONCRETE SLAB

SEALANT
W.W.F.

4" STONE BASE

1/2" RADIUS EDGE
TROWLED FINISH

4" STONE BASE
W.W.F.
#5 CONTINUOUS
FINISHED GRADE
#5 CONTINUOUS

LATCH DETAIL
SCALE: 3" = 1'-0"

5

SP-2

GALV. STEEL FORK LATCH

1-5/8" O.D. GALV. STEEL
TOP RAIL

2" O.D. GALV. STEEL GATE

2" O.D. GALV. STEEL GATE

GALV. STEEL FORK LATCH 2-1/2" O.D. GALV. STEEL POST

1-5/8" O.D. GALV. STEEL
TOP RAIL

GALV. STEEL
BALL CAP

TYPICAL SIDEWALK DETAIL
SP-2

9
SCALE: 3/4" = 1'-0"

5'-0"
MAX.

3
8"

4" CONC. WALK
W/ 6 X 6 8/8 W.W.F

PREMOLDED JOINT FILLER

EXPANSION JOINT 25'-0" O.C. MAX.

TOOLED JOINT
5'-0" O.C.

TYPICAL NEW-TO-EXISTING SIDEWALK DETAIL
SP-2

10
SCALE: 3/4" = 1'-0"

4" CONC. WALK W/ 6 X 6  8/8 W.W.F.
PREMOLDED JOINT FILLER

4" STONE BASE

12" #4 EPOXY COATED REBAR DOWEL @ 16" O.C.

EXISTING SIDEWALK

TYPICAL PIPE BOLLARD DETAIL
SCALE: 3/4" = 1'-0"SP-2

8

1'-6"

3'-
0"

 M
IN

.
3'-

6"
 U

NL
ES

S 
RE

QU
IR

ED
OT

HE
RW

IS
E 

BY
 U

TI
LIT

Y
6"

4" DIAMETER SCHEDULE 40
GALVANIZED PIPE FILLED
W/ CONC. (PAINTED)

REINFORCED CONCRETE BASE

EARTH
SEALANT AROUND ENTIRE PERIMETER

14'-0"

6'-
0"

SCALE: 1/4" = 1'-0"
GENERATOR PAD DETAIL6

SP-2

OUTLINE OF FROST WALL
BELOW (TYP)

SP-2
7

EXTERIOR ELEVATION
SCALE: 1/2" = 1'-0" 1 EXTERIOR ELEVATION

SCALE: 1/2" = 1'-0" 2 EXTERIOR ELEVATION
SCALE: 1/2" = 1'-0" 3

MINIMUM 12" DIAMETER CONCRETE
FOOTING @ 2-7/8" POSTS

PVC PIPE SLEEVE

1-5/8" O.D. VINYL CLAD BOTTOM RAIL (TYP)
VINYL CLAD BRACE ROD

2-7/8" O.D. VINYL CLAD END
AND CORNER POST (TYP)

1-5/8" O.D. VINYL CLAD BRACE RAIL (TYP)

.148" DIAMETER VINYL CLAD  2" MESH (TYP)

1-5/8" O.D. VINYL CLAD TOP RAIL (TYP)

VINYL CLAD BALL CAP (TYP)

MINIMUM 12" DIAMETER CONCRETE
FOOTING @ 2-7/8" POSTS

PVC PIPE SLEEVE

1-5/8" O.D. VINYL CLAD BOTTOM RAIL (TYP)
VINYL CLAD BRACE ROD

2-7/8" O.D. VINYL CLAD END
AND CORNER POST (TYP)

1-5/8" O.D. VINYL CLAD BRACE RAIL (TYP)

.148" DIAMETER VINYL CLAD  2" MESH (TYP)

1-5/8" O.D. VINYL CLAD TOP RAIL (TYP)

VINYL CLAD BALL CAP (TYP)

MINIMUM 12" DIAMETER CONCRETE
FOOTING @ 2-7/8" POSTS

PVC PIPE SLEEVE

1-5/8" O.D. VINYL CLAD BOTTOM RAIL (TYP)
VINYL CLAD BRACE ROD

2-7/8" O.D. VINYL CLAD END
AND CORNER POST (TYP)

1-5/8" O.D. VINYL CLAD BRACE RAIL (TYP)

.148" DIAMETER VINYL CLAD  2" MESH (TYP)

1-5/8" O.D. VINYL CLAD TOP RAIL (TYP)

VINYL CLAD BALL CAP (TYP)

MINIMUM 14" DIAMETER CONCRETE
FOOTING @ 4" POSTS

PVC PIPE SLEEVE

1-1/2" O.D. VINYL CLAD GATE FRAME (TYP

1-5/8" O.D. VINYL CLAD BRACE RAIL (TYP

4" O.D. VINYL CLAD GATE POSTS (TYP)

1-5/8" O.D. VINYL CLAD TOP RAIL (TYP)

VINYL CLAD BALL CAP (TYP)

8"2'-0"

6"
2'-

6"

REFER TO 6/SP-2

8"

SP-2 SCALE: 3/4" = 1'-0"
7 GENERATOR PAD DETAIL

GENERATOR

#4 BARS @ 12" O.C. EACH WAY

2 - #4 BARS HORIZONTAL

#4 BARS @ 24" O.C.

#4 BARS

TYPICAL TRENCH DETAIL

8"

SCALE: N.T.S.

NOTE: INSERT DETAIL AT 1/8"=1'-0"

SP-2
11

PIPE
DIAM. 8"

6" MI
N.

12
"

MI
N.

CLASSIFICATION OF MATERIALS:

CLASS 1 - THIS MATERIAL SHALL CONSIST OF 2A COARSE AGGREGATE OR 2 RC STONE FREE OF SLAG, EXCEPT IN
WET OR UNSTABLE AREAS WHERE THE BEDDING MAY BE NO. 8 OR NO. 57 COARSE AGGREGATE.  ALL
MATERIALS SHALL CONFORM TO PennDOT PUBLICATION 408, SECTION 703.3.

CLASS 2 - THIS MATERIAL SHALL CONSIST OF EXCAVATED MATERIAL FREE FROM CINDERS, ASHES, REFUSE,
VEGETABLE OR ORGANIC MATERIAL, BOULDERS, ROCKS NO LARGER THAN FOUR (4) INCHES IN 
DIMENSION, STONE OR OTHER MATERIAL WHICH IN THE OPINION OF THE ENGINEER IS UNSUITABLE.

FINISHED GRADE

CLASS 2 MATERIAL

METAL MARKING TAPE
FOR PVC FORCEMAIN (BY TRADE
REQUIRING TRENCH)

CLASS 1 MATERIAL

RESTORE LAWN PER SPECIFICATIONS

WORK BY TRADE REQUIRING TRECNH

SCALE: 1/4" = 1'-0"
SIDEWALK REPAIR DETAIL12

SP-2

10'-0"

4'-
0"

NOTE: REFER TO DETAILS 9/SP-2 AND 10/SP-2

5'-0"

ENLARGED SIDEWALK PLAN
SCALE: 1/4" = 1'-0"

12

SP-2

412.50'

412.50'

±411.20' (V.I.F.)

±411.20' (V.I.F.)
±411.56'

(V.I.F.)
±411.56'
(V.I.F.)

±411.56'
(V.I.F.)

±411.56'
(V.I.F.)

SL
OP

E 
DN

 1:
20

 M
AX

.

SLOPE DN 1:20 MAX.

5'-0" MAX.

NOTE: REFER TO DETAIL 9-SP2 FOR TYPICAL SIDEWALK DETAIL.

REFER TO
DETAIL 10/SP-2

SP-2
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DATE:

DRAWN BY:

All DIMENSIONS and EXISTING CONDITIONS

by the CONTRACTOR at the SITE.
shall be CHECKED and VERIFIED
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