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SECTION 22 07 00 - PLUMBING SYSTEM INSULATION

PART 1 - GENERAL

1.1

1.2

1.3

1.4

1.5

1.6

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary Conditions and
Division 01 Specification Sections, apply to this Section.

SUMMARY

This section includes insulation materials and accessories for insulating Plumbing piping and equipment.

SUBMITTALS

Product Data: For each type of product indicated. Include thermal conductivity and jackets (both factory-
and field-applied, if any).

QUALITY ASSURANCE

Fire-Test-Response Characteristics: Insulation and related materials shall have fire-test-response
characteristics indicated, as determined by testing identical products per ASTM E 84, by a testing and
inspecting agency acceptable to authorities having jurisdiction. Factory label insulation and jacket materials
and adhesive, mastic, tapes, and cement material containers, with appropriate markings of applicable
testing and inspecting agency.

1. Insulation Installed Indoors: Flame-spread rating of 25 or less, and smoke-developed rating of 50
or less.

2. Insulation Installed Outdoors: Flame-spread rating of 75 or less, and smoke-developed rating of
150 or less.

DELIVERY, STORAGE, AND HANDLING

Packaging: Ship insulation materials in containers marked by manufacturer with appropriate ASTM
specification designation, type and grade, and maximum use temperature.

COORDINATION

Coordinate size and location of supports, hangers, and insulation shields. Coordinate clearance
requirements with piping Installer for insulation application.
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PART 2 - PRODUCTS

2.1

22

INSULATION MATERIALS

Mineral-Fiber Plumbing Pipe Insulation: Glass fibers bonded with a thermosetting resin complying with the
following:

1. Products: Subject to compliance with requirements, provide Johns Manville Micro-Loc insulation or
equal products manufactured by one of the following:

a. Knauf Insulation.
b. Owens Corning Fiberglas Insulation.

2. Type |, 850 deg F Materials: Mineral or glass fibers bonded with a thermosetting resin. Comply
with ASTM C 547, Type |, Grade A, with factory-applied ASJ-SSL jacket.

3. Provide High-impact-resistant, UV-resistant PVC jacketed fitting covers complying with ASTM D
1784, Class 16354-C; Flame spread 25 or less; Smoke development 50 or less.

Mineral-Fiber, Pipe and Tank Insulation: Mineral or glass fibers bonded with a thermosetting resin.
Semirigid board material with factory-applied FSK jacket complying with ASTM C 1393, Type Il or Type IlIA
Category 2, or with properties similar to ASTM C 612, Type IB. Nominal density is 2.5 Ib/cu. ft. (40 kg/cu.
m) or more. Thermal conductivity (k-value) at 100 deg F (55 deg C) is 0.29 Btu x in./h x sq. ft. x deg F
(0.042 W/m x K) or less. Factory-applied jacket requirements are specified in "Factory-Applied Jackets"
Article.

1. Products: Subject to compliance with requirements, provide one of the following:
a. CertainTeed Corp.; CrimpWrap.
b. Johns Manville; MicroFlex.
C. Knauf Insulation; Pipe and Tank Insulation.
d. Manson Insulation Inc.; AK Flex.
e. Owens Corning; Fiberglas Pipe and Tank Insulation.

Flexible Elastomeric Thermal Insulation: Closed-cell, sponge- or expanded-rubber materials. Comply with
ASTM C 534, Type | for tubular materials and Type |l for sheet materials.

1. Products: Subject to compliance with requirements, provide products manufactured by one of the
following:

a. Aeroflex USA Inc.; Aerocel.
b. Armacell LLC; AP Armaflex.
c. RBX Corporation; Insul-Sheet 1800 and Insul-Tube 180.

FIELD-APPLIED JACKETS

PVC Jacket: High-impact-resistant, UV-resistant PVC complying with ASTM D1784, Class 16354-C;
thickness as scheduled; roll stock ready for shop or field cutting and forming.

Aluminum Jacket: Comply with ASTM B209 (ASTM B209M), Alloy 3003, 3005, 3105, or 5005, Temper H-
14,
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C.

Underground Direct-Buried Jacket: 125-mil- (3.2-mm-) thick vapor barrier and waterproofing membrane,
consisting of a rubberized bituminous resin reinforced with a woven-glass fiber or polyester scrim and
laminated aluminum foil.

Self-Adhesive Indoor/Outdoor Jacket (Non-Asphaltic): Vapor barrier and waterproofing jacket for
installation over insulation located aboveground outdoors or indoors. Specialized jacket with five layers of
laminated aluminum and polyester film with low-temperature acrylic pressure-sensitive adhesive. Outer
aluminum surface is coated with UV-resistant coating for protection from environmental contaminants.

CEMENTS, ADHESIVES AND MASTICS

Provide all required types of cements, adhesives, mastics and other accessories required to install all
insulation materials and systems per the Manufacturer’s Installation Requirements. Prepare surfaces as
required by the insulation manufacturers. Install cements, adhesives and mastics per manufacturer’s
recommendations.

PART 3 - EXECUTION

3.1

GENERAL APPLICATION REQUIREMENTS
Apply insulation materials, accessories, and finishes according to the manufacturer's written instructions;
with smooth, straight, and even surfaces; free of voids throughout the length of piping, including fittings,

valves, and specialties.

Refer to schedules at the end of this Section for materials, forms, jackets, and thicknesses required for
each piping system.

Use accessories compatible with insulation materials and suitable for the service. Use accessories that do
not corrode, soften, or otherwise attack insulation or jacket in either wet or dry state.

Apply insulation with longitudinal seams at top and bottom of horizontal pipe runs.

Apply multiple layers of insulation with longitudinal and end seams staggered.

Do not weld brackets, clips, or other attachment devices to piping, fittings, and specialties.

Seal joints and seams with vapor-retarder mastic on insulation indicated to receive a vapor retarder.
Keep insulation materials dry during application and finishing.

Apply insulation with tight longitudinal seams and end joints. Bond seams and joints with adhesive
recommended by the insulation material manufacturer.

Apply insulation with the least number of joints practical.
Apply insulation over fittings, valves, and specialties, with continuous thermal and vapor-retarder integrity,
unless otherwise indicated. Refer to special instructions for applying insulation over fittings, valves, and

specialties.

Hangers and Anchors: Where vapor retarder is indicated, seal penetrations in insulation at hangers,
supports, anchors, and other projections with vapor-retarder mastic.
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1. Apply insulation continuously through hangers and around anchor attachments.
2. For insulation application where vapor retarders are indicated, extend insulation on anchor legs at

least 12 inches (300 mm) from point of attachment to pipe and taper insulation ends. Seal tapered
ends with a compound recommended by the insulation material manufacturer to maintain vapor

retarder.
3. Install insert materials and apply insulation to tightly join the insert. Seal insulation to insulation
inserts with adhesive or sealing compound recommended by the insulation material manufacturer.
4. Cover inserts with jacket material matching adjacent pipe insulation. Install shields over jacket,

arranged to protect the jacket from tear or puncture by the hanger, support, and shield.

M. Insulation Terminations: For insulation application where vapor retarders are indicated, taper insulation
ends. Seal tapered ends with a compound recommended by the insulation material manufacturer to
maintain vapor retarder.

N. Apply adhesives and mastics at the manufacturer's recommended coverage rate.
0. Apply insulation with integral jackets as follows:
1. Pull jacket tight and smooth.

2. Circumferential Joints: Cover with 3-inch- (75-mm-) wide strips, of same material as insulation
jacket. Secure strips with adhesive and outward clinching staples along both edges of strip and
spaced 4 inches (100 mm) o.c.

3. Longitudinal Seams: Overlap jacket seams at least 1-1/2 inches (40 mm). Apply insulation with
longitudinal seams at bottom of pipe. Clean and dry surface to receive self-sealing lap. Staple laps
with outward clinching staples along edge at 4 inches (100 mm) o.c.

a. Exception: Do not staple longitudinal laps on insulation having a vapor retarder.

4. Vapor-Retarder Mastics: Where vapor retarders are indicated, apply mastic on seams and joints
and at ends adjacent to flanges, unions, valves, and fittings.

5. At penetrations in jackets for thermometers and pressure gages, fill and seal voids with vapor-

retarder mastic.

P. Roof Penetrations: Apply insulation for interior applications to a point even with top of roof flashing.
1. Seal penetrations with vapor-retarder mastic.
2. Apply insulation for exterior applications tightly joined to interior insulation ends.
3. Extend metal jacket of exterior insulation outside roof flashing at least 2 inches (50 mm) below top
of roof flashing.
4. Seal metal jacket to roof flashing with vapor-retarder mastic.
Q. Exterior Wall Penetrations: For penetrations of below-grade exterior walls, terminate insulation flush with

mechanical sleeve seal. Seal terminations with vapor-retarder mastic.
R. Interior Wall and Partition Penetrations: Apply insulation continuously through walls and floors.

S. Fire-Rated Wall and Partition Penetrations: Apply insulation continuously through penetrations of fire-rated
walls and partitions.

1. Firestopping and fire-resistive joint sealers are specified in other Division 22 Sections.
T. Floor Penetrations: Apply insulation continuously through floor assembly.
1. For insulation with vapor retarders, seal insulation with vapor-retarder mastic where floor supports

penetrate vapor retarder.
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3.2

A

3.3

34

3.5

3.6

MINERAL-FIBER INSULATION APPLICATION

Insulation Installation on Straight Pipes and Tubes per manufacturer’s instructions. Where vapor barriers
are required, seal longitudinal seams, end joints, and protrusions with vapor-barrier mastic and joint sealant.
For insulation with factory-applied jackets on above ambient surfaces, secure laps with outward clinched
staples at 6 inches (150 mm) o.c. For insulation with factory-applied jackets on below ambient surfaces,
do not staple longitudinal tabs but secure tabs with additional adhesive as recommended by insulation
material manufacturer and seal with vapor-barrier mastic and flashing sealant.

Insulation Installation on Pipe Fittings, Elbows, Valves and Pipe Specialties:

1. Install preformed sections of same material as straight segments of pipe insulation when available.

2. When preformed sections are not available, install mitered sections of pipe insulation to valve body.

3. Arrange insulation to permit access to packing and to allow valve operation without disturbing
insulation.

4. Install insulation to flanges as specified for flange insulation application.

INSTALLATION OF FIELD-APPLIED JACKETS

Where PVC jackets are indicated, install with 1-inch (25-mm) overlap at longitudinal seams and end joints.
Seal with manufacturer's recommended adhesive.

Apply two continuous beads of adhesive to seams and joints, one bead under lap and the finish bead along
seam and joint edge.

Where metal jackets are indicated, install with 2-inch (50-mm) overlap at longitudinal seams and end joints.
Overlap longitudinal seams arranged to shed water. Seal end joints with weatherproof sealant
recommended by insulation manufacturer. Secure jacket with stainless steel bands 12 inches (300 mm)
o.c. and at end joints.

FLEXIBLE ELASTOMERIC INSULATION APPLICATION

Seal longitudinal seams and end joints with manufacturer's recommended adhesive to eliminate openings
in insulation that allow passage of air to surface being insulated. Apply Insulation on Pipe Fittings, Elbows,
Valves and Pipe Specialties.

INSULATION APPLICATION SCHEDULE, GENERAL

Refer to insulation application schedules for required insulation materials, vapor retarders, and field-applied
jackets. Application schedules identify piping system and indicate pipe size ranges and material, thickness,
and jacket requirements.

INTERIOR INSULATION APPLICATION SCHEDULE

Service: Domestic hot and re-circulated hot water.

1. Operating Temperature: 60 to 140 deg F.
2. Insulation Material: 1 2" Mineral fiber.

Service: Domestic cold water.
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1. Operating Temperature: 35 to 60 deg F.
2. Insulation Material: 1” thick Mineral fiber with vapor barrier.

C. Service: Rainwater conductors and roof drain bodies.

1. Insulation Material: 1” Mineral fiber with vapor barrier.
D. Service: Condensate drain piping.

1. Insulation Material: %" Flexible elastomeric.

E. Service: Sanitary drain piping and accessories, associated with condensate drains, where indicated on the
drawings.

1. Insulation Material: 4" Flexible elastomeric.

END OF SECTION 22 07 00
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