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SECTION 262816 

ENCLOSED SWITCHES AND CIRCUIT BREAKERS 

PART 1 - GENERAL 

1.1 STIPULATIONS 

A. The specifications sections “General Conditions of the Construction Contract”, “Special Conditions”, and 
“Division 1 – General Requirements” form a part of this Section by this reference thereto, and shall have the same 
force and effect as if printed herewith in full.  

B. The specification Section 260500 – COMMON WORK RESULTS FOR ELECTRICAL forms a part of this 
section and shall have the same force and effect as if printed herewith in full. 

1.2 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and other 
Division 01 Specification Sections, apply to this Section. 

1.3 SUMMARY 

A. Section Includes: 
1. Fusible and non-fusible switches. 

1.4 SUBMITTALS 

A. Product Data:  For each type of enclosed switch, circuit breaker, accessory, and component indicated.  Include 
dimensioned elevations, sections, weights, and manufacturers' technical data on features, performance, electrical 
characteristics, ratings, accessories, and finishes. 
1. Enclosure types and details for types other than NEMA 250, Type 1. 
2. Current and voltage ratings. 
3. Short-circuit current ratings (interrupting and withstand, as appropriate). 
4. Include evidence of NRTL listing for series rating of installed devices. 
5. Detail features, characteristics, ratings, and factory settings of individual overcurrent protective devices, 

accessories, and auxiliary components. 
6. Include time-current coordination curves (average melt) for each type and rating of overcurrent protective 

device; include selectable ranges for each type of overcurrent protective device. 

1.5 QUALITY ASSURANCE 

A. Source Limitations:  Obtain enclosed switches and circuit breakers, overcurrent protective devices, components, 
and accessories, within same product category, from single source from single manufacturer. 

B. Product Selection for Restricted Space:  Drawings indicate maximum dimensions for enclosed switches and circuit 
breakers, including clearances between enclosures, and adjacent surfaces and other items.  Comply with indicated 
maximum dimensions. 

C. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, by a qualified 
testing agency, and marked for intended location and application. 

D. Comply with NFPA 70. 
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1.6 PROJECT CONDITIONS 

A. Environmental Limitations:  Rate equipment for continuous operation under the following conditions unless 
otherwise indicated: 
1. Ambient Temperature:  Not less than minus 22 deg F (minus 30 deg C) and not exceeding 104 deg F 

(40 deg C). 
2. Altitude:  Not exceeding 6600 feet (2010 m). 

1.7 COORDINATION 

A. Coordinate layout and installation of switches, circuit breakers, and components with equipment served and 
adjacent surfaces.  Maintain required workspace clearances and required clearances for equipment access doors 
and panels. 

PART 2 - PRODUCTS 

2.1 FUSIBLE AND NON-FUSIBLE SWITCHES 

A. Manufacturers:  Subject to compliance with requirements : 
1. Eaton Electrical Inc.; Cutler-Hammer Business Unit. 
2. General Electric Company; GE Consumer & Industrial - Electrical Distribution. 
3. Siemens Energy & Automation, Inc. 
4. Square D; a brand of Schneider Electric. 

B. Type HD, Heavy Duty, Single Throw, 240 and 600-V ac, 1200 A and Smaller:  UL 98 and NEMA KS 1, 
horsepower rated, with clips or bolt pads to accommodate specified fuses as required, lockable handle with 
capability to accept three padlocks, and interlocked with cover in closed position. 

C. Accessories: 
1. Equipment Ground Kit:  Internally mounted and labeled for copper and aluminum ground conductors. 
2. Lugs:  Mechanical type, suitable for number, size, and conductor material. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine elements and surfaces to receive enclosed switches and circuit breakers for compliance with installation 
tolerances and other conditions affecting performance of the Work. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 INSTALLATION 

A. Install individual wall-mounted switches and circuit breakers with tops at uniform height unless otherwise 
indicated. 

B. Install fuses in fusible devices as required. 

C. Comply with NECA 1. 

3.3 IDENTIFICATION 

A. Comply with requirements in Division 26 Section "Identification for Electrical Systems." 
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1. Identify field-installed conductors, interconnecting wiring, and components; provide warning signs. 
2. Label each enclosure with engraved metal or laminated-plastic nameplate. 

3.4 ADJUSTING 

A. Adjust moving parts and operable components to function smoothly, and lubricate as recommended by 
manufacturer. 

END OF SECTION 262816 




