SECTION 096519

RESILIENT TILE FLOORING

PART 1 - GENERAL

1.1

A.

1.2

1.3

1.4

1.5

1.6

STIPULATIONS

The specifications sections “General Conditions of the Construction Contract”, “Special
Conditions”, and “Division 1 — General Requirements” form a part of this Section by this
reference thereto, and shall have the same force and effect as if printed herewith in full.
SUMMARY

This Section includes the following:

1. Vinyl composition tile (VCT).

2. Liquid Membrane Substrate

SUBMITTALS

Make submissions in accordance with Division 1 Specifications and ‘SCHEDULE OF
MATERIAL SUBMITTALS?’, attached at the end of the Specifications.

No deviations, substitutions or changes of materials, to be incorporated into this project, shall be
made after approval by the Department, except for written direction by and the approval of the
manufacturer of a specific item and re-approval by the Department.

The Department retains the right to require additional items not specifically denoted to be
submitted for approval and/or additional clarification.

QUALITY ASSURANCE

Fire-Test-Response Characteristics: Provide products identical to those tested for fire-exposure
behavior per test method indicated by a testing and inspecting agency acceptable to authorities
having jurisdiction.

DELIVERY, STORAGE, AND HANDLING

Store resilient products and installation materials in dry spaces protected from the weather, with

ambient temperatures maintained within range recommended by manufacturer, but not less than
50 deg F or more than 90 deg F. Store tiles on flat surfaces.

PROJECT CONDITIONS
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1.7

A.

Maintain temperatures within range recommended by manufacturer, but not less than 70 deg F
or more than 95 deg F, in spaces to receive floor tile during the following time periods:

1. 48 hours before installation.
2. During installation.
3. 48 hours after installation.

After post-installation period, maintain temperatures within range recommended by
manufacturer, but not less than 55 deg F or more than 95 deg F.

Close spaces to traffic during floor covering installation.
Close spaces to traffic for 48 hours after floor covering installation.

Install resilient products after other finishing operations, including painting, have been
completed.

EXTRA MATERIALS

Furnish extra materials described below that match products installed and that are packaged
with protective covering for storage and identified with labels describing contents.

1. Floor Tile: Furnish 1 box for every 25 boxes or fraction thereof, of each type, color, and
pattern of floor tile installed.
2. Resilient Wall Base: Furnish not less than 10 linear feet for every 200 linear feet or

fraction thereof, of each type, color, pattern, and size of resilient product installed.

PART 2 - PRODUCTS

2.1

2.2

23

A.

A.

A.

MANUFACTURERS

Available Products: Subject to compliance with requirements, products that may be
incorporated into the Work include, but are not limited to, the products listed in other Part 2
articles.

COLORS AND PATTERNS

Colors and Patterns: As selected by Government Design Professional from manufacturer's full
range.

VINYL COMPOSITION TILE

Vinyl Composition Tile (VCT): ASTM F 1066.

1. Armstrong World Industries, Inc.

2. Congoleum Corporation.
3. Or “Approved Equal.”
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2.4

A.

Class: 1 (solid-color throughout tile)

Wearing Surface: Smooth.

Thickness: 0.125 inch.

Size: 12 by 12 inches.

Fire-Test-Response Characteristics:

1. Critical Radiant Flux Classification: Class I, not less than 0.45 W/sq. cm per
ASTM E 648.

LIQUID MEMBRANE FOR BATHROOM FLOORS

Membrane shall be a single component self-contained elastomeric water-based and anit-fraction
fluid membrane.

PART 3 - EXECUTION

3.1

32

A.

EXAMINATION

Examine substrates, with Installer present, for compliance with requirements for installation
tolerances, moisture content, and other conditions affecting performance.

L. Verify that finishes of substrates comply with tolerances and other requirements specified
in other Sections and that substrates are free of cracks, ridges, depressions, scale, and
foreign deposits that might interfere with adhesion of resilient products.

2. Proceed with installation only after unsatisfactory conditions have been corrected.

PREPARATION

Prepare substrates according to manufacturer's written recommendations to ensure adhesion of
resilient products.

Remove substrate coatings and other substances that are incompatible with adhesives and that
contain soap, wax, oil, or silicone, using mechanical methods recommended by manufacturer.
Do not use solvents.

Use trowelable leveling and patching compound to fill cracks, holes, and depressions, and
protrusions in substrates to produce a uniform and smooth substrate. Fill or level cracks, holes
and depressions 1/8 inch wide or wider, and protrusions more than 1/32 inch, unless more
stringent requirements are required by manufacturer's written instructions

Move resilient products and installation materials into spaces where they will be installed at
least 48 hours in advance of installation.
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1. Do not install resilient products until they are same temperature as space where they are
to be installed.

E. Sweep and vacuum clean substrates to be covered by resilient products immediately before
installation. After cleaning, examine substrates for moisture, alkaline salts, carbonation, and
dust. Proceed with installation only after unsatisfactory conditions have been corrected.

33 TILE INSTALLATION

A.  Lay out tiles from center marks established with principal walls, discounting minor offsets, so
tiles at opposite edges of room are of equal width. Adjust as necessary to avoid using cut
widths that equal less than one-half tile at perimeter.

1. Lay tiles square with room axis.

B.  Match tiles for color and pattern by selecting tiles from cartons in the same sequence as
manufactured and packaged, if so numbered. Discard broken, cracked, chipped, or deformed
tiles.

1. Lay tiles with grain running in one direction.

C.  Scribe, cut, and fit tiles to butt neatly and tightly to vertical surfaces and permanent fixtures
including built-in furniture, cabinets, pipes, outlets, edgings, door frames, thresholds, and
nosings.

D.  Extend tiles into toe spaces, door reveals, closets, and similar openings.

E. Maintain reference markers, holes, and openings that are in place or marked for future cutting
by repeating on floor tiles as marked on substrates. Use chalk or other nonpermanent, non-
staining marking device.

F. Install tiles on covers for telephone and electrical ducts and similar items in finished floor areas.
Maintain overall continuity of color and pattern with pieces of tile installed on covers. Tightly
adhere tile edges to substrates that abut covers and to cover perimeters.

G.  Adhere tiles to flooring substrates using a full spread of adhesive applied to substrate to produce
a completed installation without open cracks, voids, raising and puckering at joints,
telegraphing of adhesive spreader marks, and other surface imperfections.

34 LIQUID MEMBRANE

A.  Apply liquid membrane on plywood substrate prior to installation of tile flooring.

B.  Follow manufacturers instructions for application and dry times.

3.5 CLEANING AND PROTECTION

A.  Perform the following operations immediately after completing resilient product installation:
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1. Remove adhesive and other blemishes from exposed surfaces.
2. Sweep and vacuum surfaces thoroughly.
3. Damp-mop surfaces to remove marks and soil.
a. Do not wash surfaces until after time period recommended by manufacturer.
B. Protect resilient products from mars, marks, indentations, and other damage from construction

operations and placement of equipment and fixtures during remainder of construction period.
Use protection methods recommended in writing by manufacturer.

C.  Apply protective floor polish to horizontal surfaces that are free from soil, visible adhesive, and
surface blemishes if recommended in writing by manufacturer.
1. Apply two coats.
2. Use commercially available product acceptable to manufacturer.
3. Coordinate selection of floor polish with Owner's maintenance service.

D.  Joint Sealant: Apply sealant to resilient floor tile perimeter and around columns, at door
frames, and at other joints and penetrations.

E. Sealers and Finish Coats: Remove soil, visible adhesive, and surface blemishes from resilient
terrazzo floor tile surfaces before applying liquid cleaners, sealers, and finish products.

1. Sealer: Apply two base coats of liquid sealer.
2. Finish: Apply two coats of liquid floor finish.

F. Cover products installed on horizontal surfaces with undyed, untreated building paper until
Substantial Completion.

G. Do not move heavy and sharp objects directly over surfaces. Place hardboard or plywood
panels over flooring and under objects while they are being moved. Slide or roll objects over
panels without moving panels.

END OF SECTION
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