SECTION 104416

FIRE EXTINGUISHERS

PART 1 - GENERAL

1.1 STIPULATIONS
A.  The specifications sections “General Conditions of the Construction Contract”, “Special
Conditions”, and “Division 1 — General Requirements” form a part of this Section by this
reference thereto, and shall have the same force and effect as if printed herewith in full.
1.2 SUMMARY

A.  This Section includes the following:

1. Portable fire extinguishers and mounting brackets for fire extinguishers.

1.3 SUBMITTALS

A. Make submissions in accordance with Division 1 Specifications and ‘SCHEDULE OF
MATERIAL SUBMITTALS?’, attached at the end of the Specifications.

B.  No deviations, substitutions or changes of materials, to be incorporated into this project, shall be
made after approval by the Department, except for written direction by and the approval of the
manufacturer of a specific item and re-approval by the Department.

C.  The Department retains the right to require additional items not specifically denoted to be
submitted for approval and/or additional clarification.

1.4 QUALITY ASSURANCE

A.  NFPA Compliance: Fabricate and label fire extinguishers to comply with NFPA 10, "Portable
Fire Extinguishers."

B.  Fire Extinguishers: Listed and labeled for type, rating, and classification by an independent
testing agency acceptable to authorities having jurisdiction.

1. Provide fire extinguishers approved, listed, and labeled by FMG.

1.5 WARRANTY
A.  Special Warranty: Manufacturer's standard form in which manufacturer agrees to repair or

replace components of portable fire extinguishers that fail in materials or workmanship within
specified warranty period.
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1. Failures include, but are not limited to, the following:

a. Failure of hydrostatic test according to NFPA 10.
b. Faulty operation of valves or release levers.

2. Warranty Period: Six years from date of Substantial Completion.

PART 2 - PRODUCTS

2.1

A.

B.

2.2

A.

B.

PORTABLE FIRE EXTINGUISHERS

General: Contractor shall provide a minimum of (3) three fire extinguishers, unless noted
otherwise, of type, size, and capacity for each cabinet location indicated.

1. Valves: Manufacturer's standard.

2. Handles and Levers: Manufacturer's standard.

3. Instruction Labels: Include pictorial marking system complying with NFPA 10,
Appendix B.

Multipurpose Dry-Chemical Type in Steel Container: UL-rated 2-A:10-B:C, 10 1b nominal
capacity, with monoammonium phosphate-based dry chemical in manufacturer’s standard
enameled-steel container.

MOUNTING BRACKETS

Mounting Brackets:  Manufacturer's standard galvanized steel, designed to secure fire
extinguisher to wall or structure, of sizes required for types and capacities of fire extinguishers
indicated, with plated or black baked-enamel finish.

Identification: Lettering complying with authorities having jurisdiction for letter style, size,
spacing, and location. Located as indicated by Government Design Professional.

1. Identify bracket-mounted fire extinguishers with the words “FIRE EXTINGUISHER” in
red letter decals applied to mounting surface.

PART 3 - EXECUTION

3.1

A.

B.

32

EXAMINATION
Examine fire extinguishers for proper charging and tagging.
1. Remove and replace damaged, defective, or undercharged units.

Proceed with installation only after unsatisfactory conditions have been corrected.

INSTALLATION
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A.  Install fire-extinguishers and mounting brackets in locations as indicated on drawing; and be in
compliance with requirements of authorities having jurisdiction.

I. Mounting Brackets: 54 inches above finished floor to top of fire extinguisher.
B.  Mounting Brackets: Fasten mounting brackets to surfaces, square and plumb, at locations
indicated.

END OF SECTION
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