
DEMOLITION  FLOOR PLAN
SCALE: 14 " = 1'-0"
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1.  DEMOLISH EXISTING WINDOW AND ASSOCIATED ITEMS. PREPARE OPENING FOR NEW WINDOW.
2.  DEMOLISH EXISTING CEILINGS AND INSULATION THROUGHOUT BUILDING TO EXPOSE ROOF FRAMING .
THERE IS A GYPSUM CEILING ABOVE THE EXISTING SUSPENDED CEILING. ALL CEILINGS SHALL BE REMOVED.
3.  DEMOLISH EXISTING DOOR/FRAME AND ASSOCIATED HARDWARE.
4.   CREATE OPENING IN WALL TO ACCOMMODATE NEW DOOR/FRAME.   REFER TO 'DOOR AND FRAME
SCHEDULE', DWG. A.2.1 FOR DOOR OPENING SIZE.
5.  DEMOLISH EXISTING WALL VENT. PREPARE FOR CLOSURE.
6.  DEMOLISH WALL AND ASSOCIATED ITEMS.
7.  REMOVE EXISTING FLOOR FINISHES THROUGHOUT BUILDING TO EXPOSE ORIGINAL FLOOR PLANKS.
8.  REMOVE EXISTING WALL FINISHES THROUGHOUT BUILDING TO EXPOSE WALL FRAMING, TO INCLUDE
INSULATION.
9.  DEMOLISH CHIMNEY TO 12" BELOW GRADE.
10. REMOVE EXIST. LUMBER, DEBRIS, AND VEGETATION TO PREPARE FOR NEW WORK.
11. REMOVE RUST FROM METAL POST, AND PREPARE FOR NEW PRIMER/PAINT.
\

12. DEMOLISH EXISTING WINDOW AND ASSOCIATED ITEMS. CLOSE OPENING TO MATCH EXIST. MATERIALS.
13. DEMOLISH EXISTING CABINET/COUNTERTOP/ SINK, TOILET ACCESSORIES  AND ASSOCIATED ITEMS.
14. DEMOLISH EXISTING CONCRETE LANDING/STEP AND ASSOCIATED ITEMS. DEMOLISH EXISTING ROOF
OVER DOOR TO INCLUDE GUTTER AND ALL ASSOCIATED DOWNSPOUT . PREPARE AREA FOR CLOSURE AND
NEW MATERIALS.
15. REFER TO DRAWINGS A.3.1 AND A.3.2 FOR BUILDING EXTERIOR WORK.
16. DEMOLISH EXISTING GUTTER AND DOWNSPOUTS AND FASCIA ON PORCH ROOF.
17. DEMOLISH EXISTING DOOR/FRAME AND ASSOCIATED HARDWARE. CLOSE OPENING TO MATCH EXIST.
MATERIALS.
18.  DEMOLISH EXISTING CEILING MATERIAL AND INSULATION, IF PRESENT.
19.  CREATE NEW OPENING IN WALL TO ACCOMMODATE MECHANICAL DUCTWORK. REFER TO MECHANICAL
DWGS. AND COORDINATE LOCATION AND SIZE WITH MECHANICAL CONTRACTOR.  REFER TO 'INFILL DETAIL',
DWG A.2.1.
20.  DEMOLISH EXISTING CONCRETE PAD TO INCLUDE STONE.
21. REMOVE EXISTING WINDOW. ENLARGE OPENING TO ACCOMMODATE NEW DOOR. REFER TO 'DOOR
SCHEDULE' , A.2.1. FOR SIZE.
22. DEMOLISH EXISTING 4"-5" CONCRETE FLOOR. REMOVE EXISTING EARTH TO DEPTH OF 3'-0"  FROM
ADJACENT FINISHED FLOOR IN PREPARATION FOR NEW WORK.  USE CAUTION WHEN DIGGING TO AVOID
DAMAGING EXISTING SANITARY SEWER PIPE IN THIS LOCATION.
23. EXISTING COMM RACKS TO BE RELOCATED BY ELECTRICAL/COMM CONTRACTOR.
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