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PIPE SCHEDULE GENERAL PIPING NOTES

D DESCRIPTION
1. PROVIDE ALL MATERIALS AND EQUIPMENT AND PERFORM ALL LABOR REQUIRED TO INSTALL COMPLETE AND OPERATIONAL PIPING SYSTEMS AS INDICATED ON THE DRAWINGS,

P1 | 12"FROM M1 TO PP1 AS SPECIFIED AND AS REQUIRED BY CODE.

P2 | 10" FROM GUTTER DROPOUT BOXES TO POOL SURGE TANK PIPE SIZES INDICATED ARE NOMINAL, I.P.S.

P3| 10" FROM GUTTER DROPOUT BOXES TO POOL SURGE TANK UNLESS OTHERWISE NOTED, ALL OVERHEAD PIPING MUST BE TIGHT TO UNDERSIDE OF STRUCTURE OR SLAB.

P4 | 10" FROM GUTTER DROPOUT BOXES TO POOL SURGE TANK ALL BALANCING VALVES AND BUTTERFLY VALVES MUST BE PROVIDED WITH POSITION INDICATORS AND MAXIMUM ADJUSTABLE STOPS (MEMORY STOPS).

P5 | 6"FROML1TO POOL SURGE TANK ALL VALVES MUST BE INSTALLED SO THAT THE VALVE REMAINS IN SERVICE WHEN THE EQUIPMENT OR PIPING ON THE EQUIPMENT SIDE OF THE VALVE IS REMOVED.

P6 | 10" FROM M2 TO EXISTING WATERSLIDE PUMP 1 PROVIDE CHAIN WHEEL OPERATORS FOR ALL VALVES IN EQUIPMENT ROOMS MOUNTED GREATER THAN 70" ABOVE FINISHED FLOOR; CHAIN MUST EXTEND TO 70" ABOVE
P7 | 10" FROM M2 TO EXISTING WATERSLIDE PUMP 2 FINISHED FLOOR LEVEL.

P8 6" FROM M3 TO PP2 (ALTERNATE AC-04) ALL VALVE HARDWARE MUST BE 316L STAINLESS STEEL AND MEET ANSI HARDWARE INSTALLATION GUIDELINES. REFER: 12/AQ505

~

P9 | 12" FROM M3 TO PP3 (ALTERNATE AC-01) 8. INSTALL ALL PIPING WITHOUT FORCING OR SPRINGING.
P10 | 10" FROMPP1 TOF1 9. ALL PIPING WORK MUST BE COORDINATED WITH ALL TRADES AND SITE CONDITIONS. OFFSETS, EXPANSION LOOPS, OR TRANSITIONS IN PIPING AROUND OBSTRUCTIONS MUST
BE PROVIDED AT NO ADDITIONAL COST TO THE OWNER.
P11 | 10" FROM F1 TO POOL RETURN MANIFOLD
10.  ALL PIPING INDICATED MUST BE CONSIDERED DIAGRAMMATIC. Silvia A. Hoffman, AIA

P12 | 8" FROM POOL RETURN MANIFOLD TO EXISTING RETURN INLETS 0 GINDIC USTBE CONS G ¢ Todd O. Chambers, AIA
13| 3 FROM POOL RETURN NANIFOLD TO GHANNEL RETURN INLETS (ALTERNATE 11, ALL SWIMMING POOL PIPING ROUTED BELOW THE POOL SHELL MUST BE CONCRETE ENCASED SCHEDULE 40 PVC UNLESS OTHERWISE NOTED. REFER: 7/AQ505 Jill P. Hewes, AIA

AC-01) 12, ALL UNDERGROUND OR EXPOSED SWIMMING POOL PIPING MUST BE SCHEDULE 80 PVC, UNLESS OTHERWISE NOTED. CONTRACTOR MUST REFER TO PLANS AND Jessica E. Klocek, AlA
1+ | 2 FROM POOL RETURN MANIFOLD TO ZERO ENTRY RETURN INLETS SPECIFICATIONS FOR ANY SPECIFIC REQUIREMENTS REGARDING PLACEMENT AND BACKFILLING OF BELOW GRADE POOL PIPE.

(ALTERNATE AC-04) 13. ALL DIMENSIONS INDICATED FROM THE FINISH WALL SURFACE AND DO NOT ACCOUNT FOR ANY VARIATIONS IN EITHER GRADE OR SLOPE DISTANCES. MKSD, LLC
P15 | 6"FROM F1 TO BACKWASH CATCH BASIN 14, THE CHEMICAL SENSOR LINE MUST BE A 3/4" TO 1" DIAMETER, SCHEDULE 80 PVC PIPE EXTENDED FROM THE WET CELL SENSOR TO ITS RESPECTIVE FILL FUNNEL AND THE 1209 Hausman Road, Suite A
P17 6" FROM PP2 TO VALVE BOX (ALTERNATE AC-04) 15.  ALL PIPE TEES MUST BE SIZED FOR LARGEST PIPE CONNECTION. 610.366.2081 phone
P18 | 1.5" FROM VALVE BOX TO FS WATERFALL 3 FEATURE (ALTERNATE AC-04) 16.  SURGE TANK VENT PIPING TO ATMOSPHERE. mksdarchitects.com  web
P19 | 1.5"FROM VALVE BOX TO FS SLOSH 1 FEATURE (ALTERNATE AC-04) 17. ALL GUTTER DROPOUT LINES MUST SLOPE 1/8" PER FOOT MINIMUM.
P20 | 4" FROM VALVE BOX TO BUBBLERS (ALTERNATE AC-04) POOL PIPING WINTERIZATION NOTES

—_

P21 | 10" FROM PP3 TO CURRENT CHANNEL NOZZLES (ALTERNATE AC-01) ALL POOL PIPING MUST HAVE THE CAPABILITY TO BE DRAINED FOR WINTERIZATION.

P22 | 12 FROM M4 TO EXISTING SPRAYGROUND BALANCE TANK (ALTERNATE AC-03) 2. ALLPOOL SUCTION AND GRAVITY PIPING MUST BE INSTALLED WITH A CONSTANT SLOPE TO THE MAIN DRAINS AND/OR SURGE TANK.
53 | 1:5' FROM SPRAYGROUND MANIFOLD TO GS GEYSER SPRAY FEATURES 3. ALL POOL RETURN PIPING MUST HAVE THE ABILITY TO COMPLETELY DRAIN TO THE 2" WINTERIZATION LINE AS SHOWN ON THE DRAWINGS.
ALTERNATE AC-03 .
( ) 4. ALL POOL SUCTION AND RETURN PIPING MUST SLOPE BACK TO THE POOL MECHANICAL ROOM. A WINTERIZATION TAP AND VALVE MUST BE PROVIDED ON PIPING ALLOWING THE CounsiLMaN-HUNSAKER
ooy | 1:5" FROM SPRAYGROUND MANIFOLD TO FS WATERFALL 2 SPRAY FEATURE ABILITY FOR ALL PIPING TO BE COMPLETELY DRAINED. ph: 314.894.1245 + www.chhzo.com
ALTERNATE AC-03
( ) 5. BLOW OUT ALL PIPES BY MEANS OF AN AIR BLOWER AND A WINTERIZATION TAP. CAP ALL PIPES. FOR ADDED PROTECTION AGAINST FREEZING PIPES, THE PIPES CAN BE FILLED
o5 | 1:5' FROM SPRAYGROUND MANIFOLD TO FS DOUGHNUT SPRAY FEATURE WITH RV ANTI-FREEZE. REFER: 14/AQ505
(ALTERNATE AC-03)
oo | & FROM SPRAYGROUND MANIFOLD K250 EXPLORATION SERIES PLAY
STRUCTURE (ALTERNATE AC-03)
o7 | 1:5' FROM SPRAYGROUND MANIFOLD TO GS TULIP SPRAY FEATURES
ALTERNATE AC-03
( ) PUMP SCHEDULE SEAL
1" CONDUIT TO ogg | 1:5' FROM SPRAYGROUND MANIFOLD TO GS PUDDLE 1 SPRAY FEATURES
SPRAYGROUND CONTROLLER (ALTERNATE AC-03) HAIR & LINT
ID | DESCRIPTION MANUFACTURER | MODEL | SiZE | GPM | TDH | HP | NPSHR NOTES
P29 | 3 SURGE TANK VENT MAKE SIZE
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15" TYP. —— ——P2% 3. PROVIDE INFLUENT AND EFFLUENT GAUGES FOR EACH PUMP. PRESSURE GAUGES HAVE A RANGE OF 0-60 PSI. COMPOUND GAUGES HAVE A RANGE OF 0-30 HG / 0-60 PSI.
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