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SECTION 26 2717 – EQUIPMENT WIRING 

 
PART 1  GENERAL 

 
1.1 SECTION INCLUDES 

A. Electrical connections to equipment. 

 
1.2 RELATED REQUIREMENTS 

A. Section 26 0534 - Conduit. 

B. Section 26 0519 - Low-Voltage Electrical Power Conductors and Cables (600 V and 
Less). 

C. Section 26 0537 - Boxes. 

D. Section 26 2818 - Enclosed Switches. 

 
1.3 REFERENCE STANDARDS 

A. NEMA WD 1 - General Color Requirements for Wiring Devices; National Electrical 
Manufacturers Association; 1999 (R 2005). 

B. NEMA WD 6 - Wiring Devices - Dimensional Requirements; National Electrical 
Manufacturers Association; 2002 (R2008). 

C. NFPA 70 - National Electrical Code; National Fire Protection Association; Most Recent 
Edition Adopted by Authority Having Jurisdiction, Including All Applicable Amendments 
and Supplements. 

 
1.4 SUBMITTALS 

A. See Section 01 3000 - Administrative Requirements, for submittal procedures. 

B. Product Data:  Provide wiring device manufacturer’s catalog information showing 
dimensions, configurations, and construction. 

 
1.5 COORDINATION 

A. Obtain and review shop drawings, product data, manufacturer's wiring diagrams, and 
manufacturer's instructions for equipment furnished under other sections. 

B. Determine connection locations and requirements. 
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C. Sequence rough-in of electrical connections to coordinate with installation of equipment. 

D. Sequence electrical connections to coordinate with start-up of equipment. 

 
PART 2  PRODUCTS 

 
2.1 MATERIALS 

A. Cords and Caps:  NEMA WD 6; match receptacle configuration at outlet provided for 
equipment. 
 
1. Colors:  Conform to NEMA WD 1. 
2. Size:  Suitable for connected load of equipment, length of cord, and rating of 

branch circuit overcurrent protection. 
3. Substitutions:  See Section 01 6000 - Product Requirements. 

B. Wiring Devices:  As specified in Section 26 2726. 

C. Flexible Conduit:  As specified in Section 26 0534. 

D. Wire and Cable:  As specified in Section 26 0519. 

E. Boxes:  As specified in Section 26 0537. 

PART 3  EXECUTION 

 
3.1 ELECTRICAL CONNECTIONS   

A. Make electrical connections in accordance with equipment manufacturer's instructions. 

B. Make conduit connections to equipment using flexible conduit.  Use liquidtight flexible 
conduit with watertight connectors in damp or wet locations. 

C. Connect heat producing equipment using wire and cable with insulation suitable for 
temperatures encountered. 

D. Provide receptacle outlet to accommodate connection with attachment plug. 

E. Provide cord and cap where field-supplied attachment plug is required. 

F. Install suitable strain-relief clamps and fittings for cord connections at outlet boxes and 
equipment connection boxes. 
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G. Install interconnecting conduit and wiring between devices and equipment to complete 
equipment wiring requirements. 

 

END OF SECTION 
 

 




