
FIRE SPRINKLER WATER DEMAND

SPRINKLER TEMPERATURE RATING: AS REQUIRED

HOSE STREAM ALLOWANCE:

SPRINKLER HEAD TYPE:

SPRINKLER 'K' FACTOR:

100 GPM

K=5.6

ANTI-LIGATURE  INSTITUTIONAL TYPE - QUICK RESPONSE 

DESIGN AREA OF WATER APPLICATION:

TYPE OF SPRINKLER SYSTEM:

OCCUPANCY CLASSIFICATION:

MINIMUM DENSITY: .10 GPM/SQ FT

1500 SQ FT  

LIGHT HAZARD

WET

AS REQUIRED

250 GPM

K=5.6

QUICK RESPONSE UPRIGHT OR PENDENT

.15 GPM/SQ FT

1500 SQ FT  

ORDINARY HAZARD

WET

MECHANICAL ROOM OFFICES, CORRIDORS, TOILET ROOMS,
ELECTRIC ROOMRESIDENT ROOMS, SHOWERS, REC ROOM

AS REQUIRED

250 GPM

K=5.6

.15 GPM/SQ FT

1500 SQ FT  

ORDINARY HAZARD

WET

STORAGE ROOMS , JANITOR CLOSET UNUSED - ATTIC SPACE 

DRY

QUICK RESPONSE PENDENT SPRINKLER HEAD

ON DRAWING AND NOTE NUMBER
INDICATES NOTE LOCATED ELSEWHERE

GENERAL CONTRACTOR

HVAC CONTRACTORHC

CAP OR PLUG

GC

CLG

BLW

ABV

CEILING

BELOW

ABOVE

FIRE PROTECTION SYMBOLS AND ABBREVIATIONS 

FIRE SPRINKLER LINE (FS)FS (DRY)

XX

QUICK RESPONSE UPRIGHT SPRINKLER HEAD 

NEW CONNECTION TO EXISTING

SPRINKLER TEST DRAIN (STD)

FIRE DEPARTMENT CONNECTION LINE (FDC)FDC

SUPERVISED VALVE

IN FINISHED AREAS WITH CEILINGS ALL FIRE SPRINKLER PIPING SHALL BE CONCEALED. 

SPRINKLER CONTRACTOR SHALL COORDINATE SPRINKLER HEAD INSTALLATIONS
WITH NEW LIGHTING AND HVAC DUCTWORK / DIFFUSER LOCATIONS.

ALL DIMENSIONS SHALL BE CHECKED AND VERIFIED AT THE PROJECT SITE.

FIRE PROTECTION GENERAL NOTES

QUICK RESPONSE UPRIGHT SPRINKLER HEADS SHALL BE PLACED BELOW
DUCTWORK AND/OR OTHER OBSTRUCTIONS THAT ARE OVER 48" WIDE.

1.

2.

3.

4.

5.

6.

SPRINKLER SYSTEM COMPONENTS ARE INDICATED ON THE DRAWING FOR REVIEW AND
INFORMATIONAL PURPOSES ONLY.  THE .3 CONTRACTOR IS RESPONSIBLE TO DESIGN AND
PROVIDE ALL COMPONENTS FOR A COMPLETE FIRE SUPPRESSION DESIGN AND
INSTALLATION AS PER THE INTENT OF THE PROJECT SCOPE OF WORK AND SPECIFICATIONS.
ALL SPRINKLER SYSTEM COMPONENT INSTALLATIONS SHALL CONFORM TO NFPA AND
LOCAL AUTHORITY HAVING JURISDICTION REQUIREMENTS.  PIPE SIZING SHALL BE DONE BY
HYDRAULIC CALCULATIONS.

FIRE SPRINKLER .3 CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING THE RESULTS
OF A WATER FLOW TEST FROM THE LOCAL WATER AUTHORITY.  THE TEST MUST BE DATED
LESS THAN ONE (1) YEAR FROM THE PRESENT DATE TO BE CONSIDERED AN ACCEPTABLE
TEST.  IF THE WATER AUTHORITY CANNOT PROVIDE THIS INFORMATION, THEN THE FIRE
SPRINKLER .3 CONTRACTOR SHALL CONDUCT A NEW WATER FLOW TEST.  THE
CONTRACTOR WILL BE RESPONSIBLE FOR ANY COSTS INCURRED TO DO THE NEW WATER
FLOW TEST, AND WILL CONDUCT THE TEST WITH THE OWNER AND ENGINEER  PRESENT AS
WITNESSES.  ANY NEW WATER FLOW TEST SHALL BE COORDINATED WITH THE LOCAL
WATER AUTHORITY.

ALL FIRE SPRINKLER HEADS AND ASSOCIATED MATERIALS LOCATED IN ACCESSIBLE AND
OCCUPIED AREAS THROUGHOUT THE FACILITY SHALL BE APPROVED INSTITUTIONAL 

7.

DATE OF TEST: 8/12/2022  -  9:20AM

WATER TEST INFORMATION

TEST HYDRANT ELEVATION:
STATIC PRESSURE:
RESIDUAL PRESSURE:

SOURCE OF INFORMATION:
FLOW RATE:

TEST HYDRANT: FH BLDG 21  / FLOW FH BLDG#10 
Refer to Site Civil Plans
59 PSI
55PSI
1286GPM

Muncipal Supply w/ Elevated Storage Tanks 

LC

LCCL

CL

SEAL SLEEVE THRU FIRE RATED
WALLS AND MAKE FIREPROOF
AND SMOKE TIGHT

PIPE TO BE CENTERED IN
SLEEVE. DO NOT SUPPORT
PIPE FROM SLEEVE

ESCUTCHEON (TYPICAL)

SCHEDULE 40 STEEL PIPE SLEEVE OF
SIZE TO PASS PIPE.

PIPE

FINISHED ESCUTCHEON PLATE FLUSH
AGAINST WALL AND OF SIZE TO
COMPLETELY COVER OPENING (TYPICAL)

PROVIDE FIREPROOFING MATERIAL
BETWEEN PIPE SLEEVE AND PIPE.

FINISHED WALL SURFACE

PIPING EXPOSED TO VIEWCONCEALED PIPING

FIRE RATED PARTITION

FINISHED WALL SURFACE

TERMINATE SLEEVE
FLUSH WITH FINISH
WALL SURFACE

PIPE (SIZE AS INDICATED ON PLAN)

TERMINATE PIPE SLEEVE
2" ABOVE FINISH FLOOR
(SEE SPECIFICATIONS)

FINISHED FLOOR

SCHEDULE 40 STEEL
PIPE SLEEVE

PROVIDE FIREPROOFING
MATERIAL BETWEEN PIPE
SLEEVE AND PIPE

PIPE TO BE CENTERED IN
SLEEVE. DO NOT SUPPORT
PIPE FROM SLEEVE

PIPE INSULATION SHALL
TERMINATE FLUSH AT
FINISH FLOOR

SCHEDULE 40 STEEL
PIPE SLEEVE

PROVIDE FIREPROOFING MATERIAL
BETWEEN PIPE SLEEVE AND PIPE

1
PIPE SLEEVE THRU WALL DETAIL
NOT TO SCALE

2
PIPE SLEEVE THRU FLOOR DETAIL
NOT TO SCALE

EXISTING GRADE

(SEE SPECIFICATIONS)

CONCRETE

BUILDING WALL

1" - 45° ELBOW

1"

1" UNION

SPRINKLER
FLOW EQUIVALENT TO ONE
RESISTANT OUTLET GIVING
SMOOTH BORE CORROSION-

1" GLOBE ANGLE VALVE

TEMPORARY TESTING

TO DRAIN

1" PLUG
1" BRANCH LINE

CONNECTION

SPLASHBLOCK

SLOPE

3
INSPECTOR'S TEST VALVE AND DRAIN DETAIL
NOT TO SCALE

AS REQUIRED

100 GPM

K=5.6

QUICK RESPONSE UPRIGHT

1500 SQ FT  

LIGHT HAZARD

.10 GPM/SQ FT

UNHEATED STORAGE AREA

DRY

AS REQUIRED

250 GPM

K=5.6

QUICK RESPONSE UPRIGHT

1500 SQ FT  

ORDINARY HAZARD

.15 GPM/SQ FT

ANTI-LIGITURE UNLESS OTHERWISE NOTED.  (TYPICAL)

ALL ITEMS TO BE CONSIDERED BB#1 UNLESS OTHERWISE NOTED.  8.

PENDENT / SEMI - RECESSED PENDENT
ANTI-LIGATURE  INSTITUTIONAL TYPE - QUICK RESPONSE 

UPRIGHT OR  PENDENT PER CEILING APPLICATION INSTITUTIONAL ANTI-LIGITURE TYPE DRY-BARREL 

QUICK RESPONSE SEMI-RECESSED INSTITUTIONAL 

FIRE SPRINKLER LINE (FS)FS

FIRE SPRINKLER MAIN LINE (F)F

STD

1-1/2 DRAIN VALVE

SENSING SWITCH

5"x 6" INCREASER
RECOMMENDATIONS
PUMP PER MANUFACTURERS

6"

MAIN FIRE PUMP PRESSURE
OVER FUNNEL FLOOR DRAIN
EXTEND AND DISCHARGE

CHAINED CLOSED

SECURE AND BRACE FIRE

GAUGE
SUCTION

20 HP @ 3525 RPM
3 - 60 - 480V

DISCHARGE 
GAUGE

5 GPM AT 54 PSI (125 FT HD)

DURING PUMP TEST WATER SHALL

TO EXTERIOR FIRE PUMP
TEST CONNECTION

6"

500GPM @ 41 PSI (95 FT/HD)
VERTICAL IN-LINE FIRE PUMP 

6"

REDUCING TEE

6" BY-PASS

REDUCER

AUXILIARY CONTACTS (TYP)

OS & Y VALVES W/
SUPERVISORY SWITCH AND

TEMPERATURE LIMIT RECOMMENDATIONS
BY FIRE PUMP MANUFACTURER.

TO FIRE PUMP PER NFPA-20. MAXIMUM

BE BLED FROM SYSTEM AS REQUIRED 
TO AVOID OVERHEATING AS DAMAGE

DISCHARGE
GAUGE

1" x 1-1/2" CONCENTRIC INCREASER

PRESSURE RELIEF VALVE

6"

SPRINKLER SYSTEM
TO BUILDING FIRE

SENSING SWITCH
JOCKEY PUMP PRESSURE

FIRE PUMP LOW SUCTION
PRESSURE SENSING SWITCH

NOTE:

JOCKEY PUMP CONTROLLER
MOUNTED ON WALL / SKID

1-1/2" x 1" ECCENTRIC REDUCER

LOW SUCTION GAUGE

3-60-208V
0.75 HP AT 3450 RPM

JOCKEY PUMP

VALVE IN THE CLOSED POSITION
IN THE TREADED PORTION OF THE
CONTRACTOR SHALL CUT A GROOVE
THIS VALVE IS NORMALLY CLOSED.

BY-PASS VALVE
NORMALLY CLOSED

6"

SERVICE RATED - SOFT START
FIRE PUMP CONTROLLER AND
TRANSFER SWITCH WITH
MOUNTED ON WALL / FLOOR SKID.
(REFER TO SPECIFICATIONS)

AUXILIARY CONTACTS (TYPICAL)

OS & Y VALVES W/
SUPERVISORY SWITCH AND

(REFER TO SPECIFICATIONS)

CONCRETE SLAB

REINFORCING :

4"  THICK PAD: PROVIDE WWF 6x6x2.9x2.9;
LOCATE IN TOP 1/3RD OF PAD

PADS THICKER THAN 4":  PROVIDE #3 @ 9"
O.C. E.W.;  LOCATE AT MID DEPTH OF SLAB
3/4" CHAMFER TYP

#3 HOOKED DOWELS, DRILLED AND EPOXIED INTO SLAB.  TOP OF
DOWEL SHALL BE 1-1/2" CLEAR OF TOP OF PAD.  LOCATE DOWELS 6"
FROM EDGE OF PAD AT EACH CORNER, AND AROUND PERIMETER AT
MAX. 24" O.C.

FILL AND SEAL JOINT WITH SEALANT

6" TYPICAL

6"

1-1/2"

6"

1-1/2"

CHECK VALVE

6"

CONTACTS (TYPICAL)

SUPERVISORY SWITCH
AND AUXILIARY

FINISH FLOOR

5
FIRE WATER SERVICE AND VERTICAL IN-LINE ELECTRIC FIRE PUMP DETAIL
NOT TO SCALE

CHECK VALVE

6" STRAINER

6" DOUBLE DETECTOR
CHECK VALVE W/ METER 

WITHOUT RESTRAINT. ANTICIPATE POSSIBLE
ALLOW THE PIPE TO PASS THRU WALL

SUFFICIENT CLEARANCE AROUND PIPE.
SETTLEMENT OF WALL BY PROVIDING

1" TO 3" WATERPROOF MASTIC

NOTE:

FROM MAIN DISTRIBUTION SYSTEM

FINISHED GRADE

ONLY TO FIRST OUTSIDE JOINT
A LENGTH, STRAPS MAY BE RUN
WHEN THIS PIECE EXCEEDS HALF

4'
-6

" M
IN

IM
U

M
 C

O
VE

R

BUILDING WALL

FINISHED FLOOR

3/4" DIAMETER PODS

DUCTILE IRON PIPE

PIPE SLEEVE THRU
FLOOR-SEE DETAIL

FLANGE

 UNGROUTED PIPE 

6"

OS & Y VALVES W/ 

6"

6"

6"

DEPARTMENT CONNECTION
FROM EXTERIOR FIRE

CHECK VALVE

DISTRIBUTION SYSTEM
FROM SITE WATER SERVICE

6"

EXTERIOR WALL

EXTERIOR WALL

OS & Y VALVE
6" SUPERVISED 

4
INCOMING WATER SERVICE ENTRANCE DETAIL 
NOT TO SCALE

6
TYPICAL HOUSEKEEPING PAD DETAIL
NOT TO SCALE

HOSEKEEPING PAD NOTES:
1. BASE SLAB PREPARATION:  CLEAN SLAB AND SCARIFY PRIOR TO POURING PAD.
2. CONCRETE MIX:  MIN 4,000 PSI, 28-DAY COMPRESSIVE STRENGTH.
3. CURING:  CURE FOR 7 DAYS BY EITHER COVERING WITH BURLAP & KEEPING

CONTINUOUSLY WET, OR BY COVERING  WITH 6 MIL. VISQUEEN AND TAPING ALL
JOINTS AND TAPING VISQUEEN TO BASE SLAB.

4. PAD SHALL BE AT LEAST 6" LARGER THAN THE EQUIPMENT ON ALL EXPOSED SIDES.
5. PAD SHALL BE 4" THICK UNLESS NOTED OTHERWISE.
6. DOWELS SHALL BE INSTALLED PER THE MANUFACTURER'S REQUIREMENTS.

FINISH FLOOR

PIPE SUPPORT
(TYPICAL)

CONTACTS (TYPICAL)

SUPERVISORY SWITCH
AND AUXILIARY

OS & Y VALVES W/ 

4" HIGH CONCRETE PAD AT
SIZE TO SUITE THE
CONTROLLER ASSEMBLY

ASSEMBLY. 

OS & Y VALVE
6" SUPERVISED 

ANT-LIGATURE TYPE PENDENT SPRINKLER HEAD

SIDEWALL FIRE SPRINKLER HEAD 

ELECTRICAL CONTRACTOREC

PROFESSIONAL'S SIGNATURE    DATE

LOYSVILLE YOUTH DEVELOPMENT CENTER-
RENOVATIONS TO ZIMMERMAN-

BINGAMAN (ZB) COTTAGE
DEPARTMENT of HUMAN SERVICES

LOYSVILLE, TYRONE TOWNSHIP, PERRY COUNTY, PA

DRAWN BY DATE

CHECKED BY SCALE
AS NOTED

SHEET No.

RECORD REVISIONS

VERIFY SCALE

CONTRACTOR SHALL FIELD VERIFY
ALL DIMENSIONS.

VARIANCE FROM CONTRACT
DOCUMENTS NOT PERMITTED

WITHOUT PROFESSIONAL & BUREAU
OF CONSTRUCTION APPROVAL.

BAR IS ONE (1) INCH LONG
ON ORIGINAL DRAWING:

IF BAR IS NOT ONE (1) INCH LONG,
ADJUST SCALE ACCORDINGLY

0 1

COMMONWEALTH OF PENNSYLVANIA

HARRISBURG, PENNSYLVANIA
DEPARTMENT OF GENERAL SERVICES
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JOHNSTOWN, PA 15905
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SYMBOLS AND ABBREVIATIONS - FIRE
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