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MEETING ROOM
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PLATFORM BEYOND

24"x10" CONCRETE FOOTING WITH
(3) #4 BARS CONTINUOUS WITH #4
TIES @ 48" O.C.

8" CMU WALL WITH #4 VERTICAL
BARS @ 48" O.C. GROUT CELLS SOLID.

TREATED 2x6 SILL PLATE WITH 12"Ø
ANCHOR BOLTS @ 48" O.C. GROUT
CELLS SOLID.

(2) 2x6 CONTINUOUS TOP PLATE

SIMPSON H10A TIES.   TYPICAL
AT EVERY TRUSS.

HEADER PER FLOOR PLANS

6" CMU TOP COURSE

R-10 RIGID INSULATION.  EXTEND 24"
HORIZONTALLY AND VERTICALLY
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STORAGE MEETING ROOM

TREATED 2x6 @ 16" O.C. WITH 3 4"T&G
SUB-FLOOR GLUED AND NAILED

1
2" GYP.BD.  TYPICAL

ON ALL NEW WALLS
AND CEILINGS.

SOUND ATTENUATING
BATT. INSULATION.

PRE-ENGINEERED WOOD ROOF TRUSSES
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RUBBER BASE.
TYPICAL
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50% VENTED ALUMINUM SOFFIT

ALUMINUM GUTTER AND DOWNSPOUT

ICE AND WATER SHIELD.  EXTEND
36" FROM EAVE AND AT VALLEYS.

R-38 BATT. INSULATION.
INSTALL INSULATION BAFFLE

CONTINUOUS RIDGE VENT

PROVIDE 4'-0" x 8'-0" PLYWOOD
SHEATHING FLOORING FROM ATTIC
ACCESS DOOR TO ALL HVAC UNITS FOR
MAINTENANCE ACCESS.

CONTROL
JOINT

CONTROL
JOINT 6
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SCALE: 12"=1'-0"
BUILDING SECTION3

First Floor
0' - 0"

24"x10" CONCRETE
FOOTING WITH (3) #4
BARS CONTINUOUS
WITH #4 TIES @ 48" O.C.

8" CMU WALL WITH #4
VERTICAL BARS @ 48"
O.C. GROUT CELLS SOLID.
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(2)2x10 HEADER

50% VENTED
ALUMINUM SOFFIT

ALUMINUM GUTTER
AND DOWNSPOUT

SIMPSON H2.5A TIES.   TYPICAL
AT EVERY TRUSS.

50% VENTED ALUMINUM SOFFIT

PRESSURE TREATED
6x6 WOOD COLUMN
WRAPPED WITH
AZEK TRIM

PRE-ENGINEERED WOOD TRUSSES

3
4" EXTERIOR GRADE

PLYWOOD SHEATHING.

PRE-ENGINEERED WOOD TRUSSES

3
4" EXTERIOR GRADE

PLYWOOD SHEATHING.

4" CONCRETE SLAB, REINFORCED WITH
6x6 W1.4xW1.4 WWF OR FIBER MESH

OVER  4" COMPACTED STONE BASE.

SCALE: 12"=1'-0"
BUILDING SECTION4

24"x10" CONCRETE
FOOTING WITH (3) #4
BARS CONTINUOUS
WITH #4 TIES @ 48" O.C.

EXISTING
CONCRETE

FOOTING

EXISTING
FOUNDATION

WALL

6" CMU WITH #4
DOWELS @ 48" O.C.
GROUND CELLS SOLID

TREATED 2x6 SILL PLATE
WITH 12"Ø ANCHOR BOLTS @
48" O.C. GROUT CELLS SOLID.

2x6 WOOD STUDS @16" O.C.
WITH 716" OSB SHEATHING

EXISTING
EXTERIOR

WALL

1'-4"

8"

SIMPSON ABW66Z
BASE WITH 12"Ø
SCREW ANCHOR

#4 BAR
CONTINUOUS

SEE INTERIOR DESIGN DRAWINGS
FOR ADDITIONAL DETAILS

R-38 BATT.
INSULATION

BASE (TYPICAL THROUGHOUT)

4" CONCRETE SLAB, REINFORCED WITH
6x6 W1.4xW1.4 WWF OR FIBER MESH

OVER 10 MIL VAPOR BARRIER OVER 4"
COMPACTED STONE BASE.

CONTINUOUS RIDGE VENT

ASPHALT SHINGLES
OVER ROOF FELT

ADD ALTERNATE #1:
1. PROVIDE STANDING

SEAM METAL ROOF.

BASE (TYPICAL
THROUGHOUT)
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2"

6" AZEK TRIM

E.I.F.S. ON 1"
RIGID INSULATION

SYNTHETIC STONE
VENEER LATH AND
WATER RESISTANT
BARRIER.

BRICK ROWLOCK

R-38 BATT.
INSULATION

2x6 WOOD STUDS @16" O.C. WITH 716"
OSB SHEATHING AND R-21 BATT.

INSULATION WITH VAPOR BARRIER.
SYNTHETIC STONE VENEER
OVER BUILDING WRAP

BRICK ROWLOCK

2" PARGE EXPOSED CMU

First Floor
0' - 0"

Roof Bearing
9' - 0"

CUT BITUMINOUS
PAVING AS

REQUIRED FOR
NEW PORCH.

PATCH AND
REPAIR AS
REQUIRED.

6

12

EXISTING
EXTERIOR

WALL

REFER TO DETAIL
4/A301 FOR FOOTING
INFORMATION

EXISTING ROOF STRUCTURE

2x8 @ 16" O.C.

KNEE WALL 2x4 @ 16" O.C.

ASPHALT SINGLE ROOF
OVER ROOF FELT OVER
3

4" SHEATHING

PROVIDE CONTINUOUS ALUMINUM
THRU WALL FLASHING AT NEW ROOF
/ EXISTING ROOF JUNCTION.

VALLEY
FLASHING

SCALE: 12"=1'-0"
TYPICAL STAIR5
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POWDER COATED STEEL RAIL.  - CONTINUOUS
34" HIGH HANDRAIL BOTH SIDES OF STAIRS AND
STOOP WITH 12" HORIZONTAL TOP AND BOTTOM
EXTENSIONS. RETURN ENDS INTO WALL OR
POST.  PROVIDE 42" HIGH GUARD RAIL WHERE
GRADE IS GREATER THAN 30" BELOW WITHIN 36".

1'-0"

NEW CONCRETE STAIRS AND STOOP
(7" MAX. RISE, 11" MIN TREAD (NOSE TO NOSE))

1'-0"

11"
MIN.
NOSE

TO
NOSE

7"
M

A
X.

3'-6"

1'-0"

3'
-6

"

NUMBER OF RISERS
MAY VARY DUE TO
FINAL GRADING.
VERIFY IN FIELD (7"
MAX. RISE, 11" MIN
TREAD (NOSE TO
NOSE))

8" AZEK TRIM

E.I.F.S. ON 1"
RIGID INSULATION

PROVIDE
CONTINUOUS WEEP
SCREEN AT BOTTOM
OF STONE VENEER.

THIS DRAWING AS AN INSTRUMENT OF SERVICE, IS THE
PROPERTY OF THE ARCHITECTS, AND MAY NOT BE
REPRODUCED WITHOUT THEIR PERMISSON AND UNLESS
THE REPRODUCTION CARRIES THEIR NAME AS
ARCHITECTS

DUE TO DISTORTION FROM REPRODUCTION
PROCEDURES, DIMENSIONS SHALL NOT BE SCALED FROM
THE DRAWING. ONLY DIMENSIONS AS SHOWN SHALL BE
VALID

CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND
CONDITIONS AT THE SITE BEFORE PROCEEDING WITH THE
WORK
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