TYP EFDM LAP
|, SPLICE. SEE DETAIL
PSL-IA/A5.00

¢ N—

90 MIL EPDM ADHERED
ROCF SYS ‘\

t " (FER MFR)

RIGID INSUL.

t 475" (VIF)
T
%
m
5

5/8" eLASS FAGEDJ
EXTERIOR GRADE GIB.
MATCH EXT'G

BARRIER
| /2" GALY MTL DECK. FIELD ,
VERIFY EXT'G MTL DECK TYPE EXT'G MTL ROOF
AND MATCH TO PROPERLY NEST . DECK
NEW DECK WEXT'G. = EXT'6 ROOF
NOTE: PRE-PAINT DECK SURFACE OPENING FRAMING
EXPOSED TO VIEW (INTERIOR) MEMBER (VARIES)
PRIOR TO INSTALLATION. MATCH
EXISTING GYMNASIUM METAL
DECK COLOR.

/o DETAIL - ROOF OPENING INFILL

7500/ SCALE: 3" = 1-0"

EXT'G EPDM ROOF
SYSTEM WNVAPOR

. TYP EPDM LAP
| EXTE RocE OPENNG of AP HIN (MTLDECK) | +6'(FERMFR) |  &pLICE. SEE DETAL

A PSL-IA/A5.00

90 MIL EPDM ADHERED
ROOF 5YS ‘\

= : \

> I ,

z EXT'& EPDM ROOF

© ! SYSTEM WAVAPOR
I BARRIER

5/8" 6LASS FACED J

EXT'G 3" LIGHT WEIGHT

EXTERIOR GRADE GHB. INSUL CONC OVER I
MATCH EXT'& THK VENT BOARD
| 1/2" GALV MTL DECK. .
FIELD VERIFY EXT'S MTL EXT MIL RooF
DECK TYPE AND MATCH TO EXT'6 ROOF
PROPERLY NesT NER Do OPENING FRAMING
' MEMBER (VARIES)

/02 DETAIL - ROOF OPENING INFILL

A500/ SCALE: 3' = 1-0"

. TYP BUR. LAP
| EXTG ROOROPEN'NG S LAPMN.MILDECK) | £6" (FERMPR) | | sPLICE SEE DETAIL
\ -

BUILT-UP ROOF SYS. VA
MATCH EXISTING
/2" PERLITE COVER BRD -\
i \

L | RIGID INSUL. I EXTG BUILT-UP

S| AP I ROOF SYSTEM

w | BARRER | |\

5/8" 6LASS FACED J

EXT'G 3" LIGHT WEIGHT

EXTERIOR GRADE GAB. INSUL CONC OVER I"
MATCH EXT'G THK VENT BOARD
| 1/2" GALY MTL DECK. EXT'G MTL ROOF
FIELD VERIFY EXT'G MTL DECK
DECK TYPE AND MATCH TO |
ROPE ——EXT'6 ROOF
" i NEJ:/;(ET_?: OFENING FRAMING
' MEMBER (VARIES)

3\ DETAIL - ROOF OPENING INFILL

A500/ SCALE: 3" = 1-0"

TERMINATION AT R.T.U. WITH QUICKSEAM RPF AND COUNTER-FLASHING DETAIL NO. PENETRATION WITH QUICKSEAM PIPE FLASHING DETAIL NO.
‘ E L EVAT E (INT FLANGE TO SUBSTRATE) ‘w E L EVAT E
~ MATERIAL: RUBBERGARD™ PLATINUM ACCEPTABLE SYSTEMS: PLATINUM ISSUE / REVISION DATE: PT' 1 O ‘ MATERIAL: RUBBERGARD™ PLATINUM ACCEPTABLE SYSTEMS: PLATINUM ISSUE / REVISION DATE: P P' 1
(800) 428-4511  www.holcimelevate.com MAXIMUM WARRANTY: 30 YEARS 12/08/2022 NOT TO SCALE (800) 428-4511  www.holcimelevate.com MAXIMUM WARRANTY: 30 YEARS 12/06/2022 NOT TO SCALE
, T NOTE: NOTE:
" —— 1. REFER TO ELEVATE WEBSITE FOR MOST GH GARP ASDEEASLEAEJ A%F; 1. REFFOEFE{MT&%EVATE WEBSITE FOR MOST CURRENT
/ CURRENT INFORMATION. '
: -~ RTU. 2. REMOVE ALL EXISTING FLASHING, LEADS, ETC. PIPE
/ 2. NAILING AND METAL COUNTER-FLASHING ARE ’ ’
: NOT REQUIRED IF MEMBRANE 1S RUN UP AND CONTINUOUS BEAD OF SURFACE MUST BE FREE OF ALL RUST, GREASE,
OVER CURB WALLS PRIOR TO INSTALLATION AP SEALANT(SEE NOTE #6) INSULATION, ETC.
GALVANIZED ROOF NAILS AT 3. METAL COUNTER-FLASHING SHALL BE 24 HOOD BY OTHERS (REQUIRED) 4. PRE-MOLDED QUICKSEAM PIPE FLASHING MAY BE CUT
é 12" (305 mm) O.C. MAX. GAUGE PRE-FINISHED STEEL OR .032" MIN. STAINLESS STEEL TO HEIGHT, BUT NO LOWER THAN REINFORCING RING
GASKETED FASTENER é <SR [ ALUMINUM FORMED WITH HEMMED LOWER PRE-MOLDED QUICKSEAM PIPE FLASHING CLAMPING RING (NO WRINKLES OR FOLDS UNDER CLAMPING RING).
BY OTHERS “ - METAL COUNTER FLASHING BY OTHERS =D MOUNTED TIGHTLY TO UNDERSIDE OF s (SEE NOTE #4) 5. 12" (305 mm) QUICKSEAM FORMFLASH EXTENDING
AT 12" (305 mm) O.C. MAX. ; ! - MECHANICAL UNIT. CONTINUOUS BEAD OF 1/4" (6 mm) FROM PIPE FLASHING WALL TO 3" (76 mm)
| 3" (76 mm) MIN. FACE (SEE NOTE #3) 4. MAXIMUM 6" (152 mm) LONG FASTENERS. AP SEALANTISEE NoTE #01 ] BEYOND PIPE FLASHING. REFER TO PP-8 FOR
| RN (NOTE: WOOD BLOCKING MAY BE ( ) ADDITIONAL APPLICATION INFORMATION AND OPTIONS.
| EXSBTS;'JEURT EE’N?TFf_l'gggb?;'EON’I“EL%REDUCE 090" (2.28 mm) PLATINUM EPDM MEMBRANE — 6. APPLY AP SEALANT BETWEEN PENETRATION AND
| .090" (2.28 mm) PLATINUM EPDM MEMBRANE ' ACCEPTABLE ELEVATE PRIMER PRE-MOLDED PIPE FLASHING PRIOR TO INSTALLATION OF
/ | USE APPROPRIATE ELEVATE BONDING ADHESIVE 5 INSTALL METAL WORK IN ACCORDANCE WITH ce ] CLAMPING RING. REFER TO PLS-4 FOR SEAM EDGE
INSULATED METAL CURS 5 | CURRENT SMACNA RECOMMENDATIONS. 12" (305 mm) QUICKSEAM FORMFLASH — TREATMENT.
/ — 2" (51 mm) METAL PLATE WITH ELEVATE FASTENER
: . 7. PRE-MOLDED PIPE FLASHING FITS 1" (25 mm) - 6" (152
/ | AT 12" (305 mm) O.C. MAX (SEE NOTE #4) APPROPRIATE ELEVATE — PENETRATION SIZES (25 mm) (152 mm)
INSULATION BY OTHERS / |  QUICKSEAM RPF STRIP BONDING ADHESIVE - '
/ (ADHERED SYSTEMS) 5 8. DO NOT USE WHEN SERVICE LINE TEMP. EXCEEDS 180 °F
; ACCEPTABLE ELEVATE PRIMER CONTINUOUS BEAD = (82 °C). REFER TO P-4.
| APPROPRIATE ELEVATE BONDING ADHESIVE (ADHERED OF LAP SEALANT i
’ SYSTEMS) & 3" (76 mm) 3" (76 mm) _T
=
a—af (+ = ! !+t P77 8 —————————————————————
ELEVATE INSULATION =
< ELEVATE INSULATION ELEVATE INSULATION >
SUBSTRATE SUBSTRATE SUBSTRATE
O,
ﬁ LAP SPLICE DETAIL NO.
m E L E VAT E MATERIAL: RUBBERGARD™ PLATINUM ACCEPTABLE SYSTEMS: PLATINUM ISSUE / REVISION DATE: P LS- 1 A PENETRATION WITH QS6 PENETRATION POCKET DETAIL NO.
(800) 428-4511 www.holcimelevate.com MAXIMUM WARRANTY: 30 YEARS 12/06/2022 NOT TO SCALE m E L EVATE MATERIAL: RUBBERGARD™ PLATINUM ACCEPTABLE SYSTEMS: PLATINUM ISSUE / REVISION DATE: P P_5
NOTE: (800) 428-4511 www.holcimelevate.com MAXIMUM WARRANTY: 30 YEARS 12/06/2022 NOT TO SCALE
1. REFER TO ELEVATE WEBSITE FOR MOST NOTE:
CURRENT INFORMATION. 1. REFER TO ELEVATE WEBSITE FOR MOST CURRENT 5. MEMBRANE MUST BE INSTALLED WITHIN 1/2" (13 mm) OF
2. END LAPS OF QUICKSEAM SPLICE TAPE MUST INFORMATION. PENETRATION.
' 2. REMOVE ALL EXISTING FLASHING, LEADS, ETC. PIPE 6. ELEVATE POURABLE SEALER MOUNDED TO SHED

OVERLAP A MINIMUM OF 1" (25 mm).

6" (152 mm) QUICKSEAM SPLICE TAPE

(SEE NOTE #2) 1/18/;(31n31m) T0
9" (2.28 mm) PLATINUM (13 mm)
EPDM MEMBRANE ACCEPTABLE ELEVATE PRIMER

APPROPRIATE ELEVATE BONDING

ADHESIVE (ADHERED SYSTEMS) 090" (2.28 mm) PLATINUM EPDM MEMBRANE

~ ELEVATE INSULATION =

SUBSTRATE

SURFACE MUST BE FREE OF ALL RUST, GREASE, WATER (MINIMUM DEPTH OF 2" (51 mm), REMAINDER OF
INSULATION, ETC. POCKET MAY BE FILLED WITH A NON - SHRINKING GROUT).

3. DO NOT USE OVER EXISTING PENETRATION POCKETS. 7. APPLY LAP SEALANT AROUND ENTIRE PERIMETER OF
4 IF FIELD MEMBRANE IS CUT FOR INSTALLATION. THE FLASHING. REFER TO PLS-4 FOR SEAM EDGE TREATMENT.

MEMBRANE MUST BE REPAIRED WITH CURED EPDM 8. ACCEPTABLE ELEVATE PRIMER IS REQUIRED ON
PRIOR TO INSTALLATION OF THE PENETRATION POCKET. PENETRATIONS AND MEMBRANE INSIDE OF PENETRATION
POCKET.

9. DO NOT USE WHEN SERVICE LINE TEMP. EXCEEDS 180 °F
(82 °C), REFER TO PP-4.

CONTINUOUS BEAD OF LAP 7 6" (152 mm) I
SEALANT (SEE NOTE #7) 1 (25 mm) MIN. —

O

ELEVATE POURABLE SEALER
/ CUT PVC PIPE
QS6 PENETRATION POCKET

CONTINUOUS BEAD OF LAP
SEALANT (SEE NOTE #7)

.090" (2.28 mm) PLATINUM —
EPDM MEMBRANE
12" (305 mm) QUICKSEAM FORMFLASH )
ACCEPTABLE ELEVATE PRIMER _ i

SEE NOTE #8) =
APPROPRIATE ELEVATE S :
BONING ADHESIVE o :
(ADHERED SYSTEMS) A s S

4
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PENETRATION
PENETRATION
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< ELEVATE INSULATION % ELEVATE INSULATION <>
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DOCUMENT

FOR CONSTRUCTION

RUBBERGARD QUICKSEAM WALKWAY PAD DETAIL NO.

\)) ELEVATE

ISSUE / REVISION DATE: M- 1

11/18/2022 NOT TO SCALE

MATERIAL: RUBBERGARD™ EPDM
(800) 428-4511 www.holcimelevate.com

ACCEPTABLE SYSTEMS: ALL
MAXIMUM WARRANTY: N/A

DETAIL NO.

PP-8

NOT TO SCALE

PENETRATION COVER STRIP OPTIONS FOR QUICKSEAM PRE-MOLDED FLASHING

ISSUE / REVISION DATE:

12/06/2022

\)) ELEVATE

MATERIAL: RUBBERGARD™ PLATINUM
(800) 428-4511 www.holcimelevate.com

ACCEPTABLE SYSTEMS: PLATINUM
MAXIMUM WARRANTY: 30 YEARS

NOTE:

1. REFER TO HOLCIM ELEVATE WEBSITE FOR MOST CURRENT
INFORMATION.

2. DO NOT INSTALL OVER OR WITHIN 3" OF FIELD AND FLASHING SEAMS.

LEAVE 2" (51 mm) BETWEEN WALKWAY PADS.

4. QUICKSEAM TAPE IS FACTORY LAMINATED TO UNDERSIDE OF
WALKWAY PADS: 3 ROWS OF 3" (76 MM) WIDE TAPE.

5. WALKWAY PADS REQUIRED AT ALL ROOF ACCESS POINTS.

30" (762 mm)

i

1+ ELEVATE RUBBERGARD
WALKWAY PAD

ENLARGED TO SHOW SURFACE TEXTURE

«.

™

" QUICKSEAM SPLICE TAPE (FACTORY LAMINATED TO UNDERSIDE)

\

ROOF SLOPE

30" (762 mm)

AN

¥
3" QUICKSEAM SPLICE TAPE (FACTORY LAMINATED TO UNDERSIDE)
00O0000ON0OLLO0LOLELLHOENNELLOLLOLLNLOOON)
25
3" QUICKSEAM SPLICE TAPE (FACTORY LAMINATED TO UNDERSIDE )

!
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|

PSRN

NOTE:

1. APPLY LAP SEALANT AROUND ENTIRE PERIMETER OF
FLASHING. REFER PLS-4 FOR SEAM EDGE TREATMENT.

CONTINUOUS BEAD OF 2. USE AN ACCEPTABLE ELEVATE PRIMER TO CLEAN AND

LAP SEALANT (SEE NOTE #1) PRIME MATING SURFACES PRIOR TO INSTALLATION OF
QUICKSEAM PRODUCTS.
PENETRATION 3. OPTION #1 OR #2 MAY BE USED ON ANY PENETRATION
DETAIL.
PRE-MOLDED PIPE FLASHING OPTION #1:

4. 12" (305 mm) QUICKSEAM FORMFLASH OVERLAPS
3" (76 mm) AT CENTER OF PENETRATION.

OPTION #2:

5. 5" (127 mm) QUICKSEAM FLASHING CENTERED AROUND
PIPE FLASHING FLANGE.

6. 5" (127 mm) QUICKSEAM FLASHING OVERLAPS 4" (102 mm)
AT CUT END.

12" (305 mm) QUICKSEAM
FORMFLASH

PENETRATION

ELEVATE POURABLE

PRE-MOLDED PIPE FLASHING SEALER

5" (127 mm) QUICKSEAM FLASHING

OPTION #1

12" (305 mm) QUICKSEAM
FORMFLASH

CONTINUOUS BEAD OF
LAP SEALANT (SEE NOTE #1)

OPTION #2

4" (102 mm) OVERLAP

PROFESSIONAL SEAL

KAUTTETR
& KELLEY
ARCHITECTS

5§ Belmont Avehue
Wyomissing, PA 19610

Tel 610.372.9960
www.kautterkelley.com

FPUCILLO HVAC UPERADE
MILLERSVILLE UNIVERSITY
|05 PUCILLO DRIVE
MILLERSVILLE, PA  [755I

TYPICAL ROOF DETAILS

PROJ. NO.: MI-12I3

DATE: 111723

SCALE: AS NOTED A5 = 00




