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SECTION 099123  

INTERIOR PAINTING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and 
Supplementary Conditions and Division 01 Specification Sections, apply to this 
Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Primers. 
2. Water-based finish coatings. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of product. Include preparation requirements and 
application instructions. 

1. Include preparation requirements and application instructions. 
2. Indicate VOC content. 

B. Samples for Verification: For each type of paint system and each color and gloss of 
topcoat. 

1. Submit Samples on rigid backing, 8 inches (200 mm) square. 

C. Product Schedule: Use same designations indicated on Drawings and in the Interior 
Painting Schedule to cross-reference paint systems specified in this Section. Include 
color designations. 

1.4 MAINTENANCE MATERIAL SUBMITTALS 

A. Furnish extra materials that match products installed and that are packaged with 
protective covering for storage and identified with labels describing contents. 

1. Paint Products: 5 percent, but not less than 1 gal. (3.8 L) of each material and 
color applied. 



MI-1213 PUCILLO HVAC RENOVATION      INTERIOR PAINTING    
 

099123 - 2  

 

1.5 QUALITY ASSURANCE 

A. Mockups: Apply mockups of each paint system indicated and each color and finish 
selected to verify preliminary selections made under Sample submittals and to 
demonstrate aesthetic effects and set quality standards for materials and execution. 

1. Architect will select one surface to represent surfaces and conditions for 
application of each paint system. 

2. Final approval of color selections will be based on mockups. 

a. If preliminary color selections are not approved, apply additional mockups 
of additional colors selected by Architect at no added cost to Owner. 

3. Approval of mockups does not constitute approval of deviations from the 
Contract Documents contained in mockups unless Architect specifically approves 
such deviations in writing. 

4. Subject to compliance with requirements, approved mockups may become part 
of the completed Work if undisturbed at time of Substantial Completion. 

1.6 DELIVERY, STORAGE, AND HANDLING 

A. Store materials not in use in tightly covered containers in well-ventilated areas with 
ambient temperatures continuously maintained at not less than 45 deg F (7 deg C). 

1. Maintain containers in clean condition, free of foreign materials and residue. 
2. Remove rags and waste from storage areas daily. 

1.7 FIELD CONDITIONS 

A. Apply paints only when temperature of surfaces to be painted and ambient air 
temperatures are between 50 and 95 deg F (10 and 35 deg C). 

B. Do not apply paints when relative humidity exceeds 85 percent; at temperatures of less 
than 5 deg F (3 deg C) above the dew point; or to damp or wet surfaces. 

PART 2 - PRODUCTS 

2.1 PAINT PRODUCTS, GENERAL 

A. Material Compatibility: 

1. Materials for use within each paint system shall be compatible with one another 
and substrates indicated, under conditions of service and application as 
demonstrated by manufacturer, based on testing and field experience. 

2. For each coat in a paint system, products shall be recommended in writing by 
topcoat manufacturers for use in paint system and on substrate indicated. 
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B. Colors: Match existing.  

2.2 PRIMERS 

A. Interior, Institutional Low-Odor/VOC Primer Sealer: Water-based primer sealer with 
low-odor characteristics and a VOC of less than 10 grams per liter for use on new 
interior plaster, concrete, and gypsum wallboard surfaces that are subsequently to be 
painted with latex finish coats. 

1. Basis-of-Design Product: Subject to compliance with requirements, provide 
Sherwin-Williams Company (The); ProMar 200 Zero VOC Primer, B28W2600 
Series or a comparable product by one of the following: 

a. Behr Paint Company; Behr Process Corporation. 
b. Benjamin Moore & Co. 
c. Pratt & Lambert; a subsidiary of The Sherwin-Williams Company. 

B. Water-Based Rust-Inhibitive Primer: Corrosion-resistant, water-based-emulsion primer 
formulated for resistance to flash rusting when applied to cleaned, interior ferrous 
metals subject to mildly corrosive environments. 

1. Basis-of-Design Product: Subject to compliance with requirements, provide 
Sherwin-Williams Company (The) ; Pro Industrial Pro-Cryl Universal Primer, 
B66-1300 Series or a comparable product by one of the following: 

a. Behr Paint Company; Behr Process Corporation. 
b. Benjamin Moore & Co. 

2.3 WATER-BASED FINISH COATS 

A. Interior, Latex, Institutional Low Odor/VOC, Semigloss: White or colored latex paint 
with low-odor characteristics and a VOC of less than 10 grams per liter, for use in 
areas, such as hospitals and other occupied buildings, where the odor and VOC levels 
of conventional latex products would preclude their use. 

1. Basis-of-Design Product: Subject to compliance with requirements, provide 
Sherwin-Williams Company (The); Low VOC Waterborne Acrylic Dryfall or a 
comparable product by one of the following: 

a. Benjamin Moore & Co. 
b. PPG Paints; PPG Industries, Inc. 
c. Pratt & Lambert; a subsidiary of The Sherwin-Williams Company. 

 
2. Gloss Level: Manufacturer's standard semigloss finish, assumed. Match existing 

gloss level. 

B. Interior, Latex, High-Performance Architectural Coating, Semigloss: High-performance 
architectural latex coating providing a significantly higher level of performance than 

http://www.specagent.com/Lookup?ulid=14163
http://www.specagent.com/Lookup?uid=123457179645
http://www.specagent.com/Lookup?uid=123457179639
http://www.specagent.com/Lookup?uid=123457221005
http://www.specagent.com/Lookup?ulid=14166
http://www.specagent.com/Lookup?uid=123457179678
http://www.specagent.com/Lookup?uid=123457179671
http://www.specagent.com/Lookup?uid=123457179672
http://www.specagent.com/Lookup?ulid=14186
http://www.specagent.com/Lookup?uid=123457179814
http://www.specagent.com/Lookup?uid=123457179811
http://www.specagent.com/Lookup?uid=123457179813
http://www.specagent.com/Lookup?uid=123457228700
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conventional latex paints in the areas of scrub resistance, burnish resistance, and ease 
of stain removal. 

1. Basis-of-Design Product: Subject to compliance with requirements, provide 
Sherwin-Williams Company (The); Pro Industrial Pre-Catalyzed Water-
Based Epoxy, K45-1150 Series or a comparable product by one of the 
following: 

a. Behr Paint Company; Behr Process Corporation. 
b. Benjamin Moore & Co. 
c. Pratt & Lambert; a subsidiary of The Sherwin-Williams Company. 

 
2. Gloss Level: Manufacturer's standard semigloss finish. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates and conditions, with Applicator present, for compliance with 
requirements for maximum moisture content and other conditions affecting 
performance of the Work. 

B. Maximum Moisture Content of Substrates: When measured with an electronic moisture 
meter as follows: 
 
1. Gypsum Board: 12 percent. 

C. Gypsum Board Substrates: Verify that finishing compound is sanded smooth. 

D. Verify suitability of substrates, including surface conditions and compatibility, with 
existing finishes and primers. 

E. Proceed with coating application only after unsatisfactory conditions have been 
corrected. 

1. Application of coating indicates acceptance of surfaces and conditions. 

3.2 PREPARATION 

A. Comply with manufacturer's written instructions and recommendations applicable to 
substrates and paint systems indicated. 

B. Clean substrates of substances that could impair bond of paints, including dust, dirt, oil, 
grease, and incompatible paints and encapsulants. 

1. Remove incompatible primers and reprime substrate with compatible primers or 
apply tie coat as required to produce paint systems indicated. 

http://www.specagent.com/Lookup?ulid=14194
http://www.specagent.com/Lookup?uid=123457179846
http://www.specagent.com/Lookup?uid=123457179843
http://www.specagent.com/Lookup?uid=123457179844
http://www.specagent.com/Lookup?uid=123457221083
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C. Shop-Primed Steel Substrates: Clean field welds, bolted connections, and areas where 
shop paint is abraded. Paint exposed areas with the same material as used for shop 
priming to comply with SSPC-PA 1 for touching up shop-primed surfaces. 

3.3 INSTALLATION 

A. Apply paints according to manufacturer's written instructions. 

1. Use applicators and techniques suited for paint and substrate indicated. 
2. Primers specified in painting schedules may be omitted on items that are factory 

primed or factory finished if acceptable to topcoat manufacturers. 

B. Tint each undercoat a lighter shade to facilitate identification of each coat if multiple 
coats of same material are to be applied. Tint undercoats to match color of topcoat, but 
provide sufficient difference in shade of undercoats to distinguish each separate coat. 

C. If undercoats or other conditions show through topcoat, apply additional coats until 
cured film has a uniform paint finish, color, and appearance. 

D. Apply paints to produce surface films without cloudiness, spotting, holidays, laps, brush 
marks, roller tracking, runs, sags, ropiness, or other surface imperfections. Cut in sharp 
lines and color breaks. 

3.4 CLEANING AND PROTECTION 

A. At end of each workday, remove rubbish, empty cans, rags, and other discarded 
materials from Project site. 

1. Do not clean equipment with free-draining water and prevent solvents, thinners, 
cleaners, and other contaminants from entering into waterways, sanitary and 
storm drain systems, and ground. 

2. Dispose of contaminants in accordance with requirements of authorities having 
jurisdiction. 

3. Allow empty paint cans to dry before disposal. 
4. Collect waste paint by type and deliver to recycling or collection facility. 

B. After completing paint application, clean spattered surfaces. Remove spattered paints 
by washing, scraping, or other methods. Do not scratch or damage adjacent finished 
surfaces. 

C. Protect work of other trades against damage from paint application. Correct damage to 
work of other trades by cleaning, repairing, replacing, and refinishing, as approved by 
Architect, and leave in an undamaged condition. 

D. At completion of construction activities of other trades, touch up and restore damaged 
or defaced painted surfaces. 
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3.5 INTERIOR PAINTING SCHEDULE 

A. Steel Substrates: 

1. Water-Based Dry-Fall System: 

a. Prime Coat: Alkyd quick-dry primer for metal. 
b. Topcoat: Dry fall, latex, semigloss, assumed. Match existing paint gloss 

level. 

B. Gypsum Board Substrates: 

1. High-Performance Architectural Latex System: 

a. Prime Coat: Interior latex primer sealer. 
b. Intermediate Coat: Matching topcoat. 
c. Topcoat: Interior, latex, high-performance architectural coating, semigloss. 

END OF SECTION 099123 




