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RIDGE CAP

METAL ROOF PANELS - TYP.

EXISTING CEILING JOISTS @ +9'-0"

R-38 FIBERGLASS INSULATION BATT - TYP.

CONTINUOUS AIR BARRIER UNDERSIDE OF INSULATION,
TAPE SEAMS & CORNERS - TYP.

— (2) 2x8 JOIST AT 24" O.C. - TYP n

SEAL ANY AIR GAPS - TYP.

SUSPENDED CEILING SYSTEM @ 7'-3"+/- AFF —/

OFFICE CORRIDOR OFFICE
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VCT FLOORING ON /4" A/IC GRADE PLYWOOD OVER EXISTING SUBSTRATE

EXISTING SUBSTRATE TO REMAIN (REPAIR ANY DAMAGED AREAS)

MIN. 3" CLOSED-CELL SPRAY FOAM IN FLOOR JOIST CAVITY SPACE - TYP.—\

FIBERGLASS BATT INSULATION ——¢

GUTTERS

%" GYPSUM BOARD ON EXISTING WOOD STUDS — = [~ BUILDING WRAP, R.1.B. & SIDING

——EXIST. 2x8 JOIST

REMOVE EXIST.
CMU SUPPORTS
FROM CRAWL SPACE

W /7 EXIST. WALL

BREAK AREA
106

EXIST.

SUBSTRATE ‘\

12'-8"+/-

%" AIC PLYWOOD

SUBSTRATE THICKNESS

T&G PLANK THICKNESS

%" PLYWOOD, TO MATCH EXIST.

1" PLYWOOD, TO MATCH EXIST.

— (2) 2x8 FLOOR JOISTS AT 24" O.C. WALL TYPE 1
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Xx EXIST. (2) 2x10

\ EXIST. (2) 2x10 BEAMS

[——————————————
L __

EXIST. FOOTINGS

EXIST. 8x8 CONCRETE PIERS

EXIST. GRADE

2. REMOVE EXISTING T&G PLANK SUBFLOOR ONLY IN THE AREAS WHERE FLOOR FRAMING REPLACEMENT IS REQUIRED.
3. PROVIDE STAGGERED LATERAL BRACING AT 24" O.C. ALONG LENGTH OF NEW FLOOR JOISTS, TYP.
4. INSTALL PLYWOOD SUBFLOOR WITH 'A' SIDE UP TO PROVIDE A SMOOTH SURFACE FOR FINISHED FLOOR MATERIAL.

FLOOR FRAMING SECTION

L SOFFIT NOTES:
— 1. EXISTING FRAMING, JOISTS, BEAMS, AND PIERS ARE SHOWN AT APPROXIMATE LOCATIONS.
EXIST. (2) 2x10 BEAMS

FLOOR FRAMING PLAN

\/\ SCALE: %" =1'-0"

SCALE: 3/8" =1'-0"
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EXISTING CRAWL SPACE
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NOTE:

1.  EXISTING FRAMING, BEAMS, PIERS AND GRADES SHOWN ARE DIAGRAMMATIC IN NATURE AND ARE FOR REFERENCE ONLY.
FIELD VERIFICATION IS REQUIRED FOR ACTUAL SITE CONDITIONS THAT WILL EFFECT PROJECT EXECUTION, EXACT QUANTITIES AND DETAILS.

BUILDING SECTION - TYP.
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%" EXP. JOINT
/ 40 ’

IMBED SLEEVE INTO CONCRETE, GRADE
PER MANUFACTURER RECOMMENDATIONS - TYP.

NOTES:
1. TOP OF CONCRETE LANDING SHALL BE 2" BELOW DOOR THRESHOLD.
2. FIELD VERIFY TO DETERMINE NUMBER OF STEPS REQUIRED TO REACH GRADE.
3. REFER TO 'CONCRETE LANDING/STEPS' SECTION, THIS DWG.

CONCRETE LANDING/STAIR DETAIL /76
SCALE: %" = 1'-0" w
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CROSS BRACING FOR 1 FIELD VERIFY
SKIRTING SUBSTRATE @ 48" O.C.
© 4 ,
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EQUIPMENT PAD SECTION -TYP. 4 I
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CONCRETE FINISHING NOTE: -

ALL EXTERIOR CONCRETE SURFACES SHALL RECEIVE
A LIGHT BROOM FINISH, TO INCLUDE STEPS - TYP.

RAILING

CONCRETE LANDING
| 4" CONC. SLAB
‘ ————— 6x6 x W2.9xW2.9,

CENTERED IN SLAB
‘ =
—D——‘D—% Ln.,..[) Alev

rFINISHED GRADE

2.0

— 6" MIN. AASHTO #57 STONE

COMPACTED/
UNDISTURBED EARTH

NOTE: WIDTH OF BASE SHALL MATCH WIDTH OF LANDING/STEPS

CONCRETE PAD/STAIR BASE DETAIL TN\
SCALE %" - 1'-0" w

SKIRTING

REMOVABLE

3
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DOWN SPOUT
ADAPTOR
45° WYE CLEANOUT

+

FINISH GRADE,

SECTION

FILTER 7
SCREEN

90° ELBOW

:

ELEVATION VARIES

i)
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RAINWATER LEADER

—

L

NOTE: CONNECT ALL RAINWATER LEADERS AND
DISCHARGE AT NORTHEAST SIDE OF BUILDING - TYP.

DOWNSPOUT LEADER DETAIL - TYP.

EQUIPMENT PAD DETAIL -TYP. /5

SCALE: 5" =1'-0"

CLEAN AASHTO #57 NON-EXPANSIVE
GRANULAR FILL (COMPACTED) TO 90% MAX.
DENSITY AT OPTIMUM MOISTURE + 2% - TYP.

4" CONC. LANDING w/ 6x6 W2.9xW2.9 WWF
#5BAR AT 18" O.C. = p— J=— #5BAR AT 18" O.C.
FINISHED i’ S FINISHED
GRADE T r GRADE
X #5 BAR
< ' COMPACTED/UNDISTURBED
/ EARTH - TYP.
. 8" 8'
o
®
5
\' /||’ 20" /||’ - /||' 20" /||'
—#5BARAT 6" 0.C. —
L #5BARAT 24" 0.C—
CONCRETE LANDING DETAIL /78
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COMMONWEALTH OF PENNSYLVANIA

DEPT. OF MILITARY & VETERANS' AFFAIRS
ANNVILLE, PENNSYLVANIA 17003

DESIGN PROFESSIONALS:
OFFICE OF FACILITIES AND ENGINEERING

BUREAU OF DESIGN AND PROJECT MANAGEMENT
BLDG. 0-10, FORT INDIANTOWN GAP
ANNVILLE, LEBANON COUNTY, PENNSYLVANIA

PROJECT NO. 42200129

VERIFY SCALE

BAR IS ONE (1) INCH LONG
ON ORIGINAL DRAWING:

0 | —

IF BAR IS NOT ONE (1) INCH LONG,
ADJUST SCALE ACCORDINGLY

BUILDING 12-07
RENOVATION

CLEMENT AVE, FORT INDIANTOWN GAP
ANNVILLE, LEBANON COUNTY, PENNSYLVANIA

SECTIONS & DETAILS

CONTRACTOR SHALL FIELD VERIFY
ALL DIMENSIONS.
VARIANCE FROM CONTRACT
DOCUMENTS NOT PERMITTED
WITHOUT BUREAU OF ENGINEERING
AND ARCHITECTURE APPROVAL.
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