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PARTIAL HVAC PLAN - DEMO

SCALE: 1/4"=1"-0"

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

@ REMOVE AIR HANDLING UNIT AND CONDENSING UNIT.

HVAC DEMOLITION NOTES:

RETURN GRILLE SHALL BE 12x6 ANEMOSTAT MODEL 15/L WITH VOLUME
DAMPER AND 1 1/2 HOUR FIRE DAMPER OR APPROVED EQUAL 125 CFM (TYP).

@ REMOVE ALL REFRIGERANT PIPING.
@ REMOVE ALL SUPPLY AND RETURN DUCTWORK,

<&)

REMOVE ALL SUPPLY AND RETURN DIFFUSERS AND GRILLES

IN ALL THE ROOMS.
@ REMOVE BOTH TOILET ROOM EXHAUST FANS, DUCTWORK, AND GRILLES.

REMOVE FLUE PIPING, CONDENSATE PIPING AND GAS PIPING BACK TO
BUILDING ENTRANCE.

NOTES

1. PROVIDE ALL MATERIALS AND LABOR FOR COMPLETE AND PROPERLY FUNCTIONING MECHANICAL
SYSTEMS. WARRANTY ALL WORK AND ALL MATERIALS, EQUIPMENT AND DEVICES FOR A PERIOD
OF ONE YEAR AFTER OWNER'S ACCEPTANCE.

2. WORK SHALL CONFORM TO OR MEET THE REQUIREMENTS OF THE MOST CURRENT EDITION OF:

A.INTERNATIONAL MECHANICAL CODE - 2015

B. SMACNA

C. ASHRAE

D.ALL FEDERAL, STATE AND LOCAL CODES AND ORDINANCES WHICH APPLY TO THIS WORK

3. DRAWINGS ARE DIAGRAMMATIC IN NATURE AND ARE NOT INTENDED TO BE SCALED FOR
DIMENSIONS,

4. ALL MATERIALS, EQUIPMENT AND DEVICES SHALL MEET THE REQUIREMENTS OF UL WHERE UL
STANDARDS ARE ESTABLISHED FOR THOSE ITEMS. ALL ITEMS SHALL BE CLASSIFIED BY UL AS
SUITABLE FOR THE PURPOSE USED.

5. COORDINATE LOCATION OF MECHANICAL WORK WITH OTHER TRADES TO AVOID CONFLICTS AND
INTERFERENCES.

6. INSTALL ALL EQUIPMENT AND MATERIAL IN ACCORDANCE WITH MANUFACTURER'S WRITTEN,
PRINTED INSTRUCTIONS AND RECOMMENDATIONS.

7. ALL EQUIPMENT, PIPE AND DUCTWORK ABOVE CEILING SHALL BE SUPPORTED FROM BUILDING
STRUCTURE ABOVE.

8. ALL BUILDING PENETRATIONS SHALL BE COORDINATED WITH ARCHITECT.

9. PROVIDE SEISMIC RESTRAINTS IN ACCORDANCE WITH IBC 2015 AS MANUFACTURED BY MASON
INDUSTRIES OR APPROVED EQUAL. SUBMIT SHOP DRAWINGS FOR APPROVAL.

10. ABOVE GRADE GAS PIPING 2" AND SMALLER SHALL BE STANDARD WEIGHT (SCHEDULE 40),
BUTT WELD, BLACK STEEL, ENDS THREADED, AND COMPLY WITH ASTM A53. FITINGS SHALL BE
150 POUND, BLACK MALLEABLE IRON, THREADED JOINT, AND COMPLY WITH ASTM A47/ANSI
B16.3.

11. ALL VENTS, DUCTS, AND SIMILAR OPENINGS IN EXCESS OF 96 SQUARE INCHES THAT ENTER OR
PASS THROUGH A SAPF MUST BE PROTECTED WITH EITHER BARS OR GRILLS. IF ONE
DIMENSION OF THE DUCT MEASURES LESS THAN SIX INCHES, OR DUCT IS LESS THAN 96
SQUARE INCHES, BARS, OR GRILLS ARE NOT REQUIRED. BARS MUST BE 1/2 INCH DIAMETER
STEEL SPOT WELDED TO THE STEEL STRUCTURE; A DEVIATION OF 1/2 INCH IN VERTICAL
AND/OR HORIZONTAL SPACING IS PERMISSIBLE.
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