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SCALE
1/4" = 1'-0" MECHANICAL SPACE FLOOR PLAN (LEVEL 385'-9") - ATRIUM - LIGHTING FIXTURE REPLACEMENT - DEMOLITION 01
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ALL WORK RELATED TO REMOVAL OF
EXISTING NEON LIGHTING SYSTEM AND

INSTALLATION OF NEW LED LIGHTING SYSTEM
UNDER DOME IN EAST WING ATRIUM

SHALL BE PERFORMED UNDER BASE BID 03

01
A401

EXISTING CONTROL PANEL
FOR ATRIUM SMOKE PURGE
FAN PLATFORM TO REMAIN

PROVIDE NETWORK BASED
CONTROL PANEL FOR NEW
LED LIGHT FIXTURES
REFER TO DETAIL 02/A215Ar

PROVIDE 1" CONDUIT DROP
IN NEW CMU WALL BELOW

2" CONDUIT WITH SINGLE MODE 12-STRAND FIBER CABLE (PLENUM RATED) IN 1"INNER DUCT TO MDP IN M25E.
REFER TO KEY NOTES E08 AND E09 ON DRAWING E202 AND KEY NOTES E18 AND E19 ON DRAWING E211.

RUN TIGHT TO U/S OF CONCRETE ROOF DECK.
1" CONDUIT WITH SINGLE MODE
12-STRAND FIBER CABLE
(PLENUM RATED)

NEW LED LIGHT FIXTURE (TYPE 'D')
REFER TO DETAIL 04/E202
FOR LIGHT FIXTURE SCHEDULE
TYPICAL FOR 24

PROVIDE FIBER CONVERTER
REFER TO DETAIL 02/A215Ar

PROVIDE RJ-45 DUPLEX
DATA JACK

MB-12

01

02 03

04

0506

VIA FIBER CONVERTER
AND FIBER TO M25E

N1
WIRE TYPE(S): (1) BELDEN #9729

OR EQUIVALENT AS APPROVED
BY THE PROFESSIONAL

SIGNAL: DMX OUTPUT

X*
WIRE TYPE(S): (1) BELDEN #1583A

OR EQUIVALENT AS APPROVED
BY THE PROFESSIONAL

SIGNAL: ETCNet (CAT5e)

KEY NOTES
01 (1) MODEL DIN14-H, PART NUMBER 7180k1019-H, SMALL DIN RAIL ENCLOSURE (HORIZONTAL).

02 (1) MODEL MTPC-RIO, PART NUMBER 7180A1340, TESSERA REMOTE INPUT/OUTPUT INTERFACE.

03 (1) MODEL MTPC-4, PART NUMBER 7180A1360-4, MOSAIC TESSERA TOUCHSCREEN CONTROLLER, 512 CHANNELS, BLACK.

04 (1) MODEL MTPC-SDD, PART NUMBER 7180A13910, MOSAIC TESSERA SURFACE-MOUNT BACKBOX KIT.

05 (1) MODEL RSN-OPTO-8DIN, PART NUMBER 4267A1031, RESPONSE OPTO-SPLITTER - 8 PORT DIN WITH TERMINAL.

06 (1) MODEL PS435, PART NUMBER PS435, 24V DIN RAIL POWER SUPPLY MODULE.

PROVIDE THE ABOVE EQUIPMENT FOR CONTROL OF ATRIUM LED LIGHTING FIXTURES
OR EQUIVALENT EQUIPMENT AS APPROVED BY THE PROFESSIONAL.

GENERAL NOTES
1. ALL CONTROL WIRING IS PROVIDED BY THE .4 ELECTRICAL CONTRACTOR UNLESS NOTED OTHERWISE.

2. ALL ETCNet RUNS SHALL BE CONTINUOUS., UNSPLICED RUNS LESS THAN 300-FEET (90 METERS).

3. ALL NETWORK CONNECTIONS TO BE TIA/EIA 568B.

SCALE
NONE LIGHTING CONTROLLER WIRING DIAGRAM FOR ATRIUM 02

SCALE
NONE ELECTRICAL PANEL SCHEDULE 03
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EXISTING ELEVATORS (BELOW) TO REMAIN
NO WORK UNDER THIS CONTRACT

PROVIDE 120V
DUPLEX RECEPTACLE

01
ADDED LOCATION OF
EXISTING ELECTRICAL PANEL 'MB'

01
ADDED NOTE AND
CIRCUIT NUMBER

01
ADDED PANEL SCHEDULE

IN ITS ENTIRETY

01
REVISED NOTATION AND

ADDED BASE BID INFORMATION

 CONDUIT IS INCLUDED IN BASE BID 1.
FIBER IS INCLUDED IN BASE BID 3.
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