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GENERAL NOTES @ NEW POWER RECEPTACLE. CIRCUIT AS NEEDED. EC EXISTING POWER RECEPTACLE TO REMAIN.
1. KEY NOTES BELOW REFER TO .4 ELECTRICAL RENOVATION WORK ON LOWER PARKING 1. KEY NOTES BELOW REFER TO .4 ELECTRICAL DEMOLITION WORK ON THE LOWER PARKING 11 BAR IS ONE (1) INCH LONG ALL WORK SHOWN
@ MINI-SPLIT AIR CONDITIONING UNIT BY .2 MECHANICAL/HVAC CONTRACTOR.
LEVEL (P2). LEVEL (P-2). EC EXISTING FIRE ALARM DEVICE TO REMAIN ON ORIGINAL DRAWING ON THIS DRAWING
2. REFER TO DETAIL 02/E211 FOR KEY NOTE LOCATIONS AND DETAILS 01 & 01K/E211 FOR .4 @ MINI-SPLIT AIR CONDITIONING CONDENSER BY .2 MECHANICAL/HVAC CONTRACTOR. 2. REFER TO DETAIL 01/E211 FOR KEY NOTE LOCATIONS AND DETAILS 02K & 02/E211 FOR .4 12 ' 0] K e N A o o
ELECTRICAL RENOVATION WORK. ELECTRICAL RENOVATION WORK. 'EC] DISCONNECT POWER TO ELECTRICAL SWITCH. RECONNECT AFTER ELECTRIC STORAGE ON THIS DRAWING.
3. REFER TO DRAWING A214Ar FOR ARCHITECTURAL RENOVATION WORK FOR THIS AREA. @ PROVIDE DISCONNECT SWITCH. 3. REFER TI DRWUBG A214aD FOR ARCHITECTURAL DEMOLITION WORK FOR THIS AREA. 13| HOT WATER HEATER IS REINSTALLED BY .3 PLUMBING CONTRACTOR. IFBAR IS NOT ONE (1) INCH LONG,
ADJUST SCALE A RDINGLY. REFER TO PROJECT MANUAL
4. COORDINATE ALL RENOVATION WORK WITH THE .1 GENERAL CONTRACTOR. PROVIDE 120V POWER CONNECTION TO CABINET UNIT HEATER FAN MOTOR. CIRCUIT 4. COORDINATE ALL DEMOLITION WORK WITH THE .1 GENERAL CONTRACTOR. - ST SO ORIy TR R T e
EROM EXISTING CIRCUIT SERVING EXISTING CABINET UNIT HEATERS. EC| DISCONNECT POWER TO CABINET UNIT HEATER FAN. RECONNECT AFTER CABINET UNIT L D ENSIONS, VARINGE Enom OF ALL BASE BIDS
INFORMATIONAL KEY NOTES @ INFORMATIONAL KEY NOTES 14 | HEATER IS REINSTALLED BY .2 MECHANICAL/HVAC CONTRACTOR. CONTRACT NOT PERMITTED '
POWER NEW RECEPTACLE FROM EXISTING LOCAL RECEPTACLE CIRCUIT. — —
FOR THE DURATION OF THE CONSTRUCTION ACTIVITIES, THE .1 GENERAL ALL| NO DEMOLITION WORK FOR THE FIRE PROTECTION SYSTEM IN THIS AREA. EC| REMOVE EXISTING RECEPTACLE. PULL WIRE BACK TO NEXT DEVICE. REMOVE CONDUIT. WlATSS f\; BﬁﬁEAg O;EEA'\\IPCI;:’ISE\E/,T\:_'\.IG
CONTRACTOR SHALL PRESERVE AND PROTECT ALL EXISTING CONDITIONS TO REMAIN 15 CHITECTU 0
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KEY NOTES FOR .4 ELECTRICAL CONTRACT - LIGHTING & POWER @ PROVIDE %" CONDUIT WITH 2#12 + #12G TO SPARE 20A CIRCUIT BREAKER IN PANEL EC| REMOVE POWER CONNECTION TO CABINET UNIT HEATER FAN. PROVIDE JUNCTION BOX 771 TO OWNER. PULL WIRE BACK TO NEXT DEVICE. REMOVE CONDUIT. JB JUNCTION BOX
PROVIDE 120V POWER CONNECTION TO CABINET UNIT HEATER FAN MOTOR BY 'EM-2'. REFER TO DRAWING E202 FOR ADDITIONAL INFORMATION. /01\ FOR WIRE. REFER TO RENOVATION PLAN FOR NEW CABINET UNIT HEATER LOCATION. ﬁ
— . DISCONNECT SWITCH
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