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SUMMARY OF REVISIONS
1. REVISED SHAPE/SIZE OF

GRANITE STRINGER(S).
2. REVISED SUPPORT STEEL.

REFER TO DRAWING S201.
3. REVISED SHOE MOULDING

AT BASE OF GUARDRAIL.
4. SHOWED HANDRAIL INSIDE

OF GRANITE STRINGER.
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ADDED HANDRAIL AND REVISED GRANITE STRINGER,

GUARDRAIL SHOE MOULDING, DIMENSIONS, AND NOTES
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2. REFER TO DETAIL 04/S201 FOR SIZING OF STEEL ANGLES.
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GENERAL NOTES FOR NEW STAIR

1. DO NOT SCALE DRAWING A401 DIAGRAM OF
ESCALATOR & STAIR IN EACH WING ATRIUM
(LOOKING NORTH). REFER TO THE OTHER
DRAWINGS THE IN A400 SERIES FOR DIMENSIONS.

2. REFER TO DETAIL 01/A402 FOR LONGITUDINAL
SECTION THROUGH NEW MONUMENTAL STAIR.

3. REFER TO DETAIL 01/A403 FOR ELEVATION OF
SOUTH SIDE OF NEW MONUMENTAL STAIR.

4. REFER TO DETAIL 02/A403 FOR ELEVATION OF
NORTH SIDE OF NEW MONUMENTAL STAIR.

5. REFER TO DRAWINGS A404 & A405 FOR LARGE
SCALE DETAILS RELATED TO MONUMENTAL STAIR
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