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05SCALE
3/8" = 1'-0" VIEW OF ELEVATOR CAR BOTTOM

MAIN CEILING AT  8'-0" AFF
BULKHEAD 1 AT  7'-8" AFF
BULKHEAD 2 AT  7'-0" AFF

GENERAL NOTES

1) CEILING SHALL BE MUNTZ METAL MATCHING CEILING
IN EXISTING ELEVATORS IN EAST WING ATRIUM.

2) ALL DIMENSIONS SUBJECT TO MANUFACTURER'S
REQUIREMENTS. THE .1 GENERAL CONTRACTOR IS
RESPONSIBLE TO COORDINATE THESE DIMENSIONS
WITH THE NEW ELEVATOR SHAFT AND DOOR
OPENING BEING CONSTRUCTED.

07ELEVATOR CAR - REFLECTED CEILING PLAN

VIEW OF ELEVATOR CAR TOP
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FLAT SECTION
AT FRONT (DOOR
SIDE) OF CAR TOP
WITH MUNTZ
METAL FINISH

GENERAL NOTE

STEEL CAR SHELL
TO BE MUNTZ METAL
FINISH TO MATCH
EXISTING ELEVATORS

FLAT SECTION AT TOP
OF ELEVATOR CAR

CAR TOP TO BE SLOPED
IN 9 SECTIONS SIMILAR
TO EXISTING ELEVATORS

BACK (GLAZED SIDE) HALF OF CAR
TO TO HAVE 5 SLOPED SECTIONS
WITH MUNTZ METAL FIINISH

EXTENSION
COLLAR AS REQ'D
WITH MUNTZ
METAL FINISH
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4" 4"

GRANITE TILE FLOOR
(REFER TO TECH SPECS)

1'-6" 1'-6"

FLAT SEGMENT AT CENTER OF CAR
SIMILAR TO DETAIL _____/A_____

CAR TOP
REFER TO
DETAIL 06/A413

10
'-3

"
O

VE
R

AL
L 

C
AR

 H
EI

G
H

T 
- V

ER
IF

Y 
W

IT
H

 E
LE

VA
TO

R
 M

FR

RECESSED LED
LIGHT FIXTURE

REFER TO
DETAIL 07/A413

MULLION IN ARCHITECTURAL BRONZE

04

13'-43
4"

PLATFORM WIDTH
13'-43

4"
PLATFORM WIDTH

± 
5'

-5
3

4"
 C

O
N

TR
O

L 
ZO

N
E

VE
R

IF
Y 

W
IT

H
 E

LE
VA

TO
R

 M
FR

10
3 4"

3'-0"
FLAT BOTTOM

5'-23
8"

SLOPED BOTTOM BEYOND
5'-23

8"
SLOPED BOTTOM BEYOND

℄
PLATFORM

1'-6" 1'-6"

TWO SPEED, CENTER OPENING, SLIDING DOORS
BY ELEVATOR MANUFACTURER

DOOR FRAME BY ELEVATOR MANUFACTURER

ELEVATOR CAR SIDE WALL

SLIDING

7'
-0

"
EL

EV
AT

O
R

 D
O

O
R

 H
EI

G
H

T

71 2"

8"

6'-83
8" 6'-83

8"

5'-03
8" 5'-03

8" 1'-0" 4"1'-0"4"

3"
4"

11
1 2"1'

-7
"

4" 4"

1'-67
8" 1'-51

8"
CAR TOP
REFER TO
DETAIL 06/A413

10
'-3

"
O

VE
R

AL
L 

C
AR

 H
EI

G
H

T 
- V

ER
IF

Y 
W

IT
H

 E
LE

VA
TO

R
 M

FR

RECESSED LED
LIGHT FIXTURE

REFER TO DETAIL
07/A413

12'-43
4"

PLATFORM DEPTH

7'
-0

"
IN

TE
R

IO
R

 C
AR

 H
EI

G
H

T
1'

-8
"

ANGLED SEGMENT OF FRONT WALL

ELEVATOR DOOR FRAME BY ELEVATOR MFR

GLAZING HEAD ASSEMBLY
TYPICAL BOTH SIDES

GLAZING SILL ASSEMBLY

LAMINATED GLAZING
BY ELEVATOR MFR

FOR 5 SEGMENTS
AT REAR OF ELEVATOR

TWO SPEED CENTER OPENING
ELEVATOR DOORS BY ELEVATOR MFR

CAR BOTTOM/PLATFORM ASSEMBLY
STRUCTURAL SUPPORT BY ELEVATOR MANUFACTURER
AS PART OF DELEGATED DESIGN

CAR SIDE WALL/SHELL
MUNTZ METAL FINISH TO MATCH EXISTING ELEVATORS
TYPICAL

℄
PLATFORM

6'-23
8" 6'-23

8"

4'-63
8" 5'-03

8" 10"1'-0"4"
4" 4"

5"

3"

5"5"

7'
-0

"

6'
-0

"
6"

71 2"

8"

6"

4"

11
1 2"1'

-7
"

10
'-3

"
O

VE
R

AL
L 

C
AR

 H
EI

G
H

T 
- V

ER
IF

Y 
W

IT
H

 E
LE

VA
TO

R
 M

FR

8"

5"

EXTENSION COLLAR AS REQUIRED BY MANUFACTURER EXTENSION COLLAR AS REQUIRED BY MANUFACTURER

CAR TOP ASSEMBLY
STRUCTURAL SUPPORT BY ELEVATOR MANUFACTURER
AS PART OF DELEGATED DESIGN
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GENERAL NOTE

1. RIGHT SIDE ELEVATOR OF CAR INTERIOR IS SIMILAR,
BUT OPPOSITE HAND.

2. EXPOSED SURFACES (BOTH EXTERIOR AND INTERIOR)
OF THE CAR TOP AND CAR BOTTOM SHALL BE MUNTZ
METAL TO MATCH THE EXISTING ELEVATORS IN THE
EAST WING ATRIUM.

3. REFER TO TECHNICAL SPECIFICATIONS FOR MORE
INFORMATION REGARDING ELEVATOR MATERIALS
AND FINISHES.

03

ELEVATOR CONTROL PANEL
REFER TO DRAWING A241
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FIRE SERVICE INSTRUCTIONS

CAR LANTERN CHIME

KEY CONTROL BUTTONS &
AND FIRE PHONE JACK FOR
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LOCKABLE SERVICE CABINET

CARD READER

LASER ETCHED TEXT

EMERGENCY LIGHT BATTERY
(BEHIND FRAME & S.S. PANEL)

11
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SCHEDULE 40
ARCHITECTURAL BRONZE

ALONG GLAZED SEGMENTS
OF ELEVATOR CAR

ELEVATOR CONTROL PANEL
REFER TO DRAWING A241

GENERAL NOTE

1. ELEVATOR CONTROL STATION SHOWN IS A DIAGRAM.
ELEVATOR MANUFACTURER SHALL PROVIDE AN
ELEVATOR CONTROL STATION IN COMPLIANCE WITH
ALL APPLICABLE CODES & STANDARDS.

2. EXPOSED SURFACES (BOTH EXTERIOR AND INTERIOR)
OF THE CAR TOP AND CAR BOTTOM SHALL BE MUNTZ
METAL TO MATCH THE EXISTING ELEVATORS IN THE
EAST WING ATRIUM.

3. REFER TO TECHNICAL SPECIFICATIONS FOR MORE
INFORMATION REGARDING ELEVATOR MATERIALS
AND FINISHES.

GENERAL NOTE

1. EXPOSED SURFACES (BOTH EXTERIOR AND INTERIOR)
OF THE CAR TOP AND CAR BOTTOM SHALL BE MUNTZ
METAL TO MATCH THE EXISTING ELEVATORS IN THE
EAST WING ATRIUM.

2. REFER TO TECHNICAL SPECIFICATIONS FOR MORE
INFORMATION REGARDING ELEVATOR MATERIALS
AND FINISHES.

SCALE
3/8" = 1'-0" 03ELEVATOR CAR - FLOOR PATTERN LAYOUT
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NEW PASSENGER ELEVATOR
INTERIOR  ELEVATIONS OF CAR
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BAR IS ONE (1) INCH LONG
ON ORIGINAL DRAWING

IF BAR IS NOT ONE (1) INCH LONG,
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ALL DIMENSIONS. VARIANCE FROM

CONTRACT NOT PERMITTED
WITHOUT BUREAU OF ENGINEERING

AND ARCHITECTURE APPROVAL.

BASE BIDS
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ON THIS DRAWING
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ON THIS DRAWING.
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GENERAL NOTES

1. THE NEW PASSENGER ELEVATOR DEPICTED IN THE
CONSTRUCTION DRAWINGS ILLUSTRATES THE
PROFESSIONAL'S DESIGN INTENT. AS SUCH, ALL
DIMENSIONS ARE APPROXIMATE AND MUST BE
CONFIRMED DURING THE SUBMITTAL PROCESS.

2. THE PROFESSIONAL'S DESIGN INTENT IS FOR THE
NEW PASSENGER ELEVATOR TO EMULATE THE
EAST WING ATRIUM'S TWO EXISTING ELEVATORS IN
OVERALL DESIGN AESTHETIC, CONSTRUCTION,
AND FINISHES WITH MODIFICATIONS (ESPECIALLY
TO DIMENSIONS) AS NEEDED TO ACCOMMODATE
INCREASED SIZE AND PASSENGER CAPACITY.

3. STRUCTURAL SUPPORT FOR THE ELEVATOR IS TO
BE A DELEGATED DESIGN BY THE SELECTED
ELEVATOR MANUFACTURER.

4. THE .1 CONTRACTOR SHALL FIELD VERIFY ALL
DIMENSIONS PRIOR TO BEGINNING THE WORK AND
PROCURING ELEVATOR SUBMITTALS.

5. THE .1 CONTRACTOR SHALL COORDINATE ALL
DIMENSIONS AND REQUIREMENTS FOR THE NEW
PASSENGER ELEVATOR WITH THE ELEVATOR
MANUFACTURER.

6. THE ELEVATOR SHAFT IS LOCATED WITHIN SPACE
CURRENTLY OCCUPIED BY A SPIRAL STAIR, WHICH
SHALL BE DEMOLISHED TO CREATE SPACE FOR
THE NEW PASSENGER ELEVATOR.

7. ALL EXISTING FINISHES AND SURFACES TO REMAIN
SHALL BE PROTECTED DURING CONSTRUCTION BY
THE .1 GENERAL CONTRACTOR.

8. REFER TO THE A200 SERIES DEMOLITION AND
RENOVATION FLOOR PLAN DRAWINGS FOR MORE
INFORMATION REGARDING WORK TO BE PROVIDED
IN CONJUNCTION WITH THE DEMOLITION OF THE
EXISTING SPIRAL STAIR AND THE INSTALLATION OF
THE NEW PASSENGER ELEVATOR.

9. REFER TO THE A410 SERIES DRAWINGS FOR MORE
SPECIFIC INFORMATION COVERING THE ELEVATOR.

10.REFER TO STRUCTURAL DRAWINGS FOR FURTHER
INFORMATION ON ELEVATOR SUPPORT WALLS TO
BE CONSTRUCTED ON EACH SIDE OF THE
ELEVATOR SHAFT.

11.REFER TO TECHNICAL SPECIFICATION SECTION
142400, HYDRAULIC ELEVATORS, FOR ADDITIONAL
INFORMATION COVERING REQUIREMENTS FOR
THIS NEW PASSENGER ELEVATOR.


