
03CAR STATION FOR NEW PASSENGER ELEVATOR

02HALL LANTERN FOR NEW PASSENGER ELEVATOR

01NEW HALL STATION FOR NEW PASSENGER ELEVATOR

GENERAL NOTE

1. DETAIL ABOVE IS A MANUFACTURER'S STANDARD AND MAY REQUIRE ADJUSTMENTS TO COORDINATE WITH EXISTING CONDITIONS.
2. HALL STATIONS SHALL COMPLY WITH ACCESSIBILITY REQUIREMENTS.
3. REFER TO SPECIFICATIONS SECTION 142400, HYDRAULIC ELEVATORS, FOR ADDITIONAL INFORMATION.

GENERAL NOTE

1. DETAIL ABOVE IS A MANUFACTURER'S STANDARD AND MAY REQUIRE ADJUSTMENTS TO COORDINATE WITH EXISTING CONDITIONS.
FOR EXAMPLE, TEXT SHALL BE MODIFIED TO REFLECT ACTUAL ELEVATOR NUMBER AND FLOOR CONTROL BUTTONS SHALL BE
PROVIDED TO MEET ACTUAL NUMBER OF FLOOR STOPS AND THEIR FLOOR NAMES.

2. REFER TO A410 SERIES DRAWINGS FOR FLOOR PLANS AND ELEVATIONS OF CAR FOR NEW PASSENGER ELEVATOR SHOWING
PROPOSED LOCATION FOR CAR STATION.

3. HALL LANTERNS SHALL COMPLY WITH ACCESSIBILITY REQUIREMENTS.
4. REFER TO SPECIFICATIONS SECTION 142001, ELECTRIC TRACTION ELEVATOR MODERNIZATION, FOR ADDITIONAL INFORMATION.

TEXT LINE 2
SHALL READ
ELEVATOR P-07
TEXT LINE 3
SHALL READ
2,500 LBS.

REVISE FLOOR
BUTTONS & LABELS

TO REFLECT ACTUAL
PROJECT CONDITIONS

CARD READER
TO BE PROVIDED
IS NOMINALLY
3"W x 4"H

GENERAL NOTE

1. DETAIL ABOVE IS A MANUFACTURER'S STANDARD AND MAY REQUIRE ADJUSTMENTS TO COORDINATE WITH EXISTING CONDITIONS.
2. HALL STATIONS SHALL COMPLY WITH ACCESSIBILITY REQUIREMENTS.
3. REFER TO SPECIFICATIONS SECTION 142400, HYDRAULIC ELEVATORS, FOR ADDITIONAL INFORMATION.

05 04ELEVATION OF ELEVATOR GUARDRAIL SEGMENT 02 (CENTER REAR)
SCALE
1/2" = 1'-0"
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SCALE
1/2" = 1'-0" ELEVATION OF ELEVATOR GUARDRAIL SEGMENT 01 (END)

GENERAL NOTE

THE .1 GENERAL CONTRACTOR SHALL FIELD VERIFY
ALL DIMENSIONS PRIOR TO FABRICATION

OF METAL & GLASS GUARDRAIL/PARTITION SYSTEM.

EXISTING GRANITE CURB TO REMAIN
INFILL EXISTING GLAZING POCKET
WITH GROUT BEFORE INSTALLING
NEW FRAMING FOR GUARDRAIL

VERTICAL MULLION
V-SHAPE x 5" DEEP

GLAZING
REFER TO SPEC SECTION 088000

2" WIDE VERTICAL MULLION

4" HIGH x 5" DEEP HEAD

4" HIGH x 5" DEEP SILL

NEW ELEVATOR GUIDE RAIL
SUPPORT WALL REFER TO

ENLARGED PLAN ON DWG A411

INSTALL GRANITE BASE AT NEW WALL
(MATCH HEIGHT OF EXISTING BASE)

FABRICATE FROM EXISTING GRANITE
SALVAGED FROM SPIRAL STAIR DEMO

MITER END AS REQUIRED WHERE
BASE MEETS MODIFIED GRANITE CURB

GENERAL NOTES

1. PROVIDE BRONZE-CLAD
STOREFRONT FRAMING FOR
GUARDRAIL/PARTITION
SURROUNDING ELEVATOR.

2. REFER TO SPECIFICATION
SECTION 081117 FOR DETAILED
INFORMATION.

EXISTING WALLS TO REMAIN

EXISTING BASE
TO REMAIN

NEW WALL EXTENDING ABOVE GUARDRAIL/PARTITION

EXPOSED CUT FACES OF
EXISTING GRANITE CURB

SHALL BE POLISHED

VERTICAL MULLION
V-SHAPE x 5" DEEP

SCALE
NONE NOT USED 08

SCALE
3" = 1'-0" 06ENLARGED PLAN OF ELEVATOR GUARDRAIL/PARTITION AND ELEVATOR GUIDE RAIL SUPPORT WALL

07ENLARGED PLAN OF GUARDRAIL/PARTITION CORNER/VERTICAL MULLION
SCALE
NONE

8" CMU WALL WITH FULLY GROUTED CORES
REFER TO GENERAL NOTE 2

ELEVATOR CAR TO BE PROVIDED
BY ELEVATOR MANUFACTURER
REFER TO TECHNICAL SPECS

8" CMU PIER WITH FULLY GROUTED CORES
COORDINATE GUIDE RAIL LOCATION w/ELEVATOR
MFR
REFER TO GENERAL NOTE 2

1
2" GWB ATTACHED TO CMU & METAL STUDS

PAINT WALL COLOR (P-1)

INTERIOR RAILING
BY ELEVATOR MANUFACTURER

HYDRAULIC JACK BY ELEVATOR MANUFACTURER
REFER TO DRAWING A411 FOR LOCATION/DIMENSIONS

1
2"Ø EXPANSION BOLTS

AT 12" O.C. WITH
VERTICAL STAGGER

21
2" METAL STUD FRAMING THIS END OF PIER

35
8" METAL STUD FRAMING AT OPPOSITE

END OF PIER (NOT SHOWN IN THIS DETAIL)

3
8" WELDED GUSSET PLATES AT 24" O.C.

21
2" METAL STUD FRAMING

1
4" REVEAL

1
2" GWB WITH 200B 'L' TRIM

AT ALL CORNERS/ENDS
PAINT COLOR P-4 TO CORNER

ELEVATOR SIDE OF CMU
PARGE & PAINT 'BLACK' (COLOR P-4)

GUIDE RAIL BY ELEVATOR MANUFACTURER
REFER TO DRAWING A411 FOR LOCATION/DIMENSIONS

5
8" EXPOSED TOP OF WALL BELOW

PARGE & PAINT 'BLACK' (COLOR P-4)

1'
-4

1 8"

75
8"

3 8"
75

8"
1 2" ±3

4"

INSTALL 3 4" THICK GRANITE BASE AT NEW WALL (MATCH HEIGHT OF EXISTING BASE) FABRICATE FROM EXISTING GRANITE
SALVAGED FROM DEMO OF SPIRAL STAIR MITER END AS REQUIRED WHERE BASE MEETS MODIFIED GRANITE CURB

AT LEVEL 1, RETURN BASE AT END OF WALL UNTIL IT ABUTS GUARDRAIL

SHORTEN EXISTING GRANITE CURB SEGMENT UNDER ELEVATOR GUARDRAIL/PARTITION
TO ALIGN WITH END OF NEW ELEVATOR SUPPORT WALL

FIELD POLISH NEWLY EXPOSED/CUT FACES OF CURB TO MATCH EXISTING FINISH OF GRANITE CURB
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EXISTING CURB

5"

5"

8 1
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8 "

± 6 3

4 "

±2 1
2 "

± 9"

2"

3
8" x 5" x 15" x 9'-0" HIGH BENT PLATE

END OF NEW WALL
ALIGNS WITH CHANGE IN
DIRECTION OF EXISTING

GRANITE CURBS

± 8'- 01
8"

6'-4"
TO EXISTING WALL

± 1'-81
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± 51
2"
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"

BRONZE CLAD STOREFRONT FRAMING SYSTEM END/VERTICAL MULLION
SIMILAR BUT OPPOSITE HAND ON OTHER SIDE OF ELEVATOR CAR
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5"

21
2"

63
4"

9"

3
8" TEMPERED GLASS

GASKET GLAZED

EXISTING GLAZING POCKET IN EXISTING GRANITE CURB
GROUT SOLID PRIOR TO INSTALLATION OF NEW GUARDRAIL/PARTITION FRAMING

1
2" GWB

PAINT WALL
COLOR (P-1)

BRONZE CLAD STOREFRONT
FRAMING SYSTEM

2" WIDE x 5" DEEP x 9'-0" HIGH
INTERMEDIATE MULLION

EXISTING SEGMENT GRANITE CURB TO REMAIN
TYPICAL FOR 3 LOCATIONS - REFER TO ENLARGED PLAN ON DRAWING A411

± 41
16"

± 4 1
16 "

2"

2" 5"

5"

EXISTING GRANITE CURB SEGMENT 02

EXISTING GRANITE CURB SEGMENT 01

BRONZE CLAD STOREFRONT FRAMING SYSTEM
2"W x 5"D x 9'-0"H INTERMEDIATE MULLION

EXISTING GRANITE CURB (SEGMENT 03)
TO REMAIN

3
8" TEMPERED GLASS

GASKET GLAZED

EXISTING GLAZING POCKET
IN EXISTING GRANITE CURB
GROUT SOLID BEFORE
INSTALLING NEW
GUARDRAIL/PARTITION

GENERAL NOTES

1. CONCOURSE LEVEL IS SHOWN IN THIS DETAIL. DETAIL IS SIMILAR FOR LEVEL 1.
2. REFER TO STRUCTURAL DRAWINGS FOR VERTICAL REINFORCING OF CMU GUIDE RAIL SUPPORT WALL AND CMU PIER.

± 37
16"

J. JOLIN

D. VODZAK AS NOTED
A414

NEW PASSENGER ELEVATOR
AND GUARDRAIL

MISCELLANEOUS DETAILS
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AS-BUILT REVISIONS

C-0948-0101 PHASE 001

HARRISBURG, PENNSYLVANIA

VITETTA PROJECT 4645.0000 © 2024 VITETTA

CAPITOL EAST WING
REPLACEMENT OF ESCALATORS WITH ELEVATOR

HVAC DIFFUSERS & CAFETERIA UPGRADES

HARRISBURG, DAUPHIN COUNTY, PENNSYLVANIA
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DRAWING IS INTENDED FOR COLOR PRINTING

ALL DIMENSIONS MUST BE VERIFIED BY THE CONTRACTOR(S) AND THE ARCHITECT NOTIFIED
OF ANY DISCREPANCIES BEFORE PROCEEDING WITH THE CONSTRUCTION

DO NOT SCALE THIS DRAWING

COMMONWEALTH OF PENNSYLVANIA
DEPARTMENT OF GENERAL SERVICES

SCALE & DIMENSIONS

0 1

BAR IS ONE (1) INCH LONG
ON ORIGINAL DRAWING

IF BAR IS NOT ONE (1) INCH LONG,
ADJUST SCALE ACCORDINGLY.

CONTRACTOR SHALL FIELD VERIFY
ALL DIMENSIONS. VARIANCE FROM

CONTRACT NOT PERMITTED
WITHOUT BUREAU OF ENGINEERING

AND ARCHITECTURE APPROVAL.

BASE BIDS

ALL WORK SHOWN
ON THIS DRAWING

IS INCLUDED IN BASE BID 01,
UNLESS NOTED OTHERWISE

ON THIS DRAWING.

REFER TO PROJECT MANUAL
FOR FULL DESCRIPTION

OF ALL BASE BIDS.

CONSULTANT

645 NORTH 12TH STREET      SUITE 100
LEMOYNE      PENNSYLVANIA      17043

ARCHITECTURE | ENGINEERING | PLANNING
HISTORIC PRESERVATION
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