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FOR THE DURATION OF THE CONSTRUCTION ACTIVITIES, THE .1 GENERAL
CONTRACTOR SHALL PRESERVE AND PROTECT ALL EXISTING CONDITIONS TO REMAIN
AND SHALL ENSURE THE BUILDING'S OCCUPANTS MAY SAFELY USE SPACES IN THE
AREAS OF THE BUILDING NOT BEING RENOVATED.

01
ALL

REMOVE EXISTING SPIRAL STAIR ASSEMBLY, INCLUDING CONCRETE CENTER POST,
GRANITE TREADS, STEEL TREAD SUPPORTS, HANDRAILS, AND GUARDRAIL.

02
GC REMOVE EXISTING CONCRETE COLUMN/STAIR SUPPORT AT CENTER OF SHAFT FOR

THE FULL HEIGHT OF THE EXISTING SPIRAL STAIR.

01
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REMOVE EXISTING BRASS HANDRAILS. SALVAGE HANDRAILS AND TURN OVER TO DGS
FACILITIES FOR ATTIC STOCK.
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REMOVE EXISTING DOOR FRAME, DOOR, AND DOOR HARDWARE. SALVAGE AND TURN
OVER TO DGS FACILITIES FOR ATTIC STOCK.
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REMOVE EXISTING ALUMINUM STOREFRONT SYSTEM FROM FLOOR TO UNDERSIDE OF
FLOOR SLAB ABOVE.
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GENERAL NOTES

1. KEY NOTES BELOW REFER TO .1 GENERAL CONSTRUCTION RENOVATION WORK ON THE
LOWER PARKING LEVEL (P-2).

2. REFER TO DETAIL 02/A211 FOR KEY NOTE LOCATIONS AND DETAILS 01 & 01K/A211 FOR .1
GENERAL CONSTRUCTION DEMOLITION WORK.

G1

G2 PROVIDE AND INSTALL NEW PARTITION CONSTRUCTED OF 12" CONCRETE MASONRY
UNITS (CMU) WITH REINFORCEMENT TO FORM NEW ELEVATOR SHAFT.

G4

G4

G4

G4

G3

PROVIDE AND INSTALL NEW HOLLOW METAL DOOR FRAME, HOLLOW METAL DOORS
(PAIR OF 3'-0"), AND REQUIRED DOOR HARDWARE. REFER TO TECHNICAL
SPECIFICATIONS FOR FRAME, DOOR, AND HARDWARE REQUIREMENTS.
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GC REMOVE EXISTING COMPOSITE WALL (CMU/STUDS/PLASTER) FORMING SPIRAL STAIR

SHAFT FROM FLOOR TO UNDERSIDE OF FLOOR SLAB ABOVE.
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07
GC REMOVE EXISTING COMPOSITE WALL (CMU/STUDS/PLASTER) FORMING WALL ABOVE

ENTRANCE TO SPIRAL STAIR FROM FLOOR TO UNDERSIDE OF FLOOR SLAB ABOVE.
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G7

G4

PROVIDE AND INSTALL NEW COMPOSITE MASONRY WALL (NOMINAL THICKNESS OF 14")
TO MATCH EXISTING WALL MATERIALS AND FINISHES. TOOTH-IN NEW MASONRY.
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G3

EXISTING COLUMN TO REMAIN

DASHED LINE INDICATES
LOCATION OF WALL ABOVE

7'-8" ±105
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GENERAL NOTE

DIMENSIONS TO PFCMU ARE BASED UPON
DEPTH OF CMU (7-5/8") AND DO NOT INCLUDE
THICKNESS OF FACING.

PROVIDE AND INSTALL NEW 8" PRE-FACED MASONRY UNIT WALL (PFCMU) WITH A
NOMINAL THICKNESS OF 8" AND REINFORCEMENT. FINISHED FACE OF CMU TO BE ON
GARAGE SIDE OF WALL. REFER TO TECHNICAL SPECS FOR FACING MATERIAL.
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EXISTING CURB TO REMAIN
TYPICAL AROUND CORE 6

PROVIDE AND INSTALL NEW HOLLOW METAL DOOR FRAME, HOLLOW METAL DOORS
(SINGLE 3'-0"), AND REQUIRED DOOR HARDWARE. REFER TO TECHNICAL
SPECIFICATIONS FOR FRAME, DOOR, AND HARDWARE REQUIREMENTS.
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STORAGE
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P2-2S

G7 PROVIDE AND INSTALL NEW PARTITION CONSTRUCTED OF 8" CONCRETE MASONRY
UNITS (CMU) WITH REINFORCEMENT.

DIMENSIONS OF EXISTING
CONDITIONS  ARE PER ORIGINAL

CONSTRUCTION DRAWINGS BY
CFA/HFL DATED 1984

TYPICAL

NEW PFCMU WALL WITH
FACING ON THIS SIDE
TYPICAL FOR 5 SEGMENTS

NEW 12" CMU WALL
OUTSIDE FACE (OPPOSITE SIDE) TO ALIGN
WITH LOCATION OF OUTSIDE FACE OF
EXISTING CMU/PLASTER COMPOSITE WALL

DIMENSIONS OF EXISTING
CONDITIONS  ARE PER ORIGINAL

CONSTRUCTION DRAWINGS BY
CFA/HFL DATED 1984
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G8 PROVIDE AND INSTALL NEW PARTITION CONSTRUCTED OF 14" CONCRETE MASONRY
UNITS (CMU) WITH REINFORCEMENT TO FORM NEW ELEVATOR SHAFT.
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TEMPORARILY SUPPORT AS REUIRED. RE-ANCHOR TO NEW CMU WALL ONCE
CONSTRUCTED.

01
ALL NO DEMOLITION WORK IN THIS AREA.

PRESERVE AND PROTECT ALL EXISTING CONDITIONS TO REMAIN.

INFORMATIONAL KEY NOTES

GENERAL NOTES

1. KEY NOTES BELOW REFER TO .1 GENERAL CONSTRUCTION DEMOLITION WORK ON THE
LOWER PARKING LEVEL (P-2).

2. REFER TO DETAIL 01/A211 FOR KEY NOTE LOCATIONS AND DETAILS 02 & 02K/A211 FOR .1
GENERAL CONSTRUCTION RENOVATION WORK.

02
ALL CLIENT AGENCY TO REMOVE ALL STORAGE SHELVING, STORED ITEMS, AND OTHER

LOOSE ITEMS FROM THESE ROOMS PRIOR TO THE START OF DEMOLITION WORK.

KEY NOTES FOR .1 GENERAL CONSTRUCTION CONTRACT
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