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NEW PASSENGER ELEVATOR
LONGITUDINAL SECTION

DEMOLITION & RENOVATION WORK
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GENERAL NOTE

1. EXISTING CONDITIONS SHOWN ARE BASED UPON
THE ORIGINAL CONSTRUCTION DRAWINGS FOR THE
EAST WING PREPARED BY CFA/HFL IN 1984 AS
WELL AS FIELD SURVEYS BY THE PROFESSIONAL;
HOWEVER, ACTUAL CONDITIONS IN THE FIELD MAY
VARY. ESPECIALLY THOSE WHICH ARE CONCEALED
FROM VIEW.

2. CONTRACTORS SHALL FIELD VERIFY ALL EXISTING
CONDITIONS BEFORE PROCEEDING WITH ANY
DEMOLITION OR RENOVATION WORK.

3. REFER TO A200 SERIES FLOOR PLAN DRAWINGS
FOR INFORMATION COVERING THE CONVERSION
OF THE SPIRAL STAIR INTO AN ELEVATOR.

4. ALL EXISTING SPIRAL STAIR COMPONENTS
(CONCRETE SUPPORT COLUMN, TREAD SUPPORTS,
TREADS, HANDRAILS, ETC.) SHALL BE REMOVED,
INCLUDING THOSE NOT SHOW ON THIS DRAWING.

5. ALL EXISTING METAL & GLASS GUARDRAILS SHALL
BE SALVAGED FOR RE-INSTALLATION.

6. REFER TO STRUCTURAL DRAWINGS FOR WALL
REINFORCEMENT, SLAB DETAILS, ETC.


