
CONCOURSE LEVEL - AREA C - REFLECTED CEILING PLAN SHOWING RENOVATION FOR CAFETERIA DINING 61E AND NEW DISHWASHER STEAM EXHAUST FOR KITCHEN M73E 01SCALE
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EXISTING CENTER SOFFIT,
APC CEILING, LIGHT FIXTURES, ETC.
TO REMAIN AT CENTER SOFFIT

EXIST CROWN MOLDING TO REMAIN
TYPICAL AT CENTER SOFFIT

HEADERS OVER EXISTING OPENINGS
SHALL REMAIN - TYPICAL
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XAPC
ELEVATOR
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EXISTING CEILING SYSTEM,
LIGHT FIXTURES, DIFFUSERS,
SPRINKLERS, ETC., TO REMAIN
IN SERVING CENTER

EXISTING CEILING FINISHES, LIGHT FIXTURES,
DIFFUSERS, SPRINKLER HEADS, ETC. TO REMAIN,

EXCEPT IN DINING CAFETERIA 61E

OPEN
TO

SKYLIGHT
ABOVE

EXISTING COLUMN TO REMAIN
TYPICAL WITHIN DINING CAFETERIA 61E

PROVIDE NEW 48x48 GWB SURROUND
FLUSH WITH NEW ACOUSTICAL PANELS
AT EXISTING CENTER COLUMN

NEW 16"x14" DUCT UP TO
NEW EXHAUST FAN (EF-K7)

NEW 16"x14" DUCT UP TO NEW EXHAUST FAN (EF-K7) ABOVE EXISTING CEILING
CONNECT TO EXISTING DISHWASHER EXHAUST HOOD IN KITCHEN 1 M73E

REFER TO 'M' DWGS FOR ADDITIONAL INFORMATION

GENERAL NOTES

1) EXISTING CEILING FINISHES, DIFFUSERS, LIGHT FIXTURES, SPRINKLER HEADS, AND OTHER
CEILING-MOUNTED DEVICES SHALL REMAIN IN ALL AREAS WITH THE EXCEPTION OF DINING
CAFETERIA 61E AND THOSE SPACES WHERE DEMOLITION IS REQUIRED TO ALLOW FOR THE
INSTALLATION OF NEW EXHAUST EQUIPMENT AND DUCTS OR IS NOTED OTHERWISE.

2) REFER TO THE TECHNICAL SPECIFICATION FOR INFORMATION REGARDING CUTTING AND
PATCHING REQUIREMENTS.

3) REFER TO THE TECHNICAL SPECIFICATION FOR INFORMATION REGARDING NEW CEILING
MATERIALS AND FINISHES, NEW DIFFUSERS, NEW LIGHT FIXTURES, AND OTHER NEW
CEILING-MOUNTED EQUIPMENT REQUIRED FOR THE PROJECT.

4) REFER TO THE HVAC DRAWINGS FOR INFORMATION REGARDING NEW EQUIPMENT, DIFFUSERS,
ETC., TO BE PROVIDED AS PART OF THE .2 HVAC CONTRACT.

5) REFER TO THE ELECTRICAL DRAWINGS FOR INFORMATION REGARDING NEW LIGHT FIXTURES,
SWITCHES, ETC. TO BE PROVIDED AS PART OF THE .4 ELECTRICAL CONTRACT.

6) PROTECT ALL EXISTING WALL SURFACES, GLASS WINDOWS, FLOOR FINISHES (CARPET, QUARRY
TILE, RUBBER), ETC., THROUGHOUT DEMOLITION AND CONSTRUCTION PERIODS.

NEW GWB SOFFIT & METAL FRAMING
TYPICAL AROUND PERIMETER
OF DINING CAFETERIA 61E

PROVIDE NEW RECESSED LIGHT FIXTURES
TYPICAL FOR 25 AT DINING CAFETERIA 61E
REFER TO 'E' DRAWINGS FOR ADD'L INFO

PROVIDE NEW SUSPENSION GRID AND
ACOUSTICAL CEILING PANELS (APC-1)
TYPICAL AT DINING CAFETERIA 61E

EXISTING SPRINKLER HEAD TO REMAIN (U.N.O.)
TYPICAL FOR 20 IN THIS SPACE

CENTER OF COLUMN
IS CEILING LAYOUT
CONTROL POINT

NEW SLOT SUPPLY DIFFUSER (LD-1)
TYPICAL FOR 15
REFER TO 'M' SERIES DWGS FOR ADD'L INFO

'GRAY' POCHE INDICATES APPROXIMATE
AREA REQUIRING RENOVATION WORK

'GRAY' POCHE INDICATES APPROXIMATE AREA
REQUIRING DEMOLITION AND RENOVATION (PATCHING)
IN SUPPORT OF WORK RELATED TO NEW EXHAUST SYSTEM
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.3 PLUMBING CONTRACTOR SHALL CONFIRM SPRINKLER HEAD SPACING
AND SYSTEM COVERAGE ARE CODE-COMPLIANT AS PART OF THEIR

DELEGATED DESIGN FOR MODIFICATIONS TO THE SPRINKLER SYSTEM

ALL WORK RELATED TO INSTALLATION
OF DISHWASHER STEAM EXHAUST SYSTEM
SHALL BE PERFORMED UNDER BASE BID 02
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SEPARATING KITCHEN AREAS FROM DINING CAFETERIA 61E
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NEW SLOT RETURN REGISTER (LR-1)
TYPICAL FOR 10
REFER TO 'M' SERIES DWGS FOR ADD'L INFO
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GENERAL NOTE

REFER TO REFLECTED CEILING PLAN AND
COORDINATE WITH EXISTING CONDITIONS
FOR REQUIRED DEPTH OF BULKHEAD AT
PERIMETER OF DINING/CAFETERIA 61E.
DETAIL AT COLUMN LOCATIONS IS SIMILAR
TO DETAIL 03/A-303Cr.

'J' BEAD WITH 14" SEALANT JOINT
TYPICAL AROUND COLUMN
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CAPITOL EAST WING
REPLACEMENT OF ESCALATORS WITH ELEVATOR

HVAC DIFFUSERS & CAFETERIA UPGRADES
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ALL DIMENSIONS MUST BE VERIFIED BY THE CONTRACTOR(S) AND THE ARCHITECT NOTIFIED
OF ANY DISCREPANCIES BEFORE PROCEEDING WITH THE CONSTRUCTION
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SCALE & DIMENSIONS
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BAR IS ONE (1) INCH LONG
ON ORIGINAL DRAWING

IF BAR IS NOT ONE (1) INCH LONG,
ADJUST SCALE ACCORDINGLY.

CONTRACTOR SHALL FIELD VERIFY
ALL DIMENSIONS. VARIANCE FROM

CONTRACT NOT PERMITTED
WITHOUT BUREAU OF ENGINEERING

AND ARCHITECTURE APPROVAL.

BASE BIDS

ALL WORK SHOWN
ON THIS DRAWING

IS INCLUDED IN BASE BID 01,
UNLESS NOTED OTHERWISE

ON THIS DRAWING.

REFER TO PROJECT MANUAL
FOR FULL DESCRIPTION

OF ALL BASE BIDS.
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REFLECTED CEILING LEGEND
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EXISTING 30"x60" CEILING PANEL & SUSPENSION GRID
TO BE DEMOLISHED BY .1 GENERAL CONTRACTOR

FA

NEW 24"x48" CEILING PANEL & SUSPENSION GRID
TO BE PROVIDED BY .1 GENERAL CONTRACTOR

NEW GWB & METALL FRAMING SOFFIT/BULKHEAD
TO BE PROVIDED BY .1 CONTRACTOR

EXISTING HVAC LINEAR DIFFUSER
TO BE DEMOLISHED BY .1 GENERAL CONTRACTOR

NEW HVAC LINEAR DIFFUSER
TO BE PROVIDED BY .1 GENERAL CONTRACTOR

NEW HVAC DUCTS, RISERS, ETC.
TO BE PROVIDED BY .1 GENERAL CONTRACTOR

N

EXISTING SPRINKLER HEAD TO REMAIN

EXISTING SPRINKLER HEAD
TO BE REMOVED BY .3 PLUMBING CONTRACTOR

NEW EXTENDED COVERAGE SPRINKLER HEAD
TO BE PROVIDED BY .3 PLUMBING CONTRACTOR

EXISTING INDIRECT LIGHT FIXTURE
TO BE REMOVED BY .1 GENERAL CONTRACTOR

NEW 24"x48" RECESSED LED PANEL LIGHT FIXTURE
TO BE PROVIDED BY .4 ELECTRICAL CONTRACTOR

EXISTING FIRE ALARM STROBE TO REMAIN

EXISTING SENSOR TO REMAINS


