
ENLARGED PLAN OF NEW ELEVATOR - CONCOURSE LEVEL 01
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EXISTING 4" HIGH GRANITE CURB TO REMAIN (FIELD VERIFY HEIGHT)
TYPICAL FOR 3 FULL & 2 PARTIAL SEGMENTS (REQUIRE CUTTING)
AROUND EXISTING SPIRAL STAIR/NEW ELEVATOR

NEW 4" HIGH x 5" DEEP x 8'-8" TALL GLASS GUARDRAIL
(BRONZE WRAPPED METAL FRAMING - REFER TO TECH SPECS)
AROUND NEW ELEVATOR SHAFT

SHORTEN EXISTING GRANITE CURB SEGMENT UNDER GUARDRAIL
TO ALIGN WITH END OF NEW ELEVATOR SUPPORT WALL
POLISH NEWLY EXPOSED/CUT FACES OF CURB AS REQUIRED
TO MATCH EXISTING FINISH OF GRANITE CURB
TYPICAL BOTH SIDES OF ELEVATOR

ELEVATOR DOOR FRAME
BY ELEVATOR MFR

HALL STATION
BY ELEVATOR MFR

1
2" GWB ON 35

8" METAL STUDS
DEPTH TO MATCH EXISTING WALL
TYPICAL ON BOTH SIDES
OF NEW ELEVATOR OPENING

EXISTING WALLS FLANKING NEW
ELEVATOR OPENING SHALL REMAIN
TYPICAL BOTH SIDES OF OPENING

CAR STATION
BY ELEVATOR MFR

 12" GWB ON 35
8" METAL STUDS AT 16" O.C. MAXIMUM

TYPICAL BOTH SIDES OF ELEVATOR AT CONCOURSE AND LEVEL 1

8" CMU WITH FULLY GROUTED CORES AT CONCOURSE AND LEVEL 1
SIDE FACING ELEVATOR TO BE PAINTED 'BLACK' (COLOR P-4)

ELEVATOR CAR TO BE PROVIDED
BY ELEVATOR MANUFACTURER

HYDRAULIC JACK BY ELEVATOR MANUFACTURER
TYPICAL FOR ONE EACH SIDE OF HOISTWAY

GUIDE RAIL BY ELEVATOR MANUFACTURER
TYPICAL FOR ONE EACH SIDE OF HOISTWAY

ELEVATOR DOORS
(HALL & CAR)
BY ELEVATOR MFR

ELEVATOR SILL PLATE
BY ELEVATOR MFR

ELEVATOR SHALL HAVE GLASS
BACK AND SIDES AS INDICATED

(5 SEGMENTS WITH GLASS)

8" CMU PIER WITH FULLY GROUTED CORES AT CONCOURSE AND LEVEL 1
CENTERED (APPROXIMATELY) ON GUIDE RAIL ASSEMBLY
WITH 12 GWB GLUED TO OUTSIDE SURFACE

02 02

01

04

A413

01

A412

SIMILAR

ELEVATION COVERS
CONCOURSE & LEVEL 1

INSTALL GRANITE BASE AT NEW ELEVATOR INFILL WALL
FABRICATE BASE FROM EXISTING GRANITE SALVAGED
FROM DEMOLITION OF SPIRAL STAIR
TYPICAL BOTH SIDES OF ELEVATOR DOOR
SIMILAR CONDITION EXISTS AT LEVEL 1

MODIFY EXISTING GRANITE BASE AT CORNER BETWEEN
EXISTING WING WALL AND NEW WALL INFILL AT CORNER
AS REQUIRED TO PROVIDE MITERED OUTSIDE CORNER
TYPICAL BOTH SIDES OF ELEVATOR DOOR
SIMILAR CONDITION EXISTS AT LEVEL 1

MODIFY EXISTING GRANITE BASE AS REQUIRED
TO CREATE MITERED CORNER AT INTERSECTION
OF NEW ELEVATOR SUPPORT WALL WITH EXISTING WING WALL
AT CONCOURSE AND LEVEL 1

INSTALL GRANITE BASE AT NEW WALL (MATCH HEIGHT OF EXISTING BASE)
FABRICATE FROM EXISTING GRANITE SALVAGED FROM DEMO OF SPIRAL STAIR
MITER END AS REQUIRED WHERE BASE MEETS MODIFIED GRANITE CURB
AT LEVEL 1, BASE SHALL RETURN AT END OF WALL TO ABUT GUARDRAIL
TYPICAL BOTH SIDES OF ELEVATOR

4"

7'
-3

"
TY

PI
C

AL
 B

O
TH

 S
ID

ES
6"

ADDITIONAL GENERAL NOTES

1. REFER TO DRAWING A412 FOR CAR ENTRANCE ELEVATIONS.

2. REFER TO DETAILS 01/A413, 02/A413, AND 04/A413 FOR INTERIOR ELEVATIONS
OF ELEVATOR CAR.

3. REFER TO DETAIL 05/A413 FOR VIEW OF ELEVATOR CAR BOTTOM.

4. REFER TO DETAIL 06/A413 FOR VIEW OF ELEVATOR CAR TOP.

5. REFER TO DETAIL 09/A413 FOR REFLECTED CEILING PLAN OF ELEVATOR CAR.

6. REFER TO DRAWING A414 FOR DETAILS COVERING ELEVATOR CONTROL
PANEL.

7. REFER TO DRAWING A415 FOR LONGITUDINAL SECTION THROUGH SHAFT
SHOWING SPIRAL STAIR DEMOLITION AND ELEVATOR CONSTRUCTION.

8. REFER TO DRAWING A416 FOR LATERAL SECTION THROUGH SHAFT SHOWING
ELEVATOR CONSTRUCTION.
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A416
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DASHED LINE INDICATES INTERIOR FACE OF WALL BELOW
PARGE STRIP OF EXPOSED WALL WITH MORTAR & PAINT 'BLACK' (COLOR P-4)

NEW 2" CONDUIT BY .4 CONTRACTOR AT CONCOURSE AND LEVEL 1
COORDINATE AS REQUIRED
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 12" GWB ON 21
2" METAL STUDS AT 16" O.C. MAXIMUM

TYPICAL BOTH SIDES OF ELEVATOR AT CONCOURSE AND LEVEL 1
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DIMENSIONS FOR 'SEGMENT 03'
ALSO APPLY TO SEGMENTS 01 & 02

07A414

BRONZE STOREFRONT FRAMING SYSTEM END/VERTICAL MULLION
SIMILAR BUT OPPOSITE HAND ON OTHER SIDE OF ELEVATOR CAR

BRONZE STOREFRONT FRAMING
SYSTEM CORNER/VERTICAL MULLION

BRONZE STOREFRONT

FRAMING SYSTEM

INTERMEDIATE MULLION

TYPICAL FOR 3

BRONZE STOREFRONT FRAMING
SYSTEM CORNER/VERTICAL MULLION
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NEW PASSENGER ELEVATOR
ENLARGED PLAN
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SCALE & DIMENSIONS
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BAR IS ONE (1) INCH LONG
ON ORIGINAL DRAWING

IF BAR IS NOT ONE (1) INCH LONG,
ADJUST SCALE ACCORDINGLY.

CONTRACTOR SHALL FIELD VERIFY
ALL DIMENSIONS. VARIANCE FROM

CONTRACT NOT PERMITTED
WITHOUT BUREAU OF ENGINEERING

AND ARCHITECTURE APPROVAL.

BASE BIDS

ALL WORK SHOWN
ON THIS DRAWING

IS INCLUDED IN BASE BID 01,
UNLESS NOTED OTHERWISE

ON THIS DRAWING.

REFER TO PROJECT MANUAL
FOR FULL DESCRIPTION

OF ALL BASE BIDS.
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GENERAL NOTES

1. THE NEW PASSENGER ELEVATOR DEPICTED IN THE
CONSTRUCTION DRAWINGS ILLUSTRATES THE
PROFESSIONAL'S DESIGN INTENT. AS SUCH, ALL
DIMENSIONS ARE APPROXIMATE AND MUST BE
CONFIRMED DURING THE SUBMITTAL PROCESS.

2. THE PROFESSIONAL'S DESIGN INTENT IS FOR THE
NEW PASSENGER ELEVATOR TO EMULATE THE
EAST WING ATRIUM'S TWO EXISTING ELEVATORS IN
OVERALL DESIGN AESTHETIC, CONSTRUCTION,
AND FINISHES WITH MODIFICATIONS (ESPECIALLY
TO DIMENSIONS) AS NEEDED TO ACCOMMODATE
INCREASED SIZE AND PASSENGER CAPACITY.

3. STRUCTURAL SUPPORT FOR THE ELEVATOR IS TO
BE A DELEGATED DESIGN BY THE SELECTED
ELEVATOR MANUFACTURER.

4. THE .1 CONTRACTOR SHALL FIELD VERIFY ALL
DIMENSIONS PRIOR TO BEGINNING THE WORK AND
PROCURING ELEVATOR SUBMITTALS.

5. THE .1 CONTRACTOR SHALL COORDINATE ALL
DIMENSIONS AND REQUIREMENTS FOR THE NEW
PASSENGER ELEVATOR WITH THE ELEVATOR
MANUFACTURER.

6. THE ELEVATOR SHAFT IS LOCATED WITHIN SPACE
CURRENTLY OCCUPIED BY A SPIRAL STAIR, WHICH
SHALL BE DEMOLISHED TO CREATE SPACE FOR
THE NEW PASSENGER ELEVATOR.

7. ALL EXISTING FINISHES AND SURFACES TO REMAIN
SHALL BE PROTECTED DURING CONSTRUCTION BY
THE .1 GENERAL CONTRACTOR.

8. REFER TO THE A200 SERIES DEMOLITION AND
RENOVATION FLOOR PLAN DRAWINGS FOR MORE
INFORMATION REGARDING WORK TO BE PROVIDED
IN CONJUNCTION WITH THE DEMOLITION OF THE
EXISTING SPIRAL STAIR AND THE INSTALLATION OF
THE NEW PASSENGER ELEVATOR.

9. REFER TO THE A410 SERIES DRAWINGS FOR MORE
SPECIFIC INFORMATION COVERING THE ELEVATOR.

10.REFER TO STRUCTURAL DRAWINGS FOR FURTHER
INFORMATION ON ELEVATOR SUPPORT WALLS TO
BE CONSTRUCTED ON EACH SIDE OF THE
ELEVATOR SHAFT.

11.REFER TO TECHNICAL SPECIFICATION SECTION
142400, HYDRAULIC ELEVATORS, FOR ADDITIONAL
INFORMATION COVERING REQUIREMENTS FOR
THIS NEW PASSENGER ELEVATOR.


