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GENERAL NOTES

1. KEY NOTES BELOW REFER TO .2 MECHANICAL/HVAC  DEMOLITION WORK ON THE LOWER
PARKING LEVEL (P-2).

2. REFER TO DETAIL 01/H211 FOR KEY NOTE LOCATIONS AND DETAILS 02 & 02K/H211 FOR
MECHANICAL/HVAC RENOVATION WORK.

3. REFER TO DRAWING A214Ad FOR ARCHITECTURAL DEMOLITION WORK FOR THIS AREA.
4. COORDINATE ALL DEMOLITION WORK WITH THE .1 GENERAL CONTRACTOR.

01
ALL NO DEMOLITION WORK FOR THE FIRE PROTECTION SYSTEM IN THIS AREA.

PRESERVE AND PROTECT ALL EXISTING CONDITIONS TO REMAIN.

INFORMATIONAL KEY NOTES

KEY NOTES FOR .3 MECHANICAL/HVAC CONTRACT

01
HC REMOVE EXISTING CABINET UNIT HEATER AND SALVAGE FOR REINSTALLATION.

RE-INSTALL EXISTING SALVAGED CABINET UNIT HEATER. PROVIDE SHUT-OFF VALVES
ON SUPPLY AND RETURN PIPING. PROVIDE BALANCING VALVE ON RETURN PIPING.

A) RECONNECT TO EXISTING THERMOSTAT.
B) PROVIDE NEW THERMOSTAT.

01

GENERAL NOTES

1. KEY NOTES BELOW REFER TO .2 MECHANICAL/HVAC RENOVATION WORK ON LOWER
PARKING LEVEL (P2).

2. REFER TO DETAIL 02/H211 FOR KEY NOTE LOCATIONS AND DETAILS 01 & 01K/H211 FOR .4
MECHANICAL/HVAC DEMOLITION WORK.

3. REFER TO DRAWING A214Ar FOR ARCHITECTURAL RENOVATION WORK FOR THIS AREA.
4. COORDINATE ALL RENOVATION WORK WITH THE .1 GENERAL CONTRACTOR.

INFORMATIONAL KEY NOTES

KEY NOTES FOR .4 ELECTRICAL CONTRACT - LIGHTING & POWER

H1

FOR THE DURATION OF THE CONSTRUCTION ACTIVITIES, THE .1 GENERAL
CONTRACTOR SHALL PRESERVE AND PROTECT ALL EXISTING CONDITIONS TO REMAIN
AND SHALL ENSURE THE BUILDING'S OCCUPANTS MAY SAFELY USE SPACES IN THE
AREAS OF THE BUILDING NOT BEING RENOVATED.

02
HC EXISTING CABINET UNIT HEATER TO REMAIN.

03
HC REMOVE HOT WATER SUPPLY (HWS) AND HOT WATER RETURN (HWR) PIPING.

04
HC EXISTING HOT WATER SUPPLY (HWS) AND HOT WATER RETURN (HWR) PIPING TO

REMAIN.

05
HC EXISTING 1" HOT WATER SUPPLY (HWS) AND HOT WATER RETURN (HWR) RISERS TO

REMAIN.

06
HC CAP EXISTING HOT WATER SUPPLY (HWS) AND HOT WATER RETURN (HWR) PIPES.

07
HC EXISTING HOT WATER SUPPLY (HWS) AND HOT WATER RETURN (HWR) RISERS (11

2"UP/1"
DOWN) TO REMAIN. THE .1 CONTRACTOR TO PRESERVE AND PROTECT DURING CMU
WALL DEMOLITION.

08
HC EXISTING 1" HOT WATER SUPPLY (HWS) AND HOT WATER RETURN (HWR) RISER DOWN

TO REMAIN.

09
HC REMOVE EXISTING THERMOSTAT.

PROVIDE NEW CABINET UNIT HEATER.H2

EXISTING CABINET UNIT HEATER TO REMAIN UNCHANGED.H3

PROVIDE NEW INSULATED HOT WATER SUPPLY (HWS) AND RETURN (HWR) PIPING.H4

H5 EXISTING HOT WATER SUPPLY (HWS) AND HOT WATER RETURN (HWR) RISERS (1" UP).

H6 EXISTING HOT WATER SUPPLY (HWS) AND RETURN (HWR) RISERS (1" DOWN).

H7 EXISTING HOT WATER SUPPLY (HWS) AND RETURN (HWR) RISERS (11
2" UP/1" DOWN).

H8 PROVIDE NEW JOHNSON METASYS THERMOSTAT CONTROLLER.
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H9 PROVIDE TYPE 'L' COPPER INSULATED CONDENSATE PIPING.

H10 PROVIDE SAFE-WASTE CONNECTION TO 4" SANITARY RISER.

H11 4" CISP SANITARY RISER BY .3 PLUMBING CONTRACTOR.
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COOLING
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MBH

UNIT
WEIGHT

(LBS)
BASIS-OF-DESIGN

MANUFACTURER / MODELSYMBOL

HIGH = 915
LOW = 374 45.0IU-1 MITSUBISHI / TPKFY-P30KM142A

ELECTRICAL

74

ASSOCIATED
OUTDOOR UNIT

C1

C1 HIGH = 915
LOW = 374

30.0

45.0

Ph / Hz / VFAN WATTS

1 / 60 / 208

74 1 / 60 / 208

SOUND
(dBA)

BASIS-OF-DESIGN
MANUFACTURER / MODELSYMBOL

54C1 MITSUBISHI / NTXM-SM60A182BA

OPERATING TEMPERATURE

115°F

COOLING
CAPACITY

MBH

60.0

MINIMUMMAXIMUM

23°F

ELECTRICAL CHARACTERISTICS

MCA MOCP Ph / Hz / V

1 / 60 / 20846.0 55.0

SERVES

IU-1
IU-2

UNIT
WEIGHT

(LBS)

289.0

SCALE
NONE 04AIR-COOLED CONDENSING UNIT SCHEDULE

T
H8

H12 CONNECTION POINT FOR THERMOSTAT TO JOHNSON METASYS SYSTEM.

H13 TERMINATION POINT FOR JOHNSON METASYS MS/TP TRUNK CABLE BY THE .4
ELECTRICAL CONTRACTOR.
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1. PROVIDE MANUFACTURER'S STANDARD BRANCH JOINT FOR REFRIGERANT LIQUID LINE (CMY-Y62-G-E).

MITSUBISHI / TPKFY-P30KM142A
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