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FOR THE DURATION OF THE CONSTRUCTION ACTIVITIES, THE .1 GENERAL CONTRACTOR
SHALL PRESERVE AND PROTECT ALL EXISTING CONDITIONS TO REMAIN AND SHALL
ENSURE THE BUILDING'S OCCUPANTS MAY SAFELY USE SPACES IN THE AREAS OF THE
BUILDING NOT BEING RENOVATED.

GENERAL NOTES

1. KEY NOTES BELOW REFER TO PLUMBING AND FIRE PROTECTION RENOVATION WORK ON
UPPER PARKING LEVEL P1.

2. REFER TO DETAIL 02/P-FP211 FOR KEY NOTE LOCATIONS AND DETAILS 01 & 01K/P-FP211
FOR PLUMBING DEMOLITION WORK.

3. REFER TO DRAWING A211 FOR ARCHITECTURAL RENOVATION WORK FOR THIS AREA.
4. COORDINATE ALL RENOVATION WORK WITH THE .1 GENERAL CONTRACTOR.

P1 PROVIDE AND INSTALL NEW 4" SANITARY RISER UP TO FD-1 IN ELEVATOR PIT ABOVE.

P2

P3

PROVIDE AND INSTALL 4" SANITARY DOWN TO PARKING LEVEL.

EXISTING SANITARY VENT RISER TO REMAIN.

2"
4"

P4 CUT AND PATCH EXISTING CMU WALL AS REQUIRED FOR THE INSTALLATION OF NEW
PLUMBING WORK.
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KEY NOTES FOR .3 PLUMBING CONTRACT
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EXISTING SCHEDULE 40 BLACK STEEL SPRINKLER PIPE TO REMAIN

EXISTING SCHEDULE 40 BLACK STEEL SPRINKLER PIPE TO BE REMOVED

N

D

NEW SCHEDULE 40 BLACK STEEL SPRINKLER PIPE TO BE PROVIDED

EXISTING SPRINKLER HEAD TO REMAIN

EXISTING SPRINKLER HEAD TO BE REMOVED

NEW SPRINKLER HEAD TO BE PROVIDED

CONNECT NEW PIPE TO EXISTING PIPE
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GENERAL NOTES

1. KEY NOTES BELOW REFER TO THE PLUMBING AND FIRE PROTECTION DEMOLITION WORK
ON LOWER PARKING LEVEL P2.

2. REFER TO DETAIL 01/P-FP211 FOR KEY NOTE LOCATIONS AND DETAILS 02 & 02K/P-FP211
FOR PLUMBING RENOVATION WORK.

3. REFER TO DRAWING A214Ad FOR ARCHITECTURAL DEMOLITION WORK FOR THIS AREA.
4. COORDINATE ALL DEMOLITION WORK WITH THE .1 GENERAL CONTRACTOR.

02
FPC REMOVE EXISTING SPRINKLER SYSTEM PIPE.

03
FPC EXISTING SPRINKLER SYSTEM PIPE TO REMAIN.

01
FPC REMOVE EXISTING SPRINKLER HEAD, SALVAGE, AND TURN OVER TO CLIENT AGENCY.

KEY NOTES FOR .3 FIRE PROTECTION CONTRACT

KEY NOTES FOR .3 PLUMBING CONTRACT

01
PC REMOVE AND SALVAGE ELECTRIC STORAGE HOT WATER HEATER AND SHELF.

TEMPORARILY CAP ALL PIPE CONNECTIONS OR SHUT VALVES AND TAG.

01
ALL NO DEMOLITION WORK FOR THE FIRE PROTECTION SYSTEM IN THIS AREA.

PRESERVE AND PROTECT ALL EXISTING CONDITIONS TO REMAIN.
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P5
AFTER NEW CMI WALL IS CONSTRUCTED BY .1 CONTRACTOR, .3 CONTRACTOR SHALL
REINSTALL ELECTRIC STORAGE HOT WATER HEATER AND SHELF, RECONNECT TO
EXISTING PLUMBING PIPE, AND REPLACE ALL DISTURBED PIPE INSULATION.

KEY NOTES FOR .3 FIRE PROTECTION CONTRACT

01
ALL

01
ALL

N

N

01
ALL

3'
-1

0"
8'

-1
1"

8'
-1

1"
2'

-0
"

17
'-1

0"

8'
-1

1"
8'

-1
1"

3'
-1

0"
2'

-0
"

17
'-1

0"
1'-

1"
1'-

1"
3'

-5
"

1'
-2

"
1'

-2
"

23
'-8

"

1'-
1"

1'-
1"

3'
-5

"
1'

-2
"

1'
-2

"
23

'-8
"

FP4 4" SANITARY RISER UP.

FP1

FP2

FP5 EXISTING BELOW SLAB SANITARY TO REMAIN. INVERT IS -2'-6" FROM TOP OF SLAB.

FP6
SAW CUT, REMOVE, AND REPLACE 12" THICK SLAB-ON-GRADE WITH (2) LAYERS OF #5
REBAR AT 12" O.C. EACH WAY. PROVIDE (2) LAYERS OF #5 REBAR EACH WAY AND
DOWEL NEW REBAR INTO EXISTING CONCRETE SLAB FOR PATCH.

EXISTING SPRINKLER SYSTEM PIPE TO REMAIN.

PROVIDE NEW PENDANT SPRINKLER HEAD WITH WIRE GUARD.

FP3 PROVIDE NEW SCHEDULE 40 BLACK STEEL SPRINKLER PIPE (SIZE AS NOTED BELOW)
AND PAINT NEW PIPE 'RED'.

01

01

FP1

FP7 NEW FIRE PROTECTION PIPE RISER UP TO UNDERSIDE OF STRUCTURE (± 18'-0" AFF
PARKING LEVEL P1).

FP7

FP2

FP2

FP3

1"

FP3
1"

1"11
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P6 RE-INSTALL SALVAGED ELECTRIC STORAGE HOT WATER HEATER AND SHELF AN
RECONNECT PIPING AS REQUIRED.
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