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DASHED LINE INDICATES
LOCATION OF WALL ABOVE

GENERAL NOTE

DIMENSIONS TO PFCMU ARE BASED UPON
DEPTH OF CMU (7-5/8") AND DO NOT INCLUDE
THICKNESS OF FACING.

EXISTING EDGE OF
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DIMENSIONS OF EXISTING
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CFA/HFL DATED 1984

TYPICAL

STORAGE
P222E

JANITOR CLOSET
P223E

STORAGE
P222E

JANITOR CLOSET
P223E

SCALE
NONE 03CABINET UNIT HEATER SCHEDULE

JANITOR CLOSET 19.9 2.0CUH-12

LOCATION CFM MBH GPM PD. FT. F.A.T.  °F MANUFACTURER / MODELSYMBOL

STORAGE 18.93 1.26

CUH-31

STORAGE 175 19.9 2.0 0.08 165°CUH-11 EXISTING
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02K 01KKEY NOTES FOR DEMOLITION WORKKEY NOTES FOR RENOVATION WORK
SCALE
NONE

GENERAL NOTES

1. KEY NOTES BELOW REFER TO .2 MECHANICAL/HVAC  DEMOLITION WORK ON THE LOWER
PARKING LEVEL (P-2).

2. REFER TO DETAIL 01/H211 FOR KEY NOTE LOCATIONS AND DETAILS 02 & 02K/H211 FOR
MECHANICAL/HVAC RENOVATION WORK.

3. REFER TO DRAWING A214Ad FOR ARCHITECTURAL DEMOLITION WORK FOR THIS AREA.
4. COORDINATE ALL DEMOLITION WORK WITH THE .1 GENERAL CONTRACTOR.

01
ALL NO DEMOLITION WORK FOR THE FIRE PROTECTION SYSTEM IN THIS AREA.

PRESERVE AND PROTECT ALL EXISTING CONDITIONS TO REMAIN.

INFORMATIONAL KEY NOTES

KEY NOTES FOR .3 MECHANICAL/HVAC CONTRACT

01
HC REMOVE EXISTING CABINET UNIT HEATER AND SALVAGE FOR REINSTALLATION.

RE-INSTALL EXISTING SALVAGED CABINET UNIT HEATER. PROVIDE SHUT-OFF VALVES
ON SUPPLY AND RETURN PIPING. PROVIDE BALANCING VALVE ON RETURN PIPING.

A) RECONNECT TO EXISTING THERMOSTAT.
B) PROVIDE NEW THERMOSTAT.

01

GENERAL NOTES

1. KEY NOTES BELOW REFER TO .2 MECHANICAL/HVAC RENOVATION WORK ON LOWER
PARKING LEVEL (P2).

2. REFER TO DETAIL 02/H211 FOR KEY NOTE LOCATIONS AND DETAILS 01 & 01K/H211 FOR .4
MECHANICAL/HVAC DEMOLITION WORK.

3. REFER TO DRAWING A214Ar FOR ARCHITECTURAL RENOVATION WORK FOR THIS AREA.
4. COORDINATE ALL RENOVATION WORK WITH THE .1 GENERAL CONTRACTOR.
5. PROVIDE CONDUIT FOR ALL CONTROL WIRING WITHIN NEW CMU WALLS OR

SURFACE-MOUNTED ON EXISTING CMU WALLS.

INFORMATIONAL KEY NOTES

KEY NOTES FOR .4 ELECTRICAL CONTRACT - LIGHTING & POWER

H1

FOR THE DURATION OF THE CONSTRUCTION ACTIVITIES, THE .1 GENERAL
CONTRACTOR SHALL PRESERVE AND PROTECT ALL EXISTING CONDITIONS TO REMAIN
AND SHALL ENSURE THE BUILDING'S OCCUPANTS MAY SAFELY USE SPACES IN THE
AREAS OF THE BUILDING NOT BEING RENOVATED.

02
HC EXISTING CABINET UNIT HEATER TO REMAIN.

03
HC REMOVE HOT WATER SUPPLY (HWS) AND HOT WATER RETURN (HWR) PIPING.

04
HC EXISTING HOT WATER SUPPLY (HWS) AND HOT WATER RETURN (HWR) PIPING TO

REMAIN.

05
HC EXISTING 1" HOT WATER SUPPLY (HWS) AND HOT WATER RETURN (HWR) RISERS TO

REMAIN.

06
HC CAP EXISTING HOT WATER SUPPLY (HWS) AND HOT WATER RETURN (HWR) PIPES.

07
HC EXISTING HOT WATER SUPPLY (HWS) AND HOT WATER RETURN (HWR) RISERS (11

2"UP/1"
DOWN) TO REMAIN. THE .1 CONTRACTOR TO PRESERVE AND PROTECT DURING CMU
WALL DEMOLITION.

08
HC EXISTING 1" HOT WATER SUPPLY (HWS) AND HOT WATER RETURN (HWR) RISER DOWN

TO REMAIN.

09
HC REMOVE EXISTING THERMOSTAT.

PROVIDE NEW CABINET UNIT HEATER.H2

EXISTING CABINET UNIT HEATER TO REMAIN UNCHANGED.H3

PROVIDE NEW INSULATED HOT WATER SUPPLY (HWS) AND RETURN (HWR) PIPING.H4

H5 EXISTING HOT WATER SUPPLY (HWS) AND HOT WATER RETURN (HWR) RISERS (1" UP).

H6 EXISTING HOT WATER SUPPLY (HWS) AND RETURN (HWR) RISERS (1" DOWN).

H7 EXISTING HOT WATER SUPPLY (HWS) AND RETURN (HWR) RISERS (11
2" UP/1" DOWN).

H8 PROVIDE NEW THERMOSTAT (JOHNSON TEC3600 SERIES).

H9 PROVIDE TYPE 'L' COPPER INSULATED CONDENSATE PIPING.

H10 PROVIDE SAFE-WASTE CONNECTION TO 4" SANITARY RISER.

H11 4" CISP SANITARY RISER BY .3 PLUMBING CONTRACTOR.

SCALE
NONE

GENERAL NOTES

1. PROVIDE PIPING PACKAGE BY MANUFACTURER, INCLUDING THE FOLLOWING:

A. SUPPLY:  UNION, P/T PORT, STRAINER, AND BALL VALVE SHUT-OFF.

B. RETURN:  UNION, 2-WAY CONTROL VALVE COMPATIBLE WITH JOHN METASYS SYSTEM, AND CIRCUIT SETTER.

J. JOLIN
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ALL DIMENSIONS MUST BE VERIFIED BY THE CONTRACTOR(S) AND THE ARCHITECT NOTIFIED
OF ANY DISCREPANCIES BEFORE PROCEEDING WITH THE CONSTRUCTION

DO NOT SCALE THIS DRAWING
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SCALE & DIMENSIONS

0 1

BAR IS ONE (1) INCH LONG
ON ORIGINAL DRAWING

IF BAR IS NOT ONE (1) INCH LONG,
ADJUST SCALE ACCORDINGLY.

CONTRACTOR SHALL FIELD VERIFY
ALL DIMENSIONS. VARIANCE FROM

CONTRACT NOT PERMITTED
WITHOUT BUREAU OF ENGINEERING

AND ARCHITECTURE APPROVAL.

BASE BIDS

ALL WORK SHOWN
ON THIS DRAWING

IS INCLUDED IN BASE BID 01,
UNLESS NOTED OTHERWISE

ON THIS DRAWING.

REFER TO PROJECT MANUAL
FOR FULL DESCRIPTION

OF ALL BASE BIDS.
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