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SECTION 064600 

WOOD TRIM 

PART 1 - GENERAL 

1.1 STIPULATIONS 

A. The specifications sections “General Conditions of the Construction Contract”, “Special 
Conditions”, and “Division 1 - General Requirements” form a part of this Section by this 
reference thereto, and shall have the same force and effect as if printed herewith in full. 

1.2 SUMMARY 

A. Section Includes: 

1. Interior standing and running trim. 

a. Door Casing. 

B. Related Requirements: 

1. Section 061053 "Miscellaneous Rough Carpentry" for wood furring, blocking, and shims 
required for installing wood trim and concealed within other construction before wood trim 
installation. 

1.3 SUBMITTALS 

A. Product Data: For each type of product, finishing materials and processes. 

B. Shop Drawings: Show location of each item, dimensioned plans and elevations, large-scale 
details, attachment devices, and other components. 

1. Show details full size. 
2. Show locations and sizes of furring, blocking, and hanging strips, including concealed 

blocking and reinforcement specified in other Sections. 

C. Samples for Verification: 

1. Trim for transparent finish, not less than 24 inches long, for each species and cut, 
finished on one side and one edge. 

D. Qualification Data: For Installer. 

E. Woodwork Quality Standard: Comply with AWI Quality Certification Program. 
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1.4 QUALITY CONTROL 

A. Fabricator Qualifications: Shop that employs skilled workers who custom fabricate products 
similar to those required for this Project and whose products have a record of successful in-
service performance. 

B. Installer Qualifications: Contractor that employs skilled workers with five (5) years-experience 
installing wood trim similar to requirements of this project. 

1.5 DELIVERY, STORAGE, AND HANDLING 

A. Do not deliver wood trim until operations that could damage wood trim have been completed in 
installation areas. If wood trim must be stored in other than installation areas, store only in areas 
where environmental conditions comply with requirements specified in "Field Conditions" Article. 

1.6 FIELD CONDITIONS 

A. Environmental Limitations for Interior Work: Do not deliver or install interior wood trim until 
building is enclosed, wet work is complete, and HVAC system is operating and maintaining 
temperature between 60 and 90 deg. F. 

1.7 COORDINATION 

A. Coordinate sizes and locations of framing, blocking, furring, reinforcements, and other related 
units of Work specified in other Sections to ensure that wood trim can be supported and 
installed as indicated. 

PART 2 - PRODUCTS 

2.1 WOOD TRIM, GENERAL 

A. Quality Standard: Unless otherwise indicated, comply with the "Architectural Woodwork 
Standards" for grades of wood trim indicated for construction, finishes, installation, and other 
requirements. 

1. The Contract Documents contain selections chosen from options in the quality standard 
and additional requirements beyond those of the quality standard. Comply with those 
selections and requirements in addition to the quality standard. 

2.2 INTERIOR STANDING AND RUNNING TRIM FOR TRANSPARENT FINISH 

A. Grade: Premium. 

B. Wood Species and Cut: Match species and cut indicated for other types of transparent-finished 
architectural woodwork located in same area of building unless otherwise indicated. 

1. Species: Mahogany. 
2. Cut: Plain sliced/plain sawn. 
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3. Provide split species on trim that faces areas with different wood species, matching each 
face of woodwork to species and cut of finish wood surfaces in areas finished. 

4. Profile: Match profile of existing door casing at AV room. 

2.3 WOOD MATERIALS 

A. Wood Products: Provide materials that comply with requirements of referenced quality standard 
for each type of wood trim and quality grade specified unless otherwise indicated. 

1. Do not use plain-sawn softwood lumber with exposed, flat surfaces more than 3 inches 
wide. 

2. Wood Moisture Content for Interior Materials: 5 to 10 percent. 

2.4 MISCELLANEOUS MATERIALS 

A. Interior Furring, Blocking, Shims, and Hanging Strips: Fire-retardant-treated softwood lumber, 
kiln dried to less than 15 percent moisture content. 

B. Provide self-drilling screws for metal-framing supports, as recommended by metal-framing 
manufacturer. 

C. Anchors: Select material, type, size, and finish required for each substrate for secure 
anchorage. Provide metal expansion sleeves or expansion bolts for post-installed anchors. Use 
nonferrous-metal or hot-dip galvanized anchors and inserts at inside face of exterior walls and 
at floors. 

D. Adhesives: Do not use adhesives that contain urea formaldehyde. 

E. VOC Limits for Installation Adhesives and Sealants: Use products that comply with the following 
limits for VOC content when calculated according to 40 CFR 59, Subpart D (EPA Method 24): 

1. Wood Glues: 30 g/L. 
2. Multipurpose Construction Adhesives: 70 g/L. 
3. Structural Wood Member Adhesive: 140 g/L. 
4. Architectural Sealants: 250 g/L. 

2.5 FABRICATION 

A. Sand fire-retardant-treated wood lightly to remove raised grain on exposed surfaces before 
fabrication. 

B. Fabricate wood trim to dimensions, profiles, and details indicated. Ease edges to radius 
indicated for the following: 

1. Edges of Solid-Wood (Lumber) Members: 1/16 inch unless otherwise indicated. 
2. Edges of Rails and Similar Members More Than 3/4-Inch-Thick: 1/8 inch. 

C. Backout or groove backs of flat trim members and kerf backs of other wide, flat members except 
for members with ends exposed in finished work. 

D. Assemble casings in shop except where shipping limitations require field assembly. 
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E. Assemble moldings in shop to maximum extent possible. Miter corners in shop and prepare for 
field assembly with bolted fittings designed to pull connections together. 

2.6 SHOP FINISHING 

A. General: Finish wood trim at fabrication shop as specified in this Section. Defer only final 
touchup, cleaning, and polishing until after installation. 

B. Preparation for Finishing: Comply with referenced quality standard for sanding, filling 
countersunk fasteners, sealing concealed surfaces, and similar preparations for finishing wood 
trim, as applicable to each unit of work. 

1. Backpriming: Apply one coat of sealer or primer, compatible with finish coats, to 
concealed surfaces of wood trim. Apply two coats to end-grain surfaces. 

C. Transparent Finish for Interior Trim: 

1. Grade: Premium. 
2. Finish: System - 4, water-based latex acrylic. 
3. Finish: System - 5, conversion varnish. 
4. Finish: System - 8, water-based cross-linking acrylic. 
5. Finish: System - 9, UV curable acrylated epoxy, polyester, or urethane. 
6. Staining: Match existing. 

D. Opaque Finish for Interior Trim: 

1. Grade: Premium. 
2. Finish: System – Shop prime only. 

PART 3 - EXECUTION 

3.1 PREPARATION 

A. Before installation, condition wood trim to average prevailing humidity conditions in installation areas. 

B. Before installing architectural wood trim, examine shop-fabricated work for completion and 
complete work as required, including removal of packing and backpriming. 

3.2 INSTALLATION 

A. Grade: Install wood trim to comply with same grade as item to be installed. 

B. Assemble wood trim and complete fabrication at Project site to the extent that it was not 
completed in the shop. 

C. Install wood trim level, plumb, true, and straight. Shim as required with concealed shims. Install 
level and plumb to a tolerance of 1/8 inch in 96 inches. 

D. Scribe and cut wood trim to fit adjoining work, refinish cut surfaces, and repair damaged finish at cuts. 
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E. Anchor wood trim to anchors or blocking built in or directly attached to substrates. Secure with 
countersunk, concealed fasteners and blind nailing. Use fine finishing nails or finishing screws 
for exposed fastening, countersunk and filled flush with woodwork. 

1. For shop-finished items, use filler matching finish of items being installed. 

F. Standing and Running Trim: Install with minimum number of joints possible, using full-length 
pieces (from maximum length of lumber available) to greatest extent possible. Do not use 
pieces less than 96 inches long except where shorter single-length pieces are necessary. Scarf 
running joints and stagger in adjacent and related members. 

1. Fill gaps, if any, between top of base and wall with plastic wood filler and finish same as 
wood base if finished. 

2. Install standing and running trim with no more variation from a straight line than 1/8 inch 
in 96 inches. 

G. Touch up finishing work specified in this Section after installation of wood trim. Fill nail holes 
with matching filler where exposed. 

1. Apply specified finish coats, including stains and paste fillers if any, to exposed surfaces 
where only sealer/prime coats are applied in shop. 

3.3 ADJUSTING AND CLEANING 

A. Repair damaged and defective wood trim, where possible, to eliminate functional and visual 
defects; where not possible to repair, replace wood trim. Adjust joinery for uniform appearance. 

B. Clean wood trim on exposed and semi-exposed surfaces. Touch up shop-applied finishes to 
restore damaged or soiled areas. 

END OF SECTION 064600 




