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SECTION 233300 

AIR DUCT ACCESSORIES 

PART 1 - GENERAL 

1.1 STIPULATIONS 

A. The specifications sections “General Conditions of the Construction Contract”, “Special 
Conditions”, and “Division 1 - General Requirements” form a part of this Section by this reference 
thereto, and shall have the same force and effect as if printed herewith in full. 

1.2 SUMMARY 

A. Section includes Manual Volume Dampers. 

B. Related Requirements:  Section 233346 "Flexible Ducts" for insulated and non-insulated flexible 
ducts. 

1.3 SUBMITTALS 

A. Product Data for each type of product. 

B. Shop Drawings: For duct accessories. Include plans, elevations, sections, details and 
attachments to other work. 

1. Detail duct accessories fabrication and installation in ducts and other construction. Include 
dimensions, weights, loads, and required clearances; and method of field assembly into 
duct systems and other construction. Include the following: 

a. Special fittings. 
b. Manual volume damper installations. 

C. Source quality-control reports.  

D. Operation and Maintenance Data for air duct accessories to include in operation and maintenance 
manuals. 

PART 2 - PRODUCTS 

2.1 ASSEMBLY DESCRIPTION 

A. Comply with NFPA 90A, "Installation of Air Conditioning and Ventilating Systems," and with 
NFPA 90B, "Installation of Warm Air Heating and Air Conditioning Systems." 

B. Comply with SMACNA's "HVAC Duct Construction Standards - Metal and Flexible" for acceptable 
materials, material thicknesses, and duct construction methods unless otherwise indicated. Sheet 
metal materials shall be free of pitting, seam marks, roller marks, stains, discolorations, and other 
imperfections. 
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2.2 MATERIALS 

A. Galvanized Sheet Steel: Comply with ASTM A 653/A 653M. 

1. Galvanized Coating Designation: [G60] [G90]. 
2. Exposed-Surface Finish: Mill phosphatized. 

B. Aluminum Sheets: Comply with ASTM B 209, Alloy 3003, Temper H14; with mill finish for 
concealed ducts and standard, 1-side bright finish for exposed ducts. 

C. Extruded Aluminum: Comply with ASTM B 221, Alloy 6063, Temper T6. 

D. Reinforcement Shapes and Plates: Galvanized-steel reinforcement where installed on galvanized 
sheet metal ducts; compatible materials for aluminum and stainless-steel ducts. 

E. Tie Rods: Galvanized steel, 1/4-inch minimum diameter for lengths 36 inches or less; 3/8-inch 
minimum diameter for lengths longer than 36 inches. 

2.3 MANUAL VOLUME DAMPERS 

A. Standard, Steel, Manual Volume Dampers: 

1. Standard leakage rating, with linkage outside airstream. 
2. Suitable for horizontal or vertical applications. 
3. Frames: 

a. Frame: Hat-shaped, 0.094-inch-thick, galvanized sheet steel. 
b. Mitered and welded corners. 
c. Flanges for attaching to walls and flangeless frames for installing in ducts. 

4. Blades: 

a. Single blade. 
b. Galvanized-steel, 0.064 inch thick. 

5. Blade Axles:  Galvanized steel. 
6. Bearings:  

a. Oil-impregnated bronze Stainless-steel sleeve. 
b. Dampers in ducts with pressure classes of 3-inch wg or less shall have axles full 

length of damper blades and bearings at both ends of operating shaft. 

7. Tie Bars and Brackets: Galvanized steel. 

B. Standard, Aluminum, Manual Volume Dampers: 

1. Standard leakage rating, with linkage outside airstream. 
2. Suitable for horizontal or vertical applications. 
3. Frames: Hat-shaped, 0.10-inch-thick, aluminum sheet channels; frames with flanges for 

attaching to walls and flangeless frames for installing in ducts. 
4. Blades: 

a. Multiple blade. 
b. Opposed-blade design. 



DGS Project No. C-0948-0101 PHASE 1  AIR DUCT ACCESSORIES 
  233300 - 3 

c. Stiffen damper blades for stability. 
d. Roll-Formed Aluminum Blades: 0.10-inch-thick aluminum sheet. 
e. Extruded-Aluminum Blades: 0.050-inch-thick extruded aluminum. 

5. Blade Axles:  Stainless steel. 
6. Bearings:  

a. Oil-impregnated bronze Stainless-steel sleeve. 
b. Dampers in ducts with pressure classes of 3-inch wg or less shall have axles full 

length of damper blades and bearings at both ends of operating shaft. 

7. Tie Bars and Brackets: Aluminum. 

2.4 TURNING VANES 

A. Manufactured Turning Vanes for Metal Ducts: Curved blades of galvanized sheet steel; support 
with bars perpendicular to blades set; set into vane runners suitable for duct mounting. 

1. Acoustic Turning Vanes: Fabricate airfoil-shaped aluminum extrusions with perforated 
faces and fibrous-glass fill. 

B. Manufactured Turning Vanes for Nonmetal Ducts: Fabricate curved blades of resin-bonded 
fiberglass with acrylic polymer coating; support with bars perpendicular to blades set; set into 
vane runners suitable for duct mounting. 

C. General Requirements: Comply with SMACNA's "HVAC Duct Construction Standards - Metal and 
Flexible"; Figures 4-3, "Vanes and Vane Runners," and 4-4, "Vane Support in Elbows." 

D. Vane Construction:  Single wall. 

E. Vane Construction: Single wall for ducts up to 48 inches wide and double wall for larger 
dimensions. 

2.5 DUCT ACCESSORY HARDWARE 

A. Instrument Test Holes: Cast iron or cast aluminum to suit duct material, including screw cap and 
gasket. Size to allow insertion of pitot tube and other testing instruments and of length to suit 
duct-insulation thickness. 

B. Adhesives: High strength, quick setting, neoprene based, waterproof, and resistant to gasoline 
and grease. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Install duct accessories according to applicable details in SMACNA's "HVAC Duct 
Construction Standards - Metal and Flexible" for metal ducts and in NAIMA AH116, "Fibrous 
Glass Duct Construction Standards," for fibrous-glass ducts. 
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B. Install duct accessories of materials suited to duct materials; use galvanized-steel 
accessories in galvanized-steel and fibrous-glass ducts, stainless-steel accessories in 
stainless-steel ducts, and aluminum accessories in aluminum ducts. 

C. Compliance with ASHRAE/IESNA 90.1-2004 includes Section 6.4.3.3.3 - "Shutoff Damper 
Controls," restricts the use of backdraft dampers, and requires control dampers for certain 
applications. Install backdraft dampers at inlet of exhaust fans or exhaust ducts as close as 
possible to exhaust fan unless otherwise indicated. 

D. Install volume dampers at points on supply, return, and exhaust systems where branches 
extend from larger ducts. Where dampers are installed in ducts having duct liner, install 
dampers with hat channels of same depth as liner, and terminate liner with nosing at hat 
channel. 

1. Install steel volume dampers in steel ducts. 
2. Install aluminum volume dampers in aluminum ducts. 

E. Set dampers to fully open position before testing, adjusting, and balancing. 

F. Install test holes at fan inlets and outlets and elsewhere as indicated. 

G. Install flexible connectors to connect ducts to equipment. 

H. Connect terminal units to supply ducts directly or with maximum 12-inch lengths of flexible 
duct. Do not use flexible ducts to change directions. 

I. Connect diffusers or light troffer boots to ducts with maximum 60-inch lengths of flexible duct 
clamped or strapped in place. 

J. Connect flexible ducts to metal ducts with metal clamps. 

K. Install duct test holes where required for testing and balancing purposes. 

L. Install thrust limits at centerline of thrust, symmetrical on both sides of equipment. Attach 
thrust limits at centerline of thrust and adjust to a maximum of 1/4-inch movement during 
start and stop of fans. 

3.2 FIELD QUALITY CONTROL 

A. Tests and Inspections: 

1. Operate dampers to verify full range of movement. 
2. Inspect locations of access doors and verify that purpose of access door can be 

performed. 
3. Operate fire, smoke, and combination fire and smoke dampers to verify full range of 

movement and verify that proper heat-response device is installed. 
4. Inspect turning vanes for proper and secure installation. 
5. Operate remote damper operators to verify full range of movement of operator and 

damper. 

END OF SECTION 233300 




