SECTION 093000

TILING

PART 1 - GENERAL

1.1 STIPULATIONS
A. The specifications sections “General Conditions of the Construction Contract”, “Special
Conditions”, and “Division 1 - General Requirements” form a part of this Section by this
reference thereto, and shall have the same force and effect as if printed herewith in full.
1.2 SUMMARY
A. Section Includes:
1. Ceramic tile.
a. Patching and infill of Mercer Moravian mosaic floor tile.
1.3 DEFINITIONS
A. General: Definitions in the ANSI A108 series of tile installation standards and in ANSI A137.1
apply to Work of this Section unless otherwise specified.
B. ANSI A108 Series: ANSIA108.01, ANSIA108.02, ANSIA108.1A, ANSIA108.1B,
ANSI A108.1C, ANSIA108.4, ANSIA108.5, ANSI A108.6, ANSI A108.8, ANSIA108.9,
ANSI A108.10, ANSI A108.11, ANSI A108.12, ANSI A108.13, ANSI A108.14, ANSI A108.15,
ANSI A108.16, and ANSI A108.17, which are contained in "American National Standard
Specifications for Installation of Ceramic Tile."
1.4 SUBMITTALS
A. Product Data: For each type of product indicated.
B. Samples for Verification:
1. Grout.
C. Qualification Data: For qualified Installer.
1.5 DELIVERY, STORAGE, AND HANDLING
A. Deliver and store packaged materials in original containers with seals unbroken and labels
intact until time of use. Comply with requirements in ANSI A137.1 for labeling tile packages.
B. Store tile and cementitious materials on elevated platforms, under cover, and in a dry location.
C. Store liquid materials in unopened containers and protected from freezing.
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PART 2 - PRODUCTS

2.1 TILE PRODUCTS
A. Tile Type CT-1: Match the existing Mercer Moravian mosaic floor tile manufactured by Tile

Works, 130 E. Swamp Road, Doylestown, PA 18901; (215) 239-9797.

1. The above item has been approved by the Department as a Proprietary Iltem. No other
item will be accepted. Article 9, Paragraph 9.6, Substitution of Materials, of the General
Conditions to the Construction Contract, does not apply to the above item.

2. Provide 420 SF of floor tile.

3. The .1 General Contractor shall remove representative samples of each floor tile color
from the escalator pit covers and provide to tile manufacturer to develop an exact color
match.

2.2 SETTING MATERIALS
A. Latex-Portland Cement Mortar (Thin Set): ANSI A118.4.

1. Manufacturers: Subject to compliance with requirements, provide products by one of the
following or equivalent as approved by the Professional:
a Bostik, Inc.

b. Custom Building Products.
c Laticrete International, Inc.
d MAPEI Corporation.

2. Provide prepackaged, dry-mortar mix containing dry, re-dispersible, vinyl acetate or
acrylic additive to which only water must be added at Project site.

3. Provide prepackaged, dry-mortar mix combined with acrylic resin or styrene-butadiene-
rubber liquid-latex additive at Project site.

4. For wall applications, provide mortar that complies with requirements for non-sagging
mortar in addition to the other requirements in ANSI A118.4.

2.3 GROUT MATERIALS
A. Polymer-Modified Tile Grout: ANSI A118.7.

1. Manufacturers: Subject to compliance with requirements, provide products by one of the
following or equivalent as approved by the Professional:
a Bostik, Inc.

b Custom Building Products.
C. Laticrete International, Inc.
d MAPEI Corporation.

2. Polymer Type: Acrylic resin or styrene-butadiene rubber in liquid-latex form for addition to
prepackaged dry-grout mix.
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MISCELLANEOUS MATERIALS

Metal Edge Strips: Angle or L-shape, height to match tile and setting-bed thickness, metallic or
combination of metal and PVC or neoprene base, designed specifically for flooring applications;
white zinc alloy, nickel silver or stainless-steel, ASTM A 666, 300 Series exposed-edge
material.

MIXING MORTARS AND GROUT

Mix mortars and grouts to comply with referenced standards and mortar and grout
manufacturers' written instructions.

Add materials, water, and additives in accurate proportions.
Obtain and use type of mixing equipment, mixer speeds, mixing containers, mixing time, and

other procedures to produce mortars and grouts of uniform quality with optimum performance
characteristics for installations indicated.

PART 3 - EXECUTION

3.1 EXAMINATION
A. Examine substrates, areas, and conditions where tile will be installed, with Installer present, for
compliance with requirements for installation tolerances and other conditions affecting
performance of installed tile.

1. Verify that substrates for setting tile are firm, dry, clean, free of coatings that are
incompatible with tile-setting materials including curing compounds and other substances
that contain soap, wax, oil, or silicone; and comply with flatness tolerances required by
ANSI A108.01 for installations indicated.

2. Verify that concrete substrates for tile floors installed with thin-set mortar comply with
surface finish requirements in ANSI A108.01 for installations indicated.

a. Verify that surfaces that received a steel trowel finish have been mechanically
scarified.

b. Verify that protrusions, bumps, and ridges have been removed by sanding or
grinding.

3. Verify that installation of grounds, anchors, recessed frames, electrical and mechanical
units of work, and similar items located in or behind tile has been completed.

4. Verify that joints and cracks in tile substrates are coordinated with tile joint locations; if
not coordinated, adjust joint locations in consultation with Professional.

B. Proceed with installation only after unsatisfactory conditions have been corrected.
3.2 PREPARATION
A. Fill cracks, holes, and depressions in concrete substrates for tile floors installed with thin-set
mortar with trowelable leveling and patching compound specifically recommended by tile-setting
material manufacturer.
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3.3

3.4

Where indicated, prepare substrates to receive waterproofing by applying a reinforced mortar
bed that complies with ANSI A108.1A and is sloped 1/4 inch per foot (1:50) toward drains.

Blending: For tile exhibiting color variations, verify that tile has been factory blended and
packaged so tile units taken from one package show same range of colors as those taken from
other packages and match approved Samples. If not factory blended, either return to
manufacturer or blend tiles at Project site before installing.

Field-Applied Temporary Protective Coating: If indicated under tile type or needed to prevent
grout from staining or adhering to exposed tile surfaces, precoat them with continuous film of
temporary protective coating, taking care not to coat unexposed tile surfaces.

TILE INSTALLATION

Comply with TCA's "Handbook for Ceramic Tile Installation" for TCA installation methods
specified in tile installation schedules. Comply with parts of the ANSI A108 Series
"Specifications for Installation of Ceramic Tile" that are referenced in TCA installation methods,
specified in tile installation schedules, and apply to types of setting and grouting materials used.

Extend tile work into recesses and under or behind equipment and fixtures to form complete
covering without interruptions unless otherwise indicated. Terminate work neatly at obstructions,
edges, and corners without disrupting pattern or joint alignments.

Accurately form intersections and returns. Perform cutting and drilling of tile without marring
visible surfaces. Carefully grind cut edges of tile abutting trim, finish, or built-in items for straight
aligned joints. Fit tile closely to electrical outlets, piping, fixtures, and other penetrations so
plates, collars, or covers overlap tile.

Provide manufacturer's standard trim shapes where necessary to eliminate exposed tile edges.
Jointing Pattern: Lay tile in grid pattern matching existing tile floors.

Joint Widths: Unless otherwise indicated, install tile with the following joint widths:

1. Mosaic Tile: Plus or minus 1/4 inch (match existing).

Turn over any unused tiles to the Client Agency.

CLEANING AND PROTECTING

Cleaning: On completion of placement and grouting, clean all ceramic tile surfaces so they are
free of foreign matter.

1. Remove latex-portland cement grout residue from tile as soon as possible.
Clean grout smears and haze from tile according to tile and grout manufacturer's written
instructions but no sooner than 10 days after installation. Use only cleaners
recommended by tile and grout manufacturers and only after determining that cleaners
are safe to use by testing on samples of tile and other surfaces to be cleaned. Protect
metal surfaces and plumbing fixtures from effects of cleaning. Flush surfaces with clean
water before and after cleaning.

3. Remove temporary protective coating by method recommended by coating manufacturer
and that is acceptable to tile and grout manufacturer. Trap and remove coating to prevent
drain clogging.
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B. Protect installed tile work with kraft paper or other heavy covering during construction period to
prevent staining, damage, and wear. If recommended by tile manufacturer, apply coat of neutral

protective cleaner to completed tile walls and floors.

C. Prohibit foot and wheel traffic from tiled floors for at least seven days after grouting is

completed.

D. Before final inspection, remove protective coverings and rinse neutral protective cleaner from

tile surfaces.

3.5 INTERIOR TILE INSTALLATION SCHEDULE
A. Interior Floor Installations, Concrete Subfloor:
1. Tile Installation F113: Thin-set mortar; TCA F113.

a. Tile Type: CT-1.

b. Thin-Set Mortar: Latex-portland cement mortar.

c. Grout: Polymer-modified sanded grout.

1) Match color of existing grout.

END OF SECTION 093000
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