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ELDER HALL INCOMING STEAM

/s NAND CONDENSATE NEW WORK PLAN

KEYED CONSTRUCTION NOTES

@ PROVIDE STEAM AND CONDENSATE PIPING (ABOVE & BELOW GRADE) PARALLEL TO
EXISTING STEAM PIPING

DISCONNECT PIPING AT INTERIOR OF BUILDING AND REMOVE EXISTING PENETRATION TO
ROUTE NEW PIPING INTO BUILDINGS. INSTALL NEW SHUT OFF VALVES AND CONNECT
NEW PIPING INTO EXISTING PIPING.

@ DISCONNECT PIPING INSIDE OF BUILDING/MANHOLE. PROVIDE NEW PIPING
PENETRATIONS, SHUT OFF VALVES, AND CONNECT NEW PIPING INTO EXISTING PIPING.

@ SEAL WALL PENETRATIONS PER DETAIL 2/H—18 AND FILL ALL ADJACENT SPACES
REMAINING WITH NON—-SHRINK GROUT.

@ PROVIDE SHUT—-OFF VALVE.

@ PROVIDE STEAM AND CONDENSATE PIPING.
@ PROVIDE DRIP LEG WITH STEAM TRAP.
CAP AND SEAL ABANDONED PIPING.

@ CONNECT TO EXISTING PIPING.

@ PROVIDE SEPARATE STEAM/CONDENSATE PENETRATIONS, AND SEAL ALL OPENINGS WITH
NON—SHRINK GROUT.

PROVIDE NEW SHUT—OFF VALVE AND CONNECT NEW STEAM LINE TO EXISTING STEAM
LINE.

PROVIDE NEW CONDENSATE LINE AND ATTACH TO EXISTING PIPING REMAINING FROM
DEMOLITION.

KEYED DEMOLITION NOTES

‘I’ REMOVE PIPING AS SHOWN.

REMOVE STEAM AND CONDENSATE PIPING PENETRATION. REMOVE INTERIOR PIPING TO
NEAREST UNION AFTER SHUTOFF VALVE ON STEAM LINE, AND TO NEAREST UNION ON
CONDENSATE LINE.

REMOVE ALL EXTERIOR PIPING ABOVE AND BELOW GRADE BACK TO MAIN SITE STEAM
LINE TAKE OFF VALVES. ASBESTOS ON PIPING TO BE REMOVED BY CLIENT AGENCY
PRIOR TO CONTRACTOR REMOVING PIPING.

CONTRACTOR SHALL NOT DISTURB EXISTING ASBESTOS ON ANY EXISTING PIPING. ALL
ABATEMENT BY CLIENT AGENCY.
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