! . ¢ P P Ca e T e Tt T T ey T T e T e e T T T e e I e e e

AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

e T e e Ay O T R S ALl R ey A e g

BLOWDOWN TANK REMOVAL BY .2 CONTRACTOR.H,< T o |

: o | m\“d
| | \

\\ | ) \
| | :
| | 2
| ‘ d (TYP)
T
BLOWDOWN PIT

- — — — U RS S ; T ******* .
r ] P I - ]

COAL SILO

AAAAAAAAAAAAA

F= g - Fo= =

e ‘ b—

‘;_‘T%j v r,__j-

N . L

UpP
PR LEGEND
LIGHTING CIRCUIT UP TO FIXTURE ABOVE STAIRS./ B HATCHING INDICATES REMOVAL BY .4 CONTRACTOR.
FIRE ALARM CONDUIT FROM LEVEL ABOVE L e e LT LT
TO BASEMENT FA DE\/.CES, FIRE ALARM DEVICES TO REMAIN. COORDINATE SYSTEM MODIFICATIONS THROUGHOUT BUILDING WITH FA VENDOR. TYPICAL U.O.N.. HATCHING INDICATES REMOVAL BY OTHERS.
m BASEMENT LEVEL — SEQUENCE 1 ELECTRICAL DEMOLITION PLAN REBID SUBMISSION
E-2 / SCALE: 1/4" = 1'=0" TRUE PROJECT FEBRUARY 26, 2024

KEYED DEMOLITION NOTES

AIR SUPPLY FAN REMOVAL BY .2 CONTRACTOR. REMOVE DISCONNECT SWITCH, CONDUIT AND WIRING BACK TO SOURCE.

REMOVE LIGHTING FIXTURES, WIRING AND EXPOSED CONDUIT BACK TO SOURCE. PROVIDE TEMPORARY LIGHTING AS REQUIRED THROUGHOUT SPACE
UNTIL INSTALLATION OF NEW LIGHTING FIXTURES/SWITCHING IS COMPLETE. RE: SEQUENCE 1 NEW WORK PLAN.

SUMP PUMP NO.1 & NO.2 DISCONNECTS TO REMAIN AND BE RE—FED FROM NEW PANEL 'MDP. EXISTING CONDUIT AND WIRING TO BE REMOVED
ENTIRELY UPON CONNECTION TO NEW PANEL. RE: SEQUENCE 1 NEW WORK PLAN. RECORD REVISIONS

REMOVE ALL RECEPTACLES WITHIN BUILDING INTERIOR AND PROVIDE BLANK COVER PLATE OVER RECESSED BACK BOXES. SURFACE MOUNTED BACK
BOXES TO BE REMOVED ENTIRELY. ABANDON ALL CONCEALED WIRING WITHIN WALLS AND FLOOR. REMOVE ALL EXPOSED CONDUIT AND WIRING
ASSOCIATED WITH RECEPTACLES. NOT ALL DEVICES SHOWN ON PLAN.

.4 CONTRACTOR TO RE—ROUTE EXISTING FIRE ALARM CONDUIT DOWN FROM OPERATING LEVEL INTO BASEMENT SPACE FOR INSTALLATION OF NEW
DOOR BY .1 CONTRACTOR. MODIFY EXISTING CONDUIT/PROVIDE NEW CONDUIT AS REQUIRED AND COORDINATE ALL WORK WITH FIRE ALARM
VENDOR. REFER TO SEQUENCE 1 NEW WORK PLAN FOR PROPOSED LOCATION.

COAL SILO REMOVED IN ITS ENTIRETY BY .1 CONTRACTOR. REMOVE ALL ELECTRICAL APPURTENANCES, LIGHTING FIXTURES, CONDUIT AND WIRING
ASSOCIATED WITH COAL SILO.
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ARRIS ENGINEERING GROUP, LTD.

667 SOUTH RIVER STREET

GENERAL DEMOLITION NOTES PLAINS, PENNSYLVANIA
1. .4 CONTRACTOR SHALL COORDINATE ALL REMOVALS WITH OTHER TRADES. COMMONWEALTH OF PENNSYLVANIA
2. .4 CONTRACTOR SHALL REMOVE ALL ELECTRICAL EQUIPMENT INCLUDING ALL EXPOSED CONDUIT

AND WIRING FROM SOURCE PANELS AND TO EQUIPMENT LOADS. DEPARTMENT OF GENERAL SERVICES
3. ALL PATCHING OF FLOORS AND WALLS (TO MATCH EXISTING) BY .1 CONTRACTOR UNLESS HARRISBURG, PENNSYLVANIA

NOTED OTHERWISE. TR
4. VERIFY ALL CONDUIT ROUTING IN FIELD. C—0304—0015 PHASE 2

ELIZABETHTOWN TRAINING ACADEMY — RENOVATE
BOILER PLANT AND DOMESTIC / FIRE PROTECTION

F:\1400.01 0304—0015 P2 Elizabethtown Boiler\Drawings\No Base Bid Drawings\4.Electrical CD\E-2_Seq.1 Basement Level Electrical Demolition Plan.dwg
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