LEGEND

HATCHING INDICATES REMOVAL BY .4 CONTRACTOR.

HATCHING INDICATES REMOVAL BY OTHERS.

GENERAL DEMOLITION NOTES

1. .4 CONTRACTOR SHALL COORDINATE ALL REMOVALS WITH OTHER TRADES.

2. .4 CONTRACTOR SHALL REMOVE ALL ELECTRICAL EQUIPMENT INCLUDING ALL EXPOSED CONDUIT
AND WIRING FROM SOURCE PANELS AND TO EQUIPMENT LOADS.

3. ALL PATCHING OF FLOORS AND WALLS (TO MATCH EXISTING) BY .1 CONTRACTOR UNLESS
NOTED OTHERWISE.

4. VERIFY ALL CONDUIT ROUTING IN FIELD.

SECURITY CAMERA TO REMAIN. (TYPICAL @ EXTERIOR)
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@ Q KEYED DEMOLITION NOTES

T MEZZ. m BOILER REMOVAL IN ITS ENTIRETY BY .2 CONTRACTOR. REMOVE BOILER STOKER FEEDS/ALL ELECTRICAL APPURTENANCES, WIRING & EXPOSED REB| D SU BM|SS|ON
EL 492'-4" CONDUIT BACK TO SOURCE PANEL(S) IN THEIR ENTIRETY. COORDINATE ALL WORK WITH .2 CONTRACTOR. I—_EBRUARY 26 2024
b

AND BE RE—FED FROM NEW PANEL. 3" VIR N AV | | \ \‘\ | |
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LOW VOLTAGE SYSTEMS (I.T, FIRE ALARM, SECURITY) WITH RESPECTIVE VENDORS (CLIENT AGENCY I.T. DEPARTMENT, VECTOR FIRE & SECURITY
~ L+ [CONTACT: JIM LORAH jllorah@vectorsecurity.com] & CLIENT AGENCY SECURITY DEPARTMENT) FOR DEVICES AND CONDUIT SUPPORTED BY/MOUNTED
T @H T TO/RENDERED USELESS BY MEZZANINE ALTERATIONS.

REMOVE ALL ELECTRICAL DEVICES AND LIGHTING FIXTURES INCLUDING CONDUIT AND WIRING SUPPORTED BY/ MOUNTED TO MEZZANINE SECTIONS
"TO BE REMOVED” BACK TO SOURCE IN THEIR ENTIRETY. NOTE: NOT ALL DEVICES SHOWN ON PLAN.

Q ( ‘? @ ABOVE MEZZANINE REMOVAL/RECONFIGURATION BY .1 CONTRACTOR. COORDINATE ALL TEMPORARY AND PERMANENT REMOVALS/MODIFICATIONS TO
@

REMOVE LIGHTING FIXTURE MTD. TO TRUSS FRAMING, INCLUDING CONDUIT AND WIRING BACK TO SOURCE AND MOUNTING HARDWARE.

OO
1)

REMOVE LIGHTING FIXTURE, WIRING AND CONDUIT BACK TO SOURCE AND MOUNTING HARDWARE. PROVIDE TEMPORARY LIGHTING AS REQUIRED RECORD REVISIONS
THROUGHOUT SPACE UNTIL INSTALLATION OF NEW LIGHTING FIXTURES IS COMPLETE.

T T = T " T T

, REMOVE BUILDING MTD. EXTERIOR LIGHTING FIXTURE, WIRING AND CONDUIT BACK TO SOURCE AFTER INSTALLATION OF NEW EXTERIOR LIGHTING
0 FIXTURES IS COMPLETE. RE: SEQUENCE 1 NEW WORK PLAN.
&
6 ASH SILO REMOVED IN ITS ENTIRETY BY .1 CONTRACTOR. REMOVE ALL ELECTRICAL APPURTENANCES, CONDUIT AND WIRING ASSOCIATED WITH THE
ASH SILO BACK TO SOURCE.
COAL TROLLEY REMOVED IN IT'S ENTIRETY BY .1 CONTRACTOR. REMOVE ALL ELECTRICAL DEVICES, CONDUIT, ETC. MOUNTED TO TROLLEY SYSTEM.
GARAGE DOOR MOTOR TO REMAIN. COORDINATE ALL LOW VOLTAGE SYSTEM REMOVALS WITH RESPECTIVE VENDOR.
REMOVE EXPOSED CONDUIT AND WIRING
AFTER TRANSFER OF CIRCUIT TO NEW PANEL. WATER HEATER RELOCATED BY .2 CONTRACTOR. .4 CONTRACTOR TO REMOVE AND RETAIN DISCONNECT SWITCH FOR RELOCATION AS SHOWN ON
SEQUENCE 1 NEW WORK PLAN. REMOVE CONDUIT AND WIRING BACK TO SOURCE.
COAL SILO REMOVED IN ITS ENTIRETY BY .1 CONTRACTOR. REMOVE ALL ELECTRICAL APPURTENANCES, LIGHTING FIXTURES, CONDUIT AND WIRING 02—26-2024
ASSOCIATED WITH COAL SILO. SIGNATURE DATE
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