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CONTRACTOR SHALL FIELD VERIFY
ALL DIMENSIONS.

VARIANCE FROM CONTRACT
DOCUMENTS NOT PERMITTED

WITHOUT PROFESSIONAL & BUREAU
OF CONSTRUCTION APPROVAL.

VERIFY SCALE

IF BAR IS NOT ONE (1) INCH LONG,
ADJUST SCALE ACCORDINGLY

BAR IS ONE (1) INCH LONG
ON ORIGINAL DRAWING:

0 1

PLUMBING FIXTURE SCHEDULE
TAG MANUFACTURER REMARKS AND SPECIFICATIONS

POST TYPE DRY BARREL DESIGN, DRY TOP DESIGN WITH O-RING SEALED OIL RESERVOIR, COMPRESSION-TYPE MAIN
VALVE CLOSES WITH PRESSURE FOR POSITIVE SEAL, FIELD REPLACEABLE HOSE AND PUMPER NOZZLES
HOSE AND PUMPER NOZZLES HAVE LARGE RADIUS, FULL-FLOW OPENINGS FOR LOW FRICTION LOSS
CONTOURED SHOE IS DESIGNED FOR FULL FLOW, DUAL BRONZE DRAIN VALVES PROVIDE EFFECTIVE BARREL DRAINAGE,
250 PSIG MAXIMUM WORKING PRESSURE, 500 PSIG STATIC TEST PRESSURE, 5-1/4" MAIN VALVE, 1 PUMPER NOZZLE AND 2
HOSE NOZZLES.
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