SECTION 230548

VIBRATION AND SEISMIC CONTROLS FOR HVAC PIPING AND EQUIPMENT

PART 1 - GENERAL

1.1 STIPULATIONS
A. The specifications sections “General Conditions of Contract”, “Special Conditions”, and
“Division 1 — General Requirements” form a part of this section by this reference
thereto, and shall have the same force and effect as if printed herewith in full.
1.2 RELATED DOCUMENTS
A. Drawings and general provisions of the Contract, including General and
Supplementary Conditions and Division 01 Specification Sections, apply to this
Section.
1.3 SUMMARY
A.  This Section includes the following:
1. Steel, vibration isolation equipment bases.
1.4 DEFINITIONS
A. IBC: International Building Code.
B. ICC-ES: ICC-Evaluation Service.
C. OSHPD: Office of Statewide Health Planning and Development for the State of
California.
1.5 SUBMITTALS

A. Product Data: For the following:

1. Include rated load, rated deflection, and overload capacity for each vibration
isolation device.

2. Interlocking Snubbers: Include ratings for horizontal, vertical, and combined
loads.

B.  Welding certificates.
C. Field quality-control test reports.
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1.6

A.

QUALITY ASSURANCE

Welding: Qualify procedures and personnel according to AWS D1.1/D1.1M, "Structural
Welding Code - Steel."

PART 2 - PRODUCTS

2.1

2.2

A.

VIBRATION ISOLATION EQUIPMENT BASES

Available Manufacturers: Subject to compliance with requirements, manufacturers
offering products that may be incorporated into the Work include, but are not limited to,
the following:

Amber/Booth Company, Inc.

California Dynamics Corporation.
Isolation Technology, Inc.

Kinetics Noise Control.

Mason Industries.

Vibration Eliminator Co., Inc.

Vibration Isolation.

Vibration Mountings & Controls, Inc.
Or equal approved by the Professional.

CoNOGORrWN >

Steel Base: Factory-fabricated, welded, structural-steel bases and rails.

1. Design Requirements: Lowest possible mounting height with not less than 1-inch
clearance above the floor. Include equipment anchor bolts and auxiliary motor
slide bases or rails.

a. Include supports for suction and discharge elbows for pumps.

2. Structural Steel: Steel shapes, plates, and bars complying with
ASTM A 36/A 36M. Bases shall have shape to accommodate supported
equipment.

3. Support Brackets: Factory-welded steel brackets on frame for outrigger isolation
mountings and to provide for anchor bolts and equipment support.

FACTORY FINISHES

Finish: Manufacturer's standard prime-coat finish ready for field painting.

Finish: Manufacturer's standard paint applied to factory-assembled and -tested
equipment before shipping.

1. Powder coating on springs and housings.
All hardware shall be galvanized. Hot-dip galvanize metal components for
exterior use.

3. Baked enamel or powder coat for metal components on isolators for interior use.
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4, Color-code or otherwise mark vibration isolation and seismic control devices to
indicate capacity range.

PART 3 - EXECUTION

3.1

A.

3.2

EXAMINATION

Examine areas and equipment to receive vibration isolation-control devices for
compliance with requirements for installation tolerances and other conditions affecting
performance.

Examine roughing-in of reinforcement and cast-in-place anchors to verify actual
locations before installation.

Proceed with installation only after unsatisfactory conditions have been corrected.

VIBRATION-CONTROL DEVICE INSTALLATION

Install bushing assemblies for anchor bolts for floor-mounted equipment, arranged to
provide resilient media between anchor bolt and mounting hole in concrete base.

Install bushing assemblies for mounting bolts for wall-mounted equipment, arranged to
provide resilient media where equipment or equipment-mounting channels are
attached to wall.

Attachment to Structure: If specific attachment is not indicated, anchor bracing to
structure at flanges of beams, at upper truss chords of bar joists, or at concrete
members.

Drilled-in Anchors:

1. Identify position of reinforcing steel and other embedded items prior to drilling
holes for anchors. Do not damage existing reinforcing or embedded items during
coring or drilling. Notify the structural engineer if reinforcing steel or other
embedded items are encountered during drilling. Locate and avoid prestressed
tendons, electrical and telecommunications conduit, and gas lines.

2. Do not drill holes in concrete or masonry until concrete, mortar, or grout has
achieved full design strength.

3. Wedge Anchors: Protect threads from damage during anchor installation.
Heavy-duty sleeve anchors shall be installed with sleeve fully engaged in the
structural element to which anchor is to be fastened.

4.  Adhesive Anchors: Clean holes to remove loose material and drilling dust prior
to installation of adhesive. Place adhesive in holes proceeding from the bottom
of the hole and progressing toward the surface in such a manner as to avoid
introduction of air pockets in the adhesive.

5. Set anchors to manufacturer's recommended torque, using a torque wrench.

6. Install zinc-coated steel anchors for interior and stainless-steel anchors for
exterior applications.
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3.3 FIELD QUALITY CONTROL

A. Perform tests and inspections.

B. Tests and Inspections:

1.

akrwn

Provide evidence of recent calibration of test equipment by a testing agency
acceptable to authorities having jurisdiction.

Test to 90 percent of rated proof load of device.

Measure isolator restraint clearance.

Measure isolator deflection.

If a device fails test, modify all installations of same type and retest until
satisfactory results are achieved.

C. Remove and replace malfunctioning units and retest as specified above.

D. Prepare test and inspection reports.

3.4 ADJUSTING

A.  Adjust restraints to permit free movement of equipment within normal mode of
operation.

END OF SECTION 230548
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