SECTION 312319

DEWATERING

PART 1 — GENERAL

1.1

A

1.2

1.3

STIPULATIONS

The specifications sections “General Conditions to the Construction Contract”, “Special
Conditions” and “Division 01 — General Requirements” form a part of this Section by
this reference thereto and shall have the same force and effect as if printed herewith in
full.

SUMMARY

Section includes construction dewatering.

PERFORMANCE REQUIREMENTS

Dewatering Performance: Design, furnish, install, test, operate, monitor, and maintain
dewatering system of sufficient scope, size, and capacity to control hydrostatic
pressures and to lower, control, remove, and dispose of ground water and permit
excavation and construction to proceed on dry, stable subgrades.

PART 2 - PRODUCTS (Not Used)

PART 3 - EXECUTION

3.1

A

INSTALLATION
Provide temporary grading to facilitate dewatering and control of surface water.
Monitor dewatering systems continuously.

Protect and maintain temporary erosion and sedimentation controls, which are
specified in Division 31 Section "Site Clearing" during dewatering operations.

DGS C-0304-0015 PHASE 2 312319 -1 DEWATERING



D. Provide an adequate system to lower and control ground water to permit excavation,
construction of structures, and placement of fill materials on dry subgrades. Install
sufficient dewatering equipment to drain water-bearing strata above and below bottom
of foundations, drains, sewers, and other excavations.

1. Do not permit open-sump pumping that leads to loss of fines, soil piping,
subgrade softening, and slope instability.

END OF SECTION 312319

DGS C-0304-0015 PHASE 2 312319 -2 DEWATERING





