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SECTION 265119 

LED  LIGHTING 

PART 1 - GENERAL 

1.1 STIPULATIONS 

A. The Specifications sections “General Conditions of the Construction Contract”, “Special 
Conditions” and “Division 1 – General Requirements” form a part of this section by this 
reference thereto and shall have the same force and effect as if printed herewith in full. 

1.2 SUMMARY 

A. Section Includes: 

1. Interior solid-state luminaires that use LED technology. 
2. Lighting fixture supports. 

1.3 DEFINITIONS 

A. CCT: Correlated color temperature. 

B. CRI: Color Rendering Index. 

C. Fixture: See "Luminaire." 

D. IP: International Protection or Ingress Protection Rating. 

E. LED: Light-emitting diode. 

F. Lumen: Measured output of lamp and luminaire, or both. 

G. Luminaire: Complete lighting unit, including lamp, reflector, and housing. 

1.4 SUBMITTALS 

A. Product Data: For each type of Light Fixture. 

1. Arrange in order of luminaire designation. 
2. Include data on features, accessories, and finishes. 
3. Include physical description and dimensions of luminaires. 
4. Include emergency lighting units, including batteries and chargers. 
5. Include life, output (lumens, CCT, and CRI), and energy efficiency data. 
6. Photometric data and adjustment factors based on laboratory tests. 
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B. Product Schedule: As indicated on drawings. 

1.5 DELIVERY, STORAGE, AND HANDLING 

A. Protect finishes of exposed surfaces by applying a strippable, temporary protective 
covering before shipping. 

1.6 WARRANTY 

A. Warranty: Manufacturer and Installer agree to repair or replace components of 
luminaires that fail in materials or workmanship within specified warranty period. 

B. Warranty Period: Five year(s) from date of Substantial Completion. 

PART 2 - PRODUCTS 

2.1 LUMINAIRE REQUIREMENTS 

A. Cooper Industries. 

B. Simkar. 

C. Hubbell. 

D. Professional Approved Equal. 

E. Provide lighting fixtures in accordance with the Lighting Fixture Schedule on the plans. 

F. Electrical Components, Devices, and Accessories: Listed and labeled as defined in 
NFPA 70, by a qualified testing agency, and marked for intended location and 
application. 

G. NRTL Compliance: Luminaires for hazardous locations shall be listed and labeled for 
indicated class and division of hazard by an NRTL. 

H. Recessed Fixtures: Comply with NEMA LE 4. 

I. Rated lamp life of 35,000 hours. 

J. Internal driver, low temperature where exterior to building. 

K. Nominal Operating Voltage: 120 V ac. 

L. Housings: 

1. Extruded-aluminum housing and heat sink. 
2. Painted finish. 
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2.2 MATERIALS 

A. Metal Parts: 

1. Free of burrs and sharp corners and edges. 
2. Sheet metal components shall be steel unless otherwise indicated. 
3. Form and support to prevent warping and sagging. 

B. Doors, Frames, and Other Internal Access: Smooth operating, free of light leakage 
under operating conditions, and designed to permit relamping without use of tools. 
Designed to prevent doors, frames, lenses, diffusers, and other components from 
falling accidentally during relamping and when secured in operating position. 

C. Factory-Applied Labels: Comply with UL 1598. Include recommended lamps. Locate 
labels where they will be readily visible to service personnel, but not seen from normal 
viewing angles when lamps are in place. 

1. Label shall include the following lamp characteristics: 

a. "USE ONLY" and include specific lamp type. 
b. CCT and CRI for all luminaires. 

2.3 METAL FINISHES 

A. Variations in finishes are unacceptable in the same piece. Variations in finishes of 
adjoining components are acceptable if they are within the range of approved Samples 
and if they can be and are assembled or installed to minimize contrast. 

2.4 LUMINAIRE FIXTURE SUPPORT COMPONENTS 

A. Manufacturers support structure mounting hardware. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates, areas, and conditions, with Installer present, for compliance with 
requirements for installation tolerances and other conditions affecting performance of 
the Work. 

B. Examine roughing-in for luminaire to verify actual locations of luminaire and electrical 
connections before fixture installation. Proceed with installation only after 
unsatisfactory conditions have been corrected. 

3.2 INSTALLATION 

A. Comply with NECA 1. 
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B. Install luminaires level, plumb, and square with ceilings and walls unless otherwise 
indicated. 

C. Supports: 

1. Sized and rated for luminaire weight. 
2. Able to maintain luminaire position after cleaning and relamping. 
3. Provide support for luminaire without causing deflection of ceiling or wall. 
4. Luminaire mounting devices shall be capable of supporting a horizontal force of 

100 percent of luminaire weight and vertical force of 400 percent of luminaire 
weight. 

D. Wall-Mounted Luminaire Support: 

1. Attached to structural members in walls. 
2. Do not attach luminaires directly to gypsum board. 

3.3 FIELD QUALITY CONTROL 

A. Perform the following tests and inspections: 

1. Operational Test: After installing luminaires, switches, and accessories, and after 
electrical circuitry has been energized, test units to confirm proper operation. 

B. Luminaire will be considered defective if it does not pass operation tests and 
inspections. 

END OF SECTION 265119 




