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GENERAL: 1. ALL OPERATING CONTROLS, OPERATING DEVICES, AND HARDWARE ALL OPERATING CONTROLS, OPERATING DEVICES, AND HARDWARE ON CABINETS, PLUMBING FIXTURES AND STORAGE FACILITIES, SHALL BE OPERABLE WITH ONE HAND AND SHALL NOT REQUIRE TIGHT GRASPING, PINCHING, OR TWISTING OF THE WRIST.  THE FORCE REQUIRED TO ACTIVATE OPERABLE PARTS SHALL BE 5.0 POUNDS. 2. THE HIGHEST OPERABLE PART OF THE CONTROLS, DISPENSERS, THE HIGHEST OPERABLE PART OF THE CONTROLS, DISPENSERS, RECEPTACLES, AND OTHER OPERABLE EQUIPMENT SHALL BE NO HIGHER THAN 48" ABOVE FINISHED FLOOR FOR UNOBSTRUCTED FORWARD AND SIDE APPROACH AND NOT LESS THAN 15" ABOVE FINISHED FLOOR FOR EITHER APPROACH. 3. TOE AND KNEE CLEARANCES REQUIRED AT ALL LAVATORIES, TOE AND KNEE CLEARANCES REQUIRED AT ALL LAVATORIES, VANITIES AND DRINKING FOUNTAINS. 4. SEE THE ENLARGED FLOOR PLANS FOR TOILET ACCESSORY SEE THE ENLARGED FLOOR PLANS FOR TOILET ACCESSORY LOCATIONS, QUANTITIES, AND MOUNTING REQUIREMENTS. 5. COAT HOOKS PROVIDED WITHIN TOILET COMPARTMENTS SHALL BE COAT HOOKS PROVIDED WITHIN TOILET COMPARTMENTS SHALL BE 48" MAXIMUM ABOVE THE FLOOR.  SHELVES SHALL BE 40" MINIMUM AND 48" MAXIMUM ABOVE THE FLOOR. WATER CLOSETS: FLUSH CONTROLS SHALL BE HAND OPERATED OR AUTOMATIC.  FLUSH CONTROLS SHALL BE LOCATED ON THE OPEN SIDE OF THE WATER CLOSET. GRAB BARS: 1. GRAB BARS WITH A CIRCULAR CROSS SECTION SHALL HAVE AN GRAB BARS WITH A CIRCULAR CROSS SECTION SHALL HAVE AN OUTSIDE DIAMETER OF 1 " MINIMUM AND 2" MAXIMUM.  GRAB BARS 14" MINIMUM AND 2" MAXIMUM.  GRAB BARS WITH A NONCIRCULAR CROSS SECTION SHALL HAVE A CROSS SECTION DIMENSION OF 2" MAXIMUM AND A PERIMETER DIMENSION OF 4" MINIMUM AND 4.8" MAXIMUM. 2. THE SPACE BETWEEN THE WALL AND THE GRAB BAR SHALL BE 1 ".  THE SPACE BETWEEN THE WALL AND THE GRAB BAR SHALL BE 1 ".  12".  THE SPACE BETWEEN THE GRAB BAR AND PROJECTING OBJECTS BELOW AND AT THE ENDS OF THE GRAB BAR SHALL BE 1 " 12" MINIMUM.  THE SPACE BETWEEN THE GRAB BAR AND PROJECTING OBJECTS ABOVE THE GRAB BAR SHALL BE 12" MINIMUM. 3. GRAB BARS AND ANY WALL OR OTHER SURFACES ADJACENT TO GRAB BARS AND ANY WALL OR OTHER SURFACES ADJACENT TO GRAB BARS, SHALL BE FREE OF SHARP OR ABRASIVE ELEMENTS.  EDGES SHALL BE ROUNDED. 4. BENDING STRESS IN A GRAB BAR INDUCED BY THE MAXIMUM BENDING STRESS IN A GRAB BAR INDUCED BY THE MAXIMUM BENDING MOMENT FROM THE APPLICATION OF 250 POUNDS SHALL BE LESS THAN THE ALLOWABLE FOR THE MATERIAL. 5. GRAB BARS SHALL NOT ROTATE WITHIN THEIR FITTINGS. GRAB BARS SHALL NOT ROTATE WITHIN THEIR FITTINGS. LAVATORIES AND SINKS AT VANITIES: 1. ALL WATER SUPPLY AND DRAIN PIPES EXPOSED UNDER ALL WATER SUPPLY AND DRAIN PIPES EXPOSED UNDER LAVATORIES AND SINKS SHALL BE INSULATED OR OTHERWISE CONFIGURED TO PROTECT AGAINST CONTACT.   2. THERE SHALL BE NO SHARP SURFACES UNDER LAVATORIES AND THERE SHALL BE NO SHARP SURFACES UNDER LAVATORIES AND VANITIES. 3. HAND-OPERATED METERING FAUCETS SHALL REMAIN OPEN FOR 10 HAND-OPERATED METERING FAUCETS SHALL REMAIN OPEN FOR 10 SECONDS MINIMUM. SHOWER STALL COMPARTMENTS: 1. CONTROLS, FAUCETS, AND SHOWER SPRAY UNIT SHALL BE CONTROLS, FAUCETS, AND SHOWER SPRAY UNIT SHALL BE INSTALLED ON THE SIDE WALL OPPOSITE THE SEAT 38" MINIMUM ABOVE FINISHED FLOOR AND 48" MAXIMUM ABOVE FINISHED FLOOR. AND SHALL BE LOCATED WITHIN 15" FROM THE CENTERLINE OF THE CONTROL WALL TOWARD THE SHOWER OPENING. 2. THRESHOLDS AT THE ENTRANCE TO THE COMPARTMENT SHALL BE THRESHOLDS AT THE ENTRANCE TO THE COMPARTMENT SHALL BE 1/2" HIGH MAXIMUM AND SHALL BE BEVELED, ROUNDED, OR VERTICAL.
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ACCESSIBLE SIGNS SHALL COMPLY WITH ICC A117.1 SECTION 703. TACTILE SIGNS SHALL CONTAIN BOTH RAISED CHARACTERS AND BRAILLE.  RAISED CHARACTERS SHALL BE 48 INCHES MINIMUM ABOVE THE FLOOR, MEASURED TO THE BASELINE OF THE LOWEST RAISED CHARACTER AND 60 INCHES  MAXIMUM ABOVE THE FLOOR, MEASURED TO THE BASELINE OF THE HIGHEST RAISED CHARACTER.  BRAILLE SHALL BE 48 INCHES MINIMUM AND 60 INCHES MAXIMUM ABOVE THE FLOOR, MEASURED TO THE BASELINE OF THE BRAILLE CELLS.  WHERE A SIGN CONTAINING RAISED CHARACTERS AND BRAILLE IS PROVIDED AT A DOOR, THE SIGN SHALL BE ALONGSIDE THE DOOR AT THE LATCH SIDE. WHERE A SIGN IS PROVIDED AT DOUBLE DOORS WITH ONE ACTIVE LEAF, THE SIGN SHALL BE LOCATED ON THE INACTIVE LEAF. WHERE A SIGN  IS PROVIDED AT DOUBLE DOORS WITH TWO ACTIVE LEAVES, THE SIGN SHALL BE TO THE RIGHT OF THE RIGHT-HAND DOOR. WHERE THERE IS NO WALL SPACE ON THE LATCH SIDE OF A SINGLE DOOR, OR TO THE RIGHT SIDE OF DOUBLE DOORS, SIGNS SHALL BE ON THE NEAREST ADJACENT WALL. SIGNS SHALL BE LOCATED SO THAT A CLEAR FLOOR AREA 18 INCHES MINIMUM BY 18 INCHES MINIMUM, CENTERED ON THE RAISED CHARACTERS IS PROVIDED BEYOND THE ARC OF ANY DOOR SWING BETWEEN THE CLOSED POSITION AND 45 DEGREE OPEN POSITION. SIGNS SHALL BE PERMITTED ON THE PUSH SIDE OF DOORS WITH CLOSERS AND WITHOUT HOLD-OPEN DEVICES.
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CONSTRUCTION TO MEET THE APPLICABLE STATE BUILDING CODE REQUIREMENTS, FEDERAL REGULATIONS, AND OTHER LOCAL CODES HAVING JURISDICTION, INCLUDING THE FOLLOWING: INTERNATIONAL BUILDING CODE 2018, APPENDIX E & ICC A117.1 2009. APPENDIX E & ICC A117.1 2009. INTERNATIONAL EXISTING BUILDING CODE 2018 2018 INTERNATIONAL FIRE CODE 2018. INTERNATIONAL ENERGY CONSERVATION CODE 2018. INTERNATIONAL PLUMBING CODE 2018 INTERNATIONAL MECHANICAL CODE 2018. NATIONAL ELECTRIC CODE NFPA 70-2017. NATIONAL FIRE ALARM AND WIRING CODE NFPA72-2016. 302 - USE AND OCCUPANCY CLASSIFICATIONS - MIXED USE STORAGE S-2 BUSINESS GROUP B  504 - ALLOWABLE BUILDING HEIGHT:  2 STORIES & 40 FEET    2 STORIES & 40 FEET    ACTUAL BUILDING HEIGHT:  2 STORIES & 28 FEET  2 STORIES & 28 FEET     ALLOWABLE BUILDING AREA:  B: 9,000 SF & S-2: 13,500 SF B: 9,000 SF & S-2: 13,500 SF  & S-2: 13,500 SF   ACTUAL BUILDING AREA:   5,040 SF FIRST FLOOR 5,040 SF FIRST FLOOR 1,050 SF SECOND FLOOR 601 - CONSTRUCTION TYPE: VB - WITHOUT SPRINKLER PRIMARY STRUCTURAL FRAME:   0 HR FIRE RATING 0 HR FIRE RATING BEARING WALLS - EXTERIOR:   0 HR FIRE RATING 0 HR FIRE RATING BEARING WALLS - INTERIOR:   0 HR FIRE RATING 0 HR FIRE RATING NON-BEARING EXTERIOR WALLS:   0 HR FIRE RATING  0 HR FIRE RATING  (GREATER THAN 30' FIRE SEPARATION IN COMPLIANCE W/ TABLE 602) NON-BEARING INTERIOR WALLS:   0 HR FIRE RATING 0 HR FIRE RATING ROOF CONSTRUCTION:     0 HR FIRE RATING 0 HR FIRE RATING 1004 - OCCUPANT LOAD:  STORAGE - FIRST FLOOR GROSS FLOOR AREA: 4,600 DIVIDED BY 200 = 23 OCCUPANTS STORAGE - SECOND FLOOR GROSS FLOOR AREA: 1,050 DIVIDED BY 500 = 3 OCCUPANTS BUSINESS GROSS FLOOR AREA: 440 DIVIDED BY 150 = 3 OCCUPANTS 1005 - MINIMUM EGRESS WIDTH OTHER: 29 X 0.2 INCHES = 6 INCHES 29 X 0.2 INCHES = 6 INCHES  X 0.2 INCHES = 6 INCHES 6 INCHES  INCHES 1006.3.1 - MINIMUM NUMBER OF EXITS REQUIRED 2 EXITS REQUIRED - 3 EXITS PROVIDED 1011 - STAIRWAY WIDTH EXCEPTION 1 36" MINIMUM REQUIRED & PROVIDED 1017 - EXIT ACCESS TRAVEL DISTANCE WITHOUT SPRINKLER: STORAGE:  300 FEET 300 FEET BUSINESS:   200 FEET 200 FEET 
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