
TAG MANUF. SERIES/NUMBER MOUNTING LUMENS WATTS NOTES

A LITHONIA CEILING 5000 31.8

LIGHTING FIXTURE SCHEDULE

DESCRIPTION

LED STRIP LIGHT

LIGHTING FIXTURE NOTES:

1. ALL LIGHTING LED TYPE ILLUMINATION, 120 VAC.

2. FIXTURES SHALL HAVE A COLOR TEMP OF 4000, UNLESS NOTED OTHERWISE.

3. PROVIDE FIXTURES WITH INTEGRAL EMERGENCY BATTERY BACKUP OPTION IN LOCATIONS AS NOTED 'EM' ON 

PLANS.

4. PROVIDE FIXTURES WITH REMOTE EMERGENCY BATTERY/INVERTER BACKUP IN LOCATIONS AS NOTED 'EMR' ON 

PLANS.

5. PROVIDE FIXTURES WITH 0-10V DIMMING FEATURE WHERE CONNECTED TO DIMMING SWITCH IN LOCATIONS AS 

NOTED ON PLANS.

6. REFER TO ARCHITECTURAL PLANS FOR DIMENSIONED FIXTURE PLACEMENTS, CEILING TYPES, AND GRID DETAILS. 

7. VERIFY TRIM TYPES, COLORS AND FEATURES WITH ARCHITECT.

8. SUSPENDED FIXTURES SHALL SUPPORTED FROM STRUCTURE, NOT DEPEND SOLELY ON CEILING GRID FOR 

SUPPORT, AND MEET APPLICABLE SEISMIC SUPPORT/RESTRAINT REQUIREMENTS.

FOR SURFACE MOUNTING: ORDER AS "THCLX__"              TH: TONG HANGER 

NOTE:  LIGHTING CONTROLS SHALL BE ELECTRONIC WIRED SYSTEM.  LIGHTING SUBMITTALS SHALL INCLUDE A BUILDING PLAN 

WITH DEVICE LOCATIONS AND SHALL BE PROVIDED BY SYSTEM VENDOR. DEVICE LOCATIONS SHOWN ON THESE PLANS ARE 

DIAGRAMMATIC.  FINAL INSTALLED LOCATIONS OF SWITCH CONTROL DEVICES AND FIXTURE ZONING SHALL BE COORDINATED 

WITH THE OWNER PRIOR TO INSTALLATION. LIGHTING CONTROL SYSTEM SHALL PROVIDE ALL DEVICES, RELAYS, POWER PACKS 

AND CONTROL FUNCTIONS FOR A FULLY OPERATIONAL LIGHTING CONTROL SYSTEM.  PROVIDE SYSTEM PROGRAMMING AND 

SETTINGS TO MEET OWNERS REQUIREMENTS. PROVIDE DOCUMENTATION OF SYSTEM LAYOUT, CONFIGURATIONS, SETTINGS AND 

INSTRUCTIONS TO OWNER FOR FUTURE SETTINGS ADJUSTMENT.  

B 3000 23LED 2X4 PANEL CPX-2X4-3000LM-80CRI-40K-SWL MULTI-USE SURFACE MOUNT KIT 2X4, SHALLOW DEPTH: (2X4SMKSH)

C 1110 13.8WF6-LED-27K30K35K-MVOLT-90CRI-MW

D 1020 12.6EXTERIOR DOWNLIGHT WF6 LED 30K MW

EM1 N/A 1LED EXIT SIGN EXRG M6

EM2 N/A .56LED EMERGENCY LIGHT EU2CM6

640 3.3ELMRW SP640L DBLXD T

COLOR

40K

40K

35K

30K

N/A

N/A

ROUND LED DOWNLIGHT

LITHONIA

LITHONIA

LITHONIA

LITHONIA

LITHONIA

CEILING

CEILING

CEILING

CEILING

WALL

WALL

CLX L48 5000LM SEF FDL MVOLT GZ10 40K 80CRI WH

F

G

8500 59LED EXTERIOR LIGHT TWR1 LED ALO SWW2 UVOLT PE DDBTXD 40KLITHONIA WALL

LITHONIA

EM3 EXTERIOR LED EMERGENCY LIGHT N/A

EXTERIOR WALL MOUNT LIGHT MINKA LIGHTING 71241-295 WALL 60 MAXBULB DEPENDANT BULB DEPENDANT USE OF LED BULBS RECOMMENDED 

SERVICE MAIN 

PANEL

GRADE CONCRETE SLAB

UNDERGROUND METAL 

WATER PIPE

CONCRETE ENCASED 

ELECTRODE OR 

STRUCTURAL REBAR

BUILDING STEEL

5/8" X 8' MIN. 

GROUND RODS

6' MIN. 

SPACING

GROUNDING SYSTEM NOTES:

1. PROVIDE GROUNDING SYSTEM COMPONANTS, 

CONDUCTOR SIZING AND INSTALLATION IN 

ACCORDANCE WITH NEC ART. 250.

2. PROVIDE BONDING AND BONDING JUMPERS FOR 

BUILDING COMPONANTS AND METALLIC WATER PIPE 

AS REQUIRED BY NEC ART. 250.

GROUNDING ELECTRODE 

CONDUCTOR
L    N

GROUNDED NEUTRAL 

TERMINAL BAR

EQUIPMENT 

GROUNDING BAR

G

A
R

C
H

IT
E

C
T

U
R

E
 +

 I
N

T
E

R
IO

R
 D

E
S

IG
N

7
1

7
.9

2
0

.2
2

8
2

4
2

6
 S

 T
H

IR
D

 S
T

R
E

E
T

L
E

M
O

Y
N

E
, 
P

A
 1

7
0

4
3

S
U

IT
E

 1
0

1

K
D

3
D

E
S

IG
N

S
T

U
D

IO
.C

O
M

Reproduction of the material herein
or substantial use without written
permission of KD3 Design Studio,
Inc., violates the Copyright Laws of

the United States and will be
subject to legal prosecution.

Copyright: 2024
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DATE :

SCALE :

JOB NO:     544-23

SHEET

AS NOTED

01/08/2024
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PANEL A

200A METER

GROUNDING SYSTEM DIAGRAM

TO UTILITY TRANSFORMER

(3) #2/0 & (1) #6 GRD IN 2"C

3"C




