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STADIUM SEATING &
RESTROOMS BLDG

OZ OUNCE

PC PLUMBING CONTRACTOR

PCC PRE-CAST CONCRETE

PERF PERFORATE (D)

PFB PREFABRICATE (D)

PL PROPERTY LINE

PLAM PLASTIC LAMINATE

PLUMB PLUMBING

PLYWD PLYWOOD

PNL PANEL

PROJ PROJECT

PT PAINT (ED)

PVC POLYVINYL CHLORIDE

QT QUARRY TILE

QTY QUANTITY

R RADIUS

RBR RUBBER

RCP REFLECTED CEILING PLAN

RD ROOF DRAIN

REQ'D REQUIRED

RM ROOM

RO ROUGH OPENING

RTG RATING

S SOUTH

SC SEALED CONCRETE

SEC SECTION

SF SQUARE FOOT

SIM SIMILAR

SPEC SPECIFIED OR SPECIFICATION

SPK SPEAKER

SPRK SPRINKLER

SQ SQUARE

SS SOLID SURFACE OR SANITARY
SEWER

SSTL STAINLESS STEEL

ST STORM SEWER

STC SOUND TRANSMISSION
COEFFICENT

STD STANDARD

STL STEEL

STL JST STEEL JOIST

STL LNTL STEEL LINTEL

STOR STORAGE

STRUCT STRUCTURE OR STRUCTURAL

T&G TONGUE AND GROOVE

T/D TELEPHONE/DATA

TB-xx TEST BORING-XX(E.F. TB-1)

TELE TELEPHONE

TEMP TEMPORARY

TERRAZZO TZ

TF TOP OF FOOTING

THK THICKNESS

TLT TOILET

TME TO MATCH EXISTING

TO TOP OF

TOC TOP OF CONCRETE

TOS TOP OF STEEL

TPD TOILET PAPER DISPENSER

TYP TYPICAL

TYP TYPICAL

U/S UNDERSIDE

UNO UNLESS NOTED OTHERWISE

URO UNLESS REQUIRED OTHERWISE

VCT VINYL COMPOSITION TILE

VERT VERTICAL

VEST VESTIBULE

VIF VERIFY IN FIELD

VP VISION PANEL

W WEST, WIDE, WIDTH

W/ WITH

WC WATER CLOSET

WD WOOD

WH WATER HEATER

WIN WINDOW

WO WITHOUT

WP WORK POINT

WT WEIGHT

WWF WELDED WIRE FABRIC

FF FINISH FLOOR

FF EL. FINISHED FLOOR ELEVATION

FFE FURNITURE, FIXTURES, &
EQUIPMENT

FIN FINISH (ED)

FIXT FIXTURE

FLG FLASHING

FLR FLOOR

FND FOUNDATION

FO FACE OF

FPRF FIREPROOF

FR FIRE RATING, FRAME

FUR FURRED (ING)

GA GAUGE

GALV GALVANIZED

GC GENERAL CONTRACTOR

GD GRADE (ING)

GF GROUND FACE

GL GLASS, GLAZING

GWB GYPSUM WALL BOARD

HB HOSE BIBB

HC HANDICAP OR HOLLOW CORE

HDW HARDWARE

HI HIGH

HM HOLLOW METAL

HORZ HORIZONTAL

HP HIGH POINT

HR HOUR

HT HEIGHT

HVAC HEATING, VENTILATING, AND AIR
CONDITIONING

ILO IN LIEU OF

IN INCH

INCL INCLUDE (D), (ING)

INSUL INSULATE (D) (ION)

INT INTERIOR

INV INVERT

J JOIST

JC JANITOR CLOSET

JT JOINT

KIT KITCHEN

LAM LAMINATE (D)

LAV LAVATORY

LCKR LOCKER

LH LEFT HAND

LNDG LANDING

LO LOW

LP LIGHT POLE

LP LOW POINT

LS LIGHT SWITCH

LT LIGHT

LVR LOUVER

M MIRROR

MACH MACHINE

MATL MATERIAL

MAX MAXIMUM

MC MECHANICAL CONTRACTOR

MECH MECHANICAL

MFG MANUFACTURER

MH MANHOLE

MIN MINIMUM

MISC MISCELLANEOUS

MO MASONRY OPENING

MTD MOUNTED

MTL METAL, MATERIAL (S)

MWRK MILLWORK

N NORTH

NA NON APPLICABLE

NIC NOT IN CONTRACT

NO NUMBER

NOM NOMINAL

NTS NOT TO SCALE

OC ON CENTER

OH OVERHANG OR OVERHEAD

OPH OPPOSITE HAND

OPNG OPENING

OPP OPPOSITE

# POUND OR NUMBER

& AND

@ AT

A/C AIR CONDITIONING

A/E ARCHITECT/ENGINEER

ACT ACOUSTIC CEILING TILE

ADA AMERICANS W/ DISABILITIES ACT

AFF ABOVE FINISHED FLOOR

ALUM ALUMINUM

ANOD ANODIZED

APPROX APPROXIMATE

ARCH ARCHITECT

AUTO AUTOMATIC

AV AUDIO VISUAL

AVG AVERAGE

BIT BITUMINOUS

BLDG BUILDING

BLKG BLOCKING

BM BENCHMARK

BOT BOTTOM

BRG BEARING

BRG PL BEARING PLATE

BRK BRICK

BSMT BASEMENT

BTWN BETWEEN

BYND BEYOND

CAB CABINET

CB CATCH BASIN

CG CORNER GUARD

CHNL CHANNEL

CIP CAST IN PLACE

CJ CONTROL JOINT

CL CENTER LINE

CLG CEILING

CLO CLOSET

CLR CLEAR

CMT CERAMIC MOSAIC TILE

CMU CONCRETE MASONRY UNIT

CO CLEAN OUT

COL COLUMN

CONC CONCRETE

CONST CONSTRUCTION

CONT CONTINUOUS, CONTINUE

CORR CORRIDOR

CPT CARPET

CT CERAMIC TILE

CTYD COURTYARD

CW CURTAIN WALL

D DEPTH

DBL DOUBLE

DEMO DEMOLISH OR DEMOLITION

DEPT DEPARTMENT

DF DRINKING FOUNTAIN

DIA DIAMETER

DIM DIMENSION

DISP DISPOSAL

DN DOWN

DO DOOR OPENING

DS DOWNSPOUT

DTL DETAIL

DW DISHWASHER

DWG DRAWING

DWR DRAWER

E EAST

EA EACH

EC ELECTRICAL CONTRACTOR

EIFS EXTERIOR INSULATION AND FINISH
SYSTEM

EJ EXPANSION JOINT

ELEC ELECTRICAL

ELEV ELEVATOR OR ELEVATION

EPDM ETHYLENE PROPYLENE DIENE
M-CLASS

EQ EQUAL

EXIST EXISTING

EXT EXTERIOR

FAB FABRICATED

FD FLOOR DRAIN OR FIRE
DEPARTMENT

FE FIRE EXTINGUISHER

FEC FIRE EXTINGUISHER CABINET

ABBREVIATIONS LEGEND

SYMBOLS

GENERAL NOTES
1. GENERAL NOTES APPLY TO ALL SHEETS AND DRAWINGS.

2. THE INTENT OF THE DRAWINGS IS TO PROVIDE FOR COMPLETE, OPERABLE AND INTEGRATED SYSTEMS. CONTRACTORS SHALL PROVIDE FOR THE COST OF ALL LABOR AND MATERIAL 
TYPICALLY AND NORMALLY SUPPLIED FOR SYSTEMS OF SIMILAR TYPE, FEATURES AND SCOPE, AND REQUIRED TO ACHIEVE THIS INTENT.

3. THE LOCATION AND EXTENT OF ANY EXISTING CONSTRUCTION PREVIOUSLY DEMOLISHED AND SHOWN IN THE DRAWINGS WAS TAKEN FROM INFORMATION AVAILABLE TO THE ARCHITECT 
AND IS FOR REFERENCE PURPOSES ONLY. NEITHER THE
OWNER OR THE ARCHITECT MAKE ANY REPRESENTATIONS ABOUT THE ACCURACY OF INFORMATION CONTAINED IN THE EXISTING DRAWINGS OR THE CONDITION OR EXTENT OF ANY 
CONSTRUCTION REMAINING BELOW THE NEW WORK.

4. IT IS ADVISED THAT EACH BIDDER EXAMINE THE EXISTING SITE.

5. EACH BIDDER MUST INFORM THEMSELVES FULLY OF THE CONDITIONS RELATING TO THE WORK OF THE PROJECT AND THE EMPLOYMENT OF LABOR THEREON. FAILURE TO DO SO WILL NOT 
RELIEVE A SUCCESSFUL BIDDER OF THEIR OBLIGATIONS TO FURNISH ALL MATERIALS AND LABOR NECESSARY TO CARRY OUT THE PROVISIONS OF THEIR CONTRACT.

6. EACH BIDDER SHALL SURVEY AND VERIFY ALL CONDITIONS OF THE SITE AND BUILDING PRIOR TO BIDDING THE PROJECT. CONTRACTOR SHALL NOTIFY THE ARCHITECT OF ANY 
DISCREPANCIES BETWEEN SITE AND BUILDING CONDITIONS AND THE CONTRACT DOCUMENTS AND SUBMIT A REQUEST FOR INFORMATION TO ARCHITECT.

7. CONTRACTOR SHALL BE RESPONSIBLE FOR INITIATING, MAINTAINING AND SUPERVISING ALL SAFETY PRECAUTIONS AND PROGRAMS IN CONNECTION WITH THE PERFORMANCE OF THE 
CONTRACT.

8. CONTRACTOR SHALL HAVE LIMITED USE OF PROJECT SITE FOR DEMOLITION AND CONSTRUCTION OPERATIONS AS INDICATED ON DRAWINGS AND THE CONTRACT DOCUMENTS. 

9. LIMIT USE OF PROJECT SITE TO AREAS WITHIN THE CONTRACT LIMITS. DO NOT DISTURB AREAS OUTSIDE PROJECT SITE EXCEPT FOR PATCHING OR CONNECTING OR EXTENDING EXISTING 
BUILDING SYSTEMS.

10. MAINTAIN PORTIONS OF EXISTING BUILDING/FIELD, STRUCTURE, AFFECTED BY CONSTRUCTION OPERATIONS IN A WEATHERTIGHT CONDITION THROUGHOUT CONSTRUCTION PERIOD. 
REPAIR DAMAGE CAUSED BY CONSTRUCTION OPERATIONS AND WEATHER.

11. PROVIDE PROTECTION, OPERATE TEMPORARY FACILITIES, AND CONDUCT CONSTRUCTION AS REQUIRED TO COMPLY WITH ENVIRONMENTAL REGULATIONS AND THAT MINIMIZE POSSIBLE 
AIR, WATERWAY, AND SUBSOIL CONTAMINATION OR POLLUTION OR OTHER UNDESIRABLE EFFECTS.

12. PROVIDE MEASURES TO PREVENT SOIL EROSION AND DISCHARGE OF SOIL-BEARING WATER RUNOFF AND AIRBORNE DUST TO UNDISTURBED AREAS AND TO ADJACENT PROPERTIES AND 
WALKWAYS.

13. INSTALL TEMPORARY FENCING LOCATED AS INDICATED OR OUTSIDE THE DRIP LINE OF TREES TO PROTECT VEGETATION FROM DAMAGE FROM CONSTRUCTION OPERATIONS. PROTECT 
TREE ROOT SYSTEMS FROM DAMAGE, FLOODING, AND EROSION.

14. COMPLY WITH REQUIREMENTS OF AUTHORITIES HAVING JURISDICTION. PROVIDE BARRIERS IN AND AROUND EXCAVATIONS AND SUBGRADE CONSTRUCTION TO PREVENT FLOODING BY 
RUNOFF OF STORMWATER FROM HEAVY RAINS.

15. BEFORE CONSTRUCTION OPERATIONS BEGIN, FURNISH AND INSTALL SITE ENCLOSURE FENCE IN A MANNER THAT WILL PREVENT PEOPLE AND ANIMALS FROM EASILY ENTERING SITE 
EXCEPT BY ENTRANCE GATES.

16. THE EXISTENCE AND LOCATION OF UNDERGROUND AND OTHER UTILITIES AND CONSTRUCTION INDICATED AS EXISTING ARE NOT GUARANTEED. BEFORE BEGINNING SITEWORK, 
INVESTIGATE AND VERIFY THE EXISTENCE AND LOCATION OF UNDERGROUND UTILITIES, MECHANICAL AND ELECTRICAL SYSTEMS, AND OTHER CONSTRUCTION AFFECTING THE WORK.

17. BEFORE CONSTRUCTION, VERIFY THE LOCATION AND INVERT ELEVATION AT POINTS OF CONNECTION OF SANITARY SEWER, STORM SEWER, AND WATER-SERVICE PIPING; UNDERGROUND 
ELECTRICAL SERVICES, AND OTHER UTILITIES.

18. BEFORE PROCEEDING TO LAY OUT THE WORK, VERIFY ALL DIMENSIONS AND CONDITIONS AT THE SITE AND LAYOUT INFORMATION SHOWN ON DRAWINGS, IN RELATION TO THE PROPERTY 
SURVEY AND EXISTING BENCHMARKS. IF DISCREPANCIES ARE DISCOVERED, NOTIFY ARCHITECT PROMPTLY.

19. LOCATE THE WORK AND COMPONENTS OF THE WORK ACCURATELY, IN CORRECT ALIGNMENT AND ELEVATION, AS INDICATED.

20. BEFORE PROCEEDING WITH EACH COMPONENT OF THE WORK, EXAMINE AREAS, CONDITIONS, AND SUBSTRATES WITH INSTALLER OR APPLICATOR PRESENT, FOR COMPLIANCE WITH 
REQUIREMENTS FOR INSTALLATION TOLERANCES AND OTHER CONDITIONS AFFECTING PERFORMANCE. RECORD OBSERVATIONS. PROCEED WITH INSTALLATION ONLY AFTER 
UNSATISFACTORY CONDITIONS HAVE BEEN CORRECTED. PROCEEDING WITH THE WORK INDICATES ACCEPTANCE OF SURFACES AND CONDITIONS.

21. SHOULD THE DRAWINGS DISAGREE WITH ONE ANOTHER, THE LARGER SCALE DRAWING SHALL GOVERN FOR MATTERS CONCERNING INTENT. SHOULD THE DRAWINGS AND SPECIFICATIONS 
DISAGREE, THE BETTER QUALITY OR GREATER QUANTITY OF MATERIALS OR WORK SHALL BE PROVIDED AND PERFORMED.

22. THE CONTRACTOR SHALL BE RESPONSIBLE FOR CUTTING, FITTING OR PATCHING REQUIRED TO COMPLETE THE WORK OR TO MAKE ITS PARTS FIT TOGETHER PROPERLY. ALL AREAS 
REQUIRING CUTTING, FITTING AND PATCHING SHALL BE RESTORED TO THE CONDITION EXISTING PRIOR TO CUTTING, FITTING AND PATCHING, UNLESS OTHERWISE REQUIRED BY THE 
CONTRACT DOCUMENTS.

23. WHERE EXISTING CONSTRUCTION HAS BEEN DISTURBED, PATCH EXISTING WALL, FLOOR, CEILING, TRIM AND FINISH ASSEMBLIES TO MATCH ADJACENT ASSEMBLIES. PATCH SHALL 
MAINTAIN THE ACOUSTICAL, SMOKE AND FIRE RATING OF THE ASSEMBLY. CONTRACTOR RESPONSIBLE FOR THE DISTURBANCE SHALL COMPLETE PATCH.

24. ALL DIMENSIONS ARE TO THE FACE OF MASONRY, CONCRETE, AND STUD. ALL DIMENSIONS ARE ACTUAL.

25. ALL WALLS EXTEND TO THE STRUCTURE ABOVE UNLESS INDICATED OTHERWISE. CAREFULLY SCRIBE WALLS TO STRUCTURAL ELEMENTS, AS REQUIRED. WHERE EXPOSED USE AN 'L' MOLD 
TRIM TO PROVIDE A FINISHED EDGE. SEAL ALL PENETRATIONS AND PERIMETER TIGHTLY WITH ACOUSTIC SEALANT.

26. CONTRACTOR SHALL PROVIDE MASONRY OR FRAMING OF SUFFICIENT DEPTH TO ACCOMMODATE ITEMS SEMI-RECESSED OR RECESSED IN WALL(S).

27. CONTRACTOR SHALL COORDINATE THE LOCATION AND SIZE OF CHASES WITH ALL APPLICABLE TRADES.                                                                                                                                 

28. ANY MISCELLANEOUS WOOD FRAMING, BLOCKING AND NAILERS USED ARE TO BE TREATED WITH FIRE RETARDANT.

29. PROVIDE CONCEALED BACKING, STRAPS, HANGERS, ATTACHMENT PLATES, ANCHORS AND FASTENERS OF ADEQUATE SIZE AND NUMBER TO SECURELY ATTACH ITEMS TO INTENDED 
SURFACE, ACCURATELY LOCATED AND ALIGNED WITH OTHER PORTIONS OF THE WORK.

30. EXPOSED PLUMBING, MECHANICAL, ELECTRICAL AND TECHNOLOGY INFRASTRUCTURE IS NOT PERMITTED IN FINISHED SPACES UNLESS SPECIFICALLY APPROVED. 

31. REMOVE DEBRIS FROM CONCEALED SPACES BEFORE ENCLOSING THE SPACE.

32. CLEAN PROJECT SITE AND WORK AREAS DAILY, INCLUDING COMMON AREAS. ENFORCE REQUIREMENTS STRICTLY. DISPOSE OF MATERIALS LAWFULLY. MAINTAIN PROJECT SITE FREE OF 
WASTE MATERIALS AND DEBRIS. CLEAN AREAS WHERE WORK IS IN PROGRESS TO THE LEVEL OF CLEANLINESS NECESSARY FOR PROPER EXECUTION OF THE WORK.

33. DO NOT BURN WASTE MATERIALS.

34. DO NOT ALLOW DEMOLISHED MATERIALS TO ACCUMULATE ON-SITE. REMOVE WASTE MATERIALS FROM PROJECT SITE AND LEGALLY DISPOSE OF THEM IN AN EPA-APPROVED LANDFILL. 
TRANSPORT DEBRIS IN A MANNER THAT WILL PREVENT SPILLAGE ON ADJACENT SURFACES AND AREAS.

35. ALL LANDSCAPED AREAS, LAWN AREAS AND PLANTING BEDS DISTURBED BY WORK ARE TO BE RESTORED TO THEIR ORIGINAL CONDITION.

SCALE: 1" = 10'-0"B5
BLEACHERS LIFE SAFETY PLAN
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