
GALVANIZED L3x3x1/4
RAIL RISER (TYP)

6 GAUGE BLACK VINYL 
COATED FENCE

ANODIZED ALUM. 
RAIL (TYP)

R
IS
E

42
" 
G
U
A
R
D
R
A
IL

R
IS
E

.
36
" 
H
A
N
D
R
A
IL

1'-0" HANDRAIL EXT. 
@ ROW #1 ONLY

.
34
" 
M
IN
.

12"

ANODIZED ALUM.
RAILING (TYP)

MIN.=22" / MAX.=36"

GAP BETWEEN AISLE RAILINGS

38
" 
 M

A
X
.

1' - 0"

5"
5"

5"
5"

5"
5"

5"

9 '
 -
 1
 1
/ 2
"

  1'-0"

M
IN

7'
 -
 6
"

9'
 -
 4
 9
/1
6"

11' - 6"   9"

10' - 0"

  2
'-8

 3
/4
"

2'
 -
 3
 3
/4
"

  1'-6"

1/4" /12"

PROVIDE WIRING AND ADEQUATE SUPPORT FOR 
THE HUDL CAMERA MID SPAN

80

62

63

64

65

82

62

66

81

72

71

61

61

SEE ELECTRICAL DRWGS FOR TYPE 
AND NUMBER OF LIGHT FISTURES

70
SLOPE DN.

REFER TO ELECTRICAL AND MECHANICAL 
DRAWINGS FOR STUBS OUT IN THE WALL 
FOR WIRING AND PIPING

66

68

81

68

84

83

85

8 FT

1'
 -
 5
"

10
"

1' - 4 1/2" 9 1/2"

2' - 2"

5"
5"

1' - 1" 1' - 1"

10
"

F1
0"

Bleachers
15' - 9"

Press Box Roof
24' - 0 1/2"

1/4" / 12"

3" 5' - 11"

7'
 -
 6
"

2'
 -
 8
 3
/4
"

M
IN
.

3'
 -
 6
"

3'
 -
 6
"

10
" 
T
Y
P
.

REFER TO STRUCTURAL DRAWINGS FOR 
EXTENT, DEPTH,
EXISTING AND NEW CONSTRUCTION OF 
SLAB SUPPORT FOR THE 
BLEACHERS AND PRESSBOX.

2' - 2" 2' - 2" 2' - 2" 2' - 2" 2' - 2" 2' - 2" 2' - 2" 2' - 2" 2' - 2"

3'
 -
 1
"

2'
 -
 4
 1
/2
"

4"

8' - 0"

2' - 10"

9"

9'
 -
 1
 1
/2
"

9'
 -
 3
 7
/8
"

CONSTRUCTION JOINT BETWEEN EXISTING
& NEW CONCRTE VERIFY ON SITE

2' - 2" 2' - 2" 1' - 2" 8' - 0"

1 1/2"

GRAVEL ROAD CONNECTING THE 
RESTROOMS BUILDING TO THE 
UNDERSIDE OF THE BLEACHERS
REFER TO THE CIVIL DRAWINGS. 

PRESS BOX

15' - 9"

GALVANIZED L3x3x1/4
RAIL RISER (TYP)

6 GAUGE BLACK VINYL 
COATED FENCE

ANODIZED ALUM. 
RAIL (TYP)

4'
 -
 5
"

10' - 0" 6 GAUGE BLACK VINYL 
COATED FENCE

ANODIZED ALUM. 
RAIL (TYP)

GALVANIZED L3x3x1/4
RAIL RISER (TYP)

42
" 
G
U
A
R
D
R
A
IL

36
" 
H
A
N
D
R
A
IL

AREA UNDER RAMP TO RECEIVE SAME
FINISH AS FRONT OF BLEACHERS

CONCESSION

BUILDING

BLEACHERS &

PRESS BOX

F1
0"

R1
12' - 0"

Bleachers
15' - 9"

Press Box Roof
24' - 0 1/2"

8' - 0"

3'
 -
 1
"

6 RISERS  6.166" RISER
11" TREAD

1' - 1"

5"

5'
 -
 9
 3
/4
"

NORTH

S
H
E
E
T
 F
IL
E
/P
LO

T
 D
A
T
E
:

1 2 4 6 8 10

A

C

E

G

J

3 5 7 9

B

D

F

H

K

11 12

1 2 4 6 8 103 5 7 9 11 12

DRAWING NO.

COPYRIGHT     WEBER MURPHY FOX INC. 2022

CHECKED BY:

DRAWN BY:

PROJECT NUMBER:

PROJECT PHASE:

PROJECT TITLE:

KEY PLAN:

DESCRIPTIONMARK DATE

PSU PROJECT NUMBER:  00-08713.00

PSU BUILDING NUMBER: 0985095

E-MAIL:  msingley@kandwengineers.com

CIVIL

K&W
2201 N FRONT STREET, SUITE 200

HARRISBURG, PA 17110

PHONE:  717-635-2835

www.kandwengineers.com

E-MAIL:  dwilkins@wmf-inc.com

ARCHITECT/LANDSCAPE

WEBER MURPHY FOX
3230 WEST LAKE ROAD

ERIE PA 16505

PHONE:  814-920-1926

www.wmf-inc.com

E-MAIL:  ras@ba-inc.com

MEP ENGINEERING

BARTON ASSOCIATES
SCC NORTH BUILDING, 221 W PHILADELPHIA ST.

YORK, PA 17401

PHONE:  717-817-2285

www.ba-inc.com

E-MAIL:  rdiviney@DAStructures.com

STRUCTURAL

DIVINEY & ASSOCIATES
310 PENN STREET, SUITE 104

HOLLIDAYSBURG, PA 16648

PHONE:  814-317-5037

dastructures.com

CD SUBMISSION09-06-2023

PERMIT SET09-27-2023

BID SET10-04-2023

12-06-2023 REVISED DRAWINGS

01-22-2023 BID SET

3/
22
/2
02
4 
8:
18
:5
8 
A
M

C
:\R

ev
it 
Lo
ca
l F
ile
s\
A
_R

21
_ 
P
S
U
H
 S
ta
di
um

 S
ea
tin
g 
an
d 
R
es
tr
oo
m
 B
ld
g_
C
en
tra

l_
la
bd
ul
.r
vt

AE403

Author

Checker

PRESS BOX SECTIONS &
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CONSTRUCTION DOCUMENTS

777 W Harrisburg Pike, Middletown, PA 17057

PENN STATE UNIVERSITY HARRISBURG CAMPUS

STADIUM SEATING &
RESTROOMS BLDG

SCALE: 3/4" = 1'-0"D1
END RAILING DETAIL

SCALE: 3/4" = 1'-0"A1
MID-AISLE RAILING DETAIL

SCALE: 3/4" = 1'-0"E7
PRESS BOX SECTION

SCALE: 3/4" = 1'-0"E4
RISER DETAIL

SCALE: 1/4" = 1'-0"A5
BLEACHER SECTION

GENERAL SHEET NOTES

REFERENCE KEYNOTES

SHEET KEYNOTES

SCALE: 3/4" = 1'-0"H1
PLATFORM GUARDRAIL DETAIL

1'0 3'2'

1'0 3'2'

1'0 3'2'

1'0 3'2'

1'0 3'2'

4'0 8'2'

61 26 GAUGE TRIM (TYP)

62 INSULATED CAVITY WALLS-R13 MIN. W/ ARMOREFLECT WHITE
CONTINUOUS WRAP

63 CONTINUOUS WRAP INSULATION-R7.5 MIN.

64 ROOF INSULATION R38 MIN.

65 FLOOR INSULATION R30 MIN.

66 26 GAUGE MCI 'S R PANEL WITH CLOSURE STRIPS

68 FLOOR SUPPORT STRUCTURE

70 1/8" 4 WAY STEEL ROOF-CONTINUOUS WELDED SEAMS COATED
WITH METAL PRIMER AND 36 MILS OF WHITE ELASTOMETRIC
ROOF COATING

71 ALUMINUM DECK SYSTEM

72 WINDOWS DOUBLE GLAZED WITH  A SHGC VALUE LESS OR
EQUAL TO 0.38, &  U-VALUE OF LESS OR EQUAL TO 0.33 FOR
FIXED PANES, AND LESS OR EQUAL TO 0.35 FOR SLIDING PANES.

80 24"X24"X5/8" ACOUSTICAL CEILING TILES

81 1/2" VINYL SURFACED GYPSUM PANELS

82 4" VINYL COVE BASE

83 METAL  COUNTER ATTACHEMENT

84 ANODIZED ALUMINUM COUNTER TOP

85 STRAIGHT EDGE FASCIA TO ATTACH HUDL CAMERA

SCALE: 3/4" = 1'-0"H4
RAMP RAILING DETAIL

1'0 3'2'

THERMAL PERFORMANCE

THE PRESS BOX SHALL COMPLY WITH THE INTERNATIONAL ENERGY 
CONSERVATION CODE OF 2018 
THE PRESCRIPTIVE METHOD WAS FOLLOWED IN ASSIGNING THE MINIMUM 
INSULATION RATING TO THE EXTERIOR WALLS, FLOOR, AND ROOF, AND THE 
U VALUE FOR THE EXTERIOR DOORS AND THE U-VALUE AND SHGC VALUE 
TO THE FENESTRATION.
SEE E7/AE403 AND RELATED KEYNOTES.

SHOULD THE PRESSBOX FABRICATOR CHOOSE DIFFERENT INSULATION 
VALUES, U-VALUE, OR SHGC , DOCUMENTATION OF  ENERGY CODE 
COMPLIANCE SHOULD BE SUBMITTED. 

NFRC 200 – SHALL BE USED FOR DETERMINING FENESTRATION PRODUCT 
SOLAR HEAT GAIN COEFFICIENT

NFRC 100 - SHALL BE USED FOR DETERMINING THE U-FACTORS OF WINDOWS 
AND DOORS.


